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SECTION 08800 - GLAZING

PART 1 - GENERAL
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1.4

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes glazing for the following products and applications, including those

specified in other Sections where glazing requirements are specified by reference to this
Section:

1. Windows.
2. Doors.
DEFINITIONS

Manufacturers of Glass Products: Firms that produce primary glass, fabricated glass, or both,
as defined in referenced glazing publications.

Glass Thicknesses: Indicated by thickness designations in millimeters according to
ASTM C 1036.

SUBMITTALS

Product Data: For each glass product and glazing material indicated.

Samples: For the following products, in the form of 12-inch-square Samples for glass. Samples
may be sized for incorporation into the project.

Samples: For the following products:
Antique or Reproduction Glass for Windows.
Patterned, Chicken Wired Glass for Windows.

1.

2.

3. Clear Tempered Glass.

4, Clear Laminated Safety Glass.

Glazing Schedule: Use same designations indicated on Drawings for glazed openings in
preparing a schedule listing glass types and thicknesses for each size opening and location.

Product Certificates: Signed by manufacturers of glass and glazing products certifying that
products furnished comply with requirements.

Quialification Data: For installers.
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A.

B.

C.
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A.

1.7

A.

1.8

A.

QUALITY ASSURANCE

Installer Qualifications: An experienced installer who has completed glazing similar in material,
design, and extent to that indicated for this Project; whose work has resulted in glass
installations with a record of successful in-service performance; and who employs glass
installers for this Project who are certified under the National Glass Association Glazier
Certification Program as Level 2 (Senior Glaziers) or Level 3 (Master Glaziers).

Source Limitations for Glass: Obtain the following through one source from a single
manufacturer for each glass type: Antique or Reproduction Glass, Patterned Chicken-Wired
Glass, Tempered Glass and Laminated Safety Glass.

Source Limitations for Glazing Accessories: Obtain glazing accessories through one source
from a single manufacturer for each product and installation method indicated.

DELIVERY, STORAGE, AND HANDLING

Protect glazing materials according to manufacturer's written instructions and as needed to
prevent damage to glass and glazing materials from condensation, temperature changes, direct
exposure to sun, or other causes.

PROJECT CONDITIONS

Environmental Limitations: Do not proceed with glazing when ambient and substrate
temperature conditions are outside limits permitted by glazing material manufacturers and when
glazing channel substrates are wet from rain, frost, condensation, or other causes.

WARRANTY

Manufacturer's Special Warranty on Laminated Glass: Manufacturer's standard form, made out
to Owner and signed by laminated-glass manufacturer agreeing to replace laminated-glass
units that deteriorate as defined in "Definitions" Article, f.o.b. the nearest shipping point to

Project site, within specified warranty period indicated below.

1. Warranty Period: Five years from date of Substantial Completion.

PART 2 - PRODUCTS
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A.

B.

C.

GLASS PRODUCTS
Antique or Reproduction Glass: Provide glass matching existing.
Wired Glass: Provide glass matching existing. Glass may be either antique or reproduction

Laminated Glass: ASTM C 1172, and complying with other requirements specified and with the
following:

1. Interlayer: Polyvinyl butyral or cured resin of thickness to match existing materials, but
not less than 1/4 inch, with a proven record of no tendency to bubble, discolor, or lose
physical and mechanical properties after laminating glass lites and installation.
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a. For polyvinyl butyral interlayers, laminate lites in autoclave with heat plus pressure.
b. For cured-resin interlayers, laminate lites with laminated-glass manufacturer's
standard cast-in-place and cured-transparent-resin interlayer.

2. Laminating Process: Fabricate laminated glass to produce glass free of foreign
substances and air or glass pockets.

2.2 MISCELLANEOUS GLAZING MATERIALS
A. General: Provide products of material, size, and shape complying with referenced glazing
standard, requirements of manufacturers of glass and other glazing materials for application
indicated, and with a proven record of compatibility with surfaces contacted in installation.

B. Setting Blocks: Elastomeric material with a Shore, Type A durometer hardness of 85, plus or
minus 5.

C. Spacers: Elastomeric blocks or continuous extrusions with a Shore, Type A durometer
hardness required by glass manufacturer to maintain glass lites in place for installation
indicated.

2.3 FABRICATION OF GLAZING UNITS

A. Fabricate glazing units in sizes required to glaze openings indicated for Project, with edge and
face clearances, edge and surface conditions, and bite complying with written instructions of
product manufacturer and referenced glazing publications, to comply with system performance

requirements.

B. Clean-cut or flat-grind vertical edges of butt-glazed monolithic lites in a manner that produces
square edges with slight kerfs at junctions with outdoor and indoor faces.

C. Grind smooth and polish exposed glass edges and corners.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine framing glazing, with Installer present, for compliance with the following:

1. Manufacturing and installation tolerances, including those for size, squareness, and
offsets at corners.
2. Minimum required face or edge clearances.
B. Proceed with installation only after unsatisfactory conditions have been corrected.
3.2 PREPARATION
A. Clean glazing channels and other framing members receiving glass immediately before glazing.

Remove coatings not firmly bonded to substrates.
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3.3

3.4

GLAZING, GENERAL

Comply with combined written instructions of manufacturers of glass and glazing materials,
unless more stringent requirements are indicated, including those in referenced glazing
publications.

Protect glass edges from damage during handling and installation. Remove damaged glass
from Project site and legally dispose of off Project site. Damaged glass is glass with edge
damage or other imperfections that, when installed, could weaken glass and impair
performance and appearance.

Do not exceed edge pressures stipulated by glass manufacturers for installing glass lites.

Set glass lites in each series with uniform pattern, draw, bow, and similar characteristics.

CLEANING AND PROTECTION

Protect exterior glass from damage immediately after installation by attaching crossed
streamers to framing held away from glass. Do not apply markers to glass surface. Remove
nonpermanent labels, and clean surfaces.

Protect glass from contact with contaminating substances resulting from construction
operations, including weld splatter. If, despite such protection, contaminating substances do
come into contact with glass, remove substances immediately as recommended by glass
manufacturer.

Examine glass surfaces adjacent to or below exterior concrete and other masonry surfaces at
frequent intervals during construction, but not less than once a month, for buildup of dirt, scum,
alkaline deposits, or stains; remove as recommended in writing by glass manufacturer.

Remove and replace glass that is broken, chipped, cracked, or abraded or that is damaged from
natural causes, accidents, and vandalism, during construction period.

Wash glass on both exposed surfaces in each area of Project not more than four days before
date scheduled for inspections that establish date of Substantial Completion. Wash glass as
recommended in writing by glass manufacturer.

END OF SECTION 08800
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