
4

A-4.01

D-4

D-3

D-3

D-2

D-13

D-2

D-1 D-1

D-3

D-1

D-9

D-1

D-6

D-6

D-6

D-8

D-10

D-11

D-6

D-6

D-6

D-4

D-3

D-3

D-3

5

D-1.01

4

D-1.01

6

D-1.01

3

D-1.01

DINING

105

FOOD PREP

101

OFFICE

102

LOBBY

100

OFFICE

114

OFFICE

113

MECH

115

TLT

112

JAN

111

RR

110

RR

109

ADMIN

107

ACTIVITY ROOM

106

ELEV

116

D-5

D-2

D-8

D-6

D-3

D-3

ELEV

116

MECH

115

JAN

111

TLT

112

OFFICE

114

ADMIN

107

RR

109

RR

110

ACTIVITY ROOM

106

LOBBY

100

OFFICE

113

CORRIDOR

104

CORRIDOR

108

NOT IN SCOPE

D-7

D-7

D-7

D-7

D-7

D-7

D-7

DINING

105

D-9

D-9

D-12
D-12

D-9

D-5

DEMOLISH

D-12

D-9

D-5

DEMOLISH

D-12

D-3

D-12
D-12

3330 Preston Ridge RD. Suite 380
Alphretta, GA 30005

2
0
1
8
, 

J
e
ri

c
h

o
 D

e
s
ig

n
 G

ro
u

p
, 

L
L

C
. 

T
h

e
s
e
 d

ra
w

in
g

s
 a

re
 p

ro
te

c
te

d
 b

y
 t

h
e
 c

o
p

y
ri

g
h

t 
la

w
s
 o

f 
th

e
 U

n
it

e
d

 S
ta

te
s
. 

T
h

e
s
e
 d

ra
w

in
g

s
 o

r 
a
n

y
 p

a
rt

 t
h

e
re

o
f 

m
a
y

 n
o

t 
b

e
 u

s
e
d

 f
o

r 
a
n

y
 p

u
rp

o
s
e
 o

r 
re

p
ro

d
u

c
e
d

 i
n

 a
n

y
 f

o
rm

 o
r 

b
y

 a
n

y
 m

e
a
n

s
 w

it
h

o
u

t 
th

e
 w

ri
tt

e
n

 c
o

n
s
e
n

t 
o

f 
D

o
u

g
S

h
a
w

.

Sheet No.

Date

Sheet Title

Job No.

Drawn By Checked By

PRINT RECORD

RELEASED FOR CONSTRUCTION

2
/5

/2
0
1
9

 4
:2

0
:4

2
 P

M

C
:\
U

s
e
rs

\y
e

n
n

\D
o
c
u
m

e
n

ts
\1

8
0

1
1

D
G

_
L

u
m

p
k
in

C
o
S

C
_

A
rc

h
_
R

1
7

C
_

y
n

g
u

y
e

n
Z

J
4

L
2

.r
v
t

D-1.01

DEMOLITION PLAN

01/09/2019 18011DG

YN JDG

L
U

M
P

K
IN

 C
O

U
N

T
Y

 S
E

N
IO

R
 C

E
N

T
E

R

E
X

P
A

N
S

IO
N

2
6
6
 M

E
C

H
A

N
IC

S
V

IL
L
E

 R
D

.

D
A

H
L
O

N
E

G
A

, 
G

A
 3

0
5
3
3

SCALE:  3/16" = 1'-0"

DEMOLITION PLAN1

SCALE:  3/16" = 1'-0"

DEMOLITION - REFLECTED CEILING
PLAN

2

DEMOLITION NOTES

KEY

NOTE # DESCRIPTION

D-1 DEMO EXISTING PARTITION IN ITS ENTIRETY TO EXTENTS REQUIRED FOR NEW CONSTRUCTION. PATCH AND REPAIR INTERSECTIONS BETWEEN DEMOLISHED

PARTITION AND EXISTING PARTITION TO REMAIN.  CONTRACTOR SHALL MAKE ADJUSTMENTS TO EXISTING DEVICES TO REMAIN TO ACCOMMODATE BOTH

DEMOLITION AND NEW CONSTRUCTION SCOPE.  REFERENCE WITH ARCH, KITCHEN, MECH., ELECT. & PLUMBING DWGS & SPECIFICATIONS.

D-2 DEMOLISH PORTION OF EXISTING PARTITION TO EXTENTS REQUIRED FOR INSTALLATION OF NEW CONSTRUCTION. ADJUST LOCATION OF WALL MOUNTED

DEVICES TO COORDINATE W/ NEW CONSTRUCTION.

D-3 REMOVE EXISTING DOOR, FRAME & HARDWARE IN ITS ENTIRETY.  DEPOSE OF UNLESS OTHERWISE DIRECTED BY OWNER.

D-4 REMOVE EXISTING CASEWORK AND/OR KITCHEN EQUIPMENT IN ITS ENTIRETY.  DEPOSE OF UNLESS OTHERWISE DIRECTED BY THE OWNER.  PATCH AND

REPAIR EXISTING SURFACES IN PREPARATION FOR NEW CONSTRUCTION.  WHERE DEMO HAS EXTENDED BEYOND SCOPE REQUIRED FOR NEW

CONSTRUCTION, IT IS THE CONTACTOR’S RESPONSIBILITY TO REPAIR DAMAGES TO LIKE NEW CONDITION.  COORDINATE DEMOLITION SCOPE WITH

ARCHITECTURAL, INTERIORS, MECHANICAL, ELECTRICAL & PLUMBING DRAWINGS & SPECIFICATIONS.

D-5 OWNER WILL REMOVE ALL SIDINGS. GC TO REMOVE EXTERIOR SHEATHING TO FACE OF EXISTING EXTERIOR STUD FRAMING TO EXTENTS WHERE NEW

CONSTRUCTION WILL BE ADDED.  PATCH AND REPAIR EXISTING SURFACES WHERE EXISTING STRUCTURE HAS BEEN DEMOLISHED IN PREPARATION FOR

NEW CONSTRUCTION.   COORDINATE EXTENTS OF DEMOLITION WITH EXISTING ARCHITECTURAL, MECHANICAL, ELECTRICAL AND PLUMBING TO REMAIN.

WHERE DEMO HAS EXTENDED BEYOND SCOPE REQUIRED FOR NEW CONSTRUCTION, IT IS THE CONTACTOR’S RESPONSIBILITY TO REPAIR DAMAGES TO LIKE

NEW CONDITION.  COORDINATE DEMOLITION SCOPE WITH ARCHITECTURAL, INTERIORS, & MECHANICAL.

D-6 REMOVE EXISTING FLOOR FINISH COVERING TO FACE OF EXISTING CONCRETE SLAB.  PATCH AND REPAIR EXISTING CONCRETE SLAB IN PREPARATION FOR

NEW CONSTRUCTION.  REFERENCE INTERIOR DRAWINGS AND SPECIFICATIONS.

D-7 REMOVE EXISTING CEILING SYSTEM IN ITS ENTIRETY TO EXTENDS REQUIRED FOR NEW CONSTRUCTION.  PATCH AND REPAIR EXISTING SURFACES WHERE

CEILING SYSTEM HAS BEEN DEMOLISHED IN PREPARATION FOR NEW CONSTRUCTION.   COORDINATE EXTENTS OF DEMOLITION WITH EXISTING MECHANICAL,

ELECTRICAL AND PLUMBING.  EXISTING MECHANICAL, ELECTRICAL AND PLUMBING DEVICES TO REMAIN SHALL BE PROTECTED THROUGHOUT

CONSTRUCTION ACTIVITIES BY THE CONTRACTOR.  WHERE EXISTING FIRE PROTECTION/SPRINKLER SYSTEMS EXIST, IT IS THE CONTACTOR’S

RESPONSIBILITY TO ADJUST DROPS TO ACCOMMODATE NEW CONSTRUCTION.  WHERE DEMO HAS EXTENDED BEYOND SCOPE REQUIRED FOR NEW

CONSTRUCTION, IT IS THE CONTACTOR’S RESPONSIBILITY TO REPAIR DAMAGES TO LIKE NEW CONDITION.  COORDINATE DEMOLITION SCOPE WITH

ARCHITECTURAL, INTERIORS, MECHANICAL, ELECTRICAL & PLUMBING DRAWINGS & SPECIFICATIONS.

D-8 REMOVE EXISTING WINDOW & FRAME IN ITS ENTIRETY.  DEPOSE OF UNLESS OTHERWISE DIRECTED BY OWNER.  PATCH AND REPAIR EXISTING SURFACES IN

PREPARATION FOR NEW CONSTRUCTION.  WHERE DEMO HAS EXTENDED BEYOND SCOPE REQUIRED FOR NEW CONSTRUCTION, IT IS THE CONTACTOR’S

RESPONSIBILITY TO REPAIR DAMAGES TO LIKE NEW CONDITION.  COORDINATE DEMOLITION SCOPE WITH ARCHITECTURAL, INTERIORS, MECHANICAL,

ELECTRICAL & PLUMBING DRAWINGS & SPECIFICATIONS.

D-9 DEMOLISH EXISTING PORCH STRUCTURE WILL BE DONE BY OWNER.  THIS INCLUDES WALLS AND ROOF STRUCTURE. GC TO REMOVE FOUNDATIONS, AND

PATCH AND REPAIR EXISTING SURFACES WHERE EXISTING STRUCTURE HAS BEEN DEMOLISHED IN PREPARATION FOR NEW CONSTRUCTION.   COORDINATE

EXTENTS OF DEMOLITION WITH EXISTING ARCHITECTURAL, MECHANICAL, ELECTRICAL AND PLUMBING TO REMAIN. IT IS THE CONTACTOR’S RESPONSIBILITY

TO REPAIR TO LIKE NEW CONDITION.  COORDINATE DEMOLITION SCOPE WITH ARCHITECTURAL, INTERIORS, MECHANICAL, ELECTRICAL & PLUMBING

DRAWINGS & SPECIFICATIONS.

D-10 DEMOLISH SINK, FAUCETS AND PIPING IN ITS ENTIRETY.  CAP OFF WAIST PIPING AND DOMESTIC SUPPLY LINES BELOW SLAB AND/OR ABOVE CEILING CAVITY.

REFERENCE PLUMBING DRAWINGS AND SPECIFICATIONS FOR ADDITIONAL DIRECTION ON DEMOLITION SCOPE.  DEPOSE OF UNLESS OTHERWISE DIRECTED

BY THE OWNER.  PATCH AND REPAIR EXISTING SURFACES IN PREPARATION FOR NEW CONSTRUCTION.  WHERE DEMO HAS EXTENDED BEYOND SCOPE

REQUIRED FOR NEW CONSTRUCTION, IT IS THE CONTACTOR’S RESPONSIBILITY TO REPAIR DAMAGES TO LIKE NEW CONDITION.  COORDINATE DEMOLITION

SCOPE WITH ARCHITECTURAL, INTERIORS, MECHANICAL, ELECTRICAL & PLUMBING DRAWINGS & SPECIFICATIONS.

D-11 RELOCATE EXISTING KITCHEN EQUIPMENT DURING PHASE 3 . CONTRACTOR TO COORDINATE WITH CLIENT FOR TIME AND EXACT LOCATION DURING

PHASING. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGES DURING THE MOVE OF THE EQUIPMENT.

D-12 REMOVE EXISTING SHINGLES TO EXISTING SHEATHING. CONTRACTOR SHALL EXAMINE AND REPAIR WOOD ROT. DEMOLITION FOR NEW CONSTRUCTION

SHALL EXTEND TO WEAVE BETWEEN EXISTING AND NEW PANEL. EXTERIOR STUD FRAMING TO EXTENTS WHERE NEW CONSTRUCTION WILL BE ADDED.

PATCH AND REPAIR EXISTING SURFACES WHERE EXISTING STRUCTURE HAS BEEN DEMOLISHED IN PREPARATION FOR NEW CONSTRUCTION.   COORDINATE

EXTENTS OF DEMOLITION WITH EXISTING ARCHITECTURAL, MECHANICAL, ELECTRICAL AND PLUMBING TO REMAIN.  WHERE DEMO HAS EXTENDED BEYOND

SCOPE REQUIRED FOR NEW CONSTRUCTION, IT IS THE CONTACTOR’S RESPONSIBILITY TO REPAIR DAMAGES TO LIKE NEW CONDITION.  COORDINATE

DEMOLITION SCOPE WITH ARCHITECTURAL, INTERIORS, MECHANICAL, ELECTRICAL & PLUMBING DRAWINGS & SPECIFICATIONS.

D-13 PATCH AND REPAIR CABINET FINISH TO MATCH EXISTING FINISH. COORDINATE FINISH WITH SCOPE WITH ARCHITECTURAL, INTERIORS, MECHANICAL,

ELECTRICAL & PLUMBING DRAWINGS & SPECIFICATIONS.

NOTE TO GENERAL CONTRACTOR – EXACT EXTENTS OF DEMOLITION TO BE COORDINATED W/ NEW CONSTRUCTION. WHERE DEMOLITION OCCURS BEYOND LIMITS 

REQUIRED FOR NEW CONSTRUCTION, IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO PATCH AND REPAIR EXISTING CONSTRUCTION, FINISHES AND/OR 

MATERIALS TO LIKE NEW CONDITION

SCALE:  1/8" = 1'-0"

DEMOLITION - EAST ELEVATION5
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DEMOLITION - NORTH ELEVATION4SCALE:  1/8" = 1'-0"

DEMOLITION - SOUTH ELEVATION3
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DEMOLITION - WEST ELEVATION6
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