
ALIGN

ALIGN

2" WEEP HOLES, 16" O.C. ALONG LOW 
SIDE OF PAVEMENT.

1" MAX. CONCRETE SAND ODOT 703.02 
(ASTM C33) BRICK SETTING BED ASTM C33

10" ITEM 452 PLAIN PORTLAND CEMENT 
CLASS C CONCRETE PAVEMENT

4"X8" BRICK PAVERS, 2 3/4" THICK 
ROADWAY PAVERS BY BELDEN

SAND JOINT, TYP.

COMPACTED AGGREGATE BASE, 
ODOT ITEM 304

SAND FILLED JOINTS 1/6" MIN. TO 
3/16" MAX. ODOT 703.02 (ASTM C33)

6
"

1
"

6
"

PROOF ROLL SUBGRADE IN 
ACCORDANCE W/ ODOT ITEM 204.

NOTES: PROVIDE 1/4" RADIUS ON ALL 
SLAB EDGES.

PROOF-ROLL SUBRAGE IN 
ACCORDANCE W/ ODOT 
ITEM 204

4" COMPACTED 
AGGREGATE BASE 
COURSE, ODOT ITEM 304

DECOMPOSED GRANITE W/ 
STABILIZER, REFER TO 
SPECIFICATION.

4
"

4
"

FILTER FABRIC, TYP.
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1/4" ISOLATION JOINT WITH FULL 
DEPTH, PRE-FORMED FILLER. 
HOLD TOP OF FILLER DOWN FOR 
SEALANT. PROTECT TOP EDGE 
DURING CONSTRUCTION WITH 
PLASTIC CAP. SEALANT COLOR 
TO MATCH ADJACENT PAVEMENT 
TYP.

CIP CONCRETE PAVING OR SUB-SLAB

#4 DIA. JOINT DOWEL BAR AT 
12" LENGTH, 24" O.C.

5'-0" OR TO NEAREST CONTROL JOINT
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1" 2"
CONCRETE PAVING OR SUBSLAB

STRUCTURE, STAIRS, OR EXISTING WALKS

1/4" JOINT WITH FULL DEPTH, PRE-FORMED 
FILLER. HOLD TOP OF FILLER DOWN 1/4" FOR 
SEALANT. PROTECT TOP EDGE DURING 
CONSTRUCTION WITH PLASTIC CAP. SEALANT 
COLOR TO MATCH ADJACENT PAVEMENT, 
TYP.

R
 0.02

WALLS, STAIRS, CURB OR 
BUILDING BEYOND

BACKER ROD WITH JOINT SEALANT 
RECESSED 1/8" FROM SURFACE

CONC. CONTROL JOINT

3/8" PREFORMED EXPANSION 
JOINT FILL MATERIAL

ODOT ITEM 608 CIP 
CONCRETE PAVEMENT

4" COMPACTED AGGREGATE 
BASE COURSE, ODOT ITEM 
304

PROOF ROLL SUBGRADE IN 
ACCORDANCE W/ ODOT ITEM 204

4
"

5
"

NOTES:
EXPANSION AND CONTROL JOINTS AS SHOWN ON PLAN.  PROVIDE FINISH ON CONCRETE 
SURFACES AFTER EDGE TOOLING.  PROVIDE 1/4" RADIUS ON ALL SLAB EDGES.
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REFER:  5 / L801

REFER:  7 / L801

5
"

WALLS, STAIRS, CURB OR 
BUILDING BEYOND

BACKER ROD WITH JOINT SEALANT 
RECESSED 1/8" FROM SURFACE

CONC. CONTROL JOINT 
1/4 DEPTH OF SLAB

H.D. CONCRETE EXPANSION 
JOINT

ODOT ITEM 452 CIP 
CONCRETE PAVEMENT

6" COMPACTED AGGREGATE 
BASE COURSE, ODOT ITEM 
304
PROOF ROLL SUBGRADE IN 
ACCORDANCE W/ODOT ITEM 204

6
"

1
0
"

NOTES:
EXPANSION AND CONTROL JOINTS AS SHOWN ON PLAN.  PROVIDE FINISH ON CONCRETE 
SURFACES AFTER EDGE TOOLING.  PROVIDE 1/4" RADIUS ON ALL SLAB EDGES.

#4 DIA. JOINT DOWEL BAR AT 12" LENGTH, 
24" O.C.

HAND TIGHT CLAY BRICK PAVER 
2 1/4" THICK

12" SQUARE FILTER FABRIC, PER 
ODOT ITEM 712.09; TYPE E.

1" COMPACTED CONCRETE SAND 
ODOT 703.02 (ASTM C33) SETTING BED

CONCRETE BASE, ODOT ITEM 305

4" COMPACTED AGGREGATE SUBBASE 

COMPACTED SUBGRADE, ODOT ITEM 204

2" WEEP HOLES, 16" O.C. ALONG LOW 
SIDE OF PAVEMENT. FILL HOLE WITH 
DRAINAGE AGGREGATE; NO. 8 STONE

NOTES:
1. PROVIDE EDGE RESTRAINT 

ADJACENT TO ALL LANDSCAPE AND 
TURF ZONES.

2. WHEN INSTALLING PAVER FIELDS,  
BIND ALL INCOMPLETE PAVER 
FIELD EDGES WITH A TEMPORARY 
6" CONCRETE CURB (TO MAINTAIN 
THE INTEGRITY OF THE INSTALLED 
PAVING SYSTEM).

3. SAND FILLED JOINTS 1/16" MIN. TO 
3/16" MAX. ODOT 703.02 (ASTM C33)

4. CROSS SLOPE OF PAVEMENT 2% 
TYPICAL, UNLESS NOTED 
OTHERWISE.

PATTERN: VARIES SEE PLAN

1
"

4
"

4
"

4 x 8 BRICK PAVER, 2 3/4" THICK 
ROADWAY PAVER BY BELDEN 
BRICK, ASTM C1272 TRAFFIC 
TYPE F

12" SQUARE FILTER FABRIC, PER 
ODOT ITEM 712.09; TYPE E.

1" MAX. COMPACTED CONCRETE SAND 
ODOT 703.02 (ASTM C33) BRICK 
SETTING BED

CONCRETE, ODOT ITEM 305

COMPACTED AGGREGATE BASE ODOT 
ITEM 304

COMPACTED SUBGRADE, ODOT ITEM 204

2" WEEP HOLES,16" O.C. ALONG LOW 
SIDE OF PAVEMENT.

NOTES:
1. SWEEP JOINTS WITH DRY MIXTURE 

OF POLYMETRIC SAND (TECHNI-SEAL) 
OR APPROVED EQUAL.

2. WHEN INSTALLING PAVER FIELDS,  
BIND ALL INCOMPLETE PAVER FIELD 
EDGES WITH A TEMPORARY 6" 
CONCRETE CURB (TO MAINTAIN THE 
INTEGRITY OF THE INSTALLED 
PAVING SYSTEM).

3. SAND FILLED JOINTS 1/16" MIN. TO 
3/16" MAX. ODOT 703.02 (ASTM C33)

4. CROSS SLOPE OF PAVEMENT 2% 
TYPICAL, UNLESS NOTED 
OTHERWISE.

PATTERN: PERPENDICULAR 
HERRINGBONE

1
"

6
"

6
"

SAND JOINT

1/8" SAWCUT CONTROL JOINT, 1/3 DEPTH OF 
CONCRETE SLAB THICKNESS, SEE MATERIAL 
PLANS FOR HORIZONTAL LOCATIONS

COMPACTED AGGREGATE 

PROOF ROLL SUBGRADE IN 
ACCORDANCE W/ ODOT ITEM 204
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ODOT ITEM 608 CIP CONCRETE 
PAVEMENT

4
 1

/2
"

1
' 
- 

6
"

CONTRACTOR TO INSTALL 6" x 18" CONCRETE 
CURB. VERTICAL CONCRETE SURFACE FOR NAILER 
ATTATCHMENT VARIES. FROM CURB, WALLS, STAIR 
RISER, OR SIDWALK.

CONTRACTOR TO PURCHASE AND INSTALL A 2" x 4" (MIN.) 
PERIMETER COMPOSITE NAILER BOARD MOUNTED 4 1/2" 
BELOW TOP OF PLANTER CURB AND SECURED W/ CONCRETE 
FASTNERS AS PER MANUFACTURERS SPECIFICATION.

SYNTHETIC TURF AND SAND INFILL.  INSTALLATION TO 
BE PERFORMED BY FOREVERLAWN.

1" CAP OF CLEAN #9 LIMSTONE BY CONTRACTOR

4" OF CLEAN #8 LIMSTONE COMPACTED AND SET, LEVEL W/ 
TOP OF PERIMETER BOARD .

CLEANED WASHED ANGULAR ODOT #57 DRAINAGE 
GRAVEL BY CONTRACTOR

4" PERFORATED UNDERDRAIN WRAPPED IN 
WOVEN GEOTEXTILE DRAINAGE FABRIC BY 
CONTRACTOR.

PROOF ROLL SUBGRADE IN ACCORDANCE W/ 
SPECIFICATIONS BY CONTRACTOR.

NOTES: FOREVERLAWN TO PROVIDE ALL FASTENING 
MATERIALS AND PERFORM ALL NECESSARY SEAMING 
AND INSTALLATION OF SAND INFILL. FOREVERLAWN TO 
PROVIDE ALL SHIPPING AND TRANSPORTATION OF 
SUPPLIES AND MATERIAL TO THE SITE.

4
"

PLANTING AREA, REFER PLANS

SYNTHETIC TURF TO BE PROVIDED AND INSTALLED 
BY FOREVERLAWN AT NO COST TO THE PROJECT 
OR G.C.CONTRACTOR TO PURCHASE AND INSTALL 
ALL OTHER MATERIALS ASSOCIATED WITH THE 
BASE MATERIAL, DRAINAGE SYSTEMS AND 
CONCRETE CURBING/HEADER.

4
"

3" MIN.

4
"
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DECORATIVE AGGREGATE 
PAVING

BRICK PAVER SURFACE

COMPACTED SUBGRADE

PAVER RETENTION 
ANGLE, REFER 
SPECIFICATIONS

FINISHED SURFACE

ANCHOR PIN INTO 
SUBSLAB, TYP.

POLYMERIC SAND 
JOINT

WRAP GEOTEXTILE 
FABRIC, TYP.

3" = 1'-0"4 CONCRETE CROSSWALK PAVEMENT - (COC STD. DWG. NO. 41)

3" = 1'-0"11 DECOMPOSED GRANITE PAVING

3" = 1'-0"7 CONCRETE SLAB EXPANSION JOINT
3" = 1'-0"8 ISOLATION JOINT

462 SOUTH LUDLOW ALLEY
COLUMBUS, OHIO 43215
614 6212796  MKSKSTUDIOS.COM
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water feature 

SOUTHERN AQUATICS, INC.

150 HILDEN RD
SUITE 305
PONTE VEDRA BEACH, FL 32081
p 904.824.1110 | SAIFOUNTAINS.COM

architect

SoL HARRIS/DAY

6677 FRANK AVE NW
NORTH CANTON, OH 44720
p 330.493.3722 | SOLHARRISDAY.COM

structural engineer

ARUP

77 WATER STREET
NEW YORK, NY 10005
p 212.896.3000 | ARUP.COM

civil engineer

ATWELL

7100 E PLEASANT VALLEY ROAD
SUITE 220
INDEPENDENCE, OH 44131
p 440.349.2000 | ATWELL-GROUP.COM

lighting design / electrical engineer

TEC STUDIO / TECH INC.

7510 SLATE RIDGE BOULEVARD
COLUMBUS, OH 43068
p 614.866.2868 | TECSTUDIOINC.COM

cost estimating

CORNA KOKOSING

6245 WESTERVILLE ROAD
WESTERVILLE, OH 43081
p 614.901.8844 | CORNA.COM
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L801

SITE PAVEMENT
DETAILS

06/04/19 c18514

City of Canton

CENTENNIAL PLAZA

301-399 Market Ave N,
Canton, OH 44702

BID SET

1" = 1'-0"1 CONCRETE PAVEMENT
1" = 1'-0"2 H.D. CONCRETE PAVEMENT

1 1/2" = 1'-0"3 BRICK PAVEMENT - PLAZA

1 1/2" = 1'-0"6 BRICK PAVEMENT - ROADWAY
1" = 1'-0"5 CONCRETE CONTROL JOINTS

1 1/2" = 1'-0"9 ARTIFICIAL TURF

3" = 1'-0"10 PAVER TO AGGREGATE PAVING TRANSITION
6" = 1'-0"12 PAVER RETENTION ANGLE

2 06/21/19 ADDENDUM 2

3 07/02/19 ADDENDUM 3
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