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H/420 + 2" DISPLACEMENT = 4" TIP POSITION TOLERANCE

H/420 = 2" TIP POSITION TOLERANCE

6'-
0"

2"
4"

23
'-7

5 / 16
"

SYMMETRIC
AL

PLA
NE

PLAN SQUARE
DIMENSION @
BASELINE

PLAN SQUARE DIMENSION @ TOP"

GEOMETRY AND TOLERANCE SHOWN REPRESENTS OUTSIDE FACE OF SKIN

FOR LAYOUT ON SITE AND REFERENCE ELEVATION,
REFER TO ARCHITECTURAL PLANS

5'-0
"

4000 PSI REINFORCED CONCRETE PAD FOOTINGS.

4No. SIMILAR SPIRE STRUCTURES

DAMPER ACCESS DOOR ON CONVEX FACE

UN-PAINTED STAINLESS
STEEL EXPOSED
STRUCTURE (AESS)

H/420 POSITION TOLERANCE ENVELOPE FOR
OUTSIDE CURVE

EDGE CURVES SHALL NOT DEVIATE MORE THAN 1/2" FROM SPECIFIED
RADIUS MEASURED OVER ANY 10' LENGTH

DEAD WEIGHT DEFLECTION OF TIP
ESTIMATED TO BE 2"

ALSO REFER TO PLAN SECTION TOLERANCE
REQUIREMENTS AND SURFACE FINISH

TWIST & VERTICALITY TOLERANCE
CORNERS ON THIS PLANE SHALL NOT
DEVIATE FROM THE IDEAL PLANE BY
MORE THAN H/420 AND SHALL NOT DEVIATE
FROM THE PLANE BY MORE
THAN 1/2" MEASURED ON ANY 10' HEIGHT

TIP POSITION TOLERANCES

MOCK-UP ZONE
INCLUDE 1 BUTT JOINT OF MAIN BOX
(DETAIL 5) IN CENTER OF MOCK-UP

REFER TO GENERAL NOTES SHEET FOR MATERIAL
SPECIFICATIONS AND FURTHER REQUIREMENTS

2" 4"

H/210 POSITION TOLERANCE ENVELOPE FOR
INSIDE CURVE (INCLUDING SELF WEIGHT DISPLACEMENT OF H/420)

SHAFT EDGE CURVE TOLERANCES

SITE WELDING TO BE AVOIDED WHERE POSSIBLE. SKETCH IS ILLUSTRATIVE ONLY TO
DEMONSTRATE THE REQUIREMENT TO MINIMIZE SITE WELDING. CONTRACTOR SHALL
DETERMINE THEIR FABRICATION, TRANSPORTATION AND ERECTION MEANS AND METHODS,
AND VERIFY FEASIBILITY AND COST OF TRANSPORTATION TO THE SITE INCLUDING ALL
OVERSIZE PERMITS AND ESCORT NEEDS. WHERE SITE SPLICES ARE REQUIRED, THESE
SHOULD BE NOTED IN THE CONTRACTOR'S BID PROPOSAL.

REFER TO LANDSCAPE ARCHITECT'S DRAWINGS
FOR ROTUNDA SETTING OUT POINT
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462 SOUTH LUDLOW ALLEY
COLUMBUS, OHIO 43215
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revision    date         issued

architect

architect of record

structural engineer

civil engineer

lighting design / engineer

water feature

Tim Lai ArchitecT
401 W TOWN ST
COLUMBUS, OH 43215
p 614.321.5128

Sol Harris / Day Architecture
6677 FRANK AVENUE NW
NORTH CANTON, OH 44720
p 330.493.3722

ATWELL
7100 E PLEASANT VALLEY RD
SUITE 220
INDEPENDENCE, OH 44131

TEC STUDIO INC.
7510 SLATE RIDGE BLVD
COLUMBUS, OH 43068
p 614.866.2868

SOUTHERN AQUATICS, INC.
150 HILDEN RD
SUITE 305
PONTE VEDRA BEACH, FL 32081

p 440.349.2000

p 904.824.1110
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STRUCTURAL
ROTUNDA PLANS &
ELEVATIONS

06/04/2019 c267125-00

City of Canton

CENTENNIAL PLAZA

301-399 Market Ave N,
Canton, OH 44702

BID SET

Arup USA, Inc.
77 Water Street
New York, NY 10005
T +1 212 896 3000

06/04/2019 BID SET
1 06/21/2018 BID SET ADDENDUM 2
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