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CONCRETE CROSSWALK 2'W. ASPHALT

11

WIDTH VARIES SURFACE RESTORATION

+/-1'- 0" BRICK
SURFACE RESTORATION\

-
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NOTES:

REFER TO CITY OF CANTON STD.
DRAWING NO.34 FOR ADDITIONAL
SUPPLEMENTAL INFORMATION.

RUBBERIZED TACK COAT ON

CONCRETE AND BRICK PRIOR TO
PLACING ASPHALT
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SAW CUT ASPHALT
PAVEMENT SEAL JNT. W/
ASPHALT CEMENT

>> 1" W. CONCRETE BASE, 6"MIN.

THICKNESS

-

— RESET SALVAGED BRICK
PAVERS. SWEEP JNTS W/

9" CONCRETE CROSSWALK AND
PAVEMENT TRANSITION, ODOT
305, ODOT 609

POLYMERIC SAND. SET ON
1" SAND/MORTAR SETTING
BED.

CRUSHED STONE BASE, ODOT 304

@ CONCRETE CROSSWALK + PAVEMENT TRANSITION (COC STD. DWG. NO. 34)
1" — 1'_0"

VARIES, SEE PLANS
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BRICK PAVERS

SAND-BASED STRUCTURAL SOIL
REFER SOILS PLAN FOR EXTENTS

REMOVE WIRE BASKET FROM UPPER
HALF OF ROOT BALL

4" PERFORATED DRAIN WITH SOCK.
TIE TO STORM.

SUB-GRADE. CONFIRM COMPACTION
AND PERCOLATION PER
SPECIFICATIONS.

#57S WRAPPED IN FILTER FABRIC

COMPACTED SOIL MIX. EXTEND UP 1/3
OF ROOTBALL.

5 PAVER GRATE
3/4" = 1'-0"

BRICK PAVEMENT FOR
ROADWAY. REFER: 6/L801

#4 DIAM. JOINT DOWEL AT 10"
LENGTH, 12" O.C.

12"X12" CONCRETE BAND.
ODOT ITEM 452.

ADJACENT ASPHALT ROAD.
REFER TO STD. DWG. NO 32 FOR
MINIMUM PAVEMENT STANDARDS.

COMPACTED AGGREGATE BASE
ODOT ITEM 304.

PROOF ROLL SUBGRADE IN
ACCORDANCE W/ ODOT ITEM 204.

@ CONCRETE BANDING
1" = 1'_0"

14 13 12

1"

10

NOTES:

REFER TO STRUCTURAL DRAWINGS FOR DETAILING
OF PAVILION STEEL COLUMN, FOUNDATION, BASE
PLATE, ENCASEMENT AND REQUIRED CONNECTIONS.
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PLAYGROUND PROTECTIVE
SURFACING AT CONCRETE
PAVEMENT
RUBBER PAVING WEAR
|
1/2" WEARING COURSE COURSE
900.909000000900 BASE MAT, THICKNESS BASED R | NOTCHED KEYWAY
9000000000000 0¢ ON 8-0" CRITICAL FALL HEIGHT R e e
900000090000 00000 RS R,
B s s < 2" PVC DRAIN TUBE @ 4'-0" O.C., D)
2' FROM EDGES. FILL WITH #8 ISR —
- AGGREGATE s ISOLATION JOINT
o < CONCRETE SUB BASE bl B
COMPACTED, CLEAN AND =
WASHED #57 AGGREGATE
3" ASTM D2729 PERFORATED PIPE.
CONNECT TO STORM DRAIN AS
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2 RUBBERIZED PLAY SURFACE
3" = 1!_0"
TREE PAVER GRATE
RUBBERIZED MOUND
—— LANDSCAPE FABRIC
DRAIN TUBE
Z H . BRICK
REFER W-SERIES DRAWINGS FOR = W _ 7 "
TRENCH DRAIN DETAILING AND m ~ ) ] 1" DEPTH OF #9S SETTING BED
SPECIFICATIONS Z s AR e RS
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Lo 1. SET TREE PLUMB IN PLANTING PIT.
) 2. EACH TREE MUST BE PLANTED SUCH THAT THE TRUNK FLARE IS
S VISIBLE AT THE TOP OF THE ROOT BALL. TREES WHERE THE TRUNK
\, . FLARE IS NOT VISIBLE SHALL BE REJECTED. DOT NOT COVER THE
s R mcne DRAIN TOP OF THE ROOT BALL WITH SOIL.
: A : COMPACTED SUBGRADE

PAVER GRATE ENLARGEMENT

MKSK

LANDSCAPE ARCHITECTURE + URBAN PLANNING

462 SOUTH LUDLOW ALLEY
COLUMBUS, OHIO 43215
614 6212796 MKSKSTUDIOS.COM

client / owner

City of Canton

project name

CENTENNIAL PLAZA

project address

301-399 Market Ave N,
Canton, OH 44702

1/4"

11/2"= 10"

COLUMN, REFER STRUCTURAL

ARCHITECTURAL CONCRETE
ENCASEMENT FOR WATERPROOFING OF
STEEL, PER STRUCTURAL DETAILS.
-SANDBLAST FINISH

-SLOPE TO DRAIN

BRICK

#9'S AGGREGATE SETTING BED
CONCRETE SUBBASE

EXPANSION JOINT
57'S AGGREGATE

COMPACTED SUBGRADE

REINFORCED CONCRETE
FOUNDATION PER STRUCTURAL
DETAILS

@ BRICK PAVERS AT PAVILION COLUMN

11/2"= 10"

architect

SoL HARRIS/DAY

6677 FRANK AVE NW
NORTH CANTON, OH 44720
p 330.493.3722 | SOLHARRISDAY.COM

structural engineer

ARUP

77 WATER STREET
NEW YORK, NY 10005
p 212.896.3000 | ARUP.COM

civil engineer
ATWELL

7100 E PLEASANT VALLEY ROAD
SUITE 220

INDEPENDENCE, OH 44131

p 440.349.2000 | ATWELL-GROUP.COM

lighting design / electrical engineer

TEC STUDIO / TECH INC.

7510 SLATE RIDGE BOULEVARD
COLUMBUS, OH 43068
p 614.866.2868 | TECSTUDIOINC.COM

water feature

SOUTHERN AQUATICS, INC.

150 HILDEN RD

SUITE 305

PONTE VEDRA BEACH, FL 32081

p 904.824.1110 | SAIFOUNTAINS.COM

cost estimating

CORNA KOKOSING

6245 WESTERVILLE ROAD
WESTERVILLE, OH 43081
p 614.901.8844 | CORNA.COM
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