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LANDSCAPE ARCHITECTURE + URBAN PLANNING

462 SOUTH LUDLOW ALLEY

K COLUMBUS, OHIO 43215
CANTON CONSTRUCTION STANDARDS NOTES FOR MODIFIED ODOT MANHOLE 3 (SCD MH-1.2) OPTIONAL MANHOLE BID ITEMS 614 6212796 MKSKSTUDIOS.COM
NOTE 1.  LIFT HOLES INSIDE THE MANHOLES MUST BE SEALED WITH NOTE6.  GRADE RINGS FOR NEW MANHOLES MAY BE PRECAST Tem ] oty Tonim S ESCRIPTION OPTION A" TOP OF SANITARY SEWER MANHOLE COVER
GROUT. CONCRETE, RUBBER COMPOSITE, OR CLAY BRICK AND MORTAR. -
NoRETE R ooTE: o8 (SEE NOTE 2 FOR STORM SEWER COVER)
CONCRETE BRICK IS NOT PERMITTED. 604 V.F. |MH WATERPROOFING, COAL TAR, A.P.P.
NOTE2.  TOP AND TRANSITION SECTIONS MUST BE ECCENTRIC CONE
ONLY. USE FLAT SLAB FOR SHALLOW MANHOLE APPLICATIONS HEIGHT OF GRADE RINGS COLLECTIVELY SHALL NOT EXCEED 12", — client / owner
OR SPECIAL CIRCUMSTANCES AS DIRECTED BY THE GITY. IF REQUESTED BY THE CITY ENGINEER, OR SPECIFIED IN THE PLAN, THE .
PRECAST CONCRETE GRADE RINGS MUST BE REINFORCED CONTRACTOR SHALL PROVIDE UNIT PRICE FOR WATERPROOFING THE NOTES: City of Canton
NOTE 3. 6" EXTENDED BASE IS STANDARD FOR ALL SANITARY AND CLASS 'C' CONCRETE AND CONNECTED USING TWO EEEEF?Q?C*TE?SF gsg'ﬁ’é‘gTVEEDR'\T"é’X':(;'é%ST- Z)';':'SE/'\TCEF':"N'I?\ Nﬂg\[SPT'ONA'— AND oroject name
STORM MANHOLES. SET MANHOLE BASE ON 6" OF AASHTO M 43 CONCENTRIC RINGS OF 1/2" TO 1" BEADS OF BUTYL RUBBER
NO. 56. 57, OR 62 CRUSHED STONE SET ON UNDISTURBED SEALANT CON-SEAL OR APPROVED EQUAL. SEAL OUTSIDE WATERPROOFED AS DIRECTED BY THE ENGINEER. THIS OPTION IS A 1. COVER AND FRAME TO BE CAST OF GRAY IRON IN COMPLIANCE WITH ASTM SPEC. ASTM 3/4" LETTERS
EARTH. JOINTS WITH 1/2" NON SHRINK CEMENT PLASTER. CONTINGENCY BID ITEM UNLESS SPECIFIED OTHERWISE. A-48 CLASS 35 AND AASHTO M 306. CASTINGS SHALL BE OF THE HEAVY DUTY RATING. (RECESSED FLUSH) CENTENNIAL PLAZA
NOTE4.  PIPE CONNECTIONS INTO THE MANHOLES MUST NOT EXTEND RUBBER COMPOSITE GRADE RINGS MUST BE "INFRA-RISER" BY APPLY IN THE FIELD A COAL TAR EPOXY TO THE QUTSIDE OF THE MANHOLE 2 SANITARY MANHOLE COVER/FRAME 1-1/2" LETTERS
INTO THE MANHOLE MORE THAN 2" AT THE SIDES OF THE PIPE EJIW OR APPROVED EQUAL, AND CONNECTED USING TWO PER MANUFACTURER'S SPECIFICATIONS AND INSTRUCTIONS FROM THE ' (RECESSED FLUSH)
AT THE SPRING-LINE OF SAID PIPE. PARALLEL BEADS OF POLY-SEALANT ADHESIVE PER ZggTCI)’\IjG'I'HE EXTENDED BASE TO THE BOTTOM OF THE MANHOLE COVER -EAST JORDAN 1850 B VENTED COVER (PRODUCT NO. 185026) AND 1850 FRAME. ‘ J project address

MANUFACTURER RECOMMENDATION. RUBBER COMPOSITE
GRADE RINGS HEIGHT MUST NOT EXCEED 3" AND MUST BE
PLACED DIRECTLY UNDER MANHOLE FRAME.

-NEENAH R-1654 FRAME AND VENTED COVER.

SANITARY CONNECTIONS -OR EQUAL APPROVED BY CITY ENGINEER.

SANITARY SEWER PIPE INLETS, WITH FLOWLINES MORE THAN 2'

O /s/ : 301-399 Market Ave N,

G C C ST BE OUTS o ITEM [ QTY. | UNIT DESCRIPTION OPTION "B” Canton, OH 44702

HIGHER THAN THE CHANNEL BENCH MUST BE OUTSIDE DROP ) .

CONNECTIONS. DROP CONNECTIONS MUST BE FABRICATED BRICK AND MORTAR RINGS MUST BE BELDEN BRICK, FINE GRIND, 502 = TNEW MH POLYMER LNING AP P STORM MANHOLE COVER/FRAME 1-58"R 7

AND CAST INTEGRALLY WITH THE MANHOLE SECTIONS OR ASTM C32-90, OR APPROVED EQUAL WITH HIGH STRENGTH, AIR 2 AL -EAST JORDAN 1850 M GRATED COVER AND 1850 FRAME.

INSTALLED PER CITY STANDARD DWG. 11, OUTSIDE DROP ENTRAINED, MORTAR. SEAL OUTSIDE JOINTS WITH 1/2" NON 604 V.F. [EXISTING MH, POLYMER LINING, A.P.P. -NEENAH R-1654 FRAME AND GRATED COVER. 10-1/8" R O

CONNECTION FOR SANITARY MANHOLES. NO INSIDE DROPS SHRINK CEMENT PLASTER.

PERMITTED FOR PRIVATE SEWER CONNECTIONS. INSIDE DROP -USE THE VENTED COVER WITH CITY LOGO WITHIN CROSSWALKS. . 3/16" RECESSED AREAS _

FOR CITY-OWNED SEWERS ARE SUBJECT TO THE CITY USE TWO PARALLEL 3/4" BEADS OF BUTYL RUBBER SEALANT IF REQUESTED BY THE CITY ENGINEER. OR SPECIFIED IN THE PLAN. THE o = —

ENGINEER'S APPROVAL. CON-SEAL OR APPROVED EQUAL, BETWEEN GRADE RINGS OF CONTRACTOR SHALL PROVIDE UNIT PRICE FOR CORROSION RESISTANT 3. MACHINE BEARING SURFACES BETWEEN LID AND FRAME. T-118"R '

SANITARY PIPE INLETS MUST BE FLUMED OVER THE BENCH ,\DA'K;E'SEE‘TFE{":“TAER'A'— AND BETWEEN GRADE RINGS AND POLYMER LININGS AS DESIGNATED. THIS ITEM IS "CITY OPTIONAL" AND THE . architect
: : PRICE IS PAID PER VERTICAL FOOT OR PER EACH MANHOLE LINED AS 4. CONTACT CITY ENGINEER FOR CAD DRAWING OF CITY LOGO. 6-3/8" R

DIRECTING FLOW INTO THE CHANNEL, USING CONCRETE DIRECTED BY THE ENGINEER. THE UNIT COST FOR THIS ITEM INCLUDES ALL CITY LOGO

SoL HARRIS/DAY

6677 FRANK AVENUE NW, NORTH CANTON,
OHIO 44720
p 330.493.3722 | SOLHARRISDAY.COM

AND/OR CLAY SEWER BRICK AND MORTAR. NOTE 7. FOR BACKFILL MATERIAL AND COMPACTION, AND ROCK

COSTS FOR LABOR, MATERIALS, EQUIPMENT AND INCIDENTALS REQUIRED
EXCAVATION, IF APPLICABLE, REFER TO CITY STD.DWG. NO. 19.

FOR SUPPLYING AND INSTALLING THE LININGS INCLUDING THE COST FOR
BYPASSING EXISTING SEWER FLOWS FOR THE DURATION OF THE
SANITARY MANHOLES TO BE TESTED ACCORDING TO CITY

‘ INSTALLATION AND CURING TIME AS SPECIFIED. THIS OPTION IS INCLUDED 6. ALTERNATE FRAMES, SUITABLE WITH EJ 1850 COVER, FOR USE AS DIRECTED BY THE
ENGINEER'S SPECIFICATION 04-01 (NEGATIVE AIR PRESSURE AS A CONTINGENCY BID ITEM. UNLESS SPECIFIED OTHERWISE. CITY ENGINEER:
TEST). -
EAST JORDAN 2015 (10-1/2" FRAME HEIGHT)
EAST JORDAN 1622 (5" FRAME HEIGHT, OR FLAT IF FRAME IS INVERTED)

(RECESSED FLUSH)
5. CASTINGS ARE NOT REQUIRED TO BE PAINTED.

CAST OPENINGS MUST BE THE OUTSIDE DIAMETER OF THE PIPE

PLUS 2 INCHES WITH A BUTYL RUBBER A-LOK, X-CEL GASKET, NOTE 8. (©) 314" DIA
OR APPROVED EQUAL. (8 3 D £ ON
CORED OPENINGS MUST BE MACHINE CORED, THE OPENING 14" DIABOLT CIRCLE
SHALL BE PER PIPE-TO-MANHOLE CONNECTOR SPECS. USE

"KOR-N-SEAL" FLEXIBLE PIPE-TO-MANHOLE CONNECTOR WITH

APPLY IN THE FIELD A CORROSION RESISTANT POLYMER LINING (PLASITE

structural engineer
5371 BY CARBOLINE OR APPROVED EQUAL) TO THE INSIDE OF THE NEW OR

EXISTING MANHOLE PER MANUFACTURER'S SPECIFICATIONS AND 1-1/2" LETTERS ARUP
STAINLESS WEDGE ASSEMBLY OR APPROVED EQUAL INSTRUCTIONS. APPLY FROM THE TOP OF THE BENCH TO THE BOTTOM OF (RECESSED FLUSH)
CONFORMING TO ASTM C-930 OR ASTM C-923. THE MANHOLE COVER CASTING. 77 WATER STREET

3" MAX. NEW YORK, NY 10005

?)L(éﬁmg(s) EgiCsTTlggM PIPE INLETS MAY BE CAST OR MACHINE DOUBLE RING, 1/2" to GRADE RING Egiﬂ?’%RSITE FOR EXISTING MANHOLES, PRIOR T0 POLYMER LINING APPLICATION, P 2128563000 |ARUR.COM
S O R L R B S R 1" DIA. BUTYL DETAIL DOUBLE RING RESTORE INSIDE WALLS AS PER LINING MANUFACTURERER'S _
MAKE WATER-TlGHT JOINTS WITH NON-SHRINK'C.EMENT OR : Egi?ggAsL%\; _ POLY-SEALANT RECOMMENDATIONS OR AS DIRECTED BY THE CITY ENGINEER. il endineer
CLASS 'C' CONCRETE APPLIED FROM INSIDE AND OUTSIDE OF APPROVED EQUAL ADHESIVE 9
MANHOLE. ATWELL
NOTE5. STEPS SHALL BE 1/2" STEEL REINFORCED POLYPROPYLENE SEAL OUTSIDE JOINTS 12" MAX ' 7100 E PLEASANT VALLEY ROAD
STEPS 12" W X 5-3/4" BY AMERICAN STEP CO., INC. OR WITH 1/2" NON SHRINK TOTAL. THE CITY'S STANDARD MANHOLE SUITE 220
APPROVED EQUAL, MEETING ASTM 478. CEMENT PLASTER. FOR SANITARY AND STORM INDEPENDENCE, OH 44131
FRAMES AND COVER SHALL CONFORM WITH CITY OF CANTON r SEWERS 15 THE ODOT MH-3 WITH P 410:349,2000 [ATWELL-GROUP.COM
CHAMES ROy DOUBLE RING, 112" to THE MODIFICATIONS NOTED. H
1" DIA. BUTYL
RUBBER SEAL, lighting design / electrical engineer
CON-SEAL OR
APPROVED EQUAL TEC STUDIO / TECH INC.
REVISIONS 7510 SLATE RIDGE BOULEVARD
TY APPROVED DATE: JAN 2012 . REVISIONS COLUMBUS, OH 43068
OFFICE OF THE CITY ENGINEER R ———1 | STANDARD DRAWING NO. 10 & i, OFFICE OF THE CITY ENGINEER APPROVED DATE: JAN 2012 —— ——— STANDARD DRAWING NO. 12 OO S DIOING.COM

CANTON, OHIO

DANIEL J. MOEGLIN, P.E., CITY ENGINEER
2436 30th St. NE 44705  330-489-3381  www.cantonohio.gov/engineering

PRECAST STORM OR
SANITARY MANHOLE
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APPROVED BY: CDB, RMB, SLH

MH COVER CITYLOGO
NOTE 2 REVISED, ADD GRATED COVER
REMOVED OLD CITY LOGO COVER

2/28/2014 RMB —

1172015 | RMB MANHOLE COVER

APPROVED BY: CDB, RMB, SLH

water feature

SOUTHERN AQUATICS, INC.

DRAWING FILE NAME: ce_10.dwg

DRAWING FILE NAME: ce_12.dwg
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NOTES: NOTES: (CONTINUED) . D
PAVEMENT OR SURFACE REPLACEMENT MAXIMUM PAY LIMITS NOTES: (CONTINUED) NOTES: ( )
1. BEDDING: B O B e s it 8. EXCAVATION OF ROCK OR BURIED/ABANDONED CONCRETE STRUCTURE
PIPE DEPTH BETWEEN 4' TO 8' = 0.D. OF PIPE + 50" 3. COMPACTION: 7 PAY LIMITS FOR CITY PROJECTS EENOVAL
MATERIALS SHALL BE AASHTO M 43 NO. 56, 57, OR 67 CRUSHED STONE. NO PIPE DEPTH GREATER THAN 8' = 0.D. OF PIPE + 6'-0" g
ALTERNATES UNLESS APPROVED BY THE CITY ENGINEER. PRIVATE UTILITIES (PIPE DEPTH BEING MEASURED FROM THE PIPE INVERT Et( ALL BACKFILL SHALL BE PLACED IN LAYERS NOT TO EXCEED 12-INCHES
H THE COST OF PIPE EXCAVATION FOR NEW MANHOLES AND CATCH BASINS, UNLESS OTHERWISE
MAY TYPICALLY PROVIDE ALTERNATIVE BEDDING MATERIAL AS APPROVED BY l [FLOWLINE] TO THE SURFACE OF THE TRENCH) . = LOOSE DEPTH AND COMPACTED BY APPROVED MECHANICAL MEANS. A) Sﬁfgé’;% %NE%TBQS';Q%DISOT:;:V%FS%WT SLECIETED OR SO BN COLSTRUSTION BLANE SHA'L BENE ASURER i
THESATENGINEER | \ l Sl é%%%;é%%?&’ﬁ&“g;”sﬂgEg'ﬁéjl\'pég“\,'ﬁ'T'}:Ef/‘fBiﬁ';%iOggL' BETWEEN VERTICAL PLANES ONE (1) FOOT BEYOND THE OUTSIDE EDGE OF
P N S s THE FOUNDATION OF THE STRUCTURES ON ALL SIDES, AND PARALLEL
BEDDING WIDTH TABLE e AN ONNNS  ONSRN ONA N N N7 TAMPING EQUIPMENT AS DIRECTED. ANY MODIFICATIONS TO THESE B) PAVEMENT RESTORATION IS INCLUDED WITH THE COST OF PIPE e S TR
RESTORE TRENCH SURFACE. SEE NOTE 4 A PARATE PAY ITEM IS PROVIDED. WHEREBY THE WIDTH THERETO, AND FROM THE SURFACE OF THE ROCK T
i : REQUIREMENTS MUST BE APPROVED BY THE CITY ENGINEER. UNLESS A SEPARA . CTURES PLUS THE
7y N SN AREY NN AN N , ROCK OR THE NEAT LINES OF THE BOTTOM OF THE STRUCTURE
PIPE TYPE MIN. WIDTH, TYP. MAX. WIDTH, TYP. =T R T S TSP M B MEASUREMENT OVER THE TRENCH FOR PAVEMENT RESTORATION T et AL L (EASUREMENTAVEIER IS LESSER
ST i - SHALL NOT EXCEED THE OUTSIDE DIAMETER (0.D.) OF PIPE PLUS A : -
preghiginsge i Fh et PIPE 0.0 v 220" Al=h 7 4 SURFACE: NS N i DEPE[\IDEEI\'T ONC[/?\E?)LHBiEIZIE?FﬁGEEGRES SHALL EXCAVATION FOR NEW PIPES, UNLESS OTHERWISE SPECIFIED OR SHOWN ON
E. CMP, ALUMINUM) o MEASUREMENTS AT MANHOLE AND WEEN TRENCH WALLS (NOT
(FVG; HOP - STRUCTURE + 3-0" CONSTRUCTION PLANS, SHALL BE MEASURED BETWE (
o oo ; TRENCHES SHALL BE TOPPED WITH 4" OF ODOT 304 LIMESTONE OR NOT EXCEED THE AREA OF THE BASE OF THE STR = 5 s
_— Sn OFFSET AREA AROUND THE STRUCTURE'S BASE TO EXCEED PIPE O.D. + 18", AND FROM THE SURFACE OF THE ROCK
P e I'D';:j e PIPEO.D. 20 g o] GRAN?J?/SRKSLI?I};ERIAL Q?FESQT”W?LRL'E@'gﬁ@h‘ﬁg’;‘?&ﬂ?&ﬂ{is ¥§i§;,g’},\§ggﬁ?;ﬁ§m§$ ' BOTTOM OF THE ROCK OR THE BOTTOM OF THE PIPE BEDDING, USE THE ROCK AND BURIED & ABANDONED CONCRETE STRUCTURE _
(EONC., VIT. CLAY, DUCTILE IRON) Z s : : MEASUREMENT WHICH IS LESSER. REMOVAL, CONTINGENCY BID ITEMS
% R * ODOT 703.11. TYPE 1 ONLY = SAWCUT PAVEMENT FULL REPLACEMENT. THE TRENCH TOPPING MATERIAL SHALL BE ROLLED OR C) EéTRSVIE%US?CAAT\I/%IgSLiRDVELéSg%gg’&iﬁiﬁ?&mﬁéF‘;ifC'SDER
CENTER PIPE HORIZONTALLY WITHIN BEDDING AREA. ANY DEVIATION TO =3 i Mkt =|  DEPTH PRIOR TO REMOVING OTHERWISE COMPLETED FLUSH WITH THE ADJOINING PAVEMENT. ;”FE{ S e S e oD AN ER EXCAVATION OF BURIED AND ABANDONED CONCRETE STRUCTURES SHALL ITEM| QTY. | UNIT DESCRIPTION
LYRICAL BEDDING REQUIREMENTS ARE SUBJECT TOTHEDISCRENON OF THE <T|T STRENGTH MORTAR et e QVER: STREET RESTORATION: BE MEASURED IN THE SAME MANNER AS ROCK REMOVAL. o o~ |ROCK REMOVAL
' &2 = ' : ITY ENGINEER, SOFT/UNSTABLE
m= J SECOND CUT, AS DIRECTED CONCRETE OR ASPHALT STREET PAVEMENT SHALL BE REPLACED IN m%‘lfxggi eckioierl &FTE;EE kot il ottt FOR CITY PROJECTS. THE CONTRACTOR SHALL BE PAID FOR ROCK REMOVAL 603 C.Y. |CONCRETE STRUCTURE REMOVAL
THE BEDDING LIMITS SHOWN APPLY IN ALL CASES EXCEPT FOR WHEN PIPE ST BY THE CITY ENGINEER, TO ACCORDANCE WITH CITY STD. DWG. NO. 32. BRICK OR ASPHALT-BRICK e e S e AND GONGRETE STRUCTURE REMOVAL UNDER THE CONTINGENCY BID ITEMS
MANUFACTURER SPECIFIES A BEDDING WIDTH DIFFERENT FROM THAT ] REMOVE AND REPLACE COMPOSITE STREET PAVEMENT SHALL BE REPLACED IN ACCORDANCE e el el eliuani o oo e FOR ROCK OR CONCRETE STRUCTURE REMOVAL. IF A CONTINGENCY BID
SHOWNAHD THE QU ENGINEERIFERMTSANE. == UNGERMINED PAVEMENT. VTR CATYST0. DWEEL NO: 3. BB Aoe it SUITABE RATE AL ITEM IS NOT INCLUDED IN THE BID PROPOSAL, THE CONTACTOR MAY SUBMIT
A = grtn , ' A PROPOSAL (PRIOR TO WORK BEING STARTED) TO THE CITY ENGINEER FOR E
gLl BACKFILL e FOR CITY PROJECTS, THE PAYABLE WIDTH OF THE EXTRA FOUNDATION REVIEW AND APPROVAL.
2. BACKFILL: ar| = DRIVEWAY SURFACES SHALL BE REPLACED IN ACCORDANCE WITH THE :
= = GRANUL AR MATERIAL, ON SPECIFICATIONS FOR THE MATERIAL SHALL NOT EXCEED THE LESSER OF THE APPLICABLE
go| = ALY 7o, TYRE TOR | @ O orON REPAIR AND REPLAGEY MINIMUM OR MAXIMUM TYPICAL BEDDING WIDTH, AS NOTED ON SHEET FOR PRIVATE WORK, ALL COSTS ARE AT THE OWNER'S EXPENSE.
BACKFILL WITHIN THE PUBLIC STREET R/W: oo = TYPE 2. OR ODOT 613 LOW -~ 1= W CONSTRUCTION, REPAIR, AND REPLACEMENT OF SIDEWALKS, CURBS, O ’ ROCK EXCAVATION
25| T ion Cperaintt T AND DRIVEWAYS; AND CITY STD. DWG. NOS. 28 THRU 33. 195 IR, DARR.I2 ROCK EXCAVATION 1oy URtAct  MANHOLES AND
MATERIALS SHALL BE ODOT 703.11, TYPE '1' GRANULAR MATERIAL (3044 411, = O o ALTERNATE MATERIAL -l ‘_I s ' )
or 617 AGGREGATE GRADATION) OR TYPE '2’ GRANULAR MATERIAL, OR ODOT % T il i ONLY IF APPROVED BY LAWN RESTORATION: FOR PRIVATE WORK, ALL COSTS ARE AT THE OWNER'S EXPENSE. N— NEW PIPES CATCH BASING
4 i = R A CITY ENGINEER. i i i =i
613, LOW STRENGTH MORTAR: DEVIATIONS FROM THIS ARE AS FOLLOWS S5| T . i ;,;vgvgéuiigc:ﬁa fgk?é_é.ssEEi%Phl;l?)?ggAV&Tg OPF\J gg&n&u&rné (Zf; jo‘TI\CJ?SéOIL' EXTRA FOUNDATION MATERIAL, OPTION A, B, C. & D, MAY BE USED IN ] .
A) NO FOUNDRY SAND OR SLAG IS PERMITTED. 1T lf 4T A LAWN GRASS. ANY COMBINATION AS DIRECTED BY THE CITY ENGINEER: T @, o
=IE Ii= , w < ;
B) ALTERNATE GRANULAR MATERIAL SHALL BE PERMITTED ONLY WITH THE o — BEDDING ,_‘ OPTION A: CRUSHED STONE, AASHTO M 43 NO. 1 AND/OR 2 4 %
SUPPLEMENTAL APPROVAL OF THE CITY ENGINEER. TO PETITION FOR aw| — T CRUSHED STONE, TE 12" - NON-RIGID PIPE (PVC, HDPE, CMP, ALUMINUM) . 2 .
SUCH SUPPLEMENTAL APPROVAL, THE DEVELOPER/CONTRACTOR SHALL Sa| | [&AASHTOM43NO. 56,57, OR67 3t [ 1"- RIGID PIPE (CONCRETE, VITRIFIED CLAY, OR DUCTILE [RON) OPTION B: CRUSHED STONE, AASHTO M 43 NO. 56, 57, OR 67 x =A
SUBMIT IN WRITING THE FOLLOWING: = A== YA e L : > 2
* SOURCE OF THE ALTERNATE BACKFILL MATERIAL. g - ﬂ—’ 2 . [lE OPTION C: ODOT 703.11, TYPE 1 (304, 411 OR 617 GRADATION) I A . 2
* GRADATION REPORT IN ACCORDANCE WITH AASHTO T Il AND T 27. == 7 = = _ ‘ Q |
* PROCTOR CURVE ANALYSIS IN ACCORDANCE WITH ASTM D 698. zo| =i Phepim ﬁl‘i w OPTION D: TENSAR GEOGRID T1100, OR APPROVED EQUAL 2 =1 e TR 'R
* PROPOSED COMPACTION METHOD. ez = = 2 e — —47 o S/LJRFACE 8 S BID SET
o= s [ T > = AR z
o= o I W 7 flE=t l 1— < MAXIMUM WIDTH ROCK -~ s e e ey <
THE CITY ENGINEER RESERVES THE RIGHT TO REFUSE ANY ALTERNATE =1 il 6" - NON-RIGID PIPE (PVC, HDPE, CMP, ALUMINUM) EXTRA FOUNDATION MATERIAL, CONTINGENCY BID ITEMS ol =] e SURFAGE. 2| 7 |waxmumwiotH 3 _
BACKFILL MATERIAL, REGARDLESS OF APPROVAL OF SIMILAR MATERIAL 7? = | | = — 3" - RIGID PIPE (CONCRETE, VITRIFIED CLAY, OR DUCTILE IRON) TEM QTY UNIT DESCRIPTION = _JT: ROCK AND S é — >~ | PAYABLE FOR | Not For Constructlon
ON A PREVIOUS PROJECT. —_‘-;‘—‘ e = e . 2 R it s < | 'ROCK AND
=il S il =S 603 C.Y. |EXTRA FOUNDATION, OPTION A (#1,#2 STONE) v ot z 2| | CONCRETE . |
i=i3 1= M Y. : . e STRUCTURE e - e
THE CITY ENGINEER FURTHER RESERVES THE RIGHT TO REFUSE ANY =H EXTRA FOUNDATION i |- e &Y TEXTRA FOUNDATION. OPTION B (256.57.67 STONE) o AT B — S| =1 strucTure - - ‘
ALTERNATE BACKFILL MATERIAL THE CITY FINDS NOT CONSISTENT WITH - MATERIAL Gl 5. CONSTRUCTION METHODS FOR BEDDING AND BACKFILL SHALL AL : 4y 2 % — e X ol - 71 EXCAVATION: ! revision  date issued
THE APPROVED SOURCE, GRADATION REPORT, PROCTOR REPORT, OR O [=IEHE . SEENOTETC.  EdR—[k CONFORM WITH ODOT 603, UNLESS STATED OTHERWISE HEREIN. 603 C.Y. |EXTRA FOUNDATION, OPTION C (304,411,617) : S - i = e 5| © ——leasEext.e12 ; =,
COMPACTION METHOD. < 22 ==t f"':“'il‘lwﬁ:‘,&i o= | 603 SF. |EXTRA FOUNDATION, OPTION D (GEOGRID) = X7 250 S A = . \ CHANNEL 1 06/14/2019 ADDENDUM #1
S HE Sl == N = = 6. ODOT REFERENCES ARE FROM THE CURRENT ODOT CONSTRUCTION w — —— o i ; 5> 06/19/2019 ADDENDUM #2
C) ODOT 703.11, TYPE 2, OR ALTERNATE MATERIALS ARE NOT PERMITTED Sgio =] ‘ AND MATERIAL SPECIFICATIONS. ANY DISCREPANCIES SHALL BE o [ v S—— o — —
WITHIN 4 FEET OF THE TRENCH SURFACE. UNLESS OTHERWISE APPROVED <£SET BEDDING WIDTH, SEE TABLE SUBJECT TO THE CITY ENGINEER'S DISCRETION. o i— e = ] N R ST )
BY THE CITY ENGINEER. 9 LWz9 Wi — | 9 oppg B 9 —C 2 ] 12" / ' < MANHOLE / CB BASE
: - £ y h —— “ O 1 Z g
§ x E o) = : 7" max ‘,‘:-PONDUI'I";; MAX [ - (2 — TAX BASEEXT. . ~°© .
BACKFILL OUTSIDE OF THE PUBLIC STREET R/W: <598 o — Crd g i — o BEDBING.TYE,
FOLLOW MATERIAL AND METHODS FOR BACKFILL IN ACCORDANCE WITH ry3s Z e = = oo s o
ODOT 603 G22c — : — ___—~—+— §". NON-RIGID PIPE i A o Y
— ey ¥ RIGID PIPE T ey e
T T e _ = R A — c
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