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NOTES: LANDSCAPE ARCHITECTURE + URBAN PLANNING

NOTES:

EXPANSION AND CONTROL JOINTS AS SHOWN ON PLAN. PROVIDE FINISH ON CONCRETE
SURFACES AFTER EDGE TOOLING. PROVIDE 1/4" RADIUS ON ALL SLAB EDGES.

WALLS, STAIRS, CURB OR
BUILDING BEYOND

BACKER ROD WITH JOINT SEALANT
RECESSED 1/8" FROM SURFACE

CONC. CONTROL JOINT REFER: 5/L801

3/8" PREFORMED EXPANSION
JOINT FILL MATERIAL REFER: 7 /1801
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ODOT ITEM 608 CIP

BASE COURSE, ODOT ITEM
304

EXPANSION AND CONTROL JOINTS AS SHOWN

ON PLAN. PROVIDE FINISH ON CONCRETE

SURFACES AFTER EDGE TOOLING. PROVIDE 1/4" RADIUS ON ALL SLAB EDGES.

WALLS, STAIRS, CURB OR
BUILDING BEYOND

BACKER ROD WITH JOINT SEALANT
RECESSED 1/8" FROM SURFACE

CONC. CONTROL JOINT
1/4 DEPTH OF SLAB
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H.D. CONCRETE EXPANSION
JOINT

ODOT ITEM 452 CIP
CONCRETE PAVEMENT
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BASE COURSE, ODOT ITEM
304

HAND TIGHT CLAY BRICK PAVER
2 1/4" THICK

12" SQUARE FILTER FABRIC, PER
ODOT ITEM 712.09; TYPE E.

NO. 9 CRUSHED STONE SETTING BED

CONCRETE BASE, ODOT ITEM 305

4" COMPACTED AGGREGATE SUBBASE

SIDE OF PAVEMENT. FILL HOLE WITH

DRAINAGE AGGREGATE; NO. 8 STONE

NOTES:

1. PROVIDE EDGE RESTRAINT
ADJACENT TO ALL LANDSCAPE AND
TURF ZONES.

2. WHEN INSTALLING PAVER FIELDS,

BIND ALL INCOMPLETE PAVER

FIELD EDGES WITH A TEMPORARY

6" CONCRETE CURB (TO MAINTAIN

THE INTEGRITY OF THE INSTALLED

: SAND FILLED JOINTS 1/16" MIN. TO
3/16" MAX.

4. CROSS SLOPE OF PAVEMENT 2%
TYPICAL, UNLESS NOTED
OTHERWISE.

PATTERN: VARIES SEE PLAN

462 SOUTH LUDLOW ALLEY
COLUMBUS, OHIO 43215
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SYNTHETIC TURF TO BE PROVIDED AND INSTALLED
BY FOREVERLAWN AT NO COST TO THE PROJECT NOTES: FOREVERLAWN TO PROVIDE ALL FASTENING F

OR G.C.CONTRACTOR TO PURCHASE AND INSTALL
ALL OTHER MATERIALS ASSOCIATED WITH THE
BASE MATERIAL, DRAINAGE SYSTEMS AND
CONCRETE CURBING/HEADER.

MATERIALS AND PERFORM ALL NECESSARY SEAMING
AND INSTALLATION OF SAND INFILL. FOREVERLAWN TO
PROVIDE ALL SHIPPING AND TRANSPORTATION OF
SUPPLIES AND MATERIAL TO THE SITE.

PLANTING AREA, REFER PLANS
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