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SECTION

11

SPECIALTY DETECTABLE
WARNING PAVER

CORE DRILL 1" DIA. HOLE
THROUGH CONCRETE
SUBBASE EVERY 6 LINEAR
FEET (MIN.) FILL HOLE WITH
DRAINAGE AGGREGATE; NO.
8 STONE.

GRANITE CURB MORTAR TO
CONCRETE BASE

ADJACENT STREET BRICK
PAVING

12" SQUARE FILTER
FABRIC, PER ODOT ITEM
712.09; TYPE E. TYP. BOTH
SJQES OF CU

CORE DRILL 2" DIA. HOLE
THROUGH CONCRETE
SUBBASE 16" O.C. ALONG
LOW SIDE OF PAVEMENT.
FILL HOLE WITH DRAINAGE
AGGREGATE; NO. 8 STONE.

PREFORMED EXPANSION
JOINT FILLER

CONCRETE SUB-BASE

COMPACTED AGGREGATE
SUB-BASE

NOTE: REFER CIVIL ENGINEER
DRAWINGS FOR CURB SUB-BASE
MATERIALS AND COMPACTION

10 9 8 7 6

NOTES:

1. CURB LENGTHS MAY VARY, PROVIDE
SHOP DRAWINGS FOR APPROVAL.

2. PROVIDE STRAIGHT PIECES AS PER
PLAN.

GRANITE DETECTABLE
WARNING TILE

FLUSH GRANITE CURB

STREET ELEVATION

11/2" =1'-0"

@ C1 GRANITE ROADWAY CURB, FLUSH

ADJACENT BRICK PAVER

CORE DRILL 1" DIA. HOLE

THROUGH CONCRETE SUBBASE

EVERY 6 LINEAR FEET (MIN
FILL HOLE WITH DRAINAGE
AGGREGATE; NO. 8 STONE

GRANITE CURB MORTAR TO

CONCRETE BASE

ADJACENT STREET BRICK
PAVING

TYP, BO

SECTION

CORE DRILL 2" DIA. HOLE

12" SQUARE FILTER FABRIC,
PER ODOT ITEM 712.09; TYPE E.

GRANITE SPECIALTY
TRANSITION CURB

TRANSITION END PIECE OF CURB

ADJACENT GRANITE 12" DEEP

FLUSH CURB

STREET ELEVATION

NOT TO SCALE

) ADJACENT BRICK PAVER

GRANITE CURB

ADJACENT GRANITE CURB

STREET ELEVATION

THROUGH CONCRETE SUBBASE
16" O.C. ALONG LOW SIDE OF
PAVEMENT. FILL HOLE WITH
DRAINAGE AGGREGATE; NO. 8
STONE.

PERFORATED EXPANSION JOINT
FILLER

CONCRETE SUB-

COMPACTED AGGREGATE
SUB-BASE

NOTE: REFER CIVIL ENGINEER

DRAWINGS FOR CURB SUB-BASE

MATERIALS AND COMPACTION

MODEL
N.T.S.

NOTES:
y | 1. CURB LENGTHS MAY VARY,
K | PROVIDE SHOP DRAWINGS
FOR APPROVAL.
) 2. PROVIDE STRAIGHT PIECES
- AS PER PLAN.
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@ C3 - GRANITE ROADWAY MOUNTABLE CURB
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C5 - GRANITE ROADWAY MOUNTABLE CURB TO 6" CURB

GRANITE SPECIALTY
TRANSITION CURB

TRANSITION END PIECE OF CURB

ADJACENT GRANITE 6" CURB

TRANSTION TO FLUSH

STREET ELEVATION

®

NOT TO SCALE
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10

GRANITE CURB

ADJACENT ROADWAY PAVING

@ C2 - GRANITE ROADWAY MOUNTABLE CURB TO FLUSH CONDITION

ADJACENT CURB

1/4" RADIUS, EASED EDGE ON

- 7on STREET SIDE

C4 GRANITE ROADWAY CURB - FLUSH TO 6 INCH

10.5" HEIGHT,

TRANSITION END OF GRANITE CURB

—— ADJACENT GRANITE MOUNTABLE
CURB

STREET ELEVATION

@

(VARES, SEE GRADING PLANS

NOT TO SCALE

— ADJACENT PLAZA PAVEMENT

CONCRETE BACKFILL
(2000 PSI)

PREFORMED EXPANSION
JOINT FILLER

SOLID CONCRETE BLOCK
(8"x8"x4") MEETING ODOT
ITEM 305.

6" PIPE UNDERDRAIN, TIE —— 77—

INTO STORM SYSTEM =T T T T l— T | L= [ [—[ [ [—

6" MINIMUM #8 OR #57 COMPACTED
AGGREGATE SUB-BASE

6" 3" 10"

SECTION

PROOF ROLL SUBGRADE IN
ACCORDANCE W/ ODOT ITEM
204COMPACTED SUBGRADE

NOTE: CURB SHALL BE IN NOMINAL
LENGTHS OF 10' OR APPROVED

DIMENSION. THE MINIMUM CURB LENGTH
ALLOWED IS 3'. GRANITE CURB SHALL BE
FIELD CUT AT CURB RAMPS TO ALLOW FOR

FIELD ADJUSTMENTS AS DIRECTED.

1/8" SHIM—

FLUSH JOINT AT
TOP OF CURB

BY GRANITE CURB
SUPPLIER

GRANITE ©
CURB GRANITE -
S CURB L
<
\
CONCRETE BLOCK MEETING
ODOT ITEM 305 (8"x8"x4")
FILL ALL VOIDS BETWEEN
CURB AND AGGREGATE WITH
ELEVATION T
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@ C6 - GRANITE ROADWAY CURB - 6" TRANSITION TO FLUSH, STRAIGHT, AND RADIUS
11/2" = 1-0"
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