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P LAN \/I EW 1. ALL WORK SHALL CONFORM TO ODOT ITEM 604 EXCEPT AS OTHERWISE NOTED HEREIN. 1. ALL WORK SHALL CONFORM TO ODOT ITEM 604 EXCEPT AS OTHERWISE NOTED HEREIN.
NOT TO SCALE 2. PRECAST CONCRETE OR BRICK CATCH BASINS ARE ALLOWED AS NOTED HEREIN. 2. PRECAST CONCRETE OR BRICK CATCH BASINS ARE ALLOWED AS NOTED HEREIN. 462 SOUTH LUDLOW ALLEY
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STAND-UP CONCRETE CURB SECTION CONCRETE CURB & GUTTER SECTION 4. WHEN STREET PROFILE SLOPE IS 5% OR STEEPER, CONSTRUCT CATCH BASIN IN ACCORDANCE WITH CITY STD. DWG. NO. 3. MAY BE USED. HOWEVER, THE INLET FRAME AND GRATE AS SPECIFIED HEREIN SHALL BE USED IN LIEU OF THE ODOT 2-2 "LAY-IN" GRATE. ALL COLUMBUS, OHIO 43215
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B DISCREPANCIES SHALL BE SUBJECT TO THE CITY ENGINEER'S DISCRETION. —t [
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