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GLAZING TYPES

A- TYPE EGL-1: INSULATED GLASS UNIT (BASIS OF DESIGN: PPG SOLARBAN 67)
1. EXTERIOR LITE: 1/4" CLEAR
2. GAS CAVITY: 1/2 " AIR
3. INTERIOR LITE: 1/4" CLEAR

B- INSULATED WINDOW SYSTEM W/ LOW E GLAZING & OPAQUE SHADING LAMINATE
1. EXTERIOR LITE: 1/4" SOLARBAN 60 CLEAR (SURFACE#2)
2. GAS CAVITY: 1/2" AIR
3. INTERIOR LITE: 1/4" CLEAR WITH WARM GRAY FRIT/OPACIFYER ON SURFACE #4
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FRAME INSTALLATIONS
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SCALE:  1/2" = 1'-0"A921
1 FIXED, ALUMINUM WINDOW TYPE A

SCALE:  1/2" = 1'-0"A921
2 FIXED, ALUMINUM WINDOW TYPE B

SCALE:  1/2" = 1'-0"A921
5 FIXED, ALUMINUM WINDOW TYPE E

SCALE:  1/2" = 1'-0"A921
6 FIXED, ALUMINUM WINDOW TYPE F

SCALE:  1/2" = 1'-0"A921
11 TYPE 1B

SCALE:  1/2" = 1'-0"A921
13 TYPE 3SCALE:  1/2" = 1'-0"A921

12 TYPE 2
SCALE:  1/2" = 1'-0"A921

16 TYPE 4C
SCALE:  1/2" = 1'-0"A921

14 TYPE 4A
SCALE:  1/2" = 1'-0"A921

17 TYPE 4D

SCALE:  1/2" = 1'-0"A921
18 TYPE 4E

SCALE:  1/2" = 1'-0"A921
3 FIXED, ALUMINUM WINDOW TYPE C

SCALE:  1/2" = 1'-0"A921
4 FIXED, ALUMINUM WINDOW TYPE D

SCALE:  1/2" = 1'-0"A921
15 TYPE 4B

SCALE:  1/2" = 1'-0"A921
19 TYPE 4F

SCALE:  1/2" = 1'-0"A921
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DOUBLE HUNG, ALUMINUM CLAD WOOD WINDOW
TYPE G

SCALE:  1/2" = 1'-0"A921
10 TYPE 1A

SCALE:  1/2" = 1'-0"A921
20 LOUVER

SCALE:  1/2" = 1'-0"A921
21 FRAME INSTALLATION

SCALE:  1" = 1'-0"A921
22 MISC. DOOR DETAILS

SCALE:  1/2" = 1'-0"A921
8

SUN SCREEN - ELEVATION DETAIL @ PUBLIC
WORKS

SCALE:  1/2" = 1'-0"A921
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SUN SCREEN - SECTION DETAIL @ PUBLIC
WORKS
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