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CITY OF BATTLE CREEK

NOTICE OF INVITATION FOR BIDS

IFB#: 2017-074B

TITLE:  Combination Sewer Cleaning Truck

ISSUE DATE:  March 29, 2017







BID DUE DATE:	April 12, 2017, at 2:00 PM Local Time (office hours 8-12 and 1-5)
LOCATION:	Purchasing Department
	10 N. Division Street, Suite 214
	Battle Creek, MI 49014
	(269) 966-3390

Technical Contact:	Steve Siemen, Fleet Services Manager
Phone:	269-966-3355  x 1895
Email:	sasiemen@battlecreekmi.gov

Contact:	Nils Vos, Senior Buyer
Phone:	269-966-3381
email:	npvos@battlecreekmi.gov

DESCRIPTION: The City is soliciting bids for combination sewer cleaning truck.

Download this solicitation from our website at  www.battlecreekmi.gov.  Copies of the complete Invitation for Bids document may also be obtained from the Purchasing Department, Room 214, 10 N. Division Street, Battle Creek, Michigan 49014, (269) 966-3390.  

Bids must be in the actual possession of the Purchasing Department at the location indicated, on or prior to the exact time and date indicated above. Bids received by the correct time and date shall be opened and the amount bid shall be publicly read.  Late bids shall not be considered.



BIDDERS ARE STRONGLY ENCOURAGED TO CAREFULLY READ THE ENTIRE INVITATION FOR BID.



THIS BID IS OFFERED BY: ______________________________________________
                (Company Name)

1.0 INSTRUCTIONS TO BIDDERS
1.	BID SUBMISSION:
A.	Bids must be submitted in complete original form by mail or messenger to the following address:
Office of the Purchasing Agent, Room 214, City Hall, 10 N. Division Street, Battle Creek, MI 49014
B.	Bids will be accepted at the above address until the time and date specified herein, and immediately after will be publicly opened and read aloud. The prevailing clock shall be www.time.gov.  
C.	All bids shall be tightly sealed in an opaque envelope and plainly marked with the Invitation for Bid number, due date and the bidder's name and address clearly indicated on the envelope.
D.	Late bids will not be accepted and will be returned to the bidder.
E.	All bids submitted in response to this invitation shall become the property of the City and be a matter of public record available for review.

2. 	PREPARATION OF BIDS:
A.	The bid shall be legibly prepared with ink or typed.
B.	If a unit price or extension already entered is to be altered, it shall be crossed out and initialed by the bidder with ink.
C.	The bid shall be legally signed on the OFFER TO CONTRACT page and the complete address of the bidder given thereon.
D.	The City is exempt from Federal Excise and State Sales Taxes, and such taxes shall not be included in bid prices

3.	SIGNATURES: All bids, notifications, claims and statements must be signed by an individual authorized to bind the bidder.  
(a.) CORPORATIONS: Signature of official shall be accompanied by a certified copy of the resolution of the Board of Directors authorizing the individual signing to bind the corporation. 
(b.) PARTNERSHIPS: Signature of one partner shall be accompanied by a certified copy of the power of attorney authorizing the individual signing to bind all partners. If all partners sign bid no authorization is needed.

4.	REJECTION OR WITHDRAWAL: Submission of additional terms, conditions or agreements with the bid document is grounds for deeming a bid nonresponsive and may result in bid rejection. The City reserves the right to reject any bids and to waive any informalities and minor irregularities defects in bids. Bids may be withdrawn in person by a bidder, or authorized representative, provided their identity is made known and a receipt is signed for the bid, but only if the withdrawal is made prior to the time set for receipt of bids. Bids are an irrevocable offer and may not be withdrawn within 90 days after opening date.

5.	AWARD: The bid will be awarded to that responsible, responsive bidder whose bid, conforming to this solicitation, will be most advantageous to the City, price and other factors considered. Unless otherwise specified in this IFB, the City reserves the right to accept a bid in whole or in part, and to award by item or by group, whichever is deemed to be in the best interest of the City. Any bidder who is in default to the City at the time of submittal of the bid shall have his bid rejected. The City reserves the right to clarify any contractual terms with the concurrence of the Contractor; however, any substantial non-conformity in the offer, as determined by the City, shall be deemed non-responsive and the offer rejected.

In evaluating bids, Owner shall consider the qualifications of the Bidders, and where applicable, operating costs, delivery time, maintenance requirements, performance data, and guarantees of materials and equipment. In addition, the City may conduct such investigations as Owner deems necessary to assist in the evaluation of a Bid and to establish the responsibility, qualifications and financial ability of the Bidders to fulfill the contract.

6.	CONTRACT: A response to an IFB is an offer to contract with the City based upon the terms, conditions, and specifications contained in the City's IFB. Bids do not become contracts unless and until they are executed by the City, eliminating a formal signing of a separate contract. For that reason, all of the terms and conditions of the contract are contained in the IFB, unless any of the terms and conditions are modified by an Addendum or a Contract Amendment.

7.	BID RESULTS: A bid tabulation will be posted on the City’s website and will also be on file and available for review after contract award in the Purchasing Department.

8.	CHANGES AND ADDENDA TO BID DOCUMENTS: Each change or addendum issued in relation to this bid document will be on file in the Office of the Purchasing Agent. In addition, to the extent possible, copies will be mailed to each person registered as having received a set of bid documents. It shall be the bidder's responsibility to make inquiry as to changes or addenda issued. All such changes or addenda shall become part of the contract and all bidders shall be bound by such addenda. Information on all changes or addenda issued will be available at the office of the City Purchasing Agent.

9.	SPECIFICATIONS: Unless otherwise stated by the bidder, the bid will be considered as being in accordance with the City's applicable standard specifications, and any special specifications outlined in the Bid document. References to a particular trade name, manufacturer's catalogue, or model number are made for descriptive purposes to guide the bidder in interpreting the 

requirements of the City, and should not be construed as excluding bids.  However, the City does reserve the right to specify a sole brand, with no brand substitutions allowed. The bidder, if awarded a contract, will be required to furnish the particular item referred to in the specifications or description unless departure or substitution is clearly noted and described in the bid and allowed by the IFB.  The City reserves the right to determine if equipment/product being bid is an acceptable alternate. All goods shall be new unless otherwise so stated in the bid. Any unsolicited alternate bid, or any changes, insertions, or omissions to the terms and conditions, specifications, or any other requirements of this bid, may be considered non-responsive. The City reserves the right to disregard any conflicting terms and conditions submitted by the contractor and hold the contractor to the submitted bid price.  Contractors are strongly encouraged to not submit anything with their bid that is not specifically requested in this solicitation.

10.	DELIVERY: Bids shall include all charges for delivery, packing, crating, containers, etc. Prices bid will be considered as being based on F.O.B. Delivered, freight included.

11.	INTERPRETATION OF BID AND/OR CONTRACT DOCUMENTS: All inquiries shall be made within a reasonable time prior to the date and time fixed for the bid opening in order that a written response in the form of an addendum, if required, can be processed before the bids are opened. (Inquiries received that are not made in a timely fashion may or may not be considered).

12.	CURRENCY:  Prices calculated by the bidder shall be stated in U.S. dollars.  

13.	PRICING: Prices shall be stated in units of quantity specified in the Bid Document. In case of discrepancy in computing the amount of the bid, the unit price bid will govern.

14.	NOTICE TO PROCEED/PURCHASE ORDER: The successful bidder may not commence work under this contract until authorized to do so by the Purchasing Agent.

15.	CERTIFICATION: By signature in the offer section of the Offer and Acceptance page, bidder certifies:
A. 	The submission of the offer did not involve collusion or other anti-competitive practices.
B. 	The bidder has not given, offered to give, nor intends to give at any time hereafter, any economic opportunity, future employment, gift, loan, gratuity, special discount, trip, favor, or service to a public servant in connection with the submitted offer.
C. 	The bidder hereby certifies that the individual signing the bid is an authorized agent for the bidder and has the authority to bind the bidder to the contract.
D. 	The bidder hereby certifies that the firm will abide by the COPELAND ANTI-KICKBACK ACT, Title 18, U.S.C. June 25, 1948, Section 874, Kickbacks from Public Employees.

16. 	DEFINITIONS:
	"CITY" - The City of Battle Creek.
	"CITY UNIT" - The department of the City that intends to use the resulting contract.
"CONTRACTOR" - The bidder whose proposal is accepted by the City.

17.	MICHIGAN CONSTITUTIONAL REQUIREMENT:  Notwithstanding any provision in this Contract to the contrary, and in accordance with Article I, Section 26 of the Michigan Constitution as adopted by the electorate November 7, 2006, The City or its general contractors shall not discriminate against, or grant preferential treatment to, any individual or group on the basis of race, sex, color, ethnicity, or national origin in the operation of this Contract.  This section shall not prohibit any action that must be taken to establish or maintain eligibility for any federal program if ineligibility would result in a loss of federal funds in connection with this Contract, nor shall this section be interpreted as prohibiting bona fide qualifications based on sex that are reasonable necessary to the execution of this Contract. In the event of conflict between any term of this Contract and this section, the language of this section shall control.

2.0 GENERAL TERMS AND CONDITIONS

2.1	MATERIALS AND WORKMANSHIP: Unless otherwise specified, all materials and workmanship shall be new and of the best grade of their respective kinds for the purpose.
2.2	NON-DISCRIMINATION CLAUSE: The bidder agrees not to discriminate against any employee or applicant for employment, to be employed in the performance of such contract with respect to hire tenure, terms, conditions or privileges, of employment, or any matter directly or indirectly related to employment because of his or her actual or perceived race, color, religion, national origin, sex, age, height, weight, marital status, physical or mental disability, family status, sexual orientation, or gender identity. Breach of this covenant may be regarded as a material breach of the contract as provided for in Act 220 and Act 453 of the Public Acts of 1976, as amended, entitled "Michigan Handicapper's Civil Rights Act" and/or the "Michigan Elliott Larson Civil Rights Act" and/or City of Battle Creek Chapter 214 "Discrimination Prohibited" Ordinance. The bidder further agrees to require similar provisions from any subcontractors, or suppliers. The bidder agrees to comply with the Executive Order 11246 of September 24, 1965, entitled "Equal Employment Opportunity," as amended by Executive Order 11375 of October 13, 1967, as supplemented in Department of Labor regulations (41 CFR, Chapter 60).  
2.3	ASSIGNMENT OF CONTRACT: The contractor shall assign no right or interest in this contract in whole or in part and no delegation of any duty of Contractor shall be made without prior written permission of the City.
2.4	INDEMNIFICATION: The contractor shall protect, defend, and save the City, its officials, employees, departments and agents harmless from and against any claims, demands, suits, actions, or proceedings of any kind or nature, in any way resulting from negligent acts or omissions of the contractor or any of its agents, employees, boards, commissions, divisions, departments, or authorities in performing obligations under this agreement. Each party to this agreement agrees that any bond or insurance protection required by this agreement shall limit the terms of this indemnification provision. In case of any action brought against the City by reason of any such claim, suit, action or demand, upon prompt notice from the City, contractor covenants to defend such action or proceeding by counsel that is reasonably satisfactory to the City.
2.5	CONTRACT: The contract shall contain the entire agreement between the City and the Contractor relating to this requirement and shall prevail over any previous contracts, proposals, negotiations, or master agreements in any form. By signing the Offer to Contract, it is agreed that the RFP in its entirety and all enclosed forms are fully incorporated herein as a material part of the contract. In case of conflicts, the most recent document will prevail.
2.6	PROVISIONS REQUIRED BY LAW: Each provision required by law to be in the contract shall be enforced as though it were included herein, and if any such provision is not inserted, the contract shall be amended to make such insertion or correction.
2.7	RELATIONSHIP OF PARTIES: It is clearly understood that each party shall act in its individual capacity and not as an agent, employee, partner, joint venture, or associate of the other. An employee or agent of one party shall not be deemed or construed to be the employee or agent of the other party for any purpose. Taxes or social security payments shall not be withheld from a City payment issued hereunder; Contractor should make arrangements to directly pay such expenses, if any.
2.8	RIGHTS AND REMEDIES: No provision in this contract shall be construed as a waiver by either party of any existing or future right or remedy available by law in the event of any claim, default, or breach of contract. The failure of either party to insist upon the strict performance of any term or condition of the contract or to exercise or delay the exercise of any right or remedy provided in the contract, or by law, or the acceptance of materials or services, obligations imposed by this contract or by law, shall not be deemed a waiver of any right of either party to insist upon the strict performance of the contract.
2.9	ADVERTISING: Contractor shall not advertise, issue a press release or otherwise publish information concerning this RFP or contract without prior written consent of the City. The City shall not unreasonably withhold permission.
2.10	APPLICABLE REGULATIONS/POLICIES: The Revised Code of the State of Michigan, the Charter of the City of Battle Creek, all City Ordinances, Rules and Regulations and Policies shall apply. It shall be the responsibility of the Proposer to be familiar and comply with said regulations/policies.
2.11	ROYALTIES, PATENTS, COPYRIGHTS, NOTICES AND FEES: Contractor shall give all notices and pay all royalties and fees. Contractor shall defend all suits or claims for infringement of any patent rights and shall save the City harmless from loss on account thereof.  Contractor shall comply with all laws, ordinances and codes applicable to any portion of the work. All services, information, computer program elements, reports, and other deliverables that are created under this Agreement shall be the property of the City.  The Contractor shall place no restrictions on the City with regard to the distribution of any of these materials; the City shall have full, unrestricted rights to make and distribute unlimited copies of any services, information, computer programs/elements, reports, or any other deliverable.  Patents for any item created under this contract shall be assigned to the City.
2.12	SUBCONTRACTORS:  No subcontract shall be made by the contractor with any other party for furnishing any of the services herein contracted for without the advance written approval of the City.  All subcontractors shall comply with Federal and State laws and regulations that are applicable to the services covered by the subcontractor and shall include all the terms and conditions set forth herein, which shall apply with equal force to the subcontract, as if the subcontractor were the Contractor referred to herein. Contractor is responsible for contract performance whether or not subcontractors are used.
2.13    OTHER FEDERAL COMPLIANCE:  Where applicable (such as, but not limited to, Construction Managers) contractor shall comply with: Copeland Anti-kickback Act (18 U.S.C. 874); Sections 103 and 107 of the Contract Work Hours and Safety Standards Act (40 U.S.C. 327A 330); Section 306 of the Clean Air Act (42 U.S.C. 1857 (h)); Section 508 of the Clean Water Act (33 U.S.C. 1368); Executive Order 11738, and EPA regulations (40 CFR, Part 15); and the Energy Policy and Conservation Act (Pub. L. 94A 163, 89 Stat. 871).

SPECIAL TERMS AND CONDITIONS


1.	PAYMENT: Payment shall be made within 30 days of the submittal of a correct invoice for goods received or work completed and after delivery and acceptance of the equipment or approval of work.

2. 	CONTRACTOR'S INSURANCE:
a. The Contractor shall at the time of execution of this contract, file with the City the Certificate of Insurance, which shall cover all of his insurance as required herein, including evidence of payment of premiums thereon, and the policy or policies or insurance covering said City and their officers, agents and employees. Each such policy and certificate shall be satisfactory to the City.  Nothing contained in these insurance requirements is to be construed as limiting the extent of the Contractor's responsibility for payment of damages resulting from his operations under this Contract.

b. The contractor shall maintain insurances in force at all times during the term of this agreement at the minimum amounts and types as indicated.  Sole proprietors are not required to carry Workers’ Compensation insurance.


	Coverage Afforded										Limits of Liability		
	Workers' Compensation:   									$   100,000 or statutory limit
	Commercial General Liability: 		Bodily Injury 				$1,000,000 each occurrence
	(including XCU if appropriate)		Property Damage 		$1,000,000 each occurrence
									or Combined Single Limit	$1,000,000
	Automobile Liability: 				Bodily Injury				$   300,000 each person
									Liability					$   500,000 each occurrence
									Property Damage	 		$   500,000
									or Combined Single Limit	$   500,000

The City of Battle Creek shall be listed as an additional insured on general liability coverage, and shall be provided with a Certificate of Insurance that reflects this additional insured status. A 30-day notice of cancellation or material change shall be provided to the City and so noted on the Certificate of Insurance. All certificates and notices shall be sent to City of Battle Creek, P.O. Box 1717, Battle Creek, Michigan 49016.


4. VENUE:  Any party bringing a legal action or proceeding against any other party arising out of or relating to this Agreement or the transactions it contemplates shall bring the legal action or proceeding:

(i) in the United States District Court for the Western District of Michigan; or

(ii) in any court of the State of Michigan sitting in Calhoun County, if there is no federal subject matter jurisdiction.


5. GOVERNING LAW:  This agreement shall be enforced under the laws of the State of Michigan.  Contractor must comply with all applicable federal, state, county, and City laws, ordinances, and regulations.  Contractor shall ensure payment of all taxes, licenses, permits, and other expenses of any nature associated with the provision of services herein.  Contractor shall maintain in current status all Federal, State and Local licenses and permits required for the operation of the business conducted by the Contractor.



SPECIFICATIONS


SPECIFICATIONS FOR A POSITIVE DISPLACEMENT COMBINATION SEWER CLEANING TRUCK

This specification is to set forth the specific requirements for a Positive Displacement Combination Sewer Cleaning Truck. The Cleaning Equipment shall include a minimum 12yd debris capacity and a minimum of 1500 gallons of water capacity, installed on an appropriate specified chassis/cab.

This Combination Sewer Cleaning Truck shall be to the manufacturer’s standard.  It shall be equipped with the manufacturer’s equipment and accessories which are included as standard in the advertised and published literature for the unit. No such item of equipment or accessories shall be removed or omitted for the reason that it was not specified in the bid.

If it is necessary to bid alternate equipment or to take exceptions to the specifications as set forth, this must be so stated in your bid.  For each item, please place a X in the appropriate space (Yes__ No__) to signify whether or not you are in complete compliance with the specification.  Failure to follow the format or answer the specification may cause your bid to be disqualified.  If you need extra space to describe your product, please attach extra sheets.  When doing this, be sure your description references the appropriate question number.

	
	
	
	



POSITIVE DISPLACEMENT COMBINATION SEWER CLEANING TRUCK
TECHINCAL SPECIFICATIONS  / BID FORM


Make ______________  Model ______________  GVW ______________  Year _________

Wheelbase ______________  Cab to Axle ______________  A.F. ______________

	
	
	COMPLY

	
	GENERAL SPECIFICATIONS:

	YES
	NO

	
	1. ENGINE:
	
	

	1. 
	A. Minimum 370 HP @ 2000 RPM, 2100 GOV RPM, 1250 Lb/Ft @ 1400 RPM.
	______
	______

	

	
	2. ENGINE EQUIPMENT:
	
	

	
	A. Tachometer (electrical).
	______
	______

	
	B. Hour meter.
	______
	______

	
	C. Oil pressure & water temperature gauges and warning lights with alarm system and automatic shutdown provisions.
	
______
	
______

	
	D. 2 speed fan clutch.
	______
	______

	
	E. All other standard engine accessories.
	______
	______

	
	F. Fuel tank – 90 Gallon minimum LH mounted.
	______
	______

	
	G. Speedometer.
	______
	______

	
	H. DEF mounted RH Side, as far back as possible.
	______
	______

	
	I. Heated Fuel – Water separator.
	______
	______

	
	J. Oil filters; Two 1.5-quart full flow filters or one 2.6-quart combination full flow with bypass filter.
	
______
	
______

	
	
	COMPLY

	
	
	YES
	NO

	
	K. Heavy Duty, increased capacity radiator.
	______
	______

	
	L. Coolant filter.
	______
	______

	
	M. Long life coolant.
	______
	______

	
	N. On board diagnostic in dash for fault codes.
	______
	______

	
	O. Engine Brake.
	______
	______

	
	P. FEPTO (driveshaft not through radiator).
	______
	______

	
	
3. TRANSMISSION:

	
	A. Allison 3000RDS.
	______
	______

	
	B. Transmission oil temperature light and gauge – on dash.
	______
	______

	
	C. Heavy-duty, severe service Transmission Cooler.
	______
	______

	
	D. Transmission ECM mounted in cab.
	______
	______

	
	E. Push button shifter mounted on dash.
	______
	______

	

	2. 
	4. FRONT AXLE AND EQUIPMENT:
	
	

	
	A. 20,000# Minimum capacity.
	______
	______

	3. 
	B. Full hydraulic power steering, gear driven pump, dual gear box, drag link type.
	
______
	
______

	4. 
	C. Heavy duty shock absorbers.
	______
	______

	5. 
	D. Oil lube hubs, oil plug protector.
	______
	______

	6. 
	E. Front air disk brakes w/o dust covers rated minimum 23,000#.
	______
	______

	7. 
	
	
	

	8. 
	5. REAR AXLE AND EQUIPMENT:
	
	

	9. 
	A. 46,000# Minimum Capacity.
	______
	______

	10. 
	B. Gear ratio = Ground speed 65 MPH at rated engine RPM.
	______
	______

	11. 
	C. Rear air disk brakes w/o dust covers, to match truck GVW.
	______
	______

	12. 
	D. Driver controlled traction differential – rear most tandem rear axle.
	
______
	
______

	13. 
	E. (1) Interaxle lock valve and (1) driver controlled differential lock rear-rear axle valve.
	
______
	
______

	14. 
	F. Indicator light for each interaxle lockout switch.
	______
	______

	15. 
	G. Indicator light for each driver controlled traction device switch.

	______
	______

	
	6. REAR SUSPENSION:
	
	

	16. 
	A. Minimum Chalmers 854 46,000# rear suspension.
	______
	______

	17. 
	B. Chalmers 800 series – low ride height.
	______
	______

	18. 
	C. 54 inch axle spacing.
	______
	______

	19. 
	D. Fore/AFT and transverse control rods.
	______
	______

	20. 
	E. Rear shock absorbers – two axles (tandem).
	______
	______

	21. 
	
	
	

	22. 
	7. BRAKE SYSTEM:
	
	

	23. 
	A. Air brakes, front and rear Air Disk, to match GVW of truck, without dust shields..
	
______
	
______

	24. 
	B.  Bendix air dryer AD-IS OR Wabco SS-1200 plus air dryer with integrated governor and heater with spin on filter.
	
______
	
______

	25. 
	C. Brake ABS ECU to be mounted in cab.
	______
	______

	26. 
	D. Air tanks to be mounted so as not to interfere with Vac body and attachments.
	
______
	
______

	E. 
	E. Pull cable on wet tank pull cable petcock drain valves on all other air tanks.
	
______
	
______

	F. 
	
	
	

	G. 
	
	COMPLY

	H. 
	
	YES
	NO

	I. 
	8. FRAME – SINGLE RAIL ONLY:
	
	

	J. 
	A. 22.35 section modulus minimum.
120,000 PSI steel minimum.
10-11/16” X ½” – 2,683,000 RBM’s.
B. 20” Front frame extension for pump mounting, integral (bolted or welded not accepted), with cross member including pump mounting flange.
	

______


______
	

______


______

	K. 

	L. 
	9. TIRES:
	
	

	M. 
	A. 425/65R22.5 20 ply radial front tires.
	______
	______

	N. 
	B. 11R22.5 16 ply radial rear tires.
	______
	______

	O. 
	10. WHEELS:
	
	

	P. 
	A. 22.5x9.00 10-hub pilot 3.12 inset 10-hand aluminum disc front wheels.
	
______
	
______

	Q. 
	B. 22.5x8.25 10-hub pilot aluminum disc rear wheels.
	______
	______

	R. 
	
	
	

	S. 
	11. CAB ACCESSORIES:
	
	

	T. 
	A. Air Ride Cab.
	______
	______

	U. 
	B. Minimum 90 cubic feet interior cab space.
	______
	______

	V. 
	C. Stationary radiator grill/guard.
	______
	______

	W. 
	D. Heavy Duty heater, defroster, and air conditioner with constant temperature control.
	
______
	
______

	X. 
	E.  HVAC ducting with foam main fresh air filter and outside pre-filter.
	
______
	
______

	Y. 
	F. Cab insulation, premium package gray/wood grain dash.
	______
	______

	Z. 
	G. Circuit fuses.
	______
	______

	AA. 
	H. Door activated dome light, under dash light and LH and RH door mounted courtesy lights.
	
______
	
______

	AB. 
	I. Cab door latched with manual door locks.
	______
	______

	AC. 
	J. Basic high back air suspension driver seat with 1 chamber air lumbar, integrated cushion extension and rear cushion tilt and dual armrest.
	

______
	

______

	AD. 
	K. Basic high back air suspension passenger seat with 1 chamber air lumber, integrated cushion extension and rear cushion tilt and dual armrest.
	


	



	AE. 
	L. Adjustable tilt and telescoping steering column.
	______
	______

	AF. 
	M. Driver and passenger interior sun visors.
	______
	______

	AG. 
	N. Standard interior trim with rubber floor and floor mats (no carpet).
	______
	______

	AH. 
	O. Dual heated mirrors with 8” convex spot mirrors- stainless steel breakaway style.
	
______
	
______

	AI. 
	P. Dual air horns mounted on cab roof with front snow shield covers.
	
______
	
______

	AJ. 
	Q. Exterior cab mounted sunshield.
	______
	______

	AK. 
	R. Factory installed push button with AM-FM radio with clock and Bluetooth.
	
______
	
______

	AL. 
	S. Electric window with drive and passenger control.
	______
	______

	AM. 
	T. Electric engine RPM control for PTO operation.
	______
	______

	AN. 
	
	
	

	AO. 
	
	
	

	AP. 
	
	
	

	AQ. 
	
	
	

	AR. 
	
	COMPLY

	AS. 
	
	YES
	NO

	AT. 
	U. All trucks fleet keyed same- Door and ignition keyed same.
	______
	______

	AU. 
	V. Disconnect switch to be mounted near driver’s door, inside or out.
	
______
	
______

	AV. 
	W. Power shutoff delay to allow DEF shutdown function.
	______
	______

	AW. 
	X. 2-Way radio wiring harness.
	______
	______

	
	

	
	

	AX. 
	12. SAFETY:
	
	

	AY. 
	A. Equipped in compliance with all applicable federal and motor vehicle safety standards and regulations including triangles, with #5 fire extinguisher, etc.(unmounted).
	

______
	

______

	AZ. 
	B. Audible back up alarm at rear of frame, to meet SAE J994 & OSHA requirements.
	
______
	
______

	BA. 
	
	
	

	BB. 
	13. PAINT AND COLOR:
	
	

	BC. 
	A. Cab finish coat = White.
	_____
	______

	BD. 
	B. Chassis finish coat = semi-gloss black.
	_____
	______

	BE. 
	
	
	

	BF. 
	14. MISCELLANEOUS:
	
	

	BG. 
	A. Heavy-duty tow hooks mounted at front and rear of truck.
	______
	______

	
	

	15. ROTATING SAFETY HOSE REEL AND CONTROLS:
	
	

	
	A. Capacity of reel shall be 700' x 1" high pressure sewer hose.
	_____
	______

	A. 
	B. The hose reel will be constructed of 1/4" steel with a spinning profile designed to withstand maximum working pressure without distortion.
	

______
	

______

	B. 
	C. Reel flanges shall be 1 1/2” and shall be designed to prevent hose damage from contact during all normal working conditions.
	
______
	
______

	A. 
	D. All hoses used to supply the hose reel or its hydraulic system shall be flexible and shall be fully enclosed in a shroud and routed underneath the reel structure below the reel drum.  The hoses shall be fully secured and protected against chafing and rubbing.
	



______
	



______

	B. 
	E. The reel shall be driven with hydraulic power for pay out and retrieve, either with or without the water pump in operation.  The hydraulic drive shall have sufficient power to retract the hose when fully extended into the pipe with the cleaning nozzle in operation.
	



______
	



______

	C. 
	F. The hose reel drive system shall utilize a dual chain system.
	______
	______

	D. 
	G. The hose reel shall have the ability to extend and retract from the front of the truck hydraulically via two telescoping support rails.  Reels extending via a pivoting motion or other similar methods will not be deemed acceptable.
	


______
	


______

	E. 
	H. The hose reel shall extend linearly a minimum of14" from the fully retracted position to the fully extended position.
	
______
	
______

	F. 
	
	
	

	G. 
	
	
	

	H. 
	
	
	

	I. 
	
	
	

	J. 
	
	
	

	K. 
	
	
	

	L. 
	
	COMPLY

	M. 
	
	YES
	NO

	N. 
	I. The safety reel will rotate a minimum of 250 degrees providing direct alignment to manholes. The rotating ability of the hose reel allows the operator to manipulate the hose reel into various positions depending on location of manhole.  This allows for proper positioning of the hose reel without backing up or repositioning sewer machine. The rotating hose reel will lock into position using a manual, spring-loaded safety pin at 2” intervals.  
	





______
	





______

	O. 
	J. Controls mounted on the rotating hose reel control panel shall be limited to: Engine throttle control, water pump on/off, water pump pressure adjustment, blower on/off, blower speed adjustment, water pressure gauge, vacuum gage, vacuum relief, and work light switches.
	



______
	



______

	P. 
	K. The hydraulic controls for the rotating hose reel will consist of: variable speed control and payout/retrieve directional control.  Payout/retrieve levers will be hydraulic, not electric over hydraulic. 
	


______
	


______

	Q. 
	L. The Sewer Hose Reel shall be equipped with joystick for boom.
	______
	______

	R. 
	M. The Sewer Hose Reel shall be equipped with an Automatic Level Wind, which allows for “hands-free” winding of sewer hose onto the hose reel without operator touching sewer hose.  Level Wind raises/lowers minimum of 45 degrees.  Bid must include descriptive literature indicating the exact items to be furnished.
	



______
	



______

	S. 
	N. The unit will be supplied with a Digital Distance Counter that includes a digital screen with LCD display.  The Digital Distance Counter measures the rotation of the hose reel and takes into account the diameter of the hose, the length of the hose, and the diameter of the hose reel drum.  Based on that information, the Digital Distance Counter calculates the progress of the nozzle to the accuracy of +/- 3% and sends this information to the display screen.  The Digital Distance Counter operates on 12 volts.  User can store up to 10 distance counts for review at later time, and should be capable of displaying distance in feet.
	








______
	








______

	T. 
	O. The unit will be supplied with 600ft. of 1" sewer hose rated at 3000 psi.
	
______
	
______

	U. 
	
	
	

	V. 
	16. CLEANING ATTACHMENTS:
	
	

	W. 
	A. The unit will be supplied with 6 – 18” DOT certified orange safety cones.
	
______
	
______

	A. 
	B. The unit will be supplied with a central lubrication system that will provide a common location that is ground accessible for all grease zirks.
	

______
	

______

	C. 
	
	
	

	D. 
	17. WATER SYSTEM PUMPS:
	
	

	E. 
	A. The water system will be used for Jetting, washing out the debris body as well as assisting in the cleaning process.
	
______
	
______

	F. 
	
	
	

	G. 
	
	
	

	H. 
	
	
	

	I. 
	
	
	

	J. 
	
	
	

	K. 
	
	
	

	L. 
	
	COMPLY

	M. 
	
	YES
	NO

	N. 
	B. Water pump to be driven hydrostatically complete with the ability to vary the water volume from 0 to maximum water flow with one dial, without the need to bypass water back to tank
	

______
	

______

	O. 
	C. The water pump must be located with liquid end facing out toward the curb. This allows servicing the pump at ground level. Pump must be level with or below the discharge of the lowest water tank on truck (flooded suction).
	


______
	


______

	P. 
	D. Water pump shall be a hydraulically driven triplex PLUNGER design unit having a capacity of 0 to 80 gallons per minute and up to 2000 psi.  System shall be activated via control located on the unit’s control panels.
	


______
	


______

	Q. 
	E. Unit shall have the ability to use water system and drive chassis in gear simultaneously.
	
______
	
______

	R. 
	
	
	

	S. 
	18. WATER SYSTEM TANKS:
	
	

	T. 
	A. 1500 Gallon minimum Water Capacity tanks shall be constructed of welded/repairable material, with a minimum seven (7) year factory warranty. The tanks shall be baffled and interconnected with a 6" crossover pipe. The pump intake will be located such to allow sediment to settle at tank bottom rather than entering and damaging pump.
	




______
	




______

	U. 
	B. Low water light will illuminate at operator station when 200 gallons is remaining in tank.
	
______
	
______

	V. 
	C. An audible alarm shall be supplied such that when the remaining water volume in the tank system reaches 150 gallons a horn of not less than 92 decibels will sound.
	

______
	

______

	W. 
	
	
	

	X. 
	19. WATER SYSTEM ATTACHMENTS:
	
	

	Y. 
	A. Water recirculation system for cold weather operation shall be included.  Water recirculation shall not require more than 1 switch to activate. Unit must be able to drive at highway speed while recirculating.
	


______
	


______

	Z. 
	B. An air purge valve will be installed which allows high-pressure air to force water from system.
	
______
	
______

	AA. 
	C. An air purge system utilizing the chassis air system shall be supplied. This system must utilize an air protection valve to protect chassis air system from a low pressure condition.  In addition, the system shall utilize its own surge tank separate from the chassis system as well as a manual isolation valve between the chassis and this system.  Also, an additional manual valve shall be provided to energize the system.
	





______
	





______

	AB. 
	D. Water system shall be equipped with a 2.5" Hydrant fill system with a 25' fill hose complete with standard hydrant connection fitting.
	

______
	

______

	AC. 
	E. Water system shall be equipped with an analog water pressure display mounted at operators station, pressure relief valve for system safety, and overflow pressure will return to water tank.
	

______
	

______

	AD. 
	F. A standard wash-down system shall be included with quick connect ports located at the front of the unit as well as mid-ship.  A handgun shall be included with on/off trigger.  Gun shall have 50’ of 1/2”extension hose attached on a retractable reel.
	


______
	


______

	AE. 
	
	
	

	AF. 
	
	COMPLY

	AG. 
	
	YES
	NO

	AH. 
	G. A second operators station located mid-ship of the unit on the curb side shall include controls to vary the water volume from 0 to full flow as well as work mode switch, throttle switch, and water on/off switches. These electrical switches shall also be independent of the front operating station such that only this station can control the appropriate function when the mid-ship work mode switch is activated.
	





______
	





______

	AI. 
	H. Unit shall be equipped with a storage rack for the fill hose.
	______
	______

	AJ. 
	I. A hydro excavation package shall be included. This package shall include a set of two digging wands (rotary and fixed nozzles), a 6' digging tube with elastomeric end and a self-winding hose reel complete with 75' of 3/8" hose.  In addition, a blower on/off switch and control to vary vacuum from 0 to 18" shall be added to the mid-ship control station.  These electrical switches shall also be independent of the front operating station such that only this station can control the appropriate function when the mid-ship work mode is activated.
	







______
	







______

	AK. 
	J. A filter for the water tank fill inlet shall be provided in order to clean the water coming from the hydrant. The filter shall be of a "Y" strainer design complete with a 25 micron filter.
	

______
	

______

	AL. 
	
	
	

	AM. 
	20. ALL-WEATHER TOOL STORAGE SYSTEM:
	
	

	AN. 
	A.  All tool boxes shall be constructed of aircraft grade aluminum alloy and come equipped with rubber seals.
	
______
	
______

	AO. 
	B.  All tool boxes shall come complete with rain gutters, "T" handle paddle latches, swing down doors and key locks all keyed alike.
	
______
	
______

	AP. 
	C. As many practical tool boxes mounted on the truck without hindering the operation of the vehicle.                                                                          

	
______
	
______

	AQ. 
	21. DEBRIS BOX AND REAR DOOR ASSEMBLY:
	
	

	AR. 
	A. Debris tank capacity shall be a minimum of 12 cubic yards and will be constructed of steel.  Body shall be continuously welded for strength and pressure rated for appropriate operating conditions.
	


______
	


______

	AS. 
	B. Tank to be equipped with an external debris level indicator, which monitors the internal level of debris in the tank.  Sight eyes are not acceptable.
	

______
	

______

	AT. 
	C. Audible tank level indicator shall sound an audible warning when level in the debris box has reached its maximum level.  The level shall be adjustable to allow for various materials levels.  Must include switch to disable alarm.
	


______
	


______

	AU. 
	D. Rear door of the unit to be equipped with 6” brass discharge valve with a decant screen which will filter the rear door drain port.  The screen shall be hinged at the top such that when the rear door opens the screen will pivot out of the way and allow for easy cleaning of the screen media.
	



______
	



______

	AV. 
	E. Rear door to be a flat profile constructed of a minimum 1/4” EXTEN steel with adequate reinforcement.
	
______
	
______

	AW. 
	
	
	

	AX. 
	
	
	

	AY. 
	
	
	

	AZ. 
	
	COMPLY

	BA. 
	
	YES
	NO

	BB. 
	F. Door to be top hinged with minimum of two (2) heavy-duty industrial hinges which shall utilize shims to allow for adjusting the door for seal wear.  Hinge assemblies utilizing slotted plates or other arrangements shall not be deemed acceptable.   
	


______
	


______

	BC. 
	G. Door gasket to be one piece, 1-1/2" heavy-duty neoprene material and mounted on the rear door.  The door seals mounted on the debris body are not acceptable as they are prone to more wear when mounted on the debris body.
	


______
	


______

	BD. 
	H. Door to be equipped with (4) four hydraulic door locks to assure proper sealing.  These locks shall be mechanical over hydraulic such that if hydraulic pressure is lost the door shall remain sealed.  Designs requiring any type of manual locking mechanism are not acceptable.
	



______
	



______

	BE. 
	I. The rear door to be equipped with two (2) hydraulic cylinders to open and close door of the debris tank.  Single cylinder arrangements are not acceptable as they allow for no redundancy.
	


______
	


______

	BF. 
	J. Tank shall be capable of dumping, using a single hydraulic cylinder; hydraulic cylinder rating a minimum 49,000 LBS.
	
______
	
______

	BG. 
	K. A splash plate shall be provided which wraps around the lower half of the debris body and acts to direct the material being dumped toward the rear of the body.  This splash plate shall cover an arc of approximately 180 degrees and shall be a minimum of 6" deep.
	



______
	



______

	BH. 
	L. Fold down pipe racks shall be deemed unacceptable.  
	______
	______

	BI. 
	M. A 4" hydraulic driven solids handling trash pump system shall be provided.  Trash pump shall be capable of pumping 800 gpm and passing up to a 3" diameter solid.  The pump inlet shall be screened and plumbed to within 12” of debris box floor to insure maximum water off loading.  The inlet screen shall be hinged at the top such that when the rear door opens said screen will pivot out of the way and allow for easy cleaning of the screen media.  Pump shall be activated via an electrical switch located on the unit's control panels and any type of float system to control the pump shall be deemed unacceptable. A decant screen shall be supplied which will filter the rear door drain port.  The screen shall be hinged at the top such that when the rear door opens, the screen will pivot out of the way and allow for easy cleaning of the screen media.
	












______
	












______

	BJ. 
	N. A debris body wash out system shall be supplied.  This system shall be rated at 80GPM @2000PSI  the entire output of the water system with nozzles located at floor level of the body in order to assure the most effective body cleaning.
	


______
	


______

	BK. 
	
	
	

	BL. 
	22. HYDRAULIC BOOM ASSEMBLY:
	
	

	BM. 
	A. Unit shall be equipped with a rotating hydraulic boom, which allows for vacuuming of debris within a 180-degree arc.
	
______
	
______

	BN. 
	B. The boom shall be telescoping in design such that the debris hose will not change height when extending boom. Boom shall telescope 10' minimum.
	

______
	

______

	BO. 
	
	
	

	BP. 
	
	COMPLY

	BQ. 
	
	YES
	NO

	BR. 
	C. All boom functions shall be hydraulically actuated via a manual control valves located at the front bumper of the unit.  Functions shall include rotation, lift and extension.  Electric joysticks are not acceptable as the primary means of boom control.
	


______
	


______

	BS. 
	D. An additional 12-volt joystick shall be located at the operator’s station on the front hose reel.  Functions shall include rotation, lift and extension.
	

______
	

______

	BT. 
	E. Boom shall utilize a 8” suction hose.
	______
	______

	BU. 
	F. Boom shall be equipped with curved guide plate at operating end for protection of hose during extension and retraction.
	
______
	
______

	BV. 
	G. Boom rotation to be facilitated by dual hydraulic cylinders.
	______
	______

	BW. 
	
	
	

	BX. 
	
	
	

	BY. 
	23. POSITIVE DISPLACEMENT 4400 CFM & 18” HG AIR CONVEYANCE SYSTEM:
	
	

	BZ. 
	A. Airflow shall be provided via a Hibbon Positive Displacement blower and shall have a capacity of 4400 CFM and 18" of vacuum. Roots Blowers will be deemed unacceptable.
	

______
	

______

	CA. 
	B. Airflow shall be filtered via cyclone separators complete with a clean out chamber located below the cyclone.  
	
______
	
______

	CB. 
	C. A final filter chamber shall be located immediately prior to the blower intake and shall include replaceable and/or reusable 10-micron cartridge filter elements.  Latch for filter access shall be no more than 5.5 feet height from ground to allow safe and convenient operator access.
	



______
	



______

	CC. 
	D. Latching mechanism for cyclone separator and final filter access shall be no more than 5.5 feet high from the ground to allow safe and convenient operator access.
	

______
	

______

	CD. 
	E. Blower to be driven hydrostatically complete with the ability to vary the air volume from 0 to maximum air flow.  Blowers driven via belt drive or transfer case shall not be deemed acceptable.
	

______
	

______

	CE. 
	F. Blower shall be equipped with 8” discharge silencer.
	______
	______

	CF. 
	G. The VACUUM airflow system shall be equipped with three (3) VACUUM relief valves, which allow air to enter the system when vacuum exceeds 18" HG.
	

______
	

______

	CG. 
	H. The airflow system shall be equipped with a 6" vacuum relief system.
	
______
	
______

	CH. 
	I. A fan powered vacuum system will be deemed unacceptable.
	______
	______

	CI. 
	J. Chassis must remain in neutral when blower system is in use in stationary applications to assure operator safety.
	
______
	
______

	CJ. 
	
	
	

	CK. 
	24. ELECTRICAL SYSTEM:
	
	

	CL. 
	A. The module electrical system shall utilize a 12-volt wiring architecture.  Multiplexing, including CANbus, shall not be used for any function, measurement, or monitoring purposes on the sewer cleaning module.
	


______
	


______

	CM. 
	B. The control panel will be located on the hose reel.
	______
	______

	CN. 
	
	
	

	CO. 
	
	
	

	CP. 
	
	
	

	CQ. 
	
	COMPLY

	CR. 
	
	YES
	NO

	CS. 
	C. This control panel will include ONLY the following switches for operation of the unit:
	
	

	CT. 
	- Blower On-Off Switch
	______
	______

	CU. 
	- Water Pump On-Off Switch
	______
	______

	CV. 
	- Chassis Throttle On-Off/Increase-Decrease Switch

	______
	______

	CW. 
	25. HYDRAULIC SYSTEM:
	
	

	CX. 
	A. System power shall be provided by twin hydrostatic transmissions, one to supply power to the water pump drive and the second to provide power to the blower drive.
	

______
	

______

	CY. 
	B. All functions controlled hydraulically shall utilize DIN electrical connections and have their respective switches located in the units control panel.
	

______
	

______

	CZ. 
	C. Shut-off valves will be installed on the suction lines to facilitate servicing of the hydraulic pump without the need of draining.
	
______
	
______

	DA. 
	D. All hydraulic functions shall be powered from the engine directly.  No power take offs (PTO'S), chassis drive line transfer cases, belt drive/jack shaft power dividers etc. will be allowed.
	

______
	

______

	DB. 
	
	
	

	DC. 
	26. PAINT:
	
	

	DD. 
	A. Before painting, all metal shall be cleaned and etched with a phosphoric wash to insure permanent bond of primer and paint.
	
______
	
______

	DE. 
	B. All components of the unit whether purchased or manufactured shall be BOTH primed and painted prior to assembly in order to assure maximum resistance to corrosion.  Painting after the assembly process is NOT acceptable.
	


______
	


______

	DF. 
	C. The unit shall have the main frame painted black and debris tank assemblies shall be painted standard white.
	
______
	
______

	DG. 
	
	
	

	DH. 
	27. ACCESSORIES:
	
	

	DI. 
	A. 6" x 10’ Flat Discharge Tube.
	______
	______

	DJ. 
	B. 8" Crown Nozzle.
	______
	______

	DK. 
	C. 1 each Flushing and Penetrating nozzles.
	______
	______

	DL. 
	D. Wash down gun.
	______
	______

	DM. 
	E. 6" x 4’ Fluid Tube.
	______
	______

	DN. 
	F. Five (5) 8" x 8’ Band Lock Extension Tubes.
	______
	______

	DO. 
	G. Seven (7) Quick clamps.
	______
	______

	DP. 
	H. Hydrant Wrench.
	______
	______

	
	



 










































OPTIONS:

Your bid must be accompanied by the following items:
· A full line of any suggested factory installed OEM options, with cost information.
· Suggested engine and horsepower alternatives available with cost information.
· All extended warranties available for engine and transmission with cost information.
· An air-ride rear suspension option.
· The cost of an optional wireless remote control system to actuate various functions on the unit.  Said unit shall conform to the following parameters:

· The wireless remote RF unit will use a microprocessor controlled PLL synthesizer with up to 85 different channels.
· The wireless remote will operate in the frequency range of 902– 928 MHz
· The wireless remote will have a range of 300’ with an obstructed view and 1000’ with an unobstructed view.
· The wireless remote will have an automatic shutdown feature if the base unit loses remote’s signal.
· The wireless remote will have an operating time of 130 hours of continuous use.
· The wireless remote will include a battery charger utilizing a 12-volt source.
· The wireless remote shall have a temperature range of -20º to 160º F.
· Remote functions will include hose reel payout/retrieve, blower on/off, boom control left/right, extend/retract, up/down, vacuum relief, water pump on/off, throttle up/down, and kill switch.
· -Should the remote need to be replaced, operating parameters shall be stored in wireless receiver, allowing in the field pairing with "off the shelf" replacement remote.




USE OF 
OTHER NAMES AND REFERENCES:

Unless otherwise stated, the use of manufacturer’s name and product numbers are for descriptive purposes and establishing general quality levels only.  They are not intended to be restrictive.  Bidders are required to state exactly what they intend to furnish, otherwise, it is fully understood that they shall furnish all items stated.

BROCHURES AND LITERATURE:

Your bid must be accompanied by descriptive literature (marked), indicating the exact items to be furnished.  The term “as specified” will not be acceptable.


Trade-In Vehicle-  1992 International/Vac-Con model V311TH S/N 0592685. DT-466, Alison MT-653, Vin#1HTGCPCT4NH459225, Approximately 109,903 miles. 

PRICE SHEET

				 
	DESCRIPTION	             		TOTAL PRICE


Option 1-  With Trade-In
		One (1) Combination Sewer Cleaning Truck 	      			$ ______________
		Total not-to-exceed, all-inclusive, lump sum price
		(includes delivery)		

	Less Trade In:
	1992 International Vac-Con													      ($______________)
	(To inspect this vehicle contact Steve Siemen see page #1 contact info.)

Option 1 Grand Total 	$__________________

Lead time to delivery after receipt of contract                                                              Days___________
	 
Option 2-  Without Trade-In
		One (1) Combination Sewer Cleaning Truck 	      			$ ______________
		Total not-to-exceed, all-inclusive, lump sum price
		(includes delivery)		

Option 2 Grand Total 	$__________________

Lead time to delivery after receipt of contract                                                              Days___________


Prices shall be all-inclusive to include, but not limited to, the following: shipping, travel, time, materials, overhead, etc.

Bidders must submit bids with no conflicting terms and conditions and no modifications to the price page.

If bidders believe the price page needs modification (such as the unit of measure, for example), immediately call the buyer listed on the front page of this IFB.  Changes may only be made before bidding and via authorized addendum issued by the City.

The City may choose other than low bid with consideration to warranty and lead time.  State warranty, if applicable.

State standard warranty, and provide any other warranty information.  










OFFER TO CONTRACT:

TO THE CITY OF BATTLE CREEK: We propose to furnish all labor, materials, equipment, tools, transportation and services required to complete the work in accordance with the specifications and conditions contained herein in consideration of the sum or sums stated below and agree that this document will constitute the contract if accepted by the City. 

We hereby offer and agree to furnish the material or service in compliance with all terms, conditions, specifications, and amendments in the Invitation for Bid and any written exceptions in the offer. We understand that the items in this Invitation to Bid, including, but not limited to, all required certificates are fully incorporated herein as a material and necessary part of the contract.  Warranty: Contractor shall remove and replace at no additional cost to the City any defects in workmanship or materials that may be apparent or may develop within a period of one (1) year from the date of final acceptance.

We agree to complete the contract within the times specified in this Invitation for Bid.

We acknowledge receipt of the following addendum(s): _____, _____, _____, _____.

I certify, under penalty of perjury, that I have the legal authorization to bind the firm hereunder, and that our firm is not debarred from doing business under the Federal Excluded Parties List System (epls.gov).

I, the Contractor or Contractor’s legally authorized signer, further certify compliance with the City of Battle Creek Ordinance Chapter 214, Discrimination Prohibited.  I further acknowledge and agree that the Contractor's violation of Chapter 214 shall be a material breach of this contract.  In addition, Contractor acknowledges and agrees that it shall be liable for any costs or expenses incurred by the City in obtaining from other sources, the work and services to be rendered or performed or the goods or properties to be furnished or delivered to the City under the contract as a result of a material breach in the Contract for violations of Chapter 214.

								For clarification of this offer, contact:
Company Name

								Name: 						
Address

								Phone:						
City			State		Zip			

								Fax:						
Signature of Person Authorized to Sign 				

																E-mail:										
Printed Name

														
Title


ACCEPTANCE OF OFFER:

The Offer is hereby accepted for the following items:						.	

The Contractor is now bound to sell the materials or services listed by the attached contract and based upon the Invitation for Bid, including all terms, conditions, specification, amendments, etc. and the Contractor's Offer as accepted by the City.

This contract shall henceforth be referred to as Contract No. 	2017-074B      	. The Contractor has been cautioned not to commence any billable work or to provide any material or service under this contract until Contractor receives purchase order and/or a notice to proceed from the City of Battle Creek Purchasing Agent.

	
COUNTERSIGNED:

											
City Manager	       		                   Date		


								
Witness Signature

	
APPROVED AS TO FORM BY:

											
City Attorney


__________________
Date




ATTACHMENT A - DISADVANTAGED BUSINESS  (DBE) FORM
 
I.  	YOUR FIRM’S BACKGROUND:

Is your firm an MBE (at least 51% minority ownership)?  	_____YES  	_____NO

Is your firm a WBE (at least 51% woman ownership)?  	_____YES  	_____NO    

Are you subcontracting any part of this project?		 	_____YES  	_____NO    



II.  	SUBCONTRACTING INFORMATION:  If subcontracting any part of the project, the bidder/contractor expressly agrees that:

(1)	If awarded a contract as a result of this bid, the major subcontractors used in the prosecution of the work will be those listed below, and
(2)	The following list includes all subcontractors who will perform work representing approximately five percent (5%) or more of the Total Base Bid.
(3) The Bidder represents that the subcontractors listed below are financially responsible and are qualified to do the work required.

	SUBCONTRACTOR NAME
	City/State
	Trade or Commodity
	MBE
	WBE
	Approximate dollar value

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________

	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________

	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________





III. 	DBE RECRUITMENT ACTIVITY LOG:  List the MBE’s and WBE’s that were approached about being a subcontractor for this job, but who are NOT listed above as a subcontractor.  

	NAME OF FIRM APPROACHED, BUT NOT USED ON THIS PROJECT
	City/State
	Trade or Commodity
	MBE
	WBE
	Reason not used on this project

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	_______________________

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	_______________________

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	_______________________

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	_______________________






ATTACHMENT B – TRADE-IN SEWER TRUCK PHOTO




1992 INTERNATIONAL VAC-CON
[image: C:\Users\npvos\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Word\1992 Vac-Con.jpg]


To inspect this vehicle please contact Steve Siemen, Fleet Services Manager, contact info. on Page #1 of this bid.  
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