CITY OF SPRINGFIELD, TENNESSEE

WATER\WASTEWATER DEPT.

Invitation: To bid 1 (One)

2015 OR NEWER MODEL YEAR 54,600 GVWR DUMP TRUCK

GENERAL:  All equipment furnished shall be new, unused and of the manufacturer's current production design.  Bidder must meet the minimum standards established by this specification sheet.  Failure to meet these minimum specifications shall cause the bid to be subject to rejection for nonconformity to specifications. All deviations whatsoever must be fully explained on a separate sheet. Failure to deliver unit as proposed will result in rejection of the unit and / or nonpayment.
Bidder must accurately complete this form and include this completed form with the bid.
  Bidder shall check “YES” where specifications are met.  If the specifications are not met, bidder must check “NO” 
Truck Specifications:














 YES
   NO
Conventional Cab and Chassis:
2015 or Newer Model Year








_____
  _____


GVW 54,600 lb. Tandem Axle








_____
  _____

Engine and Equipment:

Cummins ISL 9.0 Liter 330 HP 1,000LB/FT Torque 





_____
 _____

Alternator, 160 amps Quadramount Pad Mount





_____
 _____


Batteries, (2) 12-volt Maintenance Free, 1900 CCA w/Threaded Studs


_____
 _____


Positive & Negative Posts for Jumpstart






_____   _____


Cummins Exhaust Brake








_____   _____


RH Horizontal Aftertreatment System w/Cab Mounted Vertical Exhaust 

             (With clearance for dump bed)

                                                                   
_____   _____

Minimum 6-Gallon DEF Tank Full At Delivery





             _____   _____

Air Compressor, 18.7 CFM








_____
 _____


Radiator, minimum 1,100 sq. in. w/On-Off Fan Drive




_____
 _____


Extended Life Coolant & Gates Blue Stripe Hoses





_____
 _____


Block Heater, 1,000 Watt/115 Volt w/Receptacle Under LH Door



_____
 _____

Transmission and Equipment:

 Allison 3500 RDS w/ PTO Provisions, 6 speed, w/Transmission Prognostics
             _____
 _____

              Transmission Oil Check & Fill w/Electronic Oil Level Check                                                       _____    _____
              Electronic Transmission Body Builder Access Firewall Mounted                                              _____    _____

 Vehicle Interface Wiring for Body Builder Mounted End of Frame


             _____
 _____


 PTO Mounting Accessible LH Side







_____   _____


Synthetic Transmission Fluid 







             _____
 _____

Front Axle and Equipment:

Front Axle Capacity 14,600 lbs.







_____
 _____


Front Brakes, 16X5 Cam with Automatic Slack Adjusters




_____
 _____


Front Oil Seals with Window








_____
 _____


Power Steering w/ 2-Quart Reservoir






             _____
 _____


Synthetic Front Axle Lube








_____
 _____


Front Suspension, 14,600 lb. capacity                                                 

                          _____
 _____

Maintenance Free Rubber Bushings







_____
 _____


Front Shock Absorbers








_____
 _____







Rear Axle and Equipment:

Rear Axle 40,000 lbs. Capacity







_____
 _____


Rear Axle Ratio 5.29









_____
 _____


Rear Brakes, 16.5X7 Cam with Automatic Slack Adjusters




_____
 _____


Rear Oil Seals 










_____
 _____


Drive Line, 17T Extended Lube w/Half Round Yokes




             _____
 _____


Driver Controlled Traction Differential w/Warning Light Both Rear Axles 


_____   _____


Synthetic Rear Axle Lube








_____
 _____


Spring Loaded Parking Chambers On Drive Axles





_____   _____

Rear Suspension, 40,000 lb. Hendrickson RTE403 or Equal       


             _____
 _____

Brake Package:

Air Brakes w/ ABS









_____
 _____


Air Dryer, WABCO SS-1200 w/Heater






             _____
 _____



Pull Cable on All Air Reservoirs







_____
 _____


Towing Package: Air & Electric Lines to End of Frame




_____
 _____

Frame and Chassis Equipment:

Wheelbase and CA as Required by Body Builder





_____
 _____


Frame 11/32X3-1/2X10-15/16 Steel, 120,000 PSI (RBM per Rail 3,200,000 lbf-in)

_____
 _____


¼” C Channel Reinforcement                                                                                                            _____   _____

             Bumper, 3-Piece Steel w/ Collapsible Ends






_____
 _____


Front Tow Hooks, Frame Mounted







_____
 _____

Fuel Tank, 70 Gallon minimum Aluminum Mounted Forward



_____
 _____


Fuel Filter/Water Separator w/Heated Bowl & Primer Pump



_____
 _____

Tires and Wheels:

Front Tires, 12R22.5, 16 ply, Goodyear G661 or equal




_____
 _____


Rear Tires, 11R22.5, 14 ply Goodyear G182 RSD or equal




_____
 _____


Wheels, Front and Rear, Aluminum Disc Wheels with Dura-bright or Accu-shield finish.
_____
 _____
Cab Exterior:

Minimum 106” Flat Roof Conventional Cab






_____
 _____


LH & RH Exterior Grab Handles







_____
 _____

Air Cab Mounts









_____   _____

Non-Removable Bugscreen Mounted behind Grill





_____
 _____


Single 14” Polished Air Horns, Roof Mounted





_____
 _____


Single Electric Horns









_____
 _____


LED Marker Lights









_____
 _____


Daytime Running Lights








_____
 _____

LED Flange Mounted Stop/Tail/Turn Lights w/Incandescent Back Up Lights

_____   _____

Dual West Coast Bright Finish Heated Mirrors w/8 in. Spot Mirrors


             _____
 _____


RH Down View Mirror








             _____
 _____


All Glass Tinted Including Rear Window






_____
 _____            

Cab Interior:

Gray Vinyl Interior w/ Overhead Console






_____
 _____


Center Storage Console Mounted on Back Wall Between Seats



_____
 _____


Safety Equipment, Fire Extinguisher, 2-1/2 lb. & Triangular Reflectors


_____
 _____


Heater, Defroster, and Air Conditioner w/Recirculation Switch



_____
 _____

Dome Door Activated
 LH & RH Dual Reading Lights





_____
 _____


(1) 12-Volt power Supply in Dash







_____
 _____


High Back Air Suspension Driver’s Seat w/Mechanical Lumbar & Cushion Extension
_____
 _____

Basic High Back Non-Suspension Passenger Seat





_____
 _____

Adjustable Tilt & Telescoping Steering Column





_____
 _____


Driver’s & Passenger’s Interior Sun Visors






_____
 _____

Instruments and Controls:
 
Gauges: – Low Air Pressure Light & Buzzer, Primary & Secondary Air Pressure Gauge,

Air Restriction Indicator, Fuel Gauge, Coolant Temperature, Oil Pressure, Hour Meter,


Odometer, Trip, Hour, Diagnostics, Voltage, Speedometer, Tachometer


_____
 _____
             Back Up Alarm, Automatic Self Adjusting 87db to 112db




_____
 _____

AM/FM/WB Radio Dash Mounted w/ Front Auxiliary Input



             _____
 _____


Pre-Trip Light Test System








_____   _____

Windshield Wipers w/Delay








_____
 _____


Two Valve Parking Brake System w/Dash Valve Control                                                             _____   _____

             Autoneutral Warning Indicator







_____
 _____

PTO Switch Dash Mounted








_____
 _____
Paint:

Cab - White Basecoat/Clearcoat Imron 6000





             _____
 _____

Frame – Black










_____
 _____

Warranty – Cab & Chassis:

Basic Warranty, 2-Years/Unlimited Miles






_____
 _____

Engine, 2-years/250,000 Miles







_____   _____

Drive Train, 2-years/Unlimited Miles






             _____
 _____


Cab Corrosion/Perforation, 5-Years/Unlimited Miles




_____
 _____


Frame Rails, 5-years/Unlimited Miles






             _____   _____
             Allison Transmission, 3-Years/ Unlimited Miles                                                                            _____   _____
Note: 

           The vendor is required to furnish a printed itemized listing in layman’s terms of the

           Warranty & owner’s manual with the unit at time of delivery.





                                DUMP BODY SPECIFICATIONS:                                             YES    NO
BODY DIMENSIONS:  Minimum, 168” Long X 84” Inside Width Body with 42” Sides.                     ___
___
FLOOR:  96" wide one piece 1/4" AR450 HardOx steel floor with 12" rolled side 


     to floor radius and 60" wide flat center for cleaner dumping and easier cleanout.     
   ___
___

HEADBOARD:

1. Full Width Steel Headboard that is 76” in Height.

                                                                     ___
___

2. Headboard shall be fabricated 3/16” AR450 HardOx Steel with 

No Bulkhead offset

                                                                                                                          ___
___

3. Standard Cabshield with a Width of 90” and a Length of 36”

With 6” Cabshield front.

                                                                                                             ___
___

4. Cabshield shall be constructed of 10-Gauge High Tensile Steel

                                          ___
___

5. Cabshield shall have 6” wind deflector formed in it for tarping system

                             ___
___

 UNDERSTRUCTURE:

1. Formed trapezoid longsills with rubber cushion.

                                                                      ___
___

2. Crossmemberless understructure.

                                                                                                ___
___

SIDES: 

1. 42” Constructed of 3/16” AR450 HardOx Steel with 3/16” Formed Boxed

Top Self-Shedding Rails with no side bracing, vertical or horizontal. 
 
                              ___
___

2. Sides Supplied with 8” Tall Front, Middle and Rear Board Gussets and  

 Removable Aluminum Extruded Boards 8” tall for each side.

                                           ___
___

3. Rear Corner Post are Full Depth, Fully Welded to the Body constructed 

of 3/16” High Tensile Steel.

                                                                                                              ___
___

4. Fender/Bottom Rail constructed of 10-Gauage High Tensile Steel

                              ___
___

TAILGATE:

1. 50” Tall 3/16” AR450 Hardox Steel with 3-Panel construction with bracing

Going horizontal and no slope that is of the upward acting design. 

                                            ___
___

2. Fully Boxed and Welded Tailgate Frame with 35º Dirt Shedder Structure on 

Lower Frame.


                                                                                                                            ___
___

3. Air operated, controls in cab, tailgate latching system, painted to match body.                                 ___
___
4. Tailgate should be equipped with High Lift and Air operated Cylinders exposed.                              ___   ___ 

HOIST: 

1. Single Cylinder, Telescopic Hoist System. (To minimize fitting problems hoist 

& body must be manufactured by the same manufacturer.)

                                           ___
___

2. One (1) 6”, 3-Stage Telescopic Hoist with 126”-Stroke Cylinder.

                                           ___
___

3. Hydraulic Pump (PTO Shaft is not Acceptable) is Air Shift PTO Driven with In-Cab Control.
   ___
___
4. Rear Hinge: 1-3/4” Steel Platform Full Pin

                                                                                   ___
___ 
5. Subframe: 1/4“ Short “Z” Style

                                                                                                ___
___

TRAILER BRAKE CONTROLS:
 Electric Unit installed inside cab, hardwired into a 7pole plug at the rear of the truck frame.
 Air brake connections at rear of truck and in cab air valve controls to pull a trailer with air brakes.  ___   ___             

ACCESSORIES: 

1. Truck shall be Equipped with a 25-Ton forged spring-loaded-type Pintle Hitch. 

(Pintle hitch welded to frame work will not be acceptable)

Mounting location of Pintle to needs to have a minimum ground clearance of 24”

with Safety Chain Attachments, 7 Pole Electric Plug mounted                                                                 

Air Brake Hook-ups on rear reinforced plate.                                                                                                ___   ___

(City Personnel to approve mounting location of Glad Hands)

                                                           

2. Body shall be Equipped with Back-Up Alarm.

                                                                     ___   ___

3. Grip strut steps on street-side front with flat bar steps inside at drivers front

                ___
___

4. Body shall be equipped with an electric tarp system that has aluminum arms

   Mounted behind the integrated wind deflector on the Cabshield that has controls

   In the cab with a minimum of a 16’-long tarp that is made of mesh material.                                    ___   ___
5. (1) 6”-Oval Stop/Tail/Turn Light LED Light Mounted in each Rear Post.                                              ___   ___

6. Safety support, Location should be outside of frame for operator safety.                                          ___   ___
LED STROBE LIGHTS:          

   All Body lights shall be Rubber Grometted recess mounted Amber & White LED.                                                      

  (2) 6”-Oval self-contained strobes recess mounted in Cabshield Front Corners 

  (2) Grill mounted strobes.

 (2) 6”-Oval mounted on Cabshield facing rear,

 (These rear-facing lights must be visible from rear of truck after tarp is mounted.)                                                                                                 

 (1)Intersection strobe on each side of truck,

 (1) 6” Oval Self Contained Strobe Light Mounted in each Rear Post.                                                      ___   ___

 (1) Roof Mounted Mini Amber & White LED Bar Light. (Buyers Part # 8891102) Or Equal                 ___    ___

      (All Strobes should be Amber & White, with one switch that works all strobe lights & Light bar.)            
MOUNTING AND PAINTING:

1. Body and Hoist Shall Be Mounted within Industry Standards.  All items frame 

mounted shall be huck bolted to frame for safety and lowered maintenance.                                      ___   ___
(NO EXCEPTIONS)









              
2. Body and Hoist Shall Be Cleaned, Primed and Painted DuPont Imron Elite Black.
               ___
___
3. Bed should DOT Red & White Striping down the sides
 and across the top & bottom & middle of tailgate.                                                                                    ___    ___ 
 ASSISTANCE & TRAINING:
1. Bidder shall provide a minimum of (4) hours of training and assistance for                                         

   City personnel on the proper operation and maintenance of the unit.                                               ___   ___

   (The City will determine if a lesser amount of time is needed for training)   

            
DECALS: No decals or markings of any type pertaining to advertisement shall be placed on vehicles delivered to the City, except trademarks or model designation normally installed by the manufacturer of the vehicle.

DELIVERY: Vehicle to be delivered to Ricky Harris at the City of Springfield Public Works Department 2809 Clinard Drive, Springfield, Tennessee 37172

Any Questions contact:  Terry Cadwell @ City of Springfield Water/Wastewater Department  

615-382-1600
BID FORM:

Bidder will state approximate delivery time (days)             __________



Bidder’s Statement: (Equipment Proposed Complies):
_____ Yes _____ No

NOTE: Fill in all blanks; the City will choose the option that is considered in its best interests.
Manufacture and Model of Dump Body: _______________________________________

                                                                                     _______________________________________


Manufacture and Model Cab & Chassis: _______________________________________

                                                                                  ________________________________________          






CASH PRICE DELIVERED:
TOTAL BID PRICE:

                            ________________________________________








DEALER:

                        __________________________________    







CONTACT PERSON:
            __________________________________     







SIGNATURE:

                           ________________________________________                     







PHONE:

                       __________________________________   

           DATE:

                                  __________________________________
                            




4

