SPECIFICATIONS FOR
DEMOLITION AND REMOVAL OF EXISTING STRUCTURES
1.0	DESCRIPTION
The Work shall consist of:
1. Demolition, removal, and disposal of all existing structures;
2. 	Protection of surrounding properties and roadways;
3.	Backfilling of cavities created; and
4. 	Site restoration.

2.0	SPECIFICATIONS
All reference standards and related specifications shall be current issue or the latest revision at the date of tender advertisement.
2.1	Related Specifications
• Specifications for Supplying and Placing Backfill *if needed*
• Specifications for completing finishing grade.
3.0 	SUBMITTALS
The Contractor shall submit the following in the bid, in accordance with the Special Provisions:
1.	A detailed plan and schedule clearly illustrating the method and sequence by which the Contractor proposes to demolish and remove the existing structures (in whole), including a description of the measures that will be implemented to meet the environmental requirements.
(a)	Type and capacity of equipment.
(b)	Proposed method of traffic accommodation and protection of the travelling public, when required.
(c)	Specific requirements for dismantling, demolition, and disposal of all materials.
(d)	Description of the measures that will be implemented to meet the requirements of Environmental Management Procedures if required, including all monitoring and reporting requirements.
(e)	Details and schedule of site restoration.
(f)	Measures to be taken to protect adjacent structures, adjacent grades, and portions of existing structure to remain.

2.	A description of the quantity and location for the demolition waste that will be recycled and reused.
3.	Proper license and insurance.
4.0	CONSTRUCTION METHODS
4.1 	Closing To Traffic
The Contractor shall not close any portion of the existing roadways to traffic without prior written approval from the City Manager. The approval will not be given until all required traffic control devices have been erected and a traffic control plan has been submitted and meets the satisfaction of the City Manager.
4.2	Demolition
1. General
The Contractor shall be fully responsible for ensuring safety in areas underlying and adjacent to the construction site. The Contractor will be responsible for any loss or damage caused as a result of their actions. The Contractor shall prevent movement, settlement or damage to adjacent structures, grades, or portions of existing structures to remain. If the safety of the structure being removed, or adjacent structures or grades appear to be in danger, the Contractor shall cease operations and notify the Codes Department immediately.
The Contractor shall obtain and pay for all licenses and permits and shall comply with all Municipal Codes and Federal regulations related to demolition and disposal of these materials.
2. Complete Demolition
The existing structures shall be demolished to meet one of the following criteria or as specified in the Special Provisions:
(a) Complete removal of entire structure to ground level and removal of all concrete slabs and footings.
(b) All utilities to the building shall be disconnected by the contractor. 
(c) Sewer lines shall be capped and inspected by the City Sewer Department.
(d) Any wells shall be properly closed per the State of Tennessee Standards.
(e) Any septic tanks shall be pumped and disposed of properly.
3. Protection of Neighboring Property and Public Utility Right-of-Way and Services
The demolition shall not affect neighboring property or road access. The contractor is required to catch and retain all products related to the demolition, from falling onto roadway surfaces, right-of-way surfaces or neighboring property and structures during the Contractor’s operations. Contractor shall be responsible for the protection of all Public Utility during demolition. In the event any Public Utility is damaged or interrupted service the Contractor will be liable for payment of all damages as assessed by the Public Utility effected. 
4. Removal and Disposal of Demolished Materials
Any debris that falls off the structures onto the neighboring property, roadway, or right-of-way shall be immediately cleaned up by the Contractor.
The Contractor shall remove all demolished materials and debris from the site as soon as possible. All material shall be deemed non-salvable unless noted otherwise. Demolition debris shall become the property of the Contractor and shall be properly disposed of at an approved location. Storage of non-salvable materials and debris will not be allowed on site.
5. Backfilling of Cavities
The Contractor shall backfill all cavities created by the demolition operations with suitable material approved by the City Codes Department.
6. Site Restoration
The Contractor shall restore the site to the profile and grade that can provide a maintained and manicured lawn
5.0	QUALITY MANAGEMENT
The Contractor shall allow the Codes Department unhindered access to the demolition areas for carrying out inspections.
Upon completion of demolition (in whole), a final inspection will be made by the City Codes Department.
6.0	BASIS OF PAYMENT
Demolition and removal of existing structures will be paid for at the Contract Lump Sum Price for “Demolition and Removal of Existing Structures”, payment will follow the completion of the project and inspection and approval of the Codes Department. Check will be printed on the following week after completion and inspection.
7.0	SEALED BID SUBMITAL REQUIREMENTS
	Please submit all bids, license, and insurance attention to the purchasing director:
ATTN: Rachel Hoover (Purchasing Director)
105 South Main Street 
Goodlettsville, TN 37072


SEALED BID OPENING WILL BE ON JANUARY 26, 2023, AT 10 AM. LOCATION OF THE OPENING WILL BE AT 105 SOUTH MAIN STREET, GOODLETTSVILLE, TN 37072.

