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PLAN AND PROFILE
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ALL EXPOSED EDGES SHALL BE BEVELED �" UNLESS OTHERWISE SHOWN.

ELEVATIONS OF BENCH MARKS ARE ASSUMED ELEVATIONS.

EXISTING STRUCTURE IS TO BE REMOVED BY THE COUNTY.

INCLUDING ANY NECESSARY PUMPING, DIKES OR OTHER METHODS REQUIRED TO PROVIDE DRY EXCAVATION.

RESPONSIBLE FOR MAINTAINING A DRY EXCAVATION DURING POURING OF CONCRETE FOR THE FOUNDATION

CONTRACTOR IS RESPONSIBLE FOR MAINTAINING FLOW OF STREAM DURING CONSTRUCTION AND IS ALSO

REMOVE THE CONCRETE AT HIS/HER OWN EXPENSE.

CONCRETE IS POURED PRIOR TO THE ENGINEER INSPECTION, THE CONTRACTOR SHALL BE REQUIRED TO

ENGINEER INSPECTION SHALL BE PERFORMED PRIOR TO POURING OF CONCRETE FOR THE FOUNDATION.  IF THE

 

EXCAVATION, CONCRETE FORMING AND REBAR PLACEMENT SHALL BE COMPLETED PRIOR TO ENGINEER INSPECTION.

 

CONTRACTOR SHALL NOTIFY THE ENGINEER 24 HOURS PRIOR TO POURING CONCRETE FOR THE FOUNDATION.

GENERAL NOTES

SPECIFICATIONS: 

DESIGN LOAD:

DESIGN METHOD:

MATERIALS DESIGN SPECIFICATIONS:

CONCRETE:

FOUNDATION CONSTRUCTION:

REINFORCEMENT:

BEVELED EDGES:

REMOVAL OF EXISTING STRUCTURE:

CONSTRUCTION IN STREAM:

CURRENT AASHTO SPECIFICATIONS.

ALL REINFORCED CONCRETE MEMBERS ARE DESIGNED BY THE LOAD AND RESISTANCE FACTOR METHOD AS SPECIFIED IN THE

FOUNDATION DATA:

FOUNDATION PRESSURE:

SHOP DRAWINGS:

WHEN ANY CHANGES IN THE DESIGN PLANS ARE PROPOSED BY THE FABRICATOR OR SUPPLIER, THE SHOP DRAWINGS 

REFLECTING THESE CHANGES SHALL BE SUBMITTED TO THE DEPARTMENT/DESIGN ENGINEER THROUGH THE CONTRACTOR.

IS 2" UNLESS OTHERWISE NOTED. 

SHOWN. SPACING OF BARS IS FROM CENTER TO CENTER OF BARS.     CLEAR DISTANCE TO FACE OF CONCRETE 

DIMENSIONS SHOWN FROM THE FACE OF CONCRETE TO BARS ARE CLEAR DISTANCES UNLESS OTHERWISE

FOOTING PLAN

MARK

BILL OF REINFORCEMENT

TYPE SIZE
LENGTH
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A B C D
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IF NECESSARY, KEYWAY DIMENSIONS MAY BE ADJUSTED TO MEET 
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BOTH FOOTINGS, OPPOSITE HAND)

(SAME DIMENSIONS AND REINFORCEMENT 

WIND VELOCITY OF 100 MPH.

DESIGN TANDEM, AND A DESIGN LANE LOAD.      THIS BRIDGE IS DESIGNED FOR A WIND LOAD BASED ON A 

THIS BRIDGE IS DESIGNED FOR HL93 LIVE LOAD CONSISTING OF A COMBINATION OF THE DESIGN TRUCK OR 

FOR STEEL REINFORCEMENT

FOR CLASS "B" CONCRETE

FOR CLASS "A"  REINFORCED CONCRETE

FY = 60,000 PSI

F’C = 2,500 PSI

F’C = 3,500 PSI

STRUCTURE FOOTINGS ARE DESIGNED FOR A MAXIMUM LOAD OF 20 PSI.

STANDARD SPECIFICATIONS IN REGARDS TO CONCRETE CONSTRUCTION.

THE CONTRACTOR SHALL COMPLY WITH SECTIONS 601.03.09(D),  601.03.14,  AND 601.03.15 IN THE KYTC

CLASS "A"  CONCRETE IS TO BE USED THROUGHOUT THE FOOTINGS.

SPECIFICATIONS, WITH INTERIMS.  

ALL REFERENCES TO THE AASHTO SPECIFICAITONS ARE TO THE CURRENT EDITION OF THE AASHTO LRFD BRIDGE DESIGN 

CABINET STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION WITH CURRENT SUPPLEMENTAL SPECIFICATIONS.  

ALLREFERENCES TO THE STANDARD SPECIFICATIONS ARE TO THE CURRENT EDITION OF THE KENTUCKY TRANSPORTATION 

SEE FOUNDATION LAYOUT SHEET.  PLACE FOOTINGS IN BEDROCK AT THE ELEVATION SHOWN.
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HORIZONTAL CONTROL

(To be Removed by County)
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COORDINATES

POINT  NO. EAST NORTH ELEVATION

T
r
ib

u
ta
r
y
 
to
 
G
o
o
s
e
 
C
r
e
e
k

Goose Creek Road

CP #1

CP #2

CP #3

288159.931

288158.451

288164.152

288165.321

288182.692

288191.562

288192.313

288181.081

288171.991

288170.822

288153.452

288144.582

288143.831

288155.062

288176.212

288177.692

288266.005

288166.188

288103.397

1435937.617

1435948.848

1435949.599

1435940.729

1435927.403

1435928.572

1435922.871

1435921.391

1435903.061

1435911.931

1435925.257

1435924.089

1435929.789

1435931.269

1435915.044

1435903.813

1436042.044

1435927.412

1435856.125

702.08’

700.70’

699.71’

16

15

14

13

12

11

10

9

8

7

6

5

4

3

2

1

CP #3

CP #2

CP #1

44

6

5

4

3

2

1

8

7

9

10

11

12

13

14

15

16

KENTUCKY, INC.

DRAWN BY:

CHECKED BY:

JOB NO.:

DATE:

SCALE:

SHEET:
NO. DATE DESCRIPTION BY

N.T.S.

JDA

1631-0085-90

LNB

 of 

JUNE 2018

1950 HAGGARD CT.

LEXINGTON, KENTUCKY 40505

(859) 299-5226

FRANKLIN COUNTY,   KENTUCKY

STRUCTURE REPLACEMENT

GOOSE CREEK ROAD



Goose Creek Road
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ROADWAY EXHIBIT
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PROFILE

STA. 20+20.00
BEGIN PAVING

STA. 25+15.00
END PAVING

LIMITS OF DISTURBANCE

LIMITS OF DISTURBANCE

PROPOSED V-DITCH

REUSE EXISTING DRIVE PIPE

TO US 421

LIMITS OF TAPER

50’-0"
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STA. 21+29.00, RT. 

BEGIN GUARDRAIL STA. 23+39.00, RT. 

END GUARDRAIL

STA. 22+00.00, LT. 

BEGIN GUARDRAIL

STA. 22+80.00, LT. 

END GUARDRAIL
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ROADWAY EXHIBIT

2:1

2:1

4% 4%2% 2%

4’-0"16’-0"

SHLDR

2’-0"

ROCK
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8’-0" LANE
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DRIVE STA. 21+95 DRIVE STA. 22+82 DRIVE STA. 23+88

ESTIMATE OF QUANTITIES

ITEM QUANT. UNIT

 PURPOSES ONLY

NOTE:  QUANTITIES ARE FOR INFORMATIONAL

CL2 ASPH BASE 0.75D PG 64-22 340

TONS

GUARDRAIL 300 FT

EMBANKMENT 528 CU YD

DENSE GRADED AGGREGATE 576

CL2 ASPH SURF 0.38D PG 64-22

TONS

TONS86
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