Specifications for Long Arm Quilting Machine Purchase for the West Florida Public Libraries
Kimberly Ball 850-436-5036
[bookmark: _GoBack]kaball@mywfpl.com
Features desired:
Long arm quilting sewing machine
15 inch minimum throat space, prefer 18”
Built-in automatic stitch regulation
Speed control
Automatic tension adjustment or Easy-Set tension (not Manual)
Minimum 1,800 stitches per minute (Prefer 2,200 stitches per minute)
Multi-stitch mode – Cruise, Precision, Manual/Idle, and Baste stitching
Laser light stylus kit or LED light ring

Dry head system – no manual oiling required
Quiet operation – direct drive motor
12 foot continuous quilting frame (10 foot or fully adjustable)  (not a Loom style) (not tabletop)
Touchscreen controls panel 
Ergonomic fully adjustable handles – fully rotating to allow for sitting and standing quilting posture
Full control on handlebars – push pad control buttons on ends
CAD pattern design software capable and interface 
Pantograph capable for guided stitching
Heavy Duty Casters
Additional Batting continuous roll bar
Multidirectional tracking
Glide tracking system
Easy bobbin replacement
Channel locks
Hand wheel on frame
Height adjustable legs 
Adjustable depth

Knee control pedal
Low bobbin estimator
At least 3 year warranty
Independent bobbin winder
Automatic thread trimmer
Quick bar release system
Rear handle bars
Option to add robotic control






