
LOCATION MAP

C1a

JACKIE ROBINSON TRAINING COMPLEX WALKING TRAIL
PROJECT NO. IRC-1908

SHEET

MBV JOB: 19-0077

DATE:

AARON G. STANTON
FL. P.E. #72460

INDIAN RIVER COUNTY
BOARD OF COUNTY COMMISSIONERS

ENGINEER

OWNER

1835 - 20TH STREET

VERO BEACH, FL 32960
PH. (772) 569-0035
FX. (772) 778-3617

MOIA BOWLES VILLAMIZAR & ASSOCIATES

CONSULTING ENGINEERING   CA #3728

MELBOURNE, FL - PH (321) 253-1510
FT. PIERCE, FL - PH (772) 468-9055

INDEX OF SHEETS

SHEET
NO. DESCRIPTION

C1a COVER SHEET

C1b GENERAL NOTES & SPECIFICATIONS

C2a EXISTING CONDITIONS PLAN - NORTH SIDE

C2b EXISTING CONDITIONS PLAN - SOUTH SIDE

C3a DEMOLITION AND EROSION CONTROL PLAN - NORTH SIDE

C3b DEMOLITION AND EROSION CONTROL PLAN - SOUTH SIDE

C4a OVERALL SITE PLAN

C4b SITE PLAN - NORTH SIDE

C4c SITE PLAN - SOUTH SIDE

C5a PAVING, GRADING AND DRAINAGE - NORTH SIDE

C5b PAVING, GRADING AND DRAINAGE - SOUTH SIDE

C6a SITE, PAVING, GRADING AND DRAINAGE DETAILS - 1

C6b SITE, PAVING, GRADING AND DRAINAGE DETAILS - 2

C6c MOT DETAILS - 1

C6d MOT DETAILS - 2

C6e MOT DETAILS - 3

C7 CROSS - SECTION DETAILS

C8 EROSION CONTROL DETAILS

C9 TREE PLANTING DETAILS

SUSAN ADAMS - CHAIRMAN
JOSEPH E. FLESCHER - VICE CHAIRMAN

TIM ZORC - COMMISSIONER
PETER D. O'BRYAN - COMMISSIONER

BOB SOLARI - COMMISSIONER

STATE OF

ROFL ADl

R

FO
RP

lSS
E

ANO
l N

EE

ENGL

ENSEClL

No. 72460

AARON G. STANTON
FL. P.E. #72460

A
AR

ON
 G.  STANTO

N

AutoCAD SHX Text
PROJECT

AutoCAD SHX Text
SITE

AutoCAD SHX Text
N

AutoCAD SHX Text
AVIATION BLVD

AutoCAD SHX Text
26TH ST

AutoCAD SHX Text
43RD AVE

AutoCAD SHX Text
43RD AVE

AutoCAD SHX Text
ATLANTIC BLVD

jhawkins
Typewritten Text
6/18/2020



1.  THE CONTRACTOR IS ADVISED TO THOROUGHLY REVIEW THIS PLAN PACKAGE SO AS TO BE TOTALLY PREPARED TO PRESENT HIS BID PRICES IN THE
CONTRACT  DOCUMENTS. THE  PLAN PACKAGE SUFFICIENTLY DELINEATES THE SCOPE AND INTENT OF THE ROADWAY WORK TO BE ACCOMPLISHED.
IT WILL, THEREFORE, BE INCUMBENT ON THE CONTRACTOR TO ADJUST HIS FEE DOLLARS TO REFLECT ANY AND ALL ITEMS WHICH MAY NOT BE
CLEARLY OUTLINED OR THOSE ITEMS WHICH MAY NOT BE INDICATED BUT WHICH ARE NECESSARY FOR THE SUCCESSFUL COMPLETION OF THIS
PROJECT WITHOUT ADDITIONAL COSTS TO THE OWNER.

2.  ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH CITY OF VERO BEACH AND FDOT STANDARDS AND SPECIFICATIONS.

3.  THE INFORMATION SHOWN ON THESE DRAWINGS CONCERNING TYPE AND LOCATION OF UNDERGROUND AND OTHER UTILITIES IS BASED ON
AVAILABLE RECORDS AND IS NOT GUARANTEED TO BE ACCURATE OR ALL INCLUSIVE.  THE CONTRACTOR IS RESPONSIBLE FOR MAKING HIS OWN
DETERMINATION AS TO THE TYPE AND LOCATION OF UNDERGROUND AND OTHER UTILITIES AS MAY BE NECESSARY TO AVOID DAMAGE THERETO
AND IS RESPONSIBLE FOR THE COORDINATION OF UTILITY RELOCATION.

4.  CONTRACTOR SHALL LOCATE ALL EXISTING UTILITIES IN THE FIELD WITH UTILITY OWNER'S REPRESENTATIVE PRIOR TO CONSTRUCTION.
POSSIBLE UTILITY PROVIDERS THAT MAY HAVE UTILITIES IN THIS LOCATION:
CITY OF VERO BEACH UTILITIES
AT&T
F.P.L.
COMCAST CABLE

5. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO NOTIFY ALL UTILITY COMPANIES A MINIMUM OF TWO WORKING DAYS PRIOR TO EXCAVATION, AS
REQUIRED BY THE UNDERGROUND FACILITY DAMAGE PREVENTION AND SAFETY ACT. NOTIFY SUNSHINE AT 811.

6. CONTRACTOR SHALL TAKE EXTREME CAUTION WHEN EXCAVATING NEARBY EXISTING UTILITIES.

7. CONTRACTOR SHALL INFORM ENGINEER OF ANY CONFLICT BEFORE ANY FURTHER WORK IS COMPLETED.

8. UTILITIES ARE TO BE ADJUSTED BY UTILITY OWNER OR AS DIRECTED BY THE ENGINEER.

9. SURFACE INFORMATION SHOWN ON THESE DRAWINGS WAS OBTAINED FOR USE IN ESTABLISHING DESIGN CRITERIA FOR THE PROJECT. THE
ACCURACY OF THIS INFORMATION IS NOT GUARANTEED AND IS NOT TO BE CONSTRUED AS PART OF THE PLANS GOVERNING CONSTRUCTION OF
THE PROJECT. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO INQUIRE OF THE ENGINEER IF ADDITIONAL INFORMATION IS AVAILABLE, TO MAKE
ARRANGEMENTS TO REVIEW SAME PRIOR TO BIDDING, AND IS TO MAKE HIS OWN DETERMINATION AS TO ALL SUBSURFACE CONDITIONS.

10. CONTRACTOR SHALL NOTIFY THE ENGINEER IF SOIL OR SUBSURFACE CONDITIONS UNSUITABLE FOR CONSTRUCTION ARE ENCOUNTERED.

11. ALL EXCAVATED SOILS DEEMED SUITABLE AS FILL MATERIAL AS DETERMINED BY THE ENGINEER SHALL BE UTILIZED ON SITE BY THE CONTRACTOR
AT HIS OWN EXPENSE. THE EXACT LOCATION OF DELIVERY ON SITE SHALL BE DETERMINED BY THE ENGINEER. ALL EXCAVATED SOILS DEEMED
UNSUITABLE SHALL BE DISPOSED OF BY THE CONTRACTOR AT HIS OWN EXPENSE.

12. ITEM IN CONFLICT WITH DESIGN SUCH AS EXISTING CURBS AND GUTTERS, SIDEWALKS, DRAINAGE STRUCTURES, PAVEMENT AND EXCESS
EXCAVATIONS ARE TO BE REMOVED BY THE CONTRACTOR AND DISPOSED OF IN A LEGAL AND PROPER MANNER AWAY FROM THE JOB SITE AT HIS
OWN EXPENSE.

13. CONTRACTOR SHALL COMPLY WITH ALL OSHA REQUIREMENTS FOR  CONSTRUCTION.

14. IT SHOULD BE NOTED THAT THE OCCUPATIONAL SAFETY AND HEALTH ACT PROHIBITS THE OPERATING OF EQUIPMENT OR MACHINES CLOSER THAN
TEN (10) FEET TO ENERGIZED ELECTRIC LINES RATES AT FIFTY KILOVOLTS OR BELOW. ALSO, NO EXCAVATION IS PERMITTED WITHIN FIVE (5) FEET
OF POWER POLE FACILITIES.

15. THE CONTRACTOR SHALL COMPLY WITH ALL OSHA REQUIREMENTS FOR CONSTRUCTION.

16. ALL IRONS AND MONUMENTS (P.R.M.'S) SHOWN ON PLANS, OR FOUND, SHALL BE PRESERVED. THOSE SHOWN IN PROPOSED PAVEMENT SHALL BE
PROTECTED WITH A CAST IRON VALVE BOX.

17. ANY PUBLIC LAND CORNERS WITHIN THE LIMITS OF CONSTRUCTION ARE TO BE PROTECTED. IF A CORNER MONUMENT IS IN DANGER OF BEING
DESTROYED OR DISTURBED, THE CONTRACTOR WILL NOTIFY THE ENGINEER.

18. ALL EXISTING TREES WITHIN THE RIGHT OF WAY ARE TO BE REMOVED AS CLEARING AND GRUBBING UNLESS OTHERWISE NOTED.

19. WHEN REFERENCED TO, FDOT REFERS TO FLORIDA DEPARTMENT OF TRANSPORTATION ROADWAY AND TRAFFIC DESIGN STANDARDS,CURRENT
EDITION.

20. THE CONTRACTOR SHALL RESTORE ALL AREAS DISTURBED BY CONSTRUCTION TO A CONDITION EQUAL TO, OR BETTER THAN THAT WHICH IS NOW
EXISTING.

21. BACKFILL, GRADE AND SOD AS REQUIRED AROUND ALL NEW CONSTRUCTION AND ALL DEVELOPED LOTS TO PREVENT EROSION. SEED AND MULCH
WILL ONLY BE ALLOWED TO RESTORE UNDEVELOPED LOTS AFFECTED BY CONSTRUCTION OR AS DIRECTED BY THE ENGINEER.

22. SODDING TO BE USED AT LOCATIONS AS DIRECTED BY THE ENGINEER. SOD ALL DISTURBED AREAS UPON COMPLETION.

23. ALL EXCESS CONSTRUCTION MATERIAL AND WASTE TO BE HAULED OFF-SITE AND DISPOSED OF PROPERLY AT CONTRACTOR'S EXPENSE.

24. MAINTENANCE OF TRAFFIC SHALL BE ACCORDANCE WITH FDOT STANDARDS FOR TRAFFIC CONTROL THROUGH WORK ZONES AND MUTCD (PART VI).

25. PROPERTY OWNERS AND BUSINESSES WITHIN THE AREA OF CONSTRUCTION SHALL BE GIVEN ACCESS TO THEIR PROPERTY AT ALL TIMES DURING
THE PERIOD OF CONSTRUCTION.

26. ALL MAILBOXES SHALL BE RELOCATED BY THE CONTRACTOR AS DIRECTED BY THE U.S. POSTAL MAIL CARRIER.

27. THE CONTRACTOR SHALL REMOVE, COVER OR OBLITERATE EXISTING ROADWAY SIGN AND PAVEMENT MARKINGS THAT CONFLICT WITH THE
CONSTRUCTION TRAFFIC CONTROL PLANS.

28. CONTRACTOR TO PROTECT ALL SPRINKLER HEADS NOT IN CONFLICT WITH DESIGN AND RELOCATE ALL THOSE WHICH ARE IN CONFLICT TO A
LOCATION DETERMINED IN FIELD.

29. SOD TWO (2) FEET MINIMUM ALONG SIDE PROPOSED EDGE OF PAVEMENT.

30. THE CONTRACTOR SHALL PROVIDE ANY TEMPORARY DRAINAGE MEASURES AS REQUIRED TO ADEQUATELY DRAIN THE PROJECT AND ANY
TEMPORARILY TRAVELED ROADWAYS. TEMPORARY DRAINAGE DESIGN, CONSTRUCTION AND MAINTENANCE IS THE CONTRACTOR'S RESPONSIBILITY;
HOWEVER, ALL SUCH MEASURES MUST BE APPROVED BY THE ENGINEER.

31. THE EXISTING SIDEWALK SHALL NOT BE DISTURBED UNLESS OTHERWISE NOTED.

32. GRADES SHOWN ARE FINISHED GRADES.

33. SAWCUT CONCRETE OR ASPHALT DRIVEWAYS AS REQUIRED FOR REPLACEMENT.

34. ALL ABANDONED UTILITIES (INCLUDING PIPES, CABLES AND STRUCTURES) FOUND IN THE RIGHT OF WAY AND NOT SHOWN ON THE PLANS, ARE TO
BE REMOVED AND PROPERLY DISPOSED OF AT THE EXPENSE OF THE CONTRACTOR. THIS INCLUDES ALL EXOTIC PIPES LIKE ASBESTOS-CEMENT
PIPE. COST TO BE INCLUDED IN CLEARING AND GRUBBING ITEM.

35. DRIVEWAY LOCATIONS AND WIDTHS ARE APPROXIMATE AND ARE TO BE ADJUSTED AS NECESSARY OR AS DIRECTED BY THE ENGINEER.

36. BENCHMARK DATUM IN NAVD 88.

37. BACKFILL AND SOD AS REQUIRED BEYOND RIGHT OF WAY LINES ON INDIVIDUAL LOTS TO MAINTAIN POSITIVE DRAINAGE FLOW INTO CURB AND
GUTTER.

38. GRADE AND SOD SWALES TEN (10) FEET FROM PROPOSED DITCH BOTTOM INLETS AND MITERED END SECTIONS ON SIDE STREETS AS REQUIRED.

39. IT IS THE CONTRACTOR'S RESPONSIBILITY TO MAINTAIN  (BASELINE) AND ℄ (CENTERLINE) CONSTRUCTION THROUGHOUT THE PROJECT.

40. THE CONTRACTOR SHALL REMOVE DRIVEWAY APRONS AND DRIVEWAY CULVERTS AND SHALL MAINTAIN ROUGH GRADE FOR UTILITY
MODIFICATIONS.

41. ALL EXISTING SWALES SHALL BE PROTECTED BY THE CONTRACTOR. ANY DAMAGE TO THE SWALE LINE SHALL BE CORRECTED BY THE CONTRACTOR
AT HIS OWN EXPENSE.

42. PAYMENT FOR INCIDENTAL ITEMS NOT SPECIFICALLY COVERED IN THE INDIVIDUAL BID ITEMS SHALL BE INCLUDED IN THE CONTRACT PRICES FOR
BID ITEMS.

43. MAINTAIN A MINIMUM OF ONE (1) FOOT CLEARANCE BETWEEN POWER POLE AND EDGE OF SIDEWALK.

44. WHEN ALL OTHER PERMANENT CONSTRUCTION IS COMPLETE, THE FINAL SURFACE COURSE SHALL BE PLACED.

45. CONSTRUCTION OPERATIONS FOR PLACEMENT OF THE FINAL SURFACE COURSE SHALL BE LIMITED TO A DISTANCE, AS DIRECTED BY THE
ENGINEER, THE CONTRACTOR CAN COMPLETE IN ONE (1) DAY.

46. THE CONTRACTOR SHALL IMPLEMENT TEMPORARY PAVEMENT MARKINGS UNTIL THE FINAL SURFACE COURSE HAS CURED (MINIMUM THIRTY (30)
DAYS AFTER FINAL SURFACE COURSE PLACEMENT). ANY TEMPORARY PAINTED MARKINGS PLACED ON THE FINAL.

47. PAVEMENT TRANSITION SHALL BE MADE IN ACCORDANCE WITH PAVEMENT TRANSITION DETAIL.

48. ALL APPROVED PERMIT CONDITIONS, INCLUDING BUT NOT LIMITED TO CITY OF VERO BEACH, SHALL BE MET BY CONTRACTOR PRIOR TO
CERTIFICATION OF COMPLETION BY ENGINEER.

CONSTRUCTION NOTES:

ROADWAY SPECIFICATIONS
GENERAL

IT IS INTENDED THAT THE FLORIDA DEPARTMENT OF TRANSPORTATION "STANDARD SPECIFICATIONS FOR ROAD AND
BRIDGE CONSTRUCTION" MOST CURRENT EDITION BE USED WHERE APPLICABLE FOR VARIOUS WORK, AND THAT
WHERE SUCH WORDING THEREIN REFERS TO THE STATE OF FLORIDA AND ITS DEPARTMENT OF TRANSPORTATION
AND PERSONNEL, SUCH WORDING IS INTENDED TO BE REPLACED WITH THAT WORDING WHICH WOULD PROVIDE
PROPER TERMINOLOGY, THEREBY MAKING SUCH "STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION" AS THE "STANDARD SPECIFICATIONS" FOR THIS PROJECT.

IF WITHIN THAT PARTICULAR SECTION ANOTHER SECTION, ARTICLE OR PARAGRAPH IS REFERRED TO, IT SHALL BE A
PART OF THE STANDARD SPECIFICATIONS ALSO.

THE CONTRACTOR SHALL GIVE THE ENGINEER 48 HOURS NOTICE PRIOR TO REQUESTING INSPECTIONS AND SHALL
SUPPLY ALL EQUIPMENT NECESSARY TO PROPERLY TEST AND INSPECT THE COMPLETED WORK.

THE CONTRACTOR SHALL GUARANTEE ALL WORK AND MATERIALS FOR A PERIOD OF TWO YEARS FROM THE DATE OF
PROJECT ACCEPTANCE, DURING WHICH ALL FAULTY CONSTRUCTION AND/OR MATERIALS SHALL BE CORRECTED AT
THE CONTRACTOR'S EXPENSE.

GRADING

THE CONTRACTOR SHALL PERFORM ALL GRADING NECESSARY TO ACHIEVE THE PROPOSED PLAN GRADES INCLUDING
TYPICAL SECTIONS.

ALL WORK SHALL BE IN ACCORDANCE WITH SECTION 120 OF THE STANDARD SPECIFICATIONS.

STAKING

CONSTRUCTION STAKING WILL BE PERFORMED BY THE CONTRACTOR.

STABILIZING

STABILIZED SUBGRADE SHALL BE CONSTRUCTED TO THE FLORIDA BEARING VALUE AS PER PLAN FOR THE DEPTH AND
LIMITS SHOWN ON THE PLAN, AND IN ACCORDANCE WITH SECTION 160 OF THE STANDARD SPECIFICATIONS.

(TYPE C STABILIZATION).  ALL STABILIZED AREAS SHALL BE COMPACTED TO AT LEAST 98% OF THE MAXIMUM DENSITY
AS DETERMINED BY AASHTO T-180.

BASE COURSE

THE BASE SHALL BE CONSTRUCTED OF EITHER LIMEROCK MATERIAL IN ACCORDANCE WITH SECTION 911 OR
CEMENTED COQUINA SHELL MATERIAL IN ACCORDANCE WITH SECTION 915 OF THE STANDARD SPECIFICATIONS.

LIMEROCK BASE AND CEMENTED COQUINA SHELL BASE SHALL BE CONSTRUCTED IN ACCORDANCE WITH SECTION 200
OF THE STANDARD SPECIFICATIONS.  THE CONTRACTOR SHALL PROVIDE ROCK PIT CERTIFICATION FOR CEMENTED
COQUINA SHELL MATERIAL.  BASE SHALL BE COMPACTED BY AT LEAST 98% OF THE MAXIMUM DENSITY AS
DETERMINED BY AASHTO T-180.  BASE SHALL BE APPROVED PRIOR TO PRIME COAT.

PRIME AND TACK COAT

PRIME AND TACK COAT FOR THE BASE SHALL BE IN ACCORDANCE WITH SECTION 300 OF THE STANDARD
SPECIFICATIONS.

ASPHALTIC CONCRETE SURFACE COURSE (A.C.S.C.)

TYPE SP 9.5 AND SP 12.5 SHALL BE CONSTRUCTED FOR THE DEPTH AND LIMITS SHOWN ON THE PLAN, IN
ACCORDANCE WITH FDOT STANDARD SPECIFICATIONS.

TESTING

THE CONTRACTOR SHALL RETAIN THE SERVICES OF AN APPROVED INDEPENDENT TESTING LABORATORY TO
CONDUCT ALL REQUIRED TESTS ON SUBGRADE, BASE AND SURFACE COURSE MATERIALS.  TEST RESULTS MUST BE
SUBMITTED PRIOR TO ANY REQUEST FOR PAYMENT ON THE ABOVE ITEMS.

THE SCHEDULE FOR TESTING OF THE ROAD CONSTRUCTION SHALL BE AS FOLLOWS:
A. SUBGRADE:

1. FLORIDA BEARING VALUE TESTS SHALL BE TAKEN AT INTERVALS OF NOT MORE THAN 200 FEET, OR CLOSER AS
MIGHT BE NECESSARY IN THE EVENT OF VARIATIONS IN SUBSOIL CONDITIONS.

2. DENSITY TESTS SHALL BE TAKEN AT INTERVALS OF NOT MORE THAN 200 FEET OR CLOSER AS MIGHT BE
NECESSARY.

B. BASE:
1. DENSITY TESTS SHALL BE TAKEN AT INTERVALS OF NOT MORE THAN 500 FEET OR CLOSER AS MIGHT BE

NECESSARY.

ALL TESTING SHALL BE TAKEN IN A STAGGERED SAMPLING PATTERN FROM A POINT 1 1/2 INCHES INSIDE THE LEFT
EDGE, TO THE CENTER, TO A POINT 12 INCHES INSIDE THE RIGHT EDGE OF THE ITEM TESTED.

IF ANY TEST INDICATES THAT THE WORK DOES NOT MEET THE SPECIFICATIONS, THE SUBSTANDARD AREA SHALL BE
REWORKED OR CORRECTED AND RETESTED, AT THE CONTRACTOR'S EXPENSE, UNTIL THE PROVISIONS OF THESE
SPECIFICATIONS ARE MET.

ALL PASSING TESTS SHALL BE PAID FOR BY THE OWNER.  ALL FAILING TESTS SHALL BE PAID FOR BY THE
CONTRACTOR.

CLEAN-UP

THE CONTRACTOR MUST PROVIDE CLEAN-UP OF EXCESS CONSTRUCTION MATERIAL UPON COMPLETION OF THE
PROJECT.  THE SITE MUST BE LEFT IN A NEAT, CLEAN, GRADED CONDITION.

CONSTRUCTION IN STREETS AND ROAD RIGHT-OF-WAYS

1. OPEN ROAD CUTS REQUIRES PRIOR APPROVAL OF THE CITY, COUNTY, STATE OR ANY OTHER AGENCY WHICH
MAY HAVE JURISDICTION.

2. ALL CONSTRUCTION, MATERIALS AND WORKMANSHIP ARE TO BE IN ACCORDANCE WITH FLORIDA DEPARTMENT
OF TRANSPORTATION SPECIFICATIONS AND STANDARDS.

3. ALL AREAS IN EXISTING RIGHT-OF-WAYS DISTURBED BY CONSTRUCTION SHALL RECEIVE SOLID SOD.

4. IF APPLICABLE, STREET RESTORATION TO BE DONE AS PER CITY OF VERO BEACH STANDARDS.

5. THE CONTRACTOR SHALL COMPLY WITH ALL RULES AND REGULATIONS OF THE STATE, COUNTY AND CITY
AUTHORITIES REGARDING CLOSING OR RESTRICTING THE USE OF PUBLIC STREETS OR HIGHWAYS.

6. TRAFFIC CONTROL ON ALL COUNTY AND STATE HIGHWAY RIGHT-OF-WAYS SHALL MEET THE REQUIREMENTS OF
THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (U.S. DOT/FHA) AND THE REQUIREMENTS OF THE STATE
AND ANY LOCAL AGENCY HAVING JURISDICTION.

GENERAL NOTES

1. CONTRACTOR IS RESPONSIBLE FOR CHECKING ACTUAL SITE CONDITIONS BEFORE STARTING CONSTRUCTION.

2. ANY DISCREPANCIES ON THE DRAWINGS SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER BEFORE
COMMENCING WORK.

3. ALL WORK SHALL BE IN WORKMANLIKE MANNER AND SHALL CONFORM WITH ALL APPLICABLE CITY, COUNTY,
STATE AND FEDERAL REGULATIONS AND/OR CODES.  THE CONTRACTOR SHALL ALSO BE RESPONSIBLE FOR
OBTAINING ALL PERMITS AND LICENSES REQUIRED TO BEGIN WORK.

4. ALL MATERIALS AND LABOR UNDER THIS PROJECT SHALL BE IN STRICT ACCORDANCE WITH REQUIREMENTS OF
THE CITY OF VERO BEACH AND THESE PLANS AND SPECIFICATIONS.

5. CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATION OF ALL EXISTING UTILITIES.  THE CONTRACTOR SHALL
CONTACT ALL CONCERNED UTILITIES AT LEAST 48 HOURS IN ADVANCE FOR CONSTRUCTION OPERATIONS.

6. NO FIELD CHANGES OR DEVIATIONS FROM DESIGN TO BE MADE WITHOUT PRIOR APPROVAL OF THE ENGINEER.

7. CONTRACTOR SHALL SUPPLY DENSITY TESTS TO ENGINEER ON ALL SUB-GRADE AND BASE. TESTS SHALL BE
PREPARED PER AASHTO T-180 METHOD.

8. SLOPE GRADES FROM ELEVATIONS SHOWN TO EXISTING GRADE AT PROPERTY LINE. MAXIMUM SLOPE 4:1.

9. ENGINEER SHALL BE NOTIFIED AT LEAST 48 HOURS IN ADVANCE FOR ANY INSPECTION.

10. ALL TRAFFIC CONTROL DEVICES SHALL BE IN ACCORDANCE WITH M.U.T.C.D. STANDARDS, INDIAN RIVER
COUNTY AND F.D.O.T.

11. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE FLORIDA DEPARTMENT OF TRANSPORTATION
"STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION", LATEST EDITION.

12. THE PRESENCE OF GROUNDWATER SHOULD BE ANTICIPATED ON THIS PROJECT. CONTRACTORS BID SHALL
INCLUDE CONSIDERATION FOR ADDRESSING THIS ISSUE. WHEN GROUNDWATER IS ENCOUNTERED THE

  CONTRACTOR SHALL PLAN ACCORDINGLY.

13. ALL INLETS SHALL HAVE A 6" MIN. SUMP BELOW LOWEST INVERT.

14. EROSION CONTROL FENCING MUST BE IN PLACE PRIOR TO GRADING.

15. PIPE LENGTHS AND SLOPES SHOWN ARE APPROXIMATE.

16. IF ANY EXISTING STRUCTURES TO REMAIN ARE DAMAGED DURING CONSTRUCTION IT SHALL BE THE
CONTRACTORS RESPONSIBILITY TO REPAIR AND/OR REPLACE THE EXISTING STRUCTURE AS NECESSARY TO
RETURN IT TO EXISTING CONDITIONS OR BETTER.

17. ALL STORM PIPE ENTERING STRUCTURES SHALL BE GROUTED TO ASSURE CONNECTION AT STRUCTURE IS
WATERTIGHT.

18. CONTRACTOR SHALL ADJUST INLET/STRUCTURE OR CONNECTION LOCATION  AS REQUIRED TO ENSURE
PROPOSED STRUCTURES AND PIPES ARE IN PROPER ALIGNMENT AND MATCH SLOPE OF EXISTING PIPES OR
CONNECTIONS.

19. THIS PLAN CONTEMPLATES ACCESS CONNECTIONS TO ADJACENT ROADS AS SHOWN.

20. FILL MATERIAL MAY NOT BE STOCKPILED HIGHER THAN SIX (6) VERTICAL FEET ONSITE PER CITY OF VERO
BEACH CODE.

21. DIMENSIONS SHOWN ARE TO EDGE OF GUTTER OR PAVEMENT. RADII SHOWN ARE TO FACE OF CURB.

22. ALL SIGNS SHALL BE PER M.U.T.C.D. STANDARDS.

23. ALL PAVEMENT MARKINGS, EXCEPT PARKING STALL STRIPING, SHALL BE THERMOPLASTIC PER CITY OF VERO
BEACH REQUIREMENTS.

24. THE USES PROPOSED AS PART OF THIS PLAN DO NOT REQUIRE A  SUBMITTAL OF A RISK MANAGEMENT PLAN
PURSUANT TO U.S. ENVIRONMENTAL PROTECTION AGENCY (EPA) REGULATIONS AND SHALL NOT EXCEED THE
EPA'S RMP THRESHOLD QUANTITIES OF LISTED SUBSTANCES.

25. WATER FOR FIRE FIGHTING PURPOSES SHALL BE INDICATED WITH A BLUE ROADWAY REFLECTOR, PLACE ONE
FOOT OFF OF THE CENTERLINE OF THE  ROAD FACING THE FIRE HYDRANT. THIS INCLUDES NEW AND EXISTING
SOURCES.

26. REGARDLESS OF PRIVATE OR PUBLIC DEDICATIONS, THERE SHALL BE NO UTILITY CONNECTIONS, METER
BOXES OR VALVE BOXES IN EXISTING OR PROPOSED SIDEWALK OR DRIVEWAY AREAS.

27. CONTRACTOR SHALL ADJUST INLET/STRUCTURE OR CONNECTION LOCATION AS REQUIRED TO ENSURE
PROPOSED STRUCTURES AND PIPES ARE IN PROPER ALIGNMENT AND MATCH SLOPE OF EXISTING PIPES OR
CONNECTIONS.

28. ANY STATE AND FEDERAL PERMITS THAT MAY BE REQUIRED AS A RESULT OF LAND CLEARING AND
LANDSCAPING ACTIVITIES ARE THE RESPONSIBILITY OF THE CONTRACTOR.

29. CONTRACTOR IS RESPONSIBLE TO PROTECT AND/OR REPLACE ALL SURVEY MONUMENTATION BY A LICENSED
SURVEYOR IN THE STATE OF FLORIDA.

30. ALL PARKING SPACES WITH EXCEPTION OF THE HANDICAPPED PARKING  SPACES SHALL BE STRIPED IN WHITE,
TRAFFIC PAINT AND BE IN ACCORDANCE WITH THE FLORIDA DEPARTMENT OF TRANSPORTATION (FDOT)
STANDARD SPECIFICATIONS FOR FOR ROAD  & BRIDGE CONSTRUCTION, SECTION 710, LATEST EDITION.

31. ALL HANDICAPPED PARKING SPACES SHALL BE PROPERLY SIGNED AND STRIPED IN ACCORDANCE WITH FDOT
STANDARD INDEX 711-001, LATEST EDITION.

32. COMMERCIAL/MULTI-FAMILY BUILDINGS SHALL POST A MINIMUM 6 INCH NUMERICAL ADDRESS.

33. ALL STRIPING WITHIN COUNTY RIGHT OF WAY SHALL BE RETRO REFLECTIVE TRAFFIC PAINT (THERMOPLASTIC).

34. ALL SUBDIVISION CONSTRUCTION SHALL BE COMPLETED IN ACCORDANCE WITH THE APPLICABLE  CITY OF
VERO BEACH ORDINANCES.

35. ALL NUISANCE EXOTIC VEGETATION EXISTING WITHIN DEVELOPMENT PROJECT SITE PROPERTY MUST BE
REMOVED IN CONJUNCTION WITH SITE DEVELOPMENT.

1. THE CONTRACTOR IS REQUIRED TO PERFORM HIS WORK IN ACCORDANCE WITH THE REQUIREMENTS OF THE VARIOUS
PERMITS WHICH WILL BE OBTAINED PRIOR TO BEGINNING CONSTRUCTION.

2. THE CONTRACTOR SHALL SUBMIT A CONSTRUCTION SCHEDULE (SEQUENCE OF OPERATIONS) PRIOR TO THE PRE-CONSTRUCTION MEETING.

3. CONTRACTOR WILL ATTEND A PRE-CONSTRUCTION MEETING WITH THE DESIGN ENGINEER, MUNICIPALITY AND/ OR OWNER PRIOR TO LAND
DISTURBANCE.

4. SHOP DRAWINGS SHALL BE SUBMITTED BEFORE ORDERING MATERIAL FOR PLANNED PROJECT. CORRESPONDING SHALL BE BETWEEN THE DESIGN
ENGINEER AND THE LOCAL GOVERNING AGENCY AND IS THE RESPONSIBILITY OF THE CONTRACTOR.

PRE-CONSTRUCTION REQUIREMENTS: DRAINAGE SPECIFICATIONS
STORM INLETS AND MANHOLES SHALL BE CONSTRUCTED IN GENERAL ACCORDANCE WITH SECTION 425 OF THE
STANDARD SPECIFICATIONS OF THE FLORIDA DEPARTMENT OF TRANSPORTATION.

CONCRETE SHALL HAVE A MINIMUM 28-DAY STRENGTH OF 3000 PSI.

ALL REINFORCING STEEL TO BE ASTM A 615-72 GRADE 40, FYP = 40,000 PSI, AND SHALL BE HANDLED AND PLACED IN
ACCORDANCE WITH ACI 318-71.

PRECAST CONCRETE MANHOLES AND STORM INLETS MAY BE USED UPON THE ENGINEER'S APPROVAL OF THE
MANUFACTURER'S SHOP DRAWINGS.

STORM SEWER CONSTRUCTION SHALL BE IN ACCORDANCE WITH SECTION 430 AND RELATED SECTIONS OF THE
STANDARD SPECIFICATIONS OF THE FLORIDA DEPARTMENT OF TRANSPORTATION.

CONCRETE

UNLESS OTHERWISE SPECIFIED OR INDICATED, ALL CONCRETE SHALL HAVE A MINIMUM COMPRESSIVE STRENGTH AT
28 DAYS OF 3000 PSI.  ALL WORK SHALL COMPLY WITH THE CURRENT EDITION OF THE AMERICAN CONCRETE
INSTITUTE (ACI) BUILDING CODE AND THE APPLICABLE BUILDING CODES HAVING JURISDICTION IN THE AREA.

CULVERT PIPES

REINFORCED CONCRETE PIPE (R.C.P.) SHALL BE IN ACCORDANCE WITH SECTION 449 OF THE STANDARD
SPECIFICATIONS.

PRECAST CONCRETE DRAINAGE PRODUCTS

ALL PRECAST CONCRETE DRAINAGE PRODUCTS (INCLUDING BUT NOT LIMITED TO ROUND CONC. PIPE. ELLIPTICAL
CONC. PIPE, UNDERDRAINS, MANHOLES, INLETS, ENDWALLS, JUNCTION BOXES, THREE SIDED CONC. CULVERTS, AND
CONC. BOX CULVERTS) SHALL BE IN ACCORDANCE WITH SECTION 449 OF THE STANDARD SPECIFICATIONS.

GROUNDWATER
GROUNDWATER MAY BE ENCOUNTERED ON THIS SITE. THE CONTRACTOR IS TO PLAN ACCORDINGLY. FOR
DEWATERING TO PROVIDE FOR PIPE INSTALLATION, A SYSTEM CAPABLE OF MAINTAINING A GROUNDWATER LEVEL AT
LEAST 2' BELOW BOTTOM OF PIPE LEVEL SHALL BE UTILIZED.

RECORD DRAWINGS

CONTRACTOR SHALL KEEP AND MAINTAIN RECORD DRAWINGS ON THE PROJECT SITE AT ALL TIMES WHICH SHALL BE
ANNOTATED BY THE CONTRACTOR DEPICTING ANY CHANGES MADE IN THE FIELD WHICH DIFFER FROM THE
CONTRACT DRAWINGS.  RECORD DRAWINGS SHALL INCLUDE, BUT NOT LIMITED TO, INVERT AND TOP ELEVATIONS OF
CULVERTS AND INLET STRUCTURES.  CONTRACTOR SHALL SUBMIT COMPLETE AND FINAL RECORD DRAWINGS TO
ENGINEER UPON COMPLETION OF PROJECT AND PRIOR TO FINAL INSPECTION AND FINAL PAYMENT.

INSPECTION

MINIMUM CONSTRUCTION INSPECTION CHECKPOINTS

THE ENGINEER SHALL BE NOTIFIED:
1. PRIOR TO ANY MAJOR DEVIATION FROM THE APPROVED PLANS.

2. PRIOR TO BACKFILLING ANY PIPE TRENCHES.

3. UPON COMPLETION OF SUBGRADE GRADING AND COMPACTION.

4. UPON BEGINNING OF SPREADING OF ROCK BASE MATERIAL.

5. UPON COMPLETION OF GRADING AND COMPACTION OF THE BASE MATERIAL AND PRIOR TO PRIMING.

6. IMMEDIATELY PRIOR TO AND UPON APPLICATION OF A.C.S.C.

7. UPON COMPLETION OF CONSTRUCTION.
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1.  THE ELEVATIONS SHOWN HEREON ARE BASED UPON THE INDIAN RIVER COUNTY VERTICAL CONTROL
     NETWORK (I.R.C.V.C.N.) AND ARE RELATIVE TO THE NORTH AMERICAN VERTICAL DATUM OF
    1988 (N.A.V.D. 88). ALL BENCHMARKS IN THE I.R.C.V.C.N. ARE ESTABLISHED FROM 3-WIRE OR DIGITAL
     LEVEL BENCH RUN. THIS SURVEY WAS TIED TO INDIAN RIVER COUNTY BENCHMARKS  "BM086013"
    (ELEVATION=23.56') AND "BM087037 (ELEVATION=25.76').
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1.  THE ELEVATIONS SHOWN HEREON ARE BASED UPON THE INDIAN RIVER COUNTY VERTICAL CONTROL
     NETWORK (I.R.C.V.C.N.) AND ARE RELATIVE TO THE NORTH AMERICAN VERTICAL DATUM OF
    1988 (N.A.V.D. 88). ALL BENCHMARKS IN THE I.R.C.V.C.N. ARE ESTABLISHED FROM 3-WIRE OR DIGITAL
     LEVEL BENCH RUN. THIS SURVEY WAS TIED TO INDIAN RIVER COUNTY BENCHMARKS  "BM086013"
    (ELEVATION=23.56') AND "BM087037 (ELEVATION=25.76').
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EXISTING ASPHALT

LEGEND

PROPOSED ASPHALT MILLINGS ROAD

PROPOSED WALKING TRAIL MILLINGS

EXISTING PARKING LOT OVERLAY

 1. CONTRACTOR IS RESPONSIBLE FOR CHECKING ACTUAL SITE  
   CONDITIONS BEFORE STARTING CONSTRUCTION. 

 2. ANY DISCREPANCIES ON THE DRAWINGS SHALL BE BROUGHT TO THE 
   ATTENTION OF THE ENGINEER PRIOR TO BIDDING.

 3. CONTRACTOR SHALL OBTAIN ALL REQUIRED PERMITS BEFORE 
   COMMENCING WORK. 

 4. CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATION OF ALL EXISTING 
   UTILITIES. THE CONTRACTOR SHALL CONTACT ALL CONCERNED 
   UTILITIES AT LEAST 72 HOURS IN ADVANCE OF CONSTRUCTION 

   OPERATIONS.

 5. NO FIELD CHANGES OR DEVIATIONS FROM DESIGN TO BE MADE 
   WITHOUT PRIOR WRITTEN APPROVAL OF THE ENGINEER.  

 6. ENGINEER SHALL BE NOTIFIED AT LEAST 72 HOURS IN ADVANCE FOR 

   ANY INSPECTION.

 7. MINIMUM COVER OF ALL UTILITIES SHALL BE 36" UNLESS STATED 

   OTHERWISE.

 8. ALL DISTURBED AREAS SHALL BE RESTORED TO ORIGINAL CONDITION 
   UNLESS NOTED OTHERWISE. 

 9. SOD ALL DISTURBED AREAS UPON COMPLETION.

10. CONTRACTOR SHALL BE THOROUGHLY FAMILIAR WITH THE PROJECT, 
   THESE PLANS AND SPECIFICATIONS, AND ALL LOCAL, STATE AND 
   FEDERAL AGENCY REQUIREMENTS FOR CONSTRUCTION OF THE 
   PROPOSED IMPROVEMENTS PRIOR TO CONSTRUCTION.

11. CONTRACTOR SHALL COMPLY WITH ALL OSHA REQUIREMENTS FOR 

   CONSTRUCTION.

12. ALL EXCESS CONSTRUCTION MATERIAL AND WASTE TO BE HAULED 
   OFF-SITE AND DISPOSED OF PROPERLY AT CONTRACTOR'S EXPENSE.

13. CONTRACTOR SHALL TAKE EXTREME CAUTION WHEN EXCAVATING 
   NEARBY EXISTING UTILITIES. 

14. CONTRACTOR SHALL INFORM ENGINEER OF ANY CONFLICT BEFORE ANY 
   FURTHER WORK IS COMPLETED.

15. ALL MATERIALS AND LABOR UNDER THIS PROJECT SHALL BE IN 
   STRICT ACCORDANCE WITH REQUIREMENTS OF THE CITY, COUNTY, 
   WATER MANAGEMENT DISTRICT, FDEP AND THESE PLANS AND 
   SPECIFICATIONS.

16. MAINTENANCE OF TRAFFIC SHALL BE ACCORDING TO FDOT INDEXES.

17. ALL APPROVED PERMIT CONDITIONS, INCLUDING BUT NOT LIMITED TO 
   DOT, FDEP, CITY AND COUNTY, SHALL BE MET BY CONTRACTOR   
   PRIOR TO CERTIFICATION OF COMPLETION BY ENGINEER. 

18. IN ADDITION TO SECTION 700 OF FDOT'S STANDARD SPECIFICATION 
   FOR ROAD AND BRIDGE CONSTRUCTION, LATEST EDITION, ALL SIGN SHEET 
   MATERIAL SHALL BE DIAMOND GRADE DG3 MANUFACTURED BY 3M 
   COMPANY OR APPROVED EQUAL. SIGN POSTS/SUPPORTS SHALL BE 
   AS PER INDIAN RIVER COUNTY STANDARDS.

19. ALL PARKING SPACES WITH EXCEPTION OF THE HANDICAPPED PARKING 
   SPACES SHALL BE STRIPED IN WHITE, TRAFFIC PAINT AND BE IN
   ACCORDANCE WITH THE FLORIDA DEPARTMENT OF TRANSPORTATION (FDOT)
   STANDARD SPECIFICATIONS FOR FOR ROAD  & BRIDGE CONSTRUCTION,
   SECTION 710, LATEST EDITION.

20. ALL HANDICAPPED PARKING SPACES SHALL BE PROPERLY SIGNED AND 
   STRIPED IN ACCORDANCE WITH FDOT STANDARD INDEX 17346, LATEST 
   EDITION. 

21. ALL STRIPING WITHIN COUNTY RIGHT OF WAY SHALL BE RETRO
   REFLECTIVE TRAFFIC PAINT (THERMOPLASTIC).
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(SEE SHEET C9 FOR TREE PLANTING DETAILS)
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PROPOSED CONCRETE

EXISTING ASPHALT

LEGEND

PROPOSED ASPHALT MILLINGS ROAD

PROPOSED WALKING TRAIL MILLINGS

EXISTING PARKING LOT OVERLAY

 1. CONTRACTOR IS RESPONSIBLE FOR CHECKING ACTUAL SITE  
   CONDITIONS BEFORE STARTING CONSTRUCTION. 

 2. ANY DISCREPANCIES ON THE DRAWINGS SHALL BE BROUGHT TO THE 
   ATTENTION OF THE ENGINEER PRIOR TO BIDDING.

 3. CONTRACTOR SHALL OBTAIN ALL REQUIRED PERMITS BEFORE 
   COMMENCING WORK. 

 4. CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATION OF ALL EXISTING 
   UTILITIES. THE CONTRACTOR SHALL CONTACT ALL CONCERNED 
   UTILITIES AT LEAST 72 HOURS IN ADVANCE OF CONSTRUCTION 
   OPERATIONS.

 5. NO FIELD CHANGES OR DEVIATIONS FROM DESIGN TO BE MADE 
   WITHOUT PRIOR WRITTEN APPROVAL OF THE ENGINEER.  

 6. ENGINEER SHALL BE NOTIFIED AT LEAST 72 HOURS IN ADVANCE FOR 
   ANY INSPECTION.

 7. MINIMUM COVER OF ALL UTILITIES SHALL BE 36" UNLESS STATED 
   OTHERWISE.

 8. ALL DISTURBED AREAS SHALL BE RESTORED TO ORIGINAL CONDITION 
   UNLESS NOTED OTHERWISE. 

 9. SOD ALL DISTURBED AREAS UPON COMPLETION.

10. CONTRACTOR SHALL BE THOROUGHLY FAMILIAR WITH THE PROJECT, 
   THESE PLANS AND SPECIFICATIONS, AND ALL LOCAL, STATE AND 
   FEDERAL AGENCY REQUIREMENTS FOR CONSTRUCTION OF THE 
   PROPOSED IMPROVEMENTS PRIOR TO CONSTRUCTION.

11. CONTRACTOR SHALL COMPLY WITH ALL OSHA REQUIREMENTS FOR 
   CONSTRUCTION.

12. ALL EXCESS CONSTRUCTION MATERIAL AND WASTE TO BE HAULED 
   OFF-SITE AND DISPOSED OF PROPERLY AT CONTRACTOR'S EXPENSE.

13. CONTRACTOR SHALL TAKE EXTREME CAUTION WHEN EXCAVATING 
   NEARBY EXISTING UTILITIES. 

14. CONTRACTOR SHALL INFORM ENGINEER OF ANY CONFLICT BEFORE ANY 
   FURTHER WORK IS COMPLETED.

15. ALL MATERIALS AND LABOR UNDER THIS PROJECT SHALL BE IN 
   STRICT ACCORDANCE WITH REQUIREMENTS OF THE CITY, COUNTY, 
   WATER MANAGEMENT DISTRICT, FDEP AND THESE PLANS AND 
   SPECIFICATIONS.

16. MAINTENANCE OF TRAFFIC SHALL BE ACCORDING TO FDOT INDEXES.

17. ALL APPROVED PERMIT CONDITIONS, INCLUDING BUT NOT LIMITED TO 
   DOT, FDEP, CITY AND COUNTY, SHALL BE MET BY CONTRACTOR   
   PRIOR TO CERTIFICATION OF COMPLETION BY ENGINEER. 

18. IN ADDITION TO SECTION 700 OF FDOT'S STANDARD SPECIFICATION 
   FOR ROAD AND BRIDGE CONSTRUCTION, LATEST EDITION, ALL SIGN SHEET 
   MATERIAL SHALL BE DIAMOND GRADE DG3 MANUFACTURED BY 3M 
   COMPANY OR APPROVED EQUAL. SIGN POSTS/SUPPORTS SHALL BE 
   AS PER INDIAN RIVER COUNTY STANDARDS.

19. ALL PARKING SPACES WITH EXCEPTION OF THE HANDICAPPED PARKING 
   SPACES SHALL BE STRIPED IN WHITE, TRAFFIC PAINT AND BE IN
   ACCORDANCE WITH THE FLORIDA DEPARTMENT OF TRANSPORTATION (FDOT)
   STANDARD SPECIFICATIONS FOR FOR ROAD  & BRIDGE CONSTRUCTION,
   SECTION 710, LATEST EDITION.

20. ALL HANDICAPPED PARKING SPACES SHALL BE PROPERLY SIGNED AND 
   STRIPED IN ACCORDANCE WITH FDOT STANDARD INDEX 17346, LATEST 
   EDITION. 

21. ALL STRIPING WITHIN COUNTY RIGHT OF WAY SHALL BE RETRO
   REFLECTIVE TRAFFIC PAINT (THERMOPLASTIC).

GENERAL NOTES

MATCHLINE - SEE SHEET C4b
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EXISTING BASE COURSE

1.5" - 6" ASPHALT COURSE

EXISTING SUBGRADE

APPLY LEVELING COURSE

EXISTING PARKING LOT TYPICAL REPAIR / RESURFACE DETAIL
N.T.S.

ON-SITE CONCRETE  SIDEWALK  DETAIL
N.T.S.

M
IN

.
6"

VARIES (SEE PLAN)

AWAY FROM BUILDING 2% MAX (TYP)

NTS

TYPICAL ASPHALT MILLINGS DRIVE AISLE

CONCRETE (fc=300 psi)

HANDICAPPED PARKING

5'

SIGN PER FTP 20-06

12'

2% MAX

2%
 M

AX

SLOPE TO SWALE OR AWAY 

PRE-CAST  CONCRETE  WHEEL  STOP  DETAIL 
N.T.S.

SECTIONFRONT ELEVATION

1'-0" 4'-0"

6'-0"

1'-0"
(2 REQUIRED)
ANCHORING

#4 DOWELS FOR #4 DOWEL

7"

1'
-0

"
M

IN
.

5"

SUBGRADE

AT SAW-CUT
MATCH EXISTING GRADE

PROPOSED CONCRETE SIDEWALK
CONCRETE
EXISTING

SAW-CUT EXISTING CONCRETE

N.T.S.

CONCRETE SAW-CUT AND BUTT JOINT

STABILIZED

PROPOSED EXPANSION JOINT

6" FIBER MESH REINFORCED

PER AASHTO T-180 METHOD
TO 98% MAX. DRY DENSITY
LBR 40 MIN. COMPACTED
6" STABILIZED SUB-GRADE

N.T.S.

HANDICAPPED PARKING DETAILS

  OR SIDEWALK TO THE BOTTOM OF "PERMIT ONLY" SIGN
5. HEIGHT SHALL BE 7 FEET MEASURED FROM THE GROUND

LOCATE SIGN AT CL

PIPE WHERE APPLICABLE

HANDICAP STALL. SIGN
ON EACH SIDE OF

AND HEAD OF EACH

1. TOP PORTION OF FTP 25 SHALL HAVE A REFLECTIVE
  BLUE BACKGROUND WITH REFLECTIVE SYMBOL AND

2. BOTTOM PORTION SHALL HAVE A REFLECTIVE WHITE
  BACKGROUND WITH BLACK OPAQUE LEGEND AND

4. SIGN FABRICATION FROM 0.063 STEEL, POST TO BE
  "SQUARE" TYPE STEEL AND SET IN CONCRETE
  12"x12"x24" DEEP. BOTTOM OF SIGN TO BE SET AT

  OR 6 FEET TO THE BOTTOM OF $250 FINE" SIGN.

FTP-25 (FDOT)

3. ALL LETTERS ARE 1" SERIES "C" (FDOT)

1.
5"

  BORDER.

  7' HIGH.

NOTES:

  BORDER. 6"
1"

1"
1"

1"
1"

1"
1"

1"
1"

18
"

1.
5"

12"

WHITE

BLUE

1'
-6

"

PROJECTION
OR RUN

SURFACE OF RAMP
RISER

LEVEL LANDING
LEVEL LANDING

SLOPE
MAXIMUM RISE

IN.
1:12 TO < 1:16 30
1:16 TO < 1:20 30

PROJECTION
MAXIMUM HORIZONTAL 

FT.
30
40

FLANGED
CHANNEL
POST

HORIZONTAL

12"

NTS

TYPICAL ASPHALT MILLINGS WALKING TRAIL

MILLINGS

1 FILL ANY EXISTING POTHOLES IN PARKING LOT AREA WITH HOT MIX ASPHALT
2 APPLY LEVELING COURSE OVER EXISTING PARKING AREA AS DEFINED
3 APPLY 1.5" - 6" ASPHALT COURSE (SP-12.5) AS NEEDED TO WITHIN ±1.5" OF FINAL GRADES SHOWN  

FINAL LIFT = SP-9.5 (MAX LIFT 1.5")

 NOTES:

1 EXISTING POTHOLES TO BE FILLED

2

3

EXISTING GRADE (VARIES)

EXISTING GRADE SLOPE 4:1 AND SOD (TYP)
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C6a

PER AASHTO T-180 METHOD
TO 98% MAX. DRY DENSITY

8" STABILIZED SUB-GRADE
LBR 40 MIN. COMPACTED

8" ASPHALT MILLINGS 

12'12'

CL

COMPACTED IN (2) 4" LIFTS

2% MAX
SEE PLANS FOR FINISHED GRADE

SLOPE 4:1 AND SOD (TYP)

CL

6'6'
6" ASPHALT

2% MAX2% MAX(VARIES)

EXISTING GRADE 
(VARIES)

EXISTING GRADE (VARIES)

WITH HOT MIX ASPHALT (TYP)

SOILS FROM MOUND REMOVAL 
CONSTRUCT SIDE SLOPES UTILIZING 

SOILS FROM MOUND REMOVAL 
CONSTRUCT SIDE SLOPES UTILIZING 

N.T.S.
TEMPORARY CULVERT RIP-RAP EMBANKMENT DETAIL

TO 98% MAX. DRY DENSITY
PER AASHTO T-180 METHOD

PER AASHTO T-180 METHOD
TO 98% MAX. DRY DENSITY

6" STABILIZED SUB-GRADE
LBR 40 MIN. COMPACTED

2% MAX

SEE PLANS FOR FINISHED GRADE

 (HANDICAP SPACES ONLY)

4" BLUE STRIPE

4" WHITE STRIPE

(SEE BELOW AND SHEET C5a)

CL

VARIES

AT 4:1 (MAX) AND STABILIZED WITH SOD (TYP) 
SWALE SIDE SLOPES TO BE CONSTRUCTED

SWALE BOTTOM. INVERT
CONSTRUCT 1FT WIDE

TOB OF SWALE VARIES, SEE PLAN (TYP)
TOP OF SWALE TO MATCH EXISTING

VARIES

SWALE DETAIL
N.T.S.

VARIES, SEE PLAN  (TYP)

1/
10

/2
02

0

19
-0

07
7

6/18/2020

AutoCAD SHX Text
PARKING BY

AutoCAD SHX Text
DISABLED

AutoCAD SHX Text
ONLY

AutoCAD SHX Text
PERMIT

AutoCAD SHX Text
$250 FINE

AutoCAD SHX Text
PERMIT

AutoCAD SHX Text
DISABLED

AutoCAD SHX Text
ONLY

AutoCAD SHX Text
PARKING BY

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
1

AutoCAD SHX Text
DESIGNED

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
DATE

AutoCAD SHX Text
CHECKED

AutoCAD SHX Text
DATE ISSUED

AutoCAD SHX Text
AS

AutoCAD SHX Text
JDB

AutoCAD SHX Text
JAN. 10, 2020

AutoCAD SHX Text
AS

AutoCAD SHX Text
JOB NO.

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
MOIA BOWLES VILLAMIZAR & ASSOCIATES CONSULTING ENGINEERING   CA #3728

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

jhawkins
Typewritten Text
6/18/2020



FL
O

R
ID

A
R

E
V

IS
IO

N
S

D
A

T
E

M
E
L
B

O
U

R
N

E
, 
F
L
 -

 P
H

 (
3
2
1
) 

2
5
3
-1

5
1
0

F
T

. 
P
IE

R
C

E
, 
F
L
 -

 P
H

 (
7
7
2
) 

4
6
8
-9

0
5
5

AARON G. STANTON
FL. P.E. #72460

A
AR

ON
 G.  STANTO

N

O
:\D

R
AW

IN
G

S\
20

19
\1

9-
00

77
 D

od
ge

rto
w

n 
W

al
ki

ng
 T

ra
il\

D
R

AW
IN

G
S\

19
-0

07
7 

C
6 

G
EN

ER
AL

 S
IT

E 
D

ET
AI

LS
.d

w
g 

1/
10

/2
02

0 
4:

48
PM

 D
O

U
G

 O
W

EN
S

C
IT

Y 
O

F 
VE

R
O

 B
EA

C
H

JA
C

KI
E 

R
O

BI
N

SO
N

 T
R

AI
N

IN
G

 C
O

M
PL

EX
W

AL
KI

N
G

 T
R

AI
L

SI
TE

, P
AV

IN
G

, G
R

AD
IN

G
 A

N
D

D
R

AI
N

AG
E 

 D
ET

AI
LS

 - 
2

19-0077

C6b

1/
10

/2
02

0

19
-0

07
7

6/18/2020

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
1

AutoCAD SHX Text
DESIGNED

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
DATE

AutoCAD SHX Text
CHECKED

AutoCAD SHX Text
DATE ISSUED

AutoCAD SHX Text
AS

AutoCAD SHX Text
JDB

AutoCAD SHX Text
JAN. 10, 2020

AutoCAD SHX Text
AS

AutoCAD SHX Text
JOB NO.

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
MOIA BOWLES VILLAMIZAR & ASSOCIATES CONSULTING ENGINEERING   CA #3728

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

jhawkins
Typewritten Text
6/18/2020



FL
O

R
ID

A
R

E
V

IS
IO

N
S

D
A

T
E

M
E
L
B

O
U

R
N

E
, 
F
L
 -

 P
H

 (
3
2
1
) 

2
5
3
-1

5
1
0

F
T

. 
P
IE

R
C

E
, 
F
L
 -

 P
H

 (
7
7
2
) 

4
6
8
-9

0
5
5

AARON G. STANTON
FL. P.E. #72460

A
AR

ON
 G.  STANTO

N

O
:\D

R
AW

IN
G

S\
20

19
\1

9-
00

77
 D

od
ge

rto
w

n 
W

al
ki

ng
 T

ra
il\

D
R

AW
IN

G
S\

19
-0

07
7 

C
6 

G
EN

ER
AL

 S
IT

E 
D

ET
AI

LS
.d

w
g 

1/
10

/2
02

0 
4:

48
PM

 D
O

U
G

 O
W

EN
S

C
IT

Y 
O

F 
VE

R
O

 B
EA

C
H

JA
C

KI
E 

R
O

BI
N

SO
N

 T
R

AI
N

IN
G

 C
O

M
PL

EX
W

AL
KI

N
G

 T
R

AI
L

M
O

T 
D

ET
AI

LS
 -1

19-0077

C6c

1/
10

/2
02

0

19
-0

07
7

6/18/2020

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
1

AutoCAD SHX Text
DESIGNED

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
DATE

AutoCAD SHX Text
CHECKED

AutoCAD SHX Text
DATE ISSUED

AutoCAD SHX Text
AS

AutoCAD SHX Text
JDB

AutoCAD SHX Text
JAN. 10, 2020

AutoCAD SHX Text
AS

AutoCAD SHX Text
JOB NO.

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
MOIA BOWLES VILLAMIZAR & ASSOCIATES CONSULTING ENGINEERING   CA #3728

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

jhawkins
Typewritten Text
6/18/2020



FL
O

R
ID

A
R

E
V

IS
IO

N
S

D
A

T
E

M
E
L
B

O
U

R
N

E
, 
F
L
 -

 P
H

 (
3
2
1
) 

2
5
3
-1

5
1
0

F
T

. 
P
IE

R
C

E
, 
F
L
 -

 P
H

 (
7
7
2
) 

4
6
8
-9

0
5
5

AARON G. STANTON
FL. P.E. #72460

A
AR

ON
 G.  STANTO

N

O
:\D

R
AW

IN
G

S\
20

19
\1

9-
00

77
 D

od
ge

rto
w

n 
W

al
ki

ng
 T

ra
il\

D
R

AW
IN

G
S\

19
-0

07
7 

C
6 

G
EN

ER
AL

 S
IT

E 
D

ET
AI

LS
.d

w
g 

1/
10

/2
02

0 
4:

49
PM

 D
O

U
G

 O
W

EN
S

C
IT

Y 
O

F 
VE

R
O

 B
EA

C
H

JA
C

KI
E 

R
O

BI
N

SO
N

 T
R

AI
N

IN
G

 C
O

M
PL

EX
W

AL
KI

N
G

 T
R

AI
L

M
O

T 
D

ET
AI

LS
 - 

2

19-0077

C6d

1/
10

/2
02

0

19
-0

07
7

6/18/2020

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
1

AutoCAD SHX Text
DESIGNED

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
DATE

AutoCAD SHX Text
CHECKED

AutoCAD SHX Text
DATE ISSUED

AutoCAD SHX Text
AS

AutoCAD SHX Text
JDB

AutoCAD SHX Text
JAN. 10, 2020

AutoCAD SHX Text
AS

AutoCAD SHX Text
JOB NO.

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
MOIA BOWLES VILLAMIZAR & ASSOCIATES CONSULTING ENGINEERING   CA #3728

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

jhawkins
Typewritten Text
6/18/2020



FL
O

R
ID

A
R

E
V

IS
IO

N
S

D
A

T
E

M
E
L
B

O
U

R
N

E
, 
F
L
 -

 P
H

 (
3
2
1
) 

2
5
3
-1

5
1
0

F
T

. 
P
IE

R
C

E
, 
F
L
 -

 P
H

 (
7
7
2
) 

4
6
8
-9

0
5
5

AARON G. STANTON
FL. P.E. #72460

A
AR

ON
 G.  STANTO

N

O
:\D

R
AW

IN
G

S\
20

19
\1

9-
00

77
 D

od
ge

rto
w

n 
W

al
ki

ng
 T

ra
il\

D
R

AW
IN

G
S\

19
-0

07
7 

C
6 

G
EN

ER
AL

 S
IT

E 
D

ET
AI

LS
.d

w
g 

1/
10

/2
02

0 
4:

50
PM

 D
O

U
G

 O
W

EN
S

C
IT

Y 
O

F 
VE

R
O

 B
EA

C
H

JA
C

KI
E 

R
O

BI
N

SO
N

 T
R

AI
N

IN
G

 C
O

M
PL

EX
W

AL
KI

N
G

 T
R

AI
L

M
O

T 
D

ET
AI

LS
 - 

3

19-0077

C6e

1/
10

/2
02

0

19
-0

07
7

6/18/2020

AutoCAD SHX Text
SHEET

AutoCAD SHX Text
1

AutoCAD SHX Text
DESIGNED

AutoCAD SHX Text
DRAWN

AutoCAD SHX Text
DATE

AutoCAD SHX Text
CHECKED

AutoCAD SHX Text
DATE ISSUED

AutoCAD SHX Text
AS

AutoCAD SHX Text
JDB

AutoCAD SHX Text
JAN. 10, 2020

AutoCAD SHX Text
AS

AutoCAD SHX Text
JOB NO.

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
4

AutoCAD SHX Text
5

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
MOIA BOWLES VILLAMIZAR & ASSOCIATES CONSULTING ENGINEERING   CA #3728

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

AutoCAD SHX Text
_

jhawkins
Typewritten Text
6/18/2020



22.96
23.38

22.3±

EXISTING IRFWCD CANAL
BOTTOM EL = 15.9±

22.50
23.50

23.06

PROPOSE 60" RCP
INV = 15.9±

⅊
26'17'

         AVIATION BLVD.

PROPOSE 8" ASPHALT
MILLINGS (SEE DETAIL
ON SHEET C6a)

REMOVE SECTION OF EXISTING
F-CURB AND INSTALL FDOT VALLEY
GUTTER PER FDOT INDEX 520-001

EXISTING IRFWCD CANAL
SLOPE

38' CANAL IMPACT
AREA'

IRFWCD A-3 CANAL SURFACE
WATER IMPACT AT CULVERT 0.04 AC

TOTAL SURFACE WATER ADJACENT TO
(NOT PART OF) THE PROJECT = 0.52 AC.
(SEE SHEET EX-2)

IRFWCD A-3 CANAL
NORTH TOB

IRFWCD A-3 CANAL
SOUTH TOB

24' WIDE MILLINGS DRIVE AISLE

22.00
21.8±21.8±

EXISTING GRADE

PROPOSED FILL SLOPE
(SEE MILLINGS DRIVE AISLE
SECTION DETAIL ON C6a) (TYP)

EXISTING GRADE

ELEVATION VARIES
SEE SHEETS C5a-C5b

(TYP)

SEE ASPHALT MILLINGS ROAD
DETAIL ON SHEET C6a (TYP)

20.6±20.6± EXISTING GRADE
SWALE INV. = 19.6±

PROPOSED FILL SLOPE
(SEE WALKING TRAIL SECTION
DETAIL ON C6a) (TYP)

EXISTING GRADE
SWALE INV. = 19.7±

ELEVATION VARIES
SEE SHEETS C5a-C5b

(TYP)

12' WIDE MILLINGS WALKING TRAIL

22.15

APPROX. LOCATION
OF EXISTING NORTH / SOUTH
SWALE

SEE WALKING TRAIL SECTION
DETAIL ON SHEET C6a (TYP)12"x18"  ERCP WITH MES

19.6±

24' WIDE MILLINGS DRIVE AISLE

23.00
21.8±21.8±

EXISTING GRADE

PROPOSED FILL SLOPE
(SEE MILLINGS DRIVE AISLE
SECTION DETAIL ON C6a) (TYP)

EXISTING GRADE

PROPOSED 42" RCP
(BY OTHERS)

ELEVATION VARIES
SEE SHEETS C5a-C5b

(TYP)

SEE ASPHALT MILLINGS ROAD
DETAIL ON SHEET C6a (TYP)

22.5±22.5± EXISTING GRADE

PROPOSED FILL SLOPE
(SEE WALKING TRAIL SECTION
DETAIL ON C6a) (TYP)

EXISTING GRADE

ELEVATION VARIES
SEE SHEETS C5a-C5b

(TYP)

PROPOSED 42" RCP
(BY OTHERS)

12' WIDE MILLINGS WALKING TRAIL

23.00

PROPOSED 20' DRAINAGE
EASEMENT LINE (BY OTHERS)

SEE WALKING TRAIL SECTION
DETAIL ON SHEET C6a (TYP)

24' WIDE MILLINGS DRIVE AISLE

23.00

CONTRACTOR TO FILL AREA AND
INCLUDE STABILIZED
COMPACTION PER ASPHALT
MILLINGS ROAD DETAIL ON
SHEET C6a (TYP)

22.8±22.8± EXISTING GRADE

PROPOSED FILL SLOPE
(SEE MILLINGS DRIVE AISLE
SECTION DETAIL ON C6a) (TYP)

EXISTING GRADE

PROPOSED 15" RCP
INV = 19.38±

22.2±

EXISTING STORM POND

PROPOSED FILL SLOPE
(SEE WALKING TRAIL SECTION
DETAIL ON C6a) (TYP)

12' WIDE MILLINGS WALKING TRAIL

22.50
21.7±22.0±

SEE WALKING TRAIL SECTION
DETAIL ON SHEET C6a (TYP)

ELEVATION VARIES
SEE SHEETS C5a-C5b

(TYP)

ELEVATION VARIES
SEE SHEETS C5a-C5b

(TYP)

21.6±21.6± EXISTING GRADE

PROPOSED FILL SLOPE
(SEE WALKING TRAIL SECTION
DETAIL ON C6a) (TYP)

EXISTING GRADE

12' WIDE MILLINGS WALKING TRAIL

22.50

12' WIDE MILLINGS WALKING TRAIL

26.50

SEE WALKING TRAIL SECTION
DETAIL ON SHEET C6a (TYP)

26.4±26.4±
EXISTING GRADE

PROPOSED FILL SLOPE
(SEE WALKING TRAIL SECTION

DETAIL ON C6a) (TYP)

EXISTING GRADE

PROPOSED BENCH
OVERLOOK

26.45

SEE WALKING TRAIL SECTION
DETAIL ON SHEET C6a (TYP)

ELEVATION VARIES
SEE SHEETS C5a-C5b

(TYP)

ELEVATION VARIES
SEE SHEETS C5a-C5b

(TYP)

23.50
23.00

45'18'±

PROPOSE 8" ASPHALT
MILLINGS (SEE DETAIL
ON SHEET C6a)

MATCH EXISTING
22.70±

43RD AVE.

22.90

⅊

PROPOSE  TEMP. 12"x18" ERCP
INV (S) = 20.20±
INV (N) = 20.20± C7
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CONSTRUCTION ACTIVITIES CAN RESULT IN THE GENERATION OF SIGNIFICANT AMOUNTS OF POLLUTANTS WHICH MAY
REACH SURFACE OR GROUND WATERS.  ONE OF THE PRIMARY POLLUTANTS OF SURFACE WATERS IS SEDIMENT DUE
TO EROSION.  EXCESSIVE QUANTITIES OF SEDIMENT WHICH REACH WATER BODIES OF FLOOD PLAINS HAVE BEEN
SHOWN TO ADVERSELY AFFECT THEIR PHYSICAL, BIOLOGICAL AND CHEMICAL PROPERTIES.  TRANSPORTED SEDIMENT
CAN OBSTRUCT STREAM CHANNELS, REDUCE HYDRAULIC CAPACITY OF WATER BODIES OF FLOOD PLAINS, REDUCE
THE DESIGN CAPACITY OF CULVERTS AND OTHER WORKS, AND ELIMINATE BENTHIC INVERTEBRATES AND FISH
SPAWNING SUBSTRATES BY SILTATION.  EXCESSIVE SUSPENDED SEDIMENTS REDUCE LIGHT PENETRATION AND
THEREFORE, REDUCE PRIMARY PRODUCTIVITY.

1. SEDIMENT BASIN AND TRAPS, PERIMETER DIKES, SEDIMENT
BARRIERS AND OTHER MEASURES INTENDED TO TRAP
SEDIMENT SHALL BE CONSTRUCTED AS A FIRST STEP IN ANY
LAND-DISTURBING ACTIVITY AND SHALL BE MADE FUNCTIONAL
BEFORE UNSLOPE LAND DISTURBANCE TAKES PLACE.

2. ALL SEDIMENT CONTROL MEASURES ARE TO BE ADJUSTED TO
MEET FIELD CONDITIONS AT THE TIME OF CONSTRUCTION AND
BE CONSTRUCTED PRIOR TO ANY GRADING OR DISTURBANCE
OF EXISTING SURFACE MATERIAL ON BALANCE OF SITE.
PERIMETER SEDIMENT BARRIERS SHALL BE CONSTRUCTED TO
PREVENT SEDIMENT OR TRASH FROM FLOWING OR FLOATING
ON TO ADJACENT PROPERTIES.

3. PERMANENT OR TEMPORARY SOIL STABILIZATION SHALL BE
APPLIED TO DENUDED AREAS WITHIN SEVEN DAYS AFTER
FINAL GRADE IS REACHED ON ANY PORTION OF THE SITE.
TEMPORARY SOIL STABILIZATION SHALL BE APPLIED WITHIN
SEVEN DAYS TO DENUDED AREAS THAT MAY NOT BE AT FINAL
GRADE BUT WILL REMAIN UNDISTURBED FOR LONGER THAN 30
DAYS. PERMANENT STABILIZATION SHALL BE APPLIED TO
AREAS THAT ARE TO BE LEFT UNDISTURBED FOR MORE THAN
ONE YEAR.

4. DURING CONSTRUCTION OF THE PROJECT, SOIL STOCKPILES
SHALL BE STABILIZED OR PROTECTED WITH SEDIMENT
TRAPPING MEASURES. THE APPLICANT IS RESPONSIBLE FOR
THE TEMPORARY PROTECTION AND PERMANENT
STABILIZATION OF ALL SOIL STOCKPILES ON SITE AS WELL AS
SOIL INTENTIONALLY TRANSPORTED FROM THE PROJECT SITE.

5. A PERMANENT VEGETATIVE COVER SHALL BE ESTABLISHED ON
DENUDED AREAS NOT OTHERWISE PERMANENTLY STABILIZED.
PERMANENT VEGETATION SHALL NOT BE CONSIDERED
ESTABLISHED UNTIL A GROUND COVER IS ACHIEVED THAT, IN
THE OPINION OF THE REVIEWER, IS UNIFORM, MATURE
ENOUGH TO SURVIVE AND WILL INHIBIT EROSION.

6.   STABILIZATION MEASURES SHALL BE APPLIED TO EARTHEN
STRUCTURES SUCH AS DAMS, DIKES AND DIVERSIONS
IMMEDIATELY AFTER INSTALLATION.

7. SURFACE RUNOFF FROM DISTURBED AREAS THAT IS
COMPRISED OF FLOW FROM DRAINAGE AREAS GREATER THAN
OR EQUAL TO THREE ACRES SHALL BE CONTROLLED BY A
SEDIMENT BASIN.  THE SEDIMENT BASIN SHALL BE DESIGNED
AND CONSTRUCTED TO ACCOMMODATE THE ANTICIPATED
SEDIMENT LOADING FROM THE LAND-DISTURBING ACTIVITY.
THE OUTFALL DEVICE OR SYSTEM DESIGN SHALL TAKE INTO
ACCOUNT THE TOTAL DRAINAGE AREA FLOWING THROUGH THE
DISTURBED AREA TO BE SERVED BY THE BASIN.

8. AFTER ANY SIGNIFICANT RAINFALL, SEDIMENT CONTROL
STRUCTURES WILL BE INSPECTED FOR INTEGRITY. ANY
DAMAGED DEVICES SHALL BE CORRECTED IMMEDIATELY.

9. CONCENTRATED RUNOFF SHALL NOT FLOW DOWN CUT OR FILL
SLOPES UNLESS CONTAINED WITHIN AN ADEQUATE
TEMPORARY OR PERMANENT CHANNEL, FLUME OR SLOPE
DRAIN STRUCTURE.

10. WHENEVER WATER SEEPS FROM A SLOPE FACE, ADEQUATE
DRAINAGE OR OTHER PROTECTION SHALL BE PROVIDED.

11. SEDIMENT WILL BE PREVENTED FROM ENTERING ANY STORM
DRAIN SYSTEM, DITCH OR CHANNEL. ALL STORM SEWER INLETS
THAT ARE MADE OPERABLE DURING CONSTRUCTION SHALL BE
PROTECTED SO THAT SEDIMENT-LADEN WATER CANNOT
ENTER THE CONVEYANCE SYSTEM WITHOUT FIRST BEING
FILTERED OR OTHERWISE TREATED TO REMOVE SEDIMENT.

12. BEFORE TEMPORARY OR NEWLY CONSTRUCTED STORMWATER
CONVEYANCE CHANNELS ARE MADE OPERATIONAL, ADEQUATE
OUTLET PROTECTION AND ANY REQUIRED TEMPORARY OR
PERMANENT CHANNEL LINING SHALL BE INSTALLED IN BOTH
THE CONVEYANCE CHANNEL AND RECEIVING CHANNEL.

13.  WHEN WORK IN A LIVE WATERCOURSE IS PERFORMED,
PRECAUTIONS SHALL BE TAKEN TO MINIMIZE ENCROACHMENT,
CONTROL SEDIMENT TRANSPORT AND STABILIZE THE WORK AREA
TO THE GREATEST EXTENT POSSIBLE DURING CONSTRUCTION.
NONERODIBLE MATERIAL SHALL BE USED FOR THE CONSTRUCTION
OF CAUSEWAYS AND COFFERDAMS. EARTHEN FILL MAY BE USED
FOR THESE STRUCTURES IF ARMORED BY NONERODIBLE COVER
MATERIALS.

14.  WHEN A LIVE WATERCOURSE MUST BE CROSSED BY
CONSTRUCTION VEHICLES, A TEMPORARY STREAM CROSSING
CONSTRUCTED OF NONERODIBLE MATERIAL SHALL BE PROVIDED.

15.  THE BED AND BANKS OF A WATERCOURSE SHALL BE STABILIZED
IMMEDIATELY AFTER WORK IN THE WATERCOURSE IS COMPLETED.

16.  PERIODIC INSPECTION AND MAINTENANCE OF ALL SEDIMENT
CONTROL STRUCTURES MUST BE PROVIDED TO ENSURE INTENDED
PURPOSE IS ACCOMPLISHED. THE DEVELOPER, OWNER AND/OR
CONTRACTOR SHALL BE CONTINUALLY RESPONSIBLE FOR ALL
SEDIMENT LEAVING THE PROPERTY. SEDIMENT CONTROL
MEASURES SHALL BE IN WORKING CONDITION AT THE END OF
EACH WORKING DAY.

17.  UNDERGROUND UTILITY LINES SHALL BE INSTALLED IN
ACCORDANCE WITH THE FOLLOWING STANDARDS IN ADDITION TO
OTHER APPLICABLE CRITERIA:

A. NO MORE THAN 500 LINEAR FEET OF TRENCH MAY BE
OPENED AT ONE TIME.

B. EXCAVATED MATERIAL SHALL BE PLACED ON THE
UPHILL SIDE OF TRENCHES.

C. EFFLUENT FROM DEWATERING OPERATIONS SHALL BE
FILTERED OR PASSED THROUGH AN APPROVED
SEDIMENT TRAPPING DEVICE, OR BOTH, AND
DISCHARGED IN A MANNER THAT DOES NOT
ADVERSELY AFFECT FLOWING STREAMS OR OFF-SITE
PROPERTY.

D. RESTABILIZATION SHALL BE ACCOMPLISHED IN
ACCORDANCE WITH THESE REGULATIONS.

18. WHERE CONSTRUCTION VEHICLE ACCESS ROUTES INTERSECT
PAVED PUBLIC ROADS, PROVISIONS SHALL BE MADE TO MINIMIZE
THE TRANSPORT OF SEDIMENT BY TRACKING ONTO THE PAVED
SURFACE, WHERE SEDIMENT IS TRANSPORTED ONTO A PUBLIC
ROAD SURFACE WITH CURBS AND GUTTERS, THE ROAD SHALL BE
CLEANED THOROUGHLY AT THE END OF EACH DAY. SEDIMENT
SHALL BE REMOVED FROM THE ROADS BY SHOVELING OR
SWEEPING AND TRANSPORTED TO A SEDIMENT CONTROL
DISPOSAL AREA. STREET WASHING SHALL BE ALLOWED ONLY
AFTER SEDIMENT IS REMOVED IN THIS MANNER. THIS PROVISION
SHALL APPLY TO INDIVIDUAL SUBDIVISION LOTS AS WELL AS TO
LARGER LAND-DISTURBING ACTIVITIES.

19. ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES
SHALL BE REMOVED WITHIN 30 DAYS AFTER FINAL SITE
STABILIZATION OR AFTER THE TEMPORARY MEASURES ARE NO
LONGER NEEDED, IN THE OPINION OF THE REVIEWER. DISTURBED
SOIL AREAS RESULTING FROM THE DISPOSITION OF TEMPORARY
MEASURES SHALL BE PERMANENTLY STABILIZED TO PREVENT
FURTHER EROSION AND SEDIMENTATION.

20. PROPERTIES AND WATERWAYS DOWNSTREAM FROM
CONSTRUCTION SITE SHALL BE PROTECTED FROM SEDIMENT
DISPOSITION AND EROSION.

21. PHASED PROJECTS SHOULD BE CLEARED IN CONJUNCTION WITH
CONSTRUCTION OF EACH PHASE.

22. EROSION CONTROL DESIGN AND CONSTRUCTION SHALL FOLLOW
THE REQUIREMENTS IN INDEX NOS. 104 AND 105 OF FDOT
ROADWAY AND TRAFFIC DESIGN STANDARDS.

23. THE REVIEWER MAY APPROVE MODIFICATIONS OR ALTER PLANS
TO THESE EROSION CONTROL CRITERIA DUE TO SITE SPECIFIC
CONDITIONS.

MINIMUM STANDARDS

            EROSION AND SEDIMENTATION CONTROL NOTES

1.5 SEC. -1
200 GAL./MIN./S.F.
20 US SIEVE
90%
45 LBS.
420 P.S.I.
135 LBS.
20%
265 LBS.

ASTM D-4491
ASTM D-4491
ASTM D-4751
ASTM D-4355
ASTM D-4533
ASTM D-3786
ASTM D-4833
ASTM D-4632
ASTM D-4632

PERMITTIVITY
FLOW RATE
APPARENT OPENING SIZE
UV RESISTANCE
TRAPEZOID TEAR
MULLEN BURST
PUNCTURE
GRAB TENSILE ELONGATION
GRAB TENSILE STRENGTH

UNITSTEST METHODPROPERTIES

0.55 SEC. -1
40 GAL./MIN./S.F.
40 US SIEVE
80%
120 LBS.
800 P.S.I.
120 LBS.
20%
300 LBS.

ASTM D-4491
ASTM D-4491
ASTM D-4751
ASTM D-4355
ASTM D-4533
ASTM D-3786
ASTM D-4833
ASTM D-4632
ASTM D-4632

PERMITTIVITY
FLOW RATE
APPARENT OPENING SIZE
UV RESISTANCE
TRAPEZOID TEAR
MULLEN BURST
PUNCTURE
GRAB TENSILE ELONGATION
GRAB TENSILE STRENGTH

UNITSTEST METHODPROPERTIES

A A

NOTE:
FOR STOCKPILING ERODIBLE 
MATERIAL FOR EXTENDED 
PERIODS, THE AREA SHALL 
BE SEEDED AND MULCHED.

NOTE:
ALL STOCKPILES SHALL BE A 
MAXIMUM OF 25' HIGH.

SILT FENCE AND/OR 
SYNTHETIC HAY BALES

19
' M

AX
.

STOCKPILE OF
ERODIBLE MATERIAL

SECTION A-A

10' MAXIMUM SPACING WITH WIRE
SUPPORT FENCE, 6' MAXIMUM
SPACING WITHOUT WIRE SUPPORT
FENCE

EXTRA STRENGTH FILTER
FABRIC NEEDED WITHOUT WIRE
MESH SUPPORT

NOTES:
1. SILT FENCE SHALL BE PLACED

ON SLOPE CONTOURS TO
MAXIMIZE PONDING
EFFICIENCY.

2. INSPECT AND REPAIR FENCE
AFTER EACH STORM EVENT
AND REMOVE SEDIMENT WHEN
NECESSARY.  9" MAXIMUM
RECOMMENDED STORAGE
HEIGHT.

3. REMOVED SEDIMENT SHALL BE
DEPOSITED TO AN AREA THAT
WILL NOT CONTRIBUTE
SEDIMENT OFF-SITE AND CAN
BE PERMANENTLY STABILIZED.

ATTACH FILTER FABRIC
SECURELY TO UPSTREAM SIDE
OF POST

FLOW

STEEL OR WOOD POST-
36" HIGH MAX.

3'
MIN.

FLOW

4"X6" TRENCH WITH
COMPACTED BACKFILL

PONDING HEIGHT

3'
MIN.

FLOW

3
4" MIN. DRAIN ROCK

9" MAX.
STORAGE
HEIGHT

8"

PONDING HEIGHT

STEEL OR
WOOD POST

TRENCH DETAIL INSTALLATION WITHOUT
TRENCHING

PRINCIPLE POST
POSITION (CANTED 20°
TOWARD FLOW)

FILTER FABRIC

NOTE: SPACING FOR TYPE III FENCE
TO BE IN ACCORDANCE WITH CHART I,
SHEET 1 OF 3 AND DITCH
INSTALLATIONS AT DRAINAGE
STRUCTURES SHEET 2 OF 3

SECTIONELEVATION

7'
MAX.

SILT FLOW

20°+-

OPTIONAL POST
POSITIONS

VE
R

TI
C

AL

FILTER FABRIC (IN
CONFORMANCE WITH
SEC. 985 F.D.O.T.
SPEC.)

8"

15"-18"

1' MIN.4' MIN.

POST OPTIONS:
WOOD 2-1/2" MIN. DIA.
WOOD 2"X4"
OAK 1-1/2"X1-1/2"
STEEL 1.33 LBS./FT. MIN.

NOTES: SILT FENCE TO BE PAID FOR UNDER THE CONTRACT UNIT PRICE FOR STAKED SILT FENCE (L.F.)

TYPE III SILT FENCE

SILT FENCE APPLICATIONS

TYPE III SILT FENCE
PROTECTION AROUND DITCH
BOTTOM INLETS

DO NOT DEPLOY IN A MANNER THAT SILT FENCES WILL ACT AS A DAM ACROSS PERMANENT FLOWING WATERCOURSES.  SILT FENCES ARE
TO BE USED AT UPLAND LOCATIONS AND TURBIDITY BARRIERS USED AT PERMANENT BODIES OF WATER.

SILT

FLOW

TYPE IV SILT FENCE

SILT FENCE INLET PROTECTION

2"X2" STAKE

FABRIC

FABRIC
EXTENDS

1'
MIN.

GATHER
EXCESS
AT CORNERS

DROP INLET
WITH GRATE

FRAME

CROSS BRACE

2"X4" WOOD FRAME

2"X4" WOOD FRAME

5'15"
MIN.
18"

MAX.

5' MIN.

(TYP.)

VIEW OF FRAME WITHOUT
SILT FENCE

VIEW OF FRAME WITH
SILT FENCE

SEDIMENT CONTROL DETAIL FOR
STOCKPILING OF ERODIBLE

MATERIAL
N.T.S.

N.T.S.

N.T.S.

N.T.S.

  SOCK-PIPE OR ROCK BAG
INLET FILTER

N.T.S.

N.T.S.

 POLY WATTLES OR
GEOHAY   CURB INLET

FILTER

6"6"

18" MAX.18" MAX.

2'x2"x2"
HARDWOOD
STAKES

MINIMUM 12"Ø
STRAW WATTLE

N.T.S.

BINDING WIRE

NOTES:
1. BEGIN AT THE LOCATION WHERE THE WATTLE IS TO

BE INSTALLED BY EXCAVATING A 2"-3" DEEP x 9" WIDE
TRENCH ALONG THE CONTOUR OF THE SLOPE.
EXCAVATED SOIL SHOULD BE PLACED UP-SLOPE
FROM THE ANCHOR TRENCH.

2. PLACE THE WATTLE IN THE TRENCH SO THAT IT
CONTOURS TO THE SOIL SURFACE. COMPACT SOIL
FROM THE EXCAVATED TRENCH AGAINST THE WATTLE
ON THE UPHILL SIDE. ADJACENT WATTLES SHOULD
OVERLAP 24" - SHINGLE IN DIRECTION OF FLOW.

3. SECURE THE WATTLE WITH 18"-24" STAKES EVERY 3'-4'
AND WITH A STAKE ON EACH END. STAKES SHOULD BE
DRIVEN THROUGH THE MIDDLE OF THE WATTLE
LEAVING AT LEAST 2"-3" OF STAKE EXTENDING ABOVE
THE WATTLE. STAKE SHOULD BE DRIVEN
PERPENDICULAR TO SLOPE FACE.

4. USE MINIMUM 12"Ø COIR (COCONUT FIBER)/STRAW
WATTLE.

5. USE 2' WOODEN STAKES WITH A 2"x2" NOMINAL CROSS
SECTION.

6. ONLY INSTALL WATTLE(S) TO A HEIGHT IN DITCH SO
FLOW WILL NOT WASH AROUND WATTLE AND SCOUR
DITCH SLOPES AS DIRECTED.

7. INSTALL A MINIMUM OF 2 UP SLOPE STAKES AND 4
DOWN SLOPE STAKES AT AN ANGLE TO WEDGE
WATTLE TO BOTTOM OF DITCH.

8. PROVIDE STAPLES MADE OF 0.125"Ø STEEL SIRE
FORMED INTO A 'U; SHAPE NOT LESS THAN 12" IN
LENGTH.

9. INSTALL STAPLES APPROX. EVERY 1 LINEAR FOOT ON
BOTH SIDES OF WATTLE AND AT EACH END TO
SECURE IT TO THE SOIL.

2' DOWN SLOPE
STAKES (TYP)

2' UP SLOPE
STAKES (TYP)

2"

VARIES

2'
M

IN
IM

U
M

6'
 M

IN
IM

U
M

FL
O

W
D

IR
EC

TI
O

N

MINIMUM 12"Ø
STRAW WATTLE

MINIMUM 12"Ø
STRAW WATTLE

2' DOWN SLOPE
STAKES

2' UP SLOPE
STAKES

MATTING

MATTING

STAKES

STAPLES

FL
O

W
D

IR
EC

TI
O

N

WATTLE DETAILS
N.T.S.

WATTLE JOINING DETAIL
N.T.S.
INSET 'B'

N.T.S.
INSET 'A'

N.T.S.
WATTLE CROSS SECTION

N.T.S.
WATTLE TOP VIEW

BINDING
WIRE

SYNTHETIC
BALE

10 mil
PLASTIC
LININGSECTION B-B

AA

NOTES:
1. ACTUAL LAYOUT DETERMINED IN THE FIELD.

2. THE CONCRETE WASHOUT SIGN SHALL BE
INSTALLED WITHIN 30' OF THE TEMPORARY
CONCRETE WASHOUT FACILITY.

PLYWOOD, 4'X2'
PAINTED WHITE
BLACK LETTERS
6" HEIGHT
LAG SCREWS
(12" DIA.)
WOOD POSTS
(4"X4"X9')

CONCRETE WASHOUT SIGN
DETAIL (OR EQUIVALENT)

.12" DIA.
STEEL WIRE

STAPLE DETAIL

CONCRETE & STUCCO
WASTE MANAGEMENT

PLAN

TYPE "ABOVE GRADE"
WITH SYNTHETIC BALES

N.T.S.

STAPLES
(2 PER
BALE)

WOOD
OR METAL

(2 PER
BALE)

NATIVE
MATERIAL

(OPTIONAL)
STAKE
(TYP.)

SYNTHETIC
BALE
(TYP.)

10 mil.
PLASTIC
LINING

ROCK BAG

ROCK BAG

POLY WATTLE
OR GEO HAY

ROCK BAGS

(TYP.)

FL
O

R
ID

A
R

E
V

IS
IO

N
S

D
A

T
E

M
E
L
B

O
U

R
N

E
, 
F
L
 -

 P
H

 (
3
2
1
) 

2
5
3
-1

5
1
0

F
T

. 
P
IE

R
C

E
, 
F
L
 -

 P
H

 (
7
7
2
) 

4
6
8
-9

0
5
5

AARON G. STANTON
FL. P.E. #72460

A
AR

ON
 G. STANTO

N

O
:\D

R
AW

IN
G

S\
20

19
\1

9-
00

77
 D

od
ge

rto
w

n 
W

al
ki

ng
 T

ra
il\

D
R

AW
IN

G
S\

19
-0

07
7 

C
8 

ER
O

SI
O

N
 C

O
N

TR
O

L 
D

ET
AI

LS
.d

w
g 

8/
17

/2
02

0
2:

36
 P

M
 T

O
D

D
 H

O
W

D
ER

C
IT

Y 
O

F 
VE

R
O

 B
EA

C
H

JA
C

KI
E 

R
O

BI
N

SO
N

 T
R

AI
N

IN
G

 C
O

M
PL

EX
W

AL
KI

N
G

 T
R

AI
L

8/
17

/2
02

0

19
-0

07
7

19-0077

R
EV

. P
ER

 S
JR

W
M

D
 C

O
M

M
EN

TS
 R

AI
 #

2
08

-0
5-

20
20

AutoCAD SHX Text
MOIA BOWLES VILLAMIZAR & ASSOCIATES CONSULTING ENGINEERING   CA #3728



C9

TR
EE

 P
LA

N
TI

N
G

D
ET

AI
LS

19-0077

---
-

---
-

---
-

---
-

---
-

---
-

---
-

---
-

---
-

---
-

---
-

---
-

---
-

---
-

TREE PLANTING 

3X ROOTBALL DIAMETER

C. SEE PRE-APPROVED STAKING
METHODS, THIS SHEET

NOTES:

5. FIND TOP-MOST ROOT ON
ROOTBALL; POSITION ROOTBALL SO
THIS TOP ROOT IS 1-2" ABOVE
LANDSCAPE SOIL. (APPROX. 10% OF
ROOTBALL SHALL BE ABOVE
LANDSCAPE SOIL)

6. B & B OR CONTAINER (SEE
SPECIFICATIONS FOR ROOT BALL
REQUIREMENTS).

7. REMOVE ALL SYNTHETIC MATERIALS
FROM ROOTBALL.

8. ROOTBALLS SHALL BE PLACED ON
UNDISTURBED SOIL TO PREVENT
SETTLING.

A. CONTRACTOR SHALL ASSURE
PERCOLATION OF ALL PLANTING
PITS PRIOR TO INSTALLATION.

B. FINAL TREE STAKING DETAILS AND
PLACEMENT TO BE APPROVED BY
OWNER.

1. TRUNK

3. SHALLOW/ WIDE PLANT HOLE; TOP
SHALL BE 3X THE SIZE OF
ROOTBALL.

4. FINISHED GRADE - LANDSCAPE SOIL

5

4

1

3

2

6

7

8

* ALL TREES SHALL BE PLUMB VERTICALLY WITHIN A
TOLERANCE OF THREE DEGREES, UNLESS
OTHERWISE DIRECTED BY OWNER'S
REPRESENTATIVE.

B. FINAL TREE STAKING DETAILS
AND PLACEMENT TO BE
APPROVED BY OWNER.

C. ALTERNATE TREE  ANCHORING
SYSTEMS MAY BE SUBSTITUTED
FOR WOOD STAKING SYSTEM
UPON APPROVAL BY OWNER OR
OWNER'S REPRESENTATIVE

PRE-APPROVED SYSTEMS:
*BROOKS TREE BRACING
*ARBOR TIE TREE BRACING

D. RUBBER HOSE/WIRE SYSTEMS
ARE NOT ALLOWED.

NOTES:

6. FINISHED GRADE (SEE GRADING
PLAN)

5. 2" x 4" x 3' (MIN), P.T. WOOD
STAKES BURIED 3" BELOW
FINISHED GRADE.

SECTION

LARGE TREE STAKING - 100 GAL + OR B&B 4" +

PLAN

1. FIVE (5) LAYERS OF BURLAP TO
PROTECT TRUNK

2. TWO STEEL BANDS TO SECURE
BATTENS

3. FIVE 2 X 4 X 18"L WOOD BATTENS

4. THREE (3) 2" X  8' LODGE POLES.
DRILL, USING GALVANIZED
SCREWS, TO BATTENS AND 2" X
4" STAKES. NO SCREWS SHALL
PENETRATE TREE. FLAG AT
MIDPOINT AND AT BASE.

5

6

4

3

1

2

A. ALL TREES SHALL BE PLUMB
VERTICALLY WITHIN A
TOLERANCE OF THREE DEGREES,
UNLESS OTHERWISE DIRECTED
BY OWNER'S REPRESENTATIVE.

2. 3" MINIMUM OF MULCH AS
SPECIFIED. WHERE TREES ARE
PLACED IN SOD, MULCH RING FOR
TREES COVER ROOTBALL SIDES
AND EXTEND 18" BEYOND ON ALL
SIDES.  NO MULCH SHALL BE
PLACED OVER TRUNK.

MULTI-TRUNK TREE PLANTING DETAIL
SECTION

4. 3" HIGH SOIL SAUCER/WATER RING
AROUND TREE.

IF SITE CONDITIONS REQUIRE GUYING OF THE
TREE, GUYING DETAILS FROM SMALL TREE
PLANTING SHALL BE USED.

1. BASE OF TREE SHALL BE PLANTED
SLIGHTLY ABOVE ADJACENT FINISH
GRADE. REMOVE ALL TWINE & STRAPS &
CUT BURLAP FROM TOP 1/3 OF ROOTBALL.
NO SYNTHETIC BURLAP WILL BE
ACCEPTED.

3. DIAMETER OF TREE PIT TO BE TWICE THE
DIAMETER OF ROOTBALL-ROUGHEN SIDES
OF TREE PIT.

5. TOPSOIL MIX BACKFILL

1

2

3
4

5
NOTE:

2. 3" MINIMUM OF MULCH AS SPECIFIED.
WHERE TREES ARE PLACED IN SOD,
MULCH RING FOR TREES SHALL BE 8'
DIAMETER (MIN.) OR AS DIRECTED BY
OWNER'S REPRESENTATIVE.

120°

120°120°

SECTION
NTS

NTS

NTS NTS

10% of
rootball
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A. SCOPE OF WORK
1. THE WORK CONSISTS OF: FURNISHING ALL LABOR, MATERIALS, EQUIPMENT, TOOLS, TRANSPORTATION, AND

ANY OTHER APPURTENANCES NECESSARY FOR THE COMPLETION OF THIS PROJECT AS SHOWN ON THE
DRAWINGS, AS INCLUDED IN THE PLANT LIST, AND AS HEREIN SPECIFIED.

2. WORK SHALL INCLUDE MAINTENANCE AND WATERING OF ALL CONTRACT PLANTING AREAS UNTIL
CERTIFICATION OF ACCEPTABILITY BY THE OWNER.

B. PROTECTION OF EXISTING STRUCTURES
ALL EXISTING BUILDINGS, WALKS, WALLS, PAVING, PIPING, OTHER SITE CONSTRUCTION ITEMS, AND PLANTING
ALREADY COMPLETED OR ESTABLISHED SHALL BE PROTECTED FROM DAMAGE BY THE CONTRACTOR UNLESS
OTHERWISE SPECIFIED. ALL DAMAGE RESULTING FROM NEGLIGENCE SHALL BE REPAIRED OR REPLACED TO THE
SATISFACTION OF THE OWNER, AT NO COST TO THE OWNER.

C. PROTECTION OF EXISTING PLANT MATERIALS OUTSIDE LIMIT OF WORK
THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL UNAUTHORIZED CUTTING OR DAMAGE TO TREES AND SHRUBS
EXISTING OR OTHERWISE, CAUSED BY CARELESS EQUIPMENT OPERATION, MATERIAL STOCKPILING, ETC. THIS
SHALL INCLUDE COMPACTION BY DRIVING OR PARKING INSIDE THE DRIP-LINE AND SPILLING OIL, GASOLINE, OR
OTHER DELETERIOUS MATERIALS WITHIN THE DRIP-LINE. NO MATERIALS SHALL BE BURNED WHERE HEAT WILL
DAMAGE ANY PLANT. EXISTING TREES KILLED OR DAMAGED SO THAT THEY ARE MISSHAPEN AND/ OR UNSIGHTLY
SHALL BE REPLACED AT THE COST TO THE CONTRACTOR OF ONE HUNDRED DOLLARS ($100) PER CALIPER INCH ON
AN ESCALATING SCALE WHICH ADDS AN ADDITIONAL TWENTY (20) PERCENT PER INCH OVER FOUR (4) INCHES
CALIPER AS FIXED AND AGREED LIQUIDATED DAMAGES. CALIPER SHALL BE MEASURED SIX (6) INCHES ABOVE
GROUND LEVEL FOR TREES UP TO AND INCLUDING FOUR (4) INCHES IN CALIPER AND TWELVE (12) INCHES ABOVE
GROUND LEVEL FOR TREES OVER FOUR (4) INCHES IN CALIPER.

D. MATERIALS
1. GENERAL

MATERIAL SAMPLES LISTED BELOW SHALL BE SUBMITTED FOR APPROVAL, ON THE SITE OR AS OTHERWISE
DETERMINED BY THE OWNER. UPON SAMPLES' APPROVAL, DELIVERY OF MATERIALS MAY COMMENCE.
MATERIAL SAMPLE SIZE
MULCH ONE (1) CUBIC FOOT
TOPSOIL MIX ONE (1) CUBIC FOOT
PLANTS ONE (1) OF EACH VARIETY (OR TAGGED IN NURSERY)

2. PLANT MATERIALS
a. PLANT SPECIES AND SIZE SHALL CONFORM TO THOSE INDICATED ON THE DRAWINGS. NOMENCLATURE

SHALL CONFORM TO STANDARDIZED PLANT NAMES, 1942 EDITION. ALL NURSERY STOCK SHALL BE IN
ACCORDANCE WITH GRADES AND STANDARDS FOR NURSERY PLANTS, LATEST EDITION, PUBLISHED BY THE
FLORIDA DEPARTMENT OF AGRICULTURE AND CONSUMER SERVICES. ALL PLANTS SHALL BE FLORIDA
GRADE NO. 1 OR BETTER AS DETERMINED BY THE FLORIDA DIVISION OF PLANT INDUSTRY. ALL PLANTS
SHALL BE HEALTHY, VIGOROUS, SOUND, WELL-BRANCHED, AND FREE OF DISEASE AND INSECTS, INSECT
EGGS AND LARVAE AND SHALL HAVE ADEQUATE ROOT SYSTEMS. TREES FOR PLANTING IN ROWS SHALL BE
UNIFORM IN SIZE AND SHAPE. ALL MATERIALS SHALL BE SUBJECT TO APPROVAL BY THE OWNER. WHERE
ANY REQUIREMENTS ARE OMITTED FROM THE PLANT LIST, THE PLANTS FURNISHED SHALL BE NORMAL FOR
THE VARIETY. PLANTS SHALL BE PRUNED PRIOR TO DELIVERY ONLY WITH APPROVAL FROM OWNER OR
OWNER'S REPRESENTATIVE. NO SUBSTITUTIONS SHALL BE MADE WITHOUT WRITTEN PERMISSION FROM
THE OWNER'S REPRESENTATIVE.

b. MEASUREMENTS: THE HEIGHT AND/OR WIDTH OF TREES SHALL BE MEASURED FROM THE GROUND OR
ACROSS THE NORMAL SPREAD OF BRANCHES WITH THE PLANTS IN THEIR NORMAL POSITION.  THIS
MEASUREMENT SHALL NOT INCLUDE THE IMMEDIATE TERMINAL GROWTH. PLANTS LARGER IN SIZE THAN
THOSE SPECIFIED IN THE PLANT LIST MAY BE USED IF APPROVED BY THE OWNER. IF THE USE OF LARGER
PLANTS IS APPROVED, THE BALL OF EARTH OR SPREAD OF ROOTS SHALL BE INCREASED IN PROPORTION
TO THE SIZE OF THE PLANT.

c. INSPECTION:  PLANTS SHALL BE SUBJECT TO INSPECTION AND APPROVAL AT THE PLACE OF GROWTH, OR
UPON DELIVERY TO THE SITE, AS DETERMINED BY THE OWNER, FOR QUALITY, SIZE, AND VARIETY; SUCH
APPROVAL SHALL NOT IMPAIR THE RIGHT OF INSPECTION AND REJECTION AT THE SITE DURING PROGRESS
OF THE WORK OR AFTER COMPLETION FOR SIZE AND CONDITION OF ROOT BALLS OR ROOTS, LATENT
DEFECTS OR INJURIES. REJECTED PLANTS SHALL BE REMOVED IMMEDIATELY FROM THE SITE. NOTICE
REQUESTING INSPECTION SHALL BE SUBMITTED IN WRITING BY THE CONTRACTOR AT LEAST ONE (1) WEEK
PRIOR TO ANTICIPATED DATE.

E. SOIL MIXTURE (PLANTING MEDIUM, PLANTING MIX, TOPSOIL MIX)
1. SOIL MIXTURE (PLANTING MEDIUM FOR PLANT PITS) SHALL CONSIST OF TWO PARTS OF TOPSOIL AND ONE

PART SAND, AS DESCRIBED BELOW.
2. TOPSOIL FOR USE IN PREPARING SOIL MIXTURE FOR BACKFILLING PLANT PITS SHALL BE FERTILE, FRIABLE,

AND OF A LOAMY CHARACTER: REASONABLY FREE OF SUBSOIL, CLAY LUMPS, BRUSH WEEDS AND OTHER
LITTER: FREE OF ROOTS, STUMPS, STONES LARGER THAN 2" IN ANY DIRECTION, AND OTHER EXTRANEOUS OR
TOXIC MATTER HARMFUL TO PLANT GROWTH.  IT SHALL CONTAIN THREE (3) TO FIVE (5) PERCENT
DECOMPOSED ORGANIC MATTER AND A PH BETWEEN 5.5 AND 7.0 - SUBMIT SAMPLE AND PH TESTING RESULTS
FOR APPROVAL.

3. SAND SHALL BE COARSE, CLEAN, WELL-DRAINING, NATIVE SAND.  CONTRACTOR SHALL SUBMIT RESULTS OF
SOIL TESTS FOR TOPSOIL AND SAND PROPOSED FOR USE UNDER THIS CONTRACT FOR APPROVAL BY THE
OWNER.

4. TREES SHALL BE PLANTED IN THE EXISTING NATIVE SOIL ON SITE, UNLESS DETERMINED TO BE UNSUITABLE -
AT WHICH POINT THE CONTRACTOR SHALL CONTACT ENGINEER TO DISCUSS ALTERNATE RECOMMENDATION
PRIOR TO PLANTING.

5. CONTRACTOR TO SUBMIT SAMPLES OF SOIL MIXTURE FOR OWNER'S REPRESENTATIVE APPROVAL PRIOR TO
PLANT INSTALLATION OPERATIONS COMMENCE.

F.  WATER
WATER NECESSARY FOR PLANTING AND MAINTENANCE SHALL BE OF SATISFACTORY QUALITY TO SUSTAIN AN
ADEQUATE PLANT GROWTH AND SHALL NOT CONTAIN HARMFUL, NATURAL OR MAN-MADE ELEMENTS DETRIMENTAL
TO PLANTS. WATER MEETING THE ABOVE STANDARD SHALL BE OBTAINED ON THE SITE FROM THE OWNER, IF
AVAILABLE, AND THE CONTRACTOR SHALL BE RESPONSIBLE TO MAKE ARRANGEMENTS FOR ITS USE BY HIS TANKS,
HOSES, SPRINKLERS, ETC.. IF SUCH WATER IS NOT AVAILABLE AT THE SITE, THE CONTRACTOR SHALL PROVIDE
SATISFACTORY WATER FROM SOURCES OFF THE SITE AT NO ADDITIONAL COST TO THE OWNER.
*WATERING/IRRIGATION RESTRICTIONS MAY APPLY - REFER TO PROPERTY'S JURISDICTIONAL AUTHORITY .

G. FERTILIZER
CONTRACTOR SHALL PROVIDE FERTILIZER APPLICATION SCHEDULE TO OWNER, AS APPLICABLE TO SOIL TYPE,
PLANT INSTALLATION TYPE, AND SITE'S PROPOSED USE. SUGGESTED FERTILIZER TYPES SHALL BE ORGANIC OR
OTHERWISE NATURALLY-DERIVED. APPLICATION IS TO BE IN ACCORDANCE WITH FLORIDA GREEN INDUSTRIES BEST
MANAGEMENT PRACTICES.
*FERTILIZER RESTRICTIONS MAY APPLY - REFER TO PROPERTY'S JURISDICTIONAL AUTHORITY.

H. MULCH
MULCH MATERIAL SHALL BE MOISTENED AT THE TIME OF APPLICATION TO PREVENT WIND DISPLACEMENT, AND
APPLIED AT A MINIMUM DEPTH OF 3 INCHES. CLEAR MULCH FROM EACH PLANT'S CROWN (BASE). SEE PLANT LIST
FOR TYPE OF MATERIAL ("FLORIMULCH," EUCALYPTUS MULCH, OR PINE STRAW) AND GRADE. CYPRESS MULCH MAY
NOT BE USED.

R.    PLANT MATERIAL MAINTENANCE
ALL PLANTS AND PLANTING INCLUDED UNDER THIS CONTRACT SHALL BE MAINTAINED BY WATERING, CULTIVATING,
SPRAYING, AND ALL OTHER OPERATIONS (SUCH AS RE-STAKING OR REPAIRING GUY SUPPORTS) NECESSARY TO
INSURE A HEALTHY PLANT CONDITION BY THE CONTRACTOR UNTIL CERTIFICATION OF ACCEPTABILITY BY THE
OWNER'S REPRESENTATIVE. MAINTENANCE AFTER THE CERTIFICATION OF ACCEPTABILITY SHALL BE IN
ACCORDANCE WITH THE SPECIFICATIONS IN THIS SECTION. CONTRACTORS ARE REQUESTED TO PROVIDE A BID
ESTIMATE TO COVER LANDSCAPE AND IRRIGATION MAINTENANCE FOR A PERIOD OF 90 CALENDAR DAYS
COMMENCING AFTER ACCEPTANCE.

S.    MAINTENANCE (ALTERNATE BID ITEM)
CONTRACTORS ARE REQUESTED TO PROVIDE A BID ESTIMATE FOR MAINTENANCE FOLLOWING THE INITIAL 90-DAY
MAINTENANCE PERIOD ON A COST-PER-MONTH BASIS.

T.    FINAL INSPECTION AND ACCEPTANCE OF WORK
FINAL INSPECTION AT THE END OF THE WARRANTY PERIOD SHALL BE ON PLANTING, CONSTRUCTION AND ALL
OTHER INCIDENTAL WORK PERTAINING TO THIS CONTRACT.  ANY REPLACEMENT AT THIS TIME SHALL BE SUBJECT
TO THE SAME ONE (1) YEAR WARRANTY (OR AS SPECIFIED BY THE ENGINEER OR OWNER IN WRITING) BEGINNING
WITH THE TIME OF REPLACEMENT AND ENDING WITH THE SAME INSPECTION AND ACCEPTANCE HEREIN DESCRIBED.

U.   WARRANTY
1. THE LIFE AND SATISFACTORY CONDITION OF ALL 7 GALLON AND LARGER PLANT MATERIAL INSTALLED BY THE

LANDSCAPE CONTRACTOR SHALL BE WARRANTED BY THE CONTRACTOR FOR A MINIMUM OF ONE (1)
CALENDAR YEAR COMMENCING AT THE TIME OF CERTIFICATION OF ACCEPTABILITY BY THE OWNER'S
REPRESENTATIVE.

2. THE LIFE AND SATISFACTORY CONDITION OF ALL OTHER PLANT MATERIAL (INCLUDING SOD) INSTALLED BY
THE LANDSCAPE CONTRACTOR SHALL BE WARRANTED BY THE CONTRACTOR FOR A MINIMUM OF ONE (1)
CALENDAR YEAR COMMENCING AT THE TIME OF CERTIFICATION OF ACCEPTABILITY BY THE OWNER'S
REPRESENTATIVE.

3. REPLACEMENT: ANY PLANT NOT FOUND IN A HEALTHY GROWING CONDITION AT THE END OF THE WARRANTY
PERIOD SHALL BE REMOVED FROM THE SITE AND REPLACED AS SOON AS WEATHER CONDITIONS PERMIT. ALL
REPLACEMENTS SHALL BE PLANTS OF THE SAME KIND AND SIZE AS SPECIFIED IN THE PLANT LIST. THEY SHALL
BE FURNISHED PLANTED AND MULCHED AS SPECIFIED UNDER "PLANTING", AT NO ADDITIONAL COST TO THE
OWNER. WARRANTY IS TO EXCLUDE DAMAGE CAUSED BY FLOODS, LIGHTING STRIKES, FREEZING, WINDS
OVER 45 MPH, FIRE, VANDALISM, HERBIVORE ANIMALS, DISEASE, INSECTS, WATER RESTRICTIONS,
GOVERNMENT ACTIONS OR ACTS OF NEGLIGENCE BY THE OWNER OR OTHERS.

4. IN THE EVENT THE OWNER DOES NOT CONTRACT WITH THE CONTRACTOR FOR LANDSCAPE (AND IRRIGATION)
MAINTENANCE, THE CONTRACTOR IS ENCOURAGED TO VISIT THE PROJECT SITE PERIODICALLY DURING THE
ONE YEAR WARRANTY PERIOD TO EVALUATE MAINTENANCE PROCEDURES BEING PERFORMED BY THE
OWNER, AND SHALL NOTIFY THE OWNER IN WRITING OF MAINTENANCE PROCEDURES OR CONDITIONS WHICH
THREATEN VIGOROUS AND HEALTHY PLANT GROWTH. IT IS SUGGESTED SUCH SITE VISITS SHALL BE
CONDUCTED A MINIMUM OF ONCE PER MONTH FOR A PERIOD OF TWELVE (12) MONTHS FROM THE DATE OF
ACCEPTANCE.

V.  SUBMITTALS
1. FOR ALL LANDSCAPE INSTALLATIONS, THE CONTRACTOR SHALL SUBMIT PRODUCT DATA IN THE FORM OF

MANUFACTURERS' CUT SHEETS AND CATALOG DATA FOR ALL PRODUCTS, MATERIAL AND EQUIPMENT
CLEARLY INDICATING THE SPECIFIC PART OR PRODUCT CATALOG NUMBER(S) FOR APPROVAL AND SUBMIT A
MATERIALS LIST INDICATING ALL PLANT SPECIES, QUALITY AND SIZE.

2. SUBMIT 6 COPIES OF REQUESTED INFORMATION, NEATLY BOUND AND INDEXED PER CATEGORY.
3. THE CONTRACTOR SHALL SUBMIT A LANDSCAPE COORDINATION DRAWING, INDICATING

CONTRACTOR'S PROPOSED LOCATION OF TREES, SHRUBS, GROUNDCOVERS AND MULCH.THIS
DRAWING SHOULD BE PREPARED ON A COPY OF THE LANDSCAPE PLAN PROVIDED IN THESE
DRAWINGS AND SHALL CLEARLY DEPICT ADJUSTMENTS OR CHANGES THE CONTRACTOR
PROPOSES TO THE PLANT SPECIES, SIZE OR LOCATION. THE DRAWINGS SHALL INDICATE ALL
PROPOSED SUBSTITUTIONS OF SIZE, AND/OR MATERIAL.

4. ALLOW TWO WEEKS FOR THE ENGINEER TO COMPLETE REVIEW AND APPROVAL OF PRODUCT DATA, AND
COORDINATION DRAWINGS. ENGINEER WILL NOT BE RESPONSIBLE FOR PROJECT DELAYS RELATED TO
DELIVERY AND TRANSMISSION OF THE INFORMATION AND
DOCUMENTATION ONCE INFORMATION HAS LEFT ENGINEER'S OFFICE. ITEMS REQUIRING A LONG
LEAD TIME SHOULD BE SUBMITTED AS SOON AS POSSIBLE.

5. WARRANTY: CONTRACTOR SHALL SUBMIT A WARRANTY LETTER TO OWNER, INDICATING THE WARRANTY
PERIOD, WARRANTY REQUIREMENTS (AS SPECIFIED IN THESE DRAWING AND SPECIFICATIONS), AND
DATES OF WARRANTY PERIOD, WHICH SHALL BEGIN AT THE DATE OF ISSUANCE OF PROJECT
CERTIFICATE OF OCCUPANCY, AND END TWELVE (12) MONTHS AFTER.

6. CERTIFICATION: CONTRACTOR SHALL SUBMIT CERTIFICATION STATING THAT: PLANT SPECIES AND SIZE
CONFORM TO THOSE INDICATED ON THE DRAWINGS; ALL NURSERY STOCK IS IN ACCORDANCE WITH GRADES
AND STANDARDS FOR NURSERY PLANTS, LATEST EDITION, PUBLISHED BY THE FLORIDA DEPARTMENT OF
AGRICULTURE AND CONSUMER SERVICES; ALL PLANTS ARE FLORIDA GRADE NO. 1 OR BETTER AS
DETERMINED BY THE FLORIDA DIVISION OF PLANT INDUSTRY; ALL PLANTS ARE HEALTHY, VIGOROUS, SOUND,
WELL-BRANCHED, AND FREE OF DISEASE AND INSECTS, INSECT EGGS AND LARVAE AND HAVE ADEQUATE
ROOT SYSTEMS; TREES FOR PLANTING IN ROWS ARE UNIFORM IN SIZE AND SHAPE. THIS CERTIFICATION IS
NECESSARY PRIOR TO ACCEPTANCE OF WORK BY THE OWNER.

I.  DIGGING AND HANDLING
1. PROTECT ROOTS OR ROOT BALLS OF PLANTS AT ALL TIMES FROM SUN, DRYING WINDS, WATER AND

FREEZING, AS NECESSARY UNTIL PLANTING. PLANT MATERIALS SHALL BE ADEQUATELY PACKED TO PREVENT
DAMAGE DURING TRANSIT. TREES TRANSPORTED MORE THAN TEN (10) MILES OR WHICH ARE NOT PLANTED
WITHIN THREE (3) DAYS OF DELIVERY TO SITE SHALL BE SPRAYED WITH AN ANTI-TRANSPIRANT PRODUCT
("WILTPRUF" OR EQUAL) TO MINIMIZE TRANSPIRATIONAL WATER LOSS.

2. BALLED AND BURLAPPED PLANTS (B&B) SHALL BE DUG WITH FIRM, NATURAL BALLS OF SOIL OF SUFFICIENT
SIZE TO ENCOMPASS THE FIBROUS AND FEEDING ROOTS OF THE PLANTS. NO PLANTS MOVED WITH A ROOT
BALL SHALL BE PLANTED IF THE BALL IS CRACKED OR BROKEN. PLANTS BALLED AND BURLAPPED OR
CONTAINER GROWN SHALL NOT BE HANDLED BY STEMS.

3. PLANTS MARKED "BR" IN THE PLANT LIST SHALL BE DUG WITH BARE ROOTS, COMPLYING WITH FLORIDA
GRADES AND STANDARDS FOR NURSERY PLANTS, CURRENT EDITION. CARE SHALL BE EXERCISED THAT THE
ROOTS DO NOT DRY OUT DURING TRANSPORTATION AND PRIOR TO PLANTING.

4. PROTECTION OF PALMS (IF APPLICABLE):  ONLY A MINIMUM OF FRONDS SHALL BE REMOVED FROM THE
CROWN OF THE PALM TREES TO FACILITATE MOVING AND HANDLING. CLEAR TRUNK (CT) SHALL BE AS
SPECIFIED AFTER THE MINIMUM OF FRONDS HAVE BEEN REMOVED. ALL PALMS SHALL BE BRACED PER PALM
PLANTING DETAIL.

5. EXCAVATION OF TREE PITS SHALL BE PERFORMED USING EXTREME CARE TO AVOID DAMAGE TO SURFACE
AND SUBSURFACE ELEMENTS SUCH AS UTILITIES OR HARDSCAPE ELEMENTS, FOOTERS AND PREPARED SUB-
BASES.

J. CONTAINER GROWN STOCK
1. ALL CONTAINER GROWN MATERIAL SHALL BE HEALTHY, VIGOROUS, WELL-ROOTED PLANTS ESTABLISHED IN

THE CONTAINER IN WHICH THEY ARE SOLD.  THE PLANTS SHALL HAVE TOPS WHICH ARE OF GOOD QUALITY
AND ARE IN A HEALTHY GROWING CONDITION, FLORIDA #1 OR BETTER.

2. AN ESTABLISHED CONTAINER GROWN PLANT SHALL BE TRANSPLANTED INTO A CONTAINER AND GROWN IN
THAT CONTAINER SUFFICIENTLY LONG FOR THE NEW FIBROUS ROOTS TO HAVE DEVELOPED SO THAT THE
ROOT MASS WILL RETAIN ITS SHAPE AND HOLD TOGETHER WHEN REMOVED FROM THE CONTAINER.
CONTAINER GROWN STOCK SHALL NOT BE HANDLED BY THEIR STEMS.

3. PLANT ROOTS BOUND IN CONTAINERS ARE NOT ACCEPTABLE.
4. SUBSTITUTION OF NON-CONTAINER GROWN MATERIAL FOR MATERIAL EXPLICITLY SPECIFIED TO BE

CONTAINER GROWN WILL NOT BE PERMITTED WITHOUT WRITTEN APPROVAL IS OBTAINED FROM THE OWNER
OR OWNER'S REPRESENTATIVE.

K. COLLECTED STOCK
WHEN THE USE OF COLLECTED STOCK IS PERMITTED AS INDICATED BY THE OWNER OR OWNER'S REPRESENTATIVE,
THE MINIMUM SIZES OF ROOTBALLS SHALL BE EQUAL TO THAT SPECIFIED FOR THE NEXT LARGER SIZE OF NURSERY
GROWN STOCK OF THE SAME VARIETY.

L. NATIVE STOCK
PLANTS COLLECTED FROM WILD OR NATIVE STANDS SHALL BE CONSIDERED NURSERY GROWN WHEN THEY HAVE
BEEN SUCCESSFULLY RE-ESTABLISHED IN A NURSERY ROW AND GROWN UNDER REGULAR NURSERY CULTURAL
PRACTICES FOR A MINIMUM OF TWO (2) GROWING SEASONS AND HAVE ATTAINED ADEQUATE ROOT AND TOP
GROWTH TO INDICATE FULL RECOVERY FROM TRANSPLANTING INTO THE NURSERY ROW.

M. MATERIALS LIST
QUANTITIES NECESSARY TO COMPLETE THE WORK ON THE DRAWINGS SHALL BE FURNISHED BY THE CONTRACTOR.
QUANTITY ESTIMATES HAVE BEEN MADE CAREFULLY, BUT THE ENGINEER OR OWNER ASSUMES NO LIABILITY FOR
OMISSIONS OR ERRORS. SHOULD A DISCREPANCY OCCUR BETWEEN THE PLANS AND THE PLANT LIST QUANTITY,
THE ENGINEER SHALL BE NOTIFIED FOR CLARIFICATION PRIOR TO BIDDING OR INSTALLATION. ALL DIMENSIONS
AND/OR SIZES SPECIFIED SHALL BE THE MINIMUM ACCEPTABLE SIZE

N.  FINE GRADING
1. FINE GRADING UNDER THIS CONTRACT SHALL CONSIST OF FINAL FINISHED GRADING OF LAWN AND PLANTING

AREAS THAT HAVE BEEN ROUGH GRADED BY OTHERS. BERMING AS SHOWN ON THE DRAWINGS SHALL BE THE
RESPONSIBILITY OF THE CONTRACTOR, UNLESS OTHERWISE NOTED.

2. THE CONTRACTOR SHALL FINE GRADE THE LAWN AND PLANTING AREAS TO BRING THE ROUGH GRADE UP TO
FINAL FINISHED GRADE ALLOWING FOR THICKNESS OF SOD AND/OR MULCH DEPTH. THIS CONTRACTOR SHALL
FINE GRADE BY HAND AND/OR WITH ALL EQUIPMENT NECESSARY INCLUDING A GRADING TRACTOR WITH
FRONT-END LOADER FOR TRANSPORTING SOIL WITHIN THE SITE.

3. ALL PLANTING AREAS SHALL BE GRADED AND MAINTAINED FOR POSITIVE DRAINAGE TO
SURFACE/SUBSURFACE STORM DRAIN SYSTEMS. AREAS ADJACENT TO BUILDINGS SHALL SLOPE AWAY FROM
THE BUILDINGS. REFER TO CIVIL ENGINEER'S PLANS FOR FINAL GRADES.

O.  PLANTING PROCEDURES
1. CLEANING UP BEFORE COMMENCING WORK: THE CONTRACTOR SHALL CLEAN WORK AND SURROUNDING

AREAS OF ALL RUBBISH OR OBJECTIONABLE MATTER. ALL MORTAR, CEMENT, AND TOXIC MATERIAL SHALL BE
REMOVED FROM THE SURFACE OF ALL PLANT BEDS. THESE MATERIALS SHALL NOT BE MIXED WITH THE SOIL.
SHOULD THE CONTRACTOR FIND SUCH SOIL CONDITIONS BENEATH THE SOIL WHICH WILL IN ANY WAY
ADVERSELY AFFECT THE PLANT GROWTH, HE SHALL IMMEDIATELY CALL IT TO THE ATTENTION OF THE
OWNER'S REPRESENTATIVE. FAILURE TO DO SO BEFORE PLANTING SHALL MAKE THE CORRECTIVE MEASURES
THE RESPONSIBILITY OF THE CONTRACTOR.

2. VERIFY LOCATIONS OF ALL UTILITIES, CONDUITS, SUPPLY LINES AND CABLES, INCLUDING BUT NOT LIMITED TO:
ELECTRIC, GAS (LINES AND TANKS), WATER, SANITARY SEWER, STORMWATER SYSTEMS, CABLE, AND
TELEPHONE.  PROPERLY MAINTAIN AND PROTECT EXISTING UTILITIES.  CALL NATIONAL ONE CALL - 811 - TO
LOCATE UTILITIES.

3. SUBGRADE EXCAVATION:  CONTRACTOR IS RESPONSIBLE TO REMOVE ALL EXISTING AND IMPORTED
LIMEROCK AND LIMEROCK SUB-BASE FROM ALL LANDSCAPE PLANTING AREAS TO A MINIMUM DEPTH OF 36".
CONTRACTOR IS RESPONSIBLE TO BACKFILL THESE PLANTING AREAS TO ROUGH FINISHED GRADE WITH
CLEAN TOPSOIL FROM AN ON-SITE SOURCE OR AN IMPORTED SOURCE. IF LIMEROCK OR OTHER ADVERSE
CONDITIONS OCCUR IN PLANTED AREAS AFTER 36" DEEP EXCAVATION BY THE CONTRACTOR, AND POSITIVE
DRAINAGE CAN NOT BE ACHIEVED, CONTRACTOR SHALL UTILIZE PLANTING DETAIL THAT ADDRESSES POOR
DRAINAGE.

4. FURNISH NURSERY'S CERTIFICATE OF COMPLIANCE WITH ALL REQUIREMENTS AS HEREIN SPECIFIED AND
REQUIRED. INSPECT AND SELECT PLANT MATERIALS BEFORE PLANTS ARE DUG AT NURSERY OR GROWING
SITE.

5. GENERAL: COMPLY WITH APPLICABLE FEDERAL, STATE, COUNTY, AND LOCAL REGULATIONS GOVERNING
LANDSCAPE MATERIALS AND WORK. CONFORM TO ACCEPTED HORTICULTURAL PRACTICES AS USED IN THE
TRADE. UPON ARRIVAL AT THE SITE , PLANTS SHALL BE THOROUGHLY WATERED AND PROPERLY MAINTAINED
UNTIL PLANTED. PLANTS STORED ON-SITE SHALL NOT REMAIN UNPLANTED FOR A PERIOD EXCEEDING
TWENTY-FOUR (24) HOURS. AT ALL TIMES WORKMANLIKE METHODS CUSTOMARY IN GOOD HORTICULTURAL
PRACTICES SHALL BE EXERCISED.

6. THE WORK SHALL BE COORDINATED WITH OTHER TRADES TO PREVENT CONFLICTS. COORDINATE PLANTING
WITH IRRIGATION WORK TO ASSURE AVAILABILITY OF WATER AND PROPER LOCATION OF IRRIGATION
APPURTENANCES AND PLANTS.

O.  DIGGING AND HANDLING
7. ALL PLANTING PITS SHALL BE EXCAVATED TO SIZE AND DEPTH IN ACCORDANCE WITH THE USA STANDARD

FOR NURSERY STOCK 260.1, UNLESS SHOWN OTHERWISE ON THE DRAWINGS, AND BACKFILLED WITH THE
PREPARED PLANTING SOIL MIXTURE AS SPECIFIED IN SECTION E. TEST ALL TREE PITS WITH WATER BEFORE
PLANTING TO ASSURE PROPER DRAINAGE PERCOLATION IS AVAILABLE. NO ALLOWANCE WILL BE MADE FOR
LOST PLANTS DUE TO IMPROPER DRAINAGE. IF POOR DRAINAGE EXISTS, UTILIZE "POOR DRAINAGE
CONDITION" PLANTING DETAIL. TREES SHALL BE SET PLUMB AND HELD IN POSITION UNTIL THE PLANTING
MIXTURE HAS BEEN FLUSHED INTO PLACE WITH A SLOW, FULL HOSE STREAM.  ALL PLANTING SHALL BE
PERFORMED BY PERSONNEL FAMILIAR WITH PLANTING PROCEDURES AND UNDER THE SUPERVISION OF A
QUALIFIED LANDSCAPE FOREMAN.  PROPER "JETTING IN" SHALL BE ASSURED TO ELIMINATE AIR POCKETS
AROUND THE ROOTS. "JET STICK" OR EQUAL IS RECOMMENDED

8. TAKE ALL NECESSARY PRECAUTIONS TO AVOID DAMAGE TO BUILDINGS AND BUILDING STRUCTURES WHILE
INSTALLING TREES.

 9. SOIL MIXTURE SHALL BE AS SPECIFIED IN SECTION E OF THESE SPECIFICATIONS.
10. TREES AND SHRUBS SHALL BE SET STRAIGHT AT AN ELEVATION THAT, AFTER SETTLEMENT, THE PLANT

CROWN WILL STAND ONE (1) TO TWO (2) INCHES ABOVE GRADE. EACH PLANT SHALL BE SET IN THE CENTER
OF THE PIT. PLANTING SOIL MIXTURE SHALL BE BACKFILLED, THOROUGHLY TAMPED AROUND THE BALL,
AND SETTLED BY WATER (AFTER TAMPING).

11. AMEND PINE AND OAK PLANT PITS WITH ECTOMYCORRHIZAL SOIL APPLICATION PER MANUFACTURER'S
RECOMMENDATION. ALL OTHER PLANT PITS SHALL BE AMENDED WITH ENDOMYCORRHIZAL SOIL
APPLICATION PER MANUFACTURER'S RECOMMENDATION. PROVIDE PRODUCT INFORMATION SUBMITTAL
PRIOR TO INOCULATION.

12. FILL HOLE WITH SOIL MIXTURE, MAKING CERTAIN ALL SOIL IS SATURATED. TO DO THIS, FILL HOLE WITH
WATER AND ALLOW TO SOAK MINIMUM TWENTY (20) MINUTES, STIRRING IF NECESSARY TO GET SOIL
THOROUGHLY WET. PACK LIGHTLY WITH FEET. ADD MORE WET SOIL MIXTURE. DO NOT COVER TOP OF BALL
WITH SOIL MIXTURE, ONLY WITH MULCH. ALL BURLAP, ROPE, WIRES, BASKETS, ETC.., SHALL BE REMOVED
FROM THE SIDES AND TOPS OF BALLS, BUT NO BURLAP SHALL BE PULLED FROM UNDERNEATH.

13. PRUNING:  TREES SHALL BE PRUNED, AT THE DIRECTION OF THE OWNER OR OWNER'S REPRESENTATIVE,
TO PRESERVE THE NATURAL CHARACTER OF THE PLANT. ALL SOFT WOOD OR SUCKER GROWTH AND ALL
BROKEN OR BADLY DAMAGED BRANCHES SHALL BE REMOVED WITH A CLEAN CUT. ALL PRUNING TO BE
PERFORMED BY LICENSED ARBORIST, IN ACCORDANCE WITH ANSI A-300.

14. SHRUBS AND GROUND COVER PLANTS SHALL BE EVENLY SPACED IN ACCORDANCE WITH THE DRAWINGS
AND AS INDICATED ON THE PLANT LIST. CULTIVATE ALL PLANTING AREAS TO A MINIMUM DEPTH OF 6",
REMOVE AND DISPOSE ALL DEBRIS. MIX TOP 4" THE PLANTING SOIL MIXTURE AS SPECIFIED IN SECTION E.
THOROUGHLY WATER ALL PLANTS AFTER INSTALLATION.

15. TREE GUYING AND BRACING SHALL BE INSTALLED BY THE CONTRACTOR IN ACCORDANCE WITH THE PLANS
TO INSURE STABILITY AND MAINTAIN TREES IN AN UPRIGHT POSITION. IF THE CONTRACTOR AND OWNER
DECIDE TO WAIVE THE TREE GUYING AND BRACING, THE OWNER SHALL NOTIFY THE ENGINEER IN WRITING
AND AGREE TO INDEMNIFY AND HOLD HARMLESS THE ENGINEER IN THE EVENT UNSUPPORTED TREES
PLANTED UNDER THIS CONTRACT FALL AND DAMAGE PERSON OR PROPERTY.

16. MULCHING:  PROVIDE A THREE INCH (MINIMUM) LAYER OF SPECIFIED MULCH OVER THE ENTIRE AREA OF
EACH SHRUB BED, GROUND COVER, VINE BED, AND TREE PIT PLANTED UNDER THIS CONTRACT.

17. HERBICIDE WEED CONTROL:  ALL PLANT BEDS SHALL BE KEPT FREE OF NOXIOUS WEEDS UNTIL FINAL 
ACCEPTANCE OF WORK.  IF DIRECTED BY THE OWNER, "ROUND-UP" SHALL BE APPLIED FOR WEED
CONTROL BY QUALIFIED PERSONNEL TO ALL PLANTING AREAS IN SPOT APPLICATIONS PER
MANUFACTURER'S  PRECAUTIONS AND SPECIFICATIONS.  PRIOR TO FINAL INSPECTION, TREAT ALL
PLANTING BEDS WITH AN APPROVED PRE-EMERGENT HERBICIDE AT AN APPLICATION RATE RECOMMENDED
BY THE MANUFACTURER.  (AS ALLOWED BY JURISDICTIONAL AUTHORITY).

P. LAWN SODDING
1. THE WORK CONSISTS OF LAWN BED PREPARATION, SOIL PREPARATION, AND SODDING COMPLETE, IN

STRICT ACCORDANCE WITH THE SPECIFICATIONS AND THE APPLICABLE DRAWINGS TO PRODUCE A TURF
GRASS LAWN ACCEPTABLE TO THE OWNER.

2. LAWN BED PREPARATION:  ALL AREAS THAT ARE TO BE SODDED SHALL BE CLEARED OF ANY ROUGH
GRASS, WEEDS, AND DEBRIS, AND THE GROUND BROUGHT TO AN EVEN GRADE. THE ENTIRE SURFACE
SHALL BE ROLLED WITH A ROLLER WEIGHING NOT MORE THAN ONE-HUNDRED (100) POUNDS PER FOOT OF
WIDTH.  DURING THE ROLLING, ALL DEPRESSIONS CAUSED BY SETTLEMENT SHALL BE FILLED WITH
ADDITIONAL SOIL, AND THE SURFACE SHALL BE REGRADED AND ROLLED UNTIL PRESENTING A SMOOTH
AND EVEN FINISH TO THE REQUIRED GRADE.

3. SOIL PREPARATION:  PREPARE LOOSE BED FOUR (4) INCHES DEEP. HAND RAKE UNTIL ALL BUMPS AND
DEPRESSIONS ARE REMOVED. WET PREPARED AREA THOROUGHLY.

4. SODDING
a. THE CONTRACTOR SHALL SOD ALL AREAS THAT ARE NOT PAVED OR PLANTED AS DESIGNATED ON THE

DRAWINGS WITHIN THE CONTRACT LIMITS, UNLESS SPECIFICALLY NOTED OTHERWISE.
b. THE SOD SHALL BE CERTIFIED TO MEET FLORIDA STATE PLANT BOARD SPECIFICATIONS, ABSOLUTELY

TRUE TO VARIETY TYPE, AND FREE FROM WEEDS, FUNGI, INSECTS AND DISEASES OF ANY KIND.
c. SOD PANELS SHALL BE LAID TIGHTLY TOGETHER SO AS TO MAKE A SOLID SODDED LAWN AREA.  SOD

SHALL BE LAID UNIFORMLY AGAINST THE EDGES OF ALL CURBS AND OTHER HARDSCAPE ELEMENTS,
PAVED AND PLANTED AREAS. ADJACENT TO BUILDINGS, A 24 INCH STONE MULCH STRIP SHALL BE
PROVIDED - REFER TO DETAILS. IMMEDIATELY FOLLOWING SOD LAYING, THE LAWN AREAS SHALL BE
ROLLED WITH A LAWN ROLLER CUSTOMARILY USED FOR SUCH PURPOSES, AND THEN THOROUGHLY
IRRIGATED. IF, IN THE OPINION OF THE OWNER, TOP-DRESSING IS NECESSARY AFTER ROLLING TO FILL
THE VOIDS BETWEEN THE SOD PANELS AND TO EVEN OUT INCONSISTENCIES IN THE SOD, CLEAN SAND,
AS APPROVED BY THE OWNER'S REPRESENTATIVE, SHALL BE UNIFORMLY SPREAD OVER THE ENTIRE
SURFACE OF THE SOD AND THOROUGHLY WATERED IN. FERTILIZE INSTALLED SOD AS ALLOWED BY
PROPERTY'S JURISDICTIONAL AUTHORITY.

5. DURING DELIVERY, PRIOR TO, AND DURING THE PLANTING OF THE LAWN AREAS, THE SOD PANELS SHALL
AT ALL TIMES BE PROTECTED FROM EXCESSIVE DRYING AND UNNECESSARY EXPOSURE OF THE ROOTS TO
THE SUN. ALL SOD SHALL BE STACKED SO AS NOT TO BE DAMAGED BY SWEATING OR EXCESSIVE HEAT AND
MOISTURE.

6. LAWN MAINTENANCE:
a. WITHIN THE CONTRACT LIMITS, THE CONTRACTOR SHALL PRODUCE A DENSE, WELL ESTABLISHED LAWN.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE REPAIR AND RE-SODDING OF ALL ERODED, SUNKEN
OR BARE SPOTS (LARGER THAN 12"X12") UNTIL CERTIFICATION OF ACCEPTABILITY BY THE OWNER'S
REPRESENTATIVE. REPAIRED SODDING SHALL BE ACCOMPLISHED AS IN THE ORIGINAL WORK (INCLUDING
RE-GRADING IF NECESSARY).

b. CONTRACTOR RESPONSIBLE FOR ESTABLISHING AND MAINTAINING SOD/LAWN UNTIL ACCEPTANCE BY
THE OWNER'S REPRESENTATIVE. PRIOR TO AND UPON ACCEPTANCE, CONTRACTOR TO PROVIDE
WATERING/IRRIGATION SCHEDULE TO OWNER. OBSERVE ALL APPLICABLE WATERING RESTRICTIONS AS
SET FORTH BY THE PROPERTY'S JURISDICTIONAL AUTHORITY.

Q. CLEANUP
UPON COMPLETION OF ALL PLANTING WORK AND BEFORE FINAL ACCEPTANCE, THE CONTRACTOR SHALL REMOVE
ALL MATERIAL, EQUIPMENT, AND DEBRIS RESULTING FROM HIS WORK. ALL PAVED AREAS SHALL BE
BROOM-CLEANED AND THE SITE LEFT IN A NEAT AND ACCEPTABLE CONDITION AS APPROVED BY THE OWNER'S
AUTHORIZED REPRESENTATIVE.
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