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Culvert Replacement-Cason Road



Is the county going to be providing the pipe in the event the price is too high for materials? 
The contractor will be responsible for providing the pipes for this project

Is there a detail to show how the road needs to be replaced once the new pipe is installed?
 The replacement of the prepared road for overlay with asphalt shall comply with GDOT standards as found in the GDOT Design Policy Manual. Compacted GAB may be used, but must conform to the Pavement Design Manual for thickness needed based on the soil support values.

Will the contractor be working in conjunction with the asphalt contractor for traffic control purposes?
The pipe contractor will be working independently from the asphalt contractor. We are working to determine when and where the asphalt contractor intends to begin the widening and resurfacing project and will be providing this information once received.

Will the contractor be working alone ahead of paving and performing his own traffic control? 
Yes.

Will a detour need to be setup or will the road be closed in sections during pipe installations and the county give a press release notifying the public? 
The County will be willing to work with the contractor to provide notification. A proposed schedule will be needed to help ensure that amply notification is provided since the legal organ of Pierce County is a weekly newspaper. All notices must be given to the legal organ before 12:00 noon on the Friday before printing to ensure inclusion in the next paper.

What is the timeline for completion of the project? 
This is dependent on the asphalt contractors schedule, but if it is possible to complete the project before the end of December it would be preferred.

Will flared end sections be required on each culvert pipe? 
Design standards and requirements for pipe drains can be found in the GDOT Drainage Design for Highways Manual pertaining to pipe culverts.

