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CITY OF BATTLE CREEK, MICHIGAN
NOTICE OF INVITATION FOR BIDS
Police Building Lockers
IFB #2018-024B

IFB DUE DATE and TIME:  October 24, 2017, at 2:00 pm local time (office hours 8-12 and 1-5) 

BID SUBMITTAL:  Bids must be submitted in a sealed envelope with the IFB number, the due date/time and the bidder's name and address clearly indicated on the envelope. Bids must be in the actual possession of the Purchasing Department Room 214, City Hall, 10 N. Division Street, Battle Creek, Michigan 49014 on or prior to the exact time and date indicated above. The prevailing clock shall be www.time.gov.   Late bids will not be considered. All bids will be publicly opened and read aloud at the aforementioned address.  All interested parties are invited to attend. 

PROJECT DESCRIPTION: The City of Battle Creek is in the process of building a new police department headquarters.  We are requesting sealed bids to provide the locker and storage solutions for the locker rooms (262, 271 and 268), evidence storage room (256), weapons storage (158), evidence processing (159), forensic laboratory (162) and armory (118).  Price should include storage system, delivery and installation


	
PRE-BID CONFERENCE:  None

	
FUNDING: This project has NO federal or state funding. All project funding is provided by the City of Battle Creek. None of the CDBG requirements are applicable for this contract.


	
TECHNICAL QUESTIONS OR SITE VISITATION:
 Kathy Schley, Police Department
 269-966-3368
	
PREVAILING WAGES: Required for this project.  See attached wage rates at the end of this document.  Contractor shall abide by all the requirements set forth in Section 208.09, PREVAILING WAGES ON CITY PROJECTS, of the City’s Administrative Code.

	
Questions regarding bid submittal:

Chris Huff, Purchasing Agent
269-966-1646
	
FEE:  no fee


IFB ISSUE DATE:  October 4, 2017

	
DOCUMENT EXAMINATION:  

City of Battle Creek, Purchasing Division
Dodge Corporation in Kalamazoo, Michigan
Builders Exchange in Grand Rapids, Kalamazoo & Lansing, Michigan 
	
ADDENDA:  Each addendum will be on file in the Office of the Purchasing Agent. To the extent possible, copies will be mailed to each person registered as having received a set of bid documents. It shall be the bidder's responsibility to make inquiry as to addenda issued. All such addenda shall become a binding part of the contract.

	
BID BOND:  Each bid must be accompanied by a certified check, cashier's check, or standard form bid bond, made payable to the City of Battle Creek, in an amount of not less than five (5%) percent of the base bid submitted. Failure of any accepted bidder to enter into a contract for the work will cause forfeit of the bid security. After contracts for the work have been signed, all bid securities will be returned.
	
PERFORMANCE/LABOR/MATERIALS BONDS:  The accepted bidder will be required to furnish a satisfactory performance bond and labor/materials payment bond, each in an amount equal to 100% of the contract and insurance certificate upon forms acceptable to the City.


	
BID VALID:  Bids may be withdrawn up to the time and date of the bid opening. After the bid opening, bids may not be withdrawn for a period of ninety (90) days thereafter.  The City of Battle Creek reserves the right to waive any irregularity or informality in bids, to reject any and/or all bids, in whole or in part, or to award any contract to other than the low bidder, should it be deemed in its best interest to do so.  Unit prices for lockers shall be valid for one year after the date of contract award.
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SECTION I - SPECIAL INFORMATION FOR BIDDERS

1. General Contract Specification
The following sections of the General Contract Specifications BC-19-08, will be applicable for this contract General Instructions to Bidders and General Conditions of City Contracts.

2. Order Of Precedence
The plans and specifications shall be considered to be one complete document and what is called for in one shall be considered as being called for in all. In the event that there is a conflict between the parts, the following order of precedence shall govern:
Addenda to bidding documents
The Contract Drawings
The Contract Special Provisions
The Contract Special Instructions
The Contract Special Conditions
The City of Battle Creek General Contract 19-08

3. Special Conditions
The purpose of Special Conditions, Special Instructions, and Project Specifications are to change, delete, clarify or add to General Conditions, General Instructions or General Specifications found in GENERAL CONTRACT SPECIFICATIONS BC 19-08, issued 1998. Only those items addressed in Special Conditions, Special Instructions, or Project Provisions are affected.  All other conditions in General Conditions, General Instructions and General Specifications still apply.  Special Conditions, Special Instructions, Project Specifications, supersedes General Conditions, General Instructions and General Specifications, and in all cases shall take precedence.  

4. Registration Requirements for Contractors
All bidders, including General Contractors and Specialty Contractors, shall hold or obtain such Contractors or Business Licenses as required State and Local statues.

5. Currency
Prices calculated by the bidder shall be stated in U.S. dollars.   

6. Unit Price
When the Bid for the work is to be submitted on a unit price basis, unit price Bids will be accepted on all items of work set forth in the Bid, except those designated to be paid for as a lump sum. The estimated of quantities of work to be done is tabulated in the Bid and although stated with as much accuracy as possible, are approximate only and is assumed solely for the basis of calculation upon which the award of Contract shall be made. Payment to the Contractor will be made on the measurement of the work actually performed by the Contractor as specified in the Contract Documents. Unit prices will prevail in event of discrepancy and in bid tabulations.

7. Liquidated Damages
Failure of the Contractor to complete the work within the time allowed will result in damages being sustained by the City. Such damages are, and will continue to be, impracticable and extremely difficult to determine. Unless otherwise provided in the Special Conditions, the Contractor will pay to the City for the liquidated damages and not as penalty TWO HUNDRED DOLLARS ($200.00) for each calendar day of delay in finishing the work in excess of the time specified for completion, plus any Contractor will pay the City for the liquidated damages herein before mentioned are in lieu of the actual damages arising from such breaches of this contract; which said sums the City shall have the right to deduct from any monies in its hands, otherwise due, or to become due, to said Contractor or to sue for and recover compensation or damages for non-performance of this Contract at the time stipulated herein and provided for. The attention of bidders is directed to the provisions and the General Conditions of contract requiring the Contractor to pay for all excess cost of field engineering and inspection as therein defined.

8. Listing of Subcontractors 
Failure to list subcontractors and major suppliers, where feasible, may be cause for rejection of the Bidder's Bid as non-responsive.

9. Non-collusion: 
By signing the Offer to Contract, the bidder, by its officers and authorized agents or representatives present at the time of filing this bid, being duly sworn on their oaths say, that neither they nor any of them have in any way, directly or indirectly entered into any arrangement or agreement with any other bidder or with any public officer of such City of Battle Creek, Michigan, whereby such affidavit or affiants or either of them has paid or is to pay to such other bidder or public officer any sum of money, or has given or is to give to such other bidder or public officer anything of value whatever, or such affidavit or affiants or either of them has not directly or indirectly, entered into any arrangement or agreement with any other bidder or bidders, which tends to or does lessen or destroy free competition in the letting of the contract sought for by the attached bids, that no inducement of any form or character other than that which appears on the face of the bid will be suggested, offered, paid or delivered to any person whomsoever to influence the acceptance of the bid or awarding of the contract, nor has this bidder any agreement or understanding of any kind whatsoever, with any person whomsoever to pay, deliver to, or share with any other person in any way or manner, any of the proceeds of the contract sought by this bid.

10. 	Contractor’s Insurance
a. The Contractor shall at the time of execution of this contract, file with the City the Certificate of Insurance, which shall cover all of his insurance as required herein, including evidence of payment of premiums thereon, and the policy or policies or insurance covering said City and their officers, agents and employees. Each such policy and certificate shall be satisfactory to the City. Nothing contained in these insurance requirements is to be construed as limiting the extent of the Contractor's responsibility for payment of damages resulting from his operations under this Contract.  The contractor shall maintain insurances in force at all times during the term of this agreement at the minimum amounts and types as indicated.
	
Coverage Afforded										Limits of Liability		
	Workers' Compensation:   									$   100,000 or statutory limit
	Commercial General Liability: 	Bodily Injury 					$1,000,000 each occurrence
	(including XCU if appropriate)	Property Damage 			$1,000,000 each occurrence
									or Combined Single Limit	$2,000,000
	Automobile Liability: 			Bodily Injury					$   300,000 each person
									Liability					$   500,000 each occurrence
									Property Damage	 		$   500,000
									or Combined Single Limit	$   500,000

The City of Battle Creek shall be listed as an additional insured on general liability coverage, and shall be provided with a Certificate of Insurance that reflects this additional insured status. A 30-day notice of cancellation or material change shall be provided to the City and so noted on the Certificate of Insurance. All certificates and notices shall be sent to City of Battle Creek, 10 N. Division, Suite 214, Battle Creek, MI 49014.

11.  Vendor Evaluation:  Experience with the City shall be taken into consideration when evaluating responsibility of the vendor. 

12. Permits:  Contractor shall secure all necessary permits to complete the work as described in this IFB.  These costs shall be included in the bid price.


13. Michigan Constitutional Requirement: 
a).  Notwithstanding any provision in this Contract to the contrary, and in accordance with Article I, Section 26 of the Michigan Constitution as adopted by the electorate November 7, 2006, the City and its general contractors shall not discriminate against, or grant preferential treatment to, any individual or group on the basis of race, sex, color, ethnicity, or national origin in the operation of this Contract.

b).  This section shall not prohibit any action that must be taken to establish or maintain eligibility for any federal program if ineligibility would result in a loss of federal funds in connection with this Contract, nor shall this section be interpreted as prohibiting bona fide qualifications based on sex that are reasonable necessary to the execution of this Contract.

c).  In the event of conflict between any term of this Contract and this section, the language of this section shall control.

d)	"Any party bringing a legal action or proceeding against any other party arising out of or relating to this Agreement or the transactions it contemplates shall bring the legal action or proceeding: (i) in the United States District Court for the Western District of Michigan; or (ii) in any court of the State of Michigan sitting in Calhoun County, if there is no federal subject matter jurisdiction."
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SECTION II – PRICE PAGE  & OFFER TO CONTRACT

DATE: 	


NAME OF BIDDER: 	

BUSINESS ADDRESS: 	

		

To: The City of Battle Creek, Michigan

The undersigned, as Bidder, declares that the only person or parties interested in this bid as principals are those named herein; that this bid is made without collusion with any person, firm or corporation; that he has carefully examined the location of the proposed work, the proposed forms of Agreement and Bonds, and the Contract Drawings and Specifications for the above designated work, all other documents referred to or mentioned in the Contract Documents, the Contract Drawings and Specifications, including Addenda issued thereto; and he proposes and agrees if this bid is accepted that he will contract with the City of Battle Creek, Michigan, in the form of the copy of the Agreement included in these Contract Documents, to provide all necessary machinery, tools, apparatus, and other means of construction, including utility and transportation services necessary to do all the work and furnish all materials and equipment specified or referred to in the Contract Documents, in the manner and time therein prescribed and according to the requirements of the City of Battle Creek, Michigan, as therein set forth and to furnish the Contractor's Bonds and Insurance, and to do all other things required of the Contractor by the Contract Documents, and that he will take in full payment therefore the sums set forth on the following page:




Fill in prices on the following page…





PLEASE USE OUR FORM FOR PRICE SUBMITTAL!




DO NOT SUBMIT YOUR OWN QUOTE FORMS!


Do no bind your bid…we must be able to make copies.

	 
	
	
	
	
	
	

	
	Item
	Est. Qty
	
	Unit Price 
	
	Extended Price

	1
	Mobilization
	1
	x
	$_________
	=
	$________________

	2
	Evidence Storage Room (Room 156 - U3)
	40
	x
	$_________
	=
	$________________

	3
	Evidence Storage Room (Room 156 - WS1)
	3
	x
	$_________
	=
	$________________

	4
	Evidence Storage Room (Room 156 - WS2)
	3
	x
	$_________
	=
	$________________

	5
	Personal Storage Lockers (Room 162)
	7
	x
	$_________
	=
	$________________

	6
	Personal Storage Lockers with Built-In Bench Drawer (rooms 262 & 271)
	156
	x
	$_________
	=
	$________________

	7
	Personal Storage Lockers with Built-In Bench Drawer (room 271)
	11
	x
	$_________
	=
	$________________

	8
	Pass-Thru Evidence Lockers (Rooms 159 & 162)
	4
	x
	$_________
	=
	$________________

	9
	Secured Weapons Storage Cabinets (Room 118)
	3
	x
	$_________
	=
	$________________

	
	
	
	
	
	
	

	
	
	
	
	Total:
	 
	 

	
	
	
	
	
	
	

	
	
	Est. Qty
	
	Unit Price 
	
	Extended Price

	
	Bid Alternate - Powered Lockers Room 156*
	40
	x
	$_________
	=
	$________________





MANDATORY MEETING:  The apparent low bidder must be prepared to meet in person, on site, October 26 at 2:00pm est to bid evaluation.

A bid must be made on each item with no qualifying statement(s).  Bidder acknowledges that quantities are not guaranteed and final payment will be based on actual quantities determined as provided in the Contract Documents.  All specific cash allowances are included in the prices set forth below and have been computed in accordance with the Contract Documents.

Please do not add/alter/provide anything different from what we’ve requested regarding pricing. If you have questions or requests to change anything about pricing, please call Chris Huff at 269-966-1646 BEFORE bid submission.  All changes must be made by the City, via addendum.

Changes or write-ins to this price page may result in your bid being deemed non-responsive.  Please call Chris Huff at 269-966-1646 BEFORE bid submission.  All changes must be made by the City, via addendum.


The City reserves the right to base low bid on the alternate bid used in place of item 2.

Acknowledgement of addenda: _______; _______; _______; _______; ________; ________



BID CONDITIONS
It is expressly understood and agreed that the total base bid as reflected on the attached Bidding Schedule is the basis for establishing the amount of the bid security on this bid and that this total base bid is not to be construed a Lump Sum Bid. It is further understood that quantities in the Bidding Schedule for unit price items are approximate only, and that payment of a contract will be made only on the actual quantities or work completed in place, measured on the basis defined in the General Provisions, Contract Specifications or other Contract Documents.

The undersigned has carefully checked the attached Bidding Schedule against the Contract Drawings and Specifications and other Contract Documents before preparing this Bid and accepts the said quantities to be substantially correct, both as to classification and amount, and as correctly listing the complete work to be done in accordance with the Contract Drawings, Specifications and other Contract Documents.

PRICES:  Unit prices for the lockers shall be valid for one year from date of contract award.

BID SECURITY 
Accompanying this bid is a ________________ in the amount of five percent (5%) or ___________________ Dollars ($___________). The total amount of bid security is based on the total base bid of this Bid.

COMPLETION
If awarded a contract under this Bid, the undersigned agrees to start work upon receiving the signed contract.   The undersigned further agrees to complete the project by May 31, 2018. 

LIQUIDATED DAMAGES
Liquidated damages of $200.00 per calendar day will be assessed for failure to meet any deadline, as noted in the Project Specifications.

BIDDER'S SIGNATURE:  Complete the applicable paragraph below.	

I certify, under penalty of perjury, that I have the legal authorization to bind the firm hereunder, and that our firm is not debarred from doing business under the Federal Excluded Parties List System (epls.gov).

I, the Contractor or Contractor’s legally authorized signer, further certify compliance with the City of Battle Creek Ordinance Chapter 214, Discrimination Prohibited.  I further acknowledge and agree that the Contractor's violation of Chapter 214 shall be a material breach of this contract.  In addition, Contractor acknowledges and agrees that it shall be liable for any costs or expenses incurred by the City in obtaining from other sources, the work and services to be rendered or performed or the goods or properties to be furnished or delivered to the City under the contract as a result of a material breach in the Contract for violations of Chapter 214.
	
	(a) Corporation
The bidder is a corporation organized and existing under the State of _______________________, which operates under the legal name of __________________________, and the full names of its officers are as follows:
President: __________________________________
Secretary: __________________________________
Treasurer: __________________________________
Manager:  __________________________________
(b) Co-Partnership
The bidder is a co-partnership consisting of individual partners whose full names are as follows:
 _______________________ ______________________
________________________ ______________________
________________________ ______________________
________________________ ______________________
(c) Individual
The bidder is an individual whose full name is __________________ and, if operating under a trade name, said trade name is _________________________________.
NAME: ________________________
ADDRESS: _____________________
CITY & STATE: __________________

	THIS BID OFFERED BY:

SIGNATURE: 			

NAME: 			

TITLE: 										

PHONE: 			

FAX: 			

EMAIL: 			




(SEAL)
Subscribed and sworn to before me this ____ day of ____________, 20__.

____________________________
Notary Public

County of ____________________

Commission Expires: _________
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THESE FORMS MUST BE RETURNED WITH THE BID
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CONTRACTOR'S BID BOND

KNOW ALL MEN BY THESE PRESENTS, That we, 			, (hereinafter called the "Principal"), and 		(hereinafter called the "Principal"), and 								 hereinafter called the  "Surety"), a corporation chartered and existing under the laws of the State of 				, with its principal offices in the City of 		 and authorized to do business in the State of Michigan, are held and firmly bound unto the City of Battle Creek (hereinafter called the "Owner"), in the full and just sum of 					 Dollars ($				) good and lawful money of the United States of America, to be paid upon demand of the Owner, to which payment well and truly to be made, the Principal and Surety bind themselves, their heirs, executors, administrators, and assigns, jointly and severally and firmly by these presents.

WHEREAS, the Principal is about to submit, or has submitted to the Owner, a Bid for furnishing all labor, materials, equipment and incidentals necessary to complete this contract.

WHEREAS, the Principal desires to file this bond in accordance with law, in lieu of a certified bidder's check otherwise required to accompany this Bid.

NOW, THEREFORE: The conditions of this obligation are such that if the Bid be accepted, the Principal shall, within ten (10) days after the date of receipt of a written notice of award of contract, execute a contract in accordance with the Bid and upon the terms, conditions and price(s) set forth therein, of the form and manner required by the Owner, and execute a sufficient and satisfactory contract performance bond payable to the Owner, and in an amount of One Hundred Percent (100%) of the total contract price in the form and with security satisfactory to said Owner, then this obligation to be void; otherwise to be and remain in full force and virtue in law; and the Surety shall, upon failure of the Principal to comply with any or all of the foregoing requirements within the time specified above, immediately pay to the aforesaid Owner, upon demand, the amount hereof in good and lawful money of the United States of America, not as a penalty but as liquidated damages.


IN TESTIMONY THEREOF, the Principal and Surety have caused these presents to be duly signed and sealed this 		 day of 						, 20___.


	
                    Principal



By:  	
                     (Seal)


	
                     Surety



By:	
                    (Seal)

Countersigned:	



CERTIFICATE TO BE EXECUTED

IF

CONTRACTOR IS A CORPORATION


I, 								, certify that I am the 										 of the Corporation named as Contractor hereinabove; that 								 who signed the foregoing Agreement on behalf of the Contractor was then the 								 of said Corporation; that said Agreement was duly signed for and in behalf of said Corporation by authority of its governing body and is within the scope of its corporate powers.


	


(Corporate Seal)


SUBCONTRACTOR AND DBE FORM – submit with bid
I.  	YOUR FIRM’S BACKGROUND:

Is your firm an MBE (at least 51% minority ownership)?  	_____YES  	_____NO

Is your firm a WBE (at least 51% woman ownership)?   	_____YES  	_____NO    

Are you subcontracting any part of this project?		 	  _____YES  _____NO    




II.  	SUBCONTRACTING INFORMATION:  If subcontracting any part of the project, the bidder/contractor expressly agrees that:

(1)	If awarded a contract as a result of this bid, the major subcontractors used in the prosecution of the work will be those listed below, and
(2)	The following list includes all subcontractors who will perform work representing approximately five percent (5%) or more of the Total Base Bid.
(3) The Bidder represents that the subcontractors listed below are financially responsible and are qualified to do the work required.

	SUBCONTRACTOR NAME
	City/State
	Trade or Commodity
	MBE
	WBE
	Approximate dollar value

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________

	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________

	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________

	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	$____________________





III. DBE RECRUITMENT ACTIVITY LOG:  List the MBE’s and WBE’s that were approached about being a subcontractor for this job, but who are NOT listed above as a subcontractor.  

	NAME OF FIRM APPROACHED, BUT NOT USED ON THIS PROJECT
	City/State
	Trade or Commodity
	MBE
	WBE
	Reason not used on this project

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	_______________________

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	_______________________

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	_______________________

	
	
	
	
	
	

	________________________________________
	______________
	 Y / N
	Y / N
	_______________________




STATEMENT OF EXPERIENCE OF BIDDER


The Bidder shall state below the work of similar magnitude or character that he has done, and shall give references that will enable the City of Battle Creek to judge his experience, skill and business standing and of his ability to conduct the work as completely and as rapidly as required under the terms of this contract.



PROJECT AND LOCATION	REFERENCES (include name and phone number)



1. 			

			


2. 			

			


3. 			

			


4. 			

			


5. 			

			


6. 			
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THESE FORMS WILL BE REQUIRED FOR AWARD





CONTRACT FORM

PERFORMANCE BOND

LABOR AND MATERIAL BOND



CONTRACT FORM
CONTRACT NO. 2018-024B

THIS AGREEMENT, made and entered into this 				 day of 						, 2017, by and between 								 hereinafter called the "Contractor" and the City of Battle Creek, hereinafter called the "Owner.”

WITNESSETH: In consideration for the mutual covenants hereinafter stated, the parties agree for themselves, their personal representatives, successors, assigns as follows:

I. The Contractor promises and agrees:

A. To furnish all materials, construction water, equipment, tools, dewatering devices, skill and labor of every description necessary or reasonable incidental to carrying forth and completing in good, firm, substantial and workmanlike manner, the work specified, in strict conformity with the true intent of the NOTICE TO BIDDERS, SPECIAL INSTRUCTIONS, GENERAL INSTRUCTIONS, BID, SPECIAL CONDITIONS, GENERAL CONDITIONS, AGREEMENT, BONDS, GENERAL SPECIFICATIONS, and Project Specifications, and other contract documents and addenda thereto, which are hereby made a part hereof as fully and to the same effect as though they had been set forth at length herein.

B. To commence work under this contract on or before a date to be specified by the owner in a written Notice to Proceed and complete the project by the date specified in Bid.

C. Requirements for a specific trade or contract will generally be described in that portion of the specifications or drawings related to that trade or contract.  Such requirements may, however, be described in other sections of the Contract Documents. The Contractor will be held responsible for having carefully examined all drawings and read all requirements of the specifications and all Contract Documents to avoid omissions or duplications and to insure a complete job.

D. The Contractor must be fully informed about conditions relating to the construction of the project and the employment of labor thereon. Failure to do so will not relieve a successful bidder of his obligation to furnish all material and labor necessary to carry out the provisions of his contract.

E. Any claim by the Contractor of an inability to meet any requirement set forth in the Contract Documents, or that any requirement of these documents is impractical or unreasonable, will not be recognized, unless the claim was made at the time his Bid was submitted, and specific provision is made for such claim in the Agreement between Owner and Contractor (Bid and Agreement).

F.  Warranty:  Contractor shall remove and replace at no additional cost to the City any defects in workmanship or materials that may be apparent or may develop within a period of one (1) year from the date of final acceptance.

G. NON-DISCRIMINATION CLAUSE: The bidder agrees not to discriminate against any employee or applicant for employment, to be employed in the performance of such contract with respect to hire tenure, terms, conditions or privileges, of employment, or any matter directly or indirectly related to employment because of his or her actual or perceived race, color, religion, national origin, sex, age, height, weight, marital status, physical or mental disability, family status, sexual orientation, or gender identity. Breach of this covenant may be regarded as a material breach of the contract as provided for in Act 220 and Act 453 of the Public Acts of 1976, as amended, entitled "Michigan Handicapper's Civil Rights Act" and/or the "Michigan Elliott Larson Civil Rights Act" and/or City of Battle Creek Chapter 214 "Discrimination Prohibited" Ordinance. The bidder further agrees to require similar provisions from any subcontractors, or suppliers. The bidder agrees to comply with the Executive Order 11246 of September 24, 1965, entitled "Equal Employment Opportunity," as amended by Executive Order 11375 of October 13, 1967, as supplemented in Department of Labor regulations (41 CFR, Chapter 60).  

II. The Owner promises and agrees:
A.  To pay the Contractor for said work when completed in accordance with the provisions of these contract documents, and for the contract sum of:
 																				dollars ($						). Payment for work is subject to additions provided therein and for the authorized work complete in place and accepted by the Owner or its authorized representatives.
III. It is further understood and agreed between the parties hereto as follows:

A. The said work is to be done in accordance with the laws of the State of Michigan to the entire satisfaction and approval of the Owner or its duly authorized representatives.

B. The decision of said Owner's authorized representative upon any questions connected with the execution of this Agreement or any failure or delay in the prosecution of the work by said Contractor shall be final and conclusive.

C.  If, at any time after the execution of the Agreement and the Bond for its faithful performance, the Owner shall deem the surety or sureties then upon said bond to be unsatisfactory or, if, for any reason said bond shall cease to be adequate security for the performance of the work, the Contractor shall, at his expense, within fifteen (15) calendar days after receipt of written notice from the Owner to do so, furnish an additional bond or bonds in such form and amount and with such surety or sureties as shall be satisfactory to the Owner. In such event, no further payment to the Contractor shall be deemed to be due under this Agreement until such new or additional security for the faithful performance of the work shall be furnished in a manner and form satisfactory to the Owner.

D.  VENUE:  Any party bringing a legal action or proceeding against any other party arising out of or relating to this Agreement or the transactions it contemplates shall bring the legal action or proceeding:
(i) in the United States District Court for the Western District of Michigan; or
(ii) in any court of the State of Michigan sitting in Calhoun County, if there is no federal subject matter jurisdiction.

E. GOVERNING LAW:  This agreement shall be enforced under the laws of the State of Michigan.  Contractor must comply with all applicable federal, state, county, and City laws, ordinances, and regulations.  Contractor shall ensure payment of all taxes, licenses, permits, and other expenses of any nature associated with the provision of services herein.  Contractor shall maintain in current status all Federal, State and Local licenses and permits required for the operation of the business conducted by the Contractor.

IN WITNESS WHEREOF, the said parties have hereunto set their hands and affixed their seals, the day and year first above written.

STATE OF MICHIGAN)
             ) ss
COUNTY OF CALHOUN)

CITY OF BATTLE CREEK PURCHASING
INVITATION FOR BID NO. 2018-024B	Page 21 of 69

Rev2017




In the Presence of:
	



	
Notary Public
	



CONTRACT FORM APPROVED BY:

	
City Attorney

SIGNED, SEALED, AND
EXECUTED BY CONTRACTOR:

I certify, under penalty of perjury, that I have the legal authorization to bind the firm hereunder, and that our firm is not debarred from doing business under the Federal Excluded Parties List System (epls.gov):

By:	

Title:	


SIGNED, SEALED, & EXECUTED
BY CITY OF BATTLE CREEK



	
City Manager 
 


PERFORMANCE BOND


KNOW  ALL  MEN  BY  THESE  PRESENTS,  that 										, as Principal, and									, as Surety, are held and firmly bound unto the City of Battle Creek in the  full  and just  sum of 													Dollars ($					) lawful money of the United States of America for the payment of which sum of money well and truly to be made, we bind ourselves, heirs, executors, administrators, successors and assigns, jointly and severally, firmly by these presents.

WHEREAS, the Principal has entered into a certain written contract dated the				 day of 					, 20		 for the 						 complete, as described in the foregoing Bid and Agreement.

NOW THE CONDITIONS OF THIS OBLIGATION ARE SUCH, that if the said Principal shall in all respects well and truly keep and perform the said contract, and shall pay all sums of money due or to become due, for any labor, materials, apparatus, fixtures or equipment furnished for the purpose of constructing the work provided in said contract, and shall defend, indemnify and save harmless said City of Battle Creek against any liens, encumbrances, damages, claims, demands, expenses, costs and charges of every kind except as otherwise provided in said specifications and other Contract Documents arising out of or in relation to the performance of said work and the provisions of said contract, and shall remove and replace any defects in workmanship or materials which may be apparent or may develop within a period of one (1) year from the date of final acceptance, then this obligation shall be null and void; otherwise it shall remain in full force and effect.

And the said Surety, for value received, hereby stipulates and agreed that no change, extension of time, alteration or addition to the terms of the contract or to work to be performed thereunder or the specifications accompanying the same shall in any wise affect its obligation on this bond, and it does hereby waive notice of any such change, extension of time, alteration or addition to the terms of the Agreement or to the work or to the specifications.

IN WITNESS WHEREOF, we have hereunto set our hands and seals this 		 day of 				, 20__.

	PRINCIPAL ATTEST:

	
	
Principal Business Name

	
Address

	
City, State, Zip

	
	
Principal Secretary Signature & Seal  

	
Principal Secretary Printed Name  

	
Witness of Principal




	SURETY ATTEST:

	
	
Surety Business Name

	
Address

	
City, State, Zip




	
BY:	
     Attorney-in-Fact Signature & Seal

	
      Attorney-in-Fact Printed Name  









LABOR AND MATERIALS BOND

KNOW ALL MEN BY THESE PRESENT, that we, the undersigned, ____________________, hereinafter called the "Principal,” and _________________________, a corporation organized and existing under the laws of the State of ______________, having its principal office at ________________________, hereinafter called the "Surety,” are held and firmly bound unto the City of Battle Creek, hereinafter called the "Owner,” for use of any and every person, co-partnership, association or corporation interested in the full and just sum of ___________________________Dollars ($__________), lawful money of the United States of America, to be paid to the said obligees or its or their assigns, to which payment well and truly to be made we bind ourselves, our heirs, executors, administrators, successors and assigns, jointly and severally, firmly by these presents. Sealed with our respective seals and dated this ____ day of ____________,  20___.

WHEREAS, the above bounded _________________________, Principal, has entered into a contract with the City of Battle Creek.

Dated the ______ day of ________________, 20___, for the ____________________________.

NOW, THEREFORE, THE CONDITION OF THIS CONDITION IS SUCH, that if the above bounded Principal shall and will promptly pay or cause to be paid all sums of money which may be due any person, co-partnership, association or corporation for all material furnished and labor supplied or performed in the prosecution of the work, whether or not the said material or labor enter into and become component parts of the work or improvement contemplated, then this obligation to be void; otherwise to remain in full force and effect.

The Principal and Surety further jointly and severally agree with the obligee herein that every person, co-partnership, association or corporation who, whether as subcontractor or otherwise, has furnished material or supplied or performed labor in the prosecution of the work as above provided and who has not been paid therefore may sue in assumption on this bond in the name of the Owner for his, their, or its use, prosecute the same to final judgment for such sum or sums as may be justly due him, them, or it, and have execution thereon, provided, however, that the Owner shall not be liable for payment of any costs or expenses of any such suit.

IT IS FURTHER AGREED, that any alterations which may be made in the terms of the contract or in the work to be done or materials to be furnished or labor to be supplied or performed under it or the giving by the Owner or any extension of time for the performance of the contract or any other forbearance on the part of either the Owner or the Principal to the other, shall not in any way release the Principal and Surety or Sureties or either or any of them their heirs, executors, administrators, successors or assigns, from their liability hereunder, notice to the Surety or Sureties of any such alteration, extension or forbearance being hereby waived.

IN WITNESS WHEREOF, the said Principal and Surety have duly executed this bond under the seal and day and year first above written.


ATTEST:			
	Principal

		BY:	
                                 (Seal)

				
		   Surety

ATTEST		BY:	
		     Attorney-in-Fact
	

	         (SEAL)
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SECTION V - SPECIAL CONDITIONS

1. 	Supplementary Definitions:  The following additional definitions supplement the definitions included in the General Contract Specifications BC 19-08, Paragraph I-1 of the General Conditions of Contract:

(a)  "Owner" or "City of Battle Creek" or "City" shall mean the City of Battle Creek, MI, acting through the City Commission or any other board official, or officials to which or whom the power belonging to the Commission shall, by virtue of any act or acts thereafter passed are held to appertain.

(b) "Engineer" shall mean the City Engineer, or other persons designated by the City acting directly or through authorized agents.

2. 	Contract Drawings:  The drawings applicable to the work to be performed under this contract and that are referred to in this documents as the plans or as the contract drawings.

3. 	Photographs:  Construction photographs will not be required. 

	The location of existing piping and underground utilities, such as gas mains, electric duct lines, etc., as shown on the Contract Drawings has been determined from the best available information by actual surveys or furnished and taken from the records of the parent utility companies and drawings of the existing facilities.  However, the City does not assume responsibility that during construction utilities other than those shown may be different from the locations designated on the Contract Drawings.

	At locations where detailed positions of these facilities become necessary to the new construction, the Contractor shall, at his own expense, furnish all labor and tools to either verify and substantiate the record drawing locations or definitely establish the position of the facilities.

4.	Insurance:  The Public Liability and Property Damage Insurance shall also include the following coverages:

	Contractor's Protection (Subcontractors to the Contractor)
	Products - Completed Operations.

5. 	Responsibility to the Public:  Before every construction operation that will substantially affect area residents and businesses adjacent to the project site (such as business driveway closures, mailbox relocation, etc.) the Contractor will attempt to notify those residents and businesses affected.  Notification may be verbal or by door hanger notices.  The City will provide preprinted door hanger material to carry the Contractor's message.   The responsibility for filling out the door hangers and distributing them rests with the Contractor.  Payment for this work is included in the payments for other items of work.

6.	 Accident Reports From Contractor:  The Contractor shall furnish to the City copies of the reports of all accidents occurring at the construction sites from beginning to completion of his work under this contract.

7. 	Location and Marking Underground Utilities:  The Contractor shall be responsible for contacting the Calhoun County Construction and Utilities Association (MISS DIG) 72 hours prior to starting construction for the location and marking of all underground utilities.

8.	Paving Operations-Last Loads:  It is the responsibility of the Contractor to determine the amount of material used to complete a specific project or to conclude a day's construction.  Therefore, the City will not pay for an entire truck load if not used to complete the work.

	A method of measurement mutually agreeable to both the City and the Contract to determine the portion of the truckload placed will be determined before paving operations begin.

9.	Street Sweeping:  If the Contractor requests the City to sweep a street under construction, the Contractor shall give to the Engineer a written request for such service at least 24 hours in advance.  Billing for this service will be handled by the City's Public Service Department.  VACUUM SWEEPING ONLY SHALL BE PERFORMED ON THIS PROJECT.

10.	Dust Control:  The contractor shall furnish, install and use appropriate measures to control dust at the construction site at all times.  If appropriate measures are not taken in the opinion of the engineer, the city may use its own force to control the dust and all charges for doing so will be charged to the contractor.

11.	Driveway Access:  Special consideration shall be made by project Contractor to minimize the obstruction of driveways along the project.  The Contractor shall maintain traffic, both in and out, during the entire project.

12.	Traffic Signs:  Contractor shall remove and stockpile all existing traffic signs at the direction of the engineer in the field.  (Incidental to the project.)

13.	Restoration:  The contractor shall grade all disturbed areas around new sidewalk within 48 hours of placement of same.

14.	Butt-Joints:  The Contractor will be required to construct a butt joint at all construction paving limits adjoining existing roads.  This will include sawcutting the joint to expose a minimum of 1.5-inch vertical face the entire width of the adjoining existing street.  This shall also include all intersections along the construction limits.  The sawcutting will be incidental to the project.

15.	Property Corners:  	All property irons, monuments, benchmarks, section and quarter section monuments that are removed or disturbed during construction shall be replaced by a Registered Land Surveyor, and documented on all drawings.  This shall be the responsibility of the Contractor and the cost considered included in Project Cleanup.

16.	Soil Erosion and Sedimentation Control:  All permits required shall be taken out by the Owner.  Any work and materials determined by the Engineer to	be required, that are not pay items in the contract, shall be provided by the Contractor according to MDOT specification 2.13.03 and be incidental to the total project bid.

17.	Test Boring: Test borings shall be provided by the Owner for Contractor's reference.  Owner makes no guarantee of accuracy or variations of soil changes or ground water conditions between boring locations.  Pavement thickness may also vary between boring locations.

18.	Curb and Gutter Construction: The contractor shall allow all new curb and gutter construction 48 hours of curing time prior to placing bituminous mixture against this new curb and gutter.  Also, the contractor will not be allowed to place any bituminous mixture on a given street, prior to the placement of all concrete curb and gutter marked for replacement. 

1. CONTRACTOR STORM WATER REQUIREMENTS.  The City of Battle Creek has a storm sewer system that is separate from its sanitary system.  Storm water from the city’s system drains directly to local waterways without typically being cleaned.  The City of Battle Creek is subject to the requirements of the Phase II Storm Water Regulations (the “Phase II Regulations”), 33 USC 1251, et seq., published by the United States Environmental Protection Agency (“EPA”) in the Federal Register on December 8, 1999.  One of the requirements is to ensure that contractors performing work for the city be trained in illicit discharges and pollution prevention and good housekeeping.  The following are the items each employee performing work for the City of Battle Creek must be trained on by his/her employer prior to work commencing:

General Requirements:
0. Block or add best management practices to storm drains in all construction or project areas prior to any work commencing.
0. A Soil Erosion and Sedimentation Control (SESC) permit is required for all sites within 500 feet of a lake, stream, or county drain; or if a site disturbs more than one acre of land.  Any sedimentation and erosion control practices should be well defined and all expectations should be clarified in all projects.
0. Clean or rinse all equipment in areas with a secure rinse pad or where wash water will not runoff into storm drains or surface waters.  
0. Inspect equipment daily and repair any leaks. Use drip pans or absorbent materials to contain leaks until repairs are made.
0. Implement spill control and clean-up practices for leaks and spills from fueling, oil, or use of hazardous materials. Never allow a spill to enter the storm drain system.
0. Use the least hazardous material available for all projects. When the use of hazardous materials is necessary, ensure proper use, storage, and disposal of these materials.
0. Protect and maintain as much natural vegetation as possible during the project by phasing the project.
0. Properly dispose of all debris and excavated soil material – do not place near storm drains, rivers, streams, wetlands, or any environmentally sensitive area.
0. Minimize water use and control all storm water discharge where possible. 
1. Schedule activities for dry weather. 

Illicit Discharges – all illicit discharges and illicit connections :
1. Illicit discharges means any discharge to, or seepage into, a separate storm sewer that is not composed entirely of storm water or uncontaminated groundwater.  Illicit discharges include non-storm water discharges through pipes or other physical connections; the dumping of motor vehicle fluids, household hazardous wastes, domestic animal wastes, or leaf litter; the collection and intentional dumping of grass clippings or leaf litter; or unauthorized discharges of sewage, industrial waste, restaurant wastes, or any other non-storm water waste directly into a separate storm sewer.
1. Illicit connection means a physical connection to the MS4 that 1) primarily conveys illicit discharges into the MS4, or 2) is not authorized or permitted by the local authority.

Bridge and Stream Crossing:
1. Use suspended netting or tarps to capture paint, rust, paint-removing agents, or other materials to prevent discharge of materials to surface waters.
 Paved Road and ng Lot Maintenance:
1. Properly manage concrete slurry produced from diamond grinding, concrete sawing, or drilling activities using as little water as possible. Cover storm drains completely with filter fabric or plastic during the activity and contain the slurry using straw bales, sandbags, or gravel dams around the storm drains. Slurry management for diamond grinding can often be handled on site, such as reusing the solids from the grinding process while the water is infiltrated in the road right-of-way. For sawing and drilling activities, prevent wastewater from entering storm drains and surface waters by directing it to vegetated areas or vacuuming it for proper disposal.

1. Do not use coal tar emulsions to seal asphalt surfaces. 
Managing Vegetated Properties:
1. Sweep grass clippings and leaves onto turf areas.  Do not allow clippings or leaves to go into the City’s municipal separate storm sewer system (MS4).

1. The Manufactured Fertilizer Ordinance, Ordinance 13-07 – Chapter 650, must be adhered to should any project properties be fertilized.
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SPECIFICATIONS
[bookmark: _Toc493766357]LOCKERS SPECIFICATIONS
Standard features shall include:

- Ability to reconfigure, on-site, throughout the life of the locker 
- Adjustable shelf with integral garment hanger 
- 18-gauge double-wall doors, welded box construction 
- Engineered to promote proper air flow within the locker 
- Electrical ready 
- Hang items like duty belts or clothing on the interior door panel, by utilizing integrated peg board holes 
- Durable powder-coat paint finish in numerous standard colors 
- Deep hardwood butcher block bench on bench drawer units 
- 200 lb. capacity bench and external access drawers 
- Welded 18-gauge cabinet construction, with reinforced corners for added rigidity 

All Lockers pricing shall be bench drawer lockers 84"h x 37"d x 24" w to include 1 adjustable shelf with integral garment hanger, body armor drying rack, sloped tops, end panels, 2 duplex electrical boxes, freight and installation

Lockers in rooms 262 and 271 shall also include base, base cup, rail, and barrel support for one long gun storage.

Standard storage lockers for room 162 with four adjustable shelving units.

Evidence Preparation storage systems room 159 per architectural drawing A705 diagram 11 and 12

Laboratory Processing room 162 per architectural drawing A705 diagram 5

High Density Storage System for Evidence Storage room 156 per S100 and A101

Weapons Storage System for room 118 per A101, A701
This specification section uses numbered level paragraph styles, which were not included in versions of Word prior to Word 97.  In the interests of clarity, all paragraph styles are formatted flush left.
Specification editor’s choice items are shown in [square brackets]. (Optional) paragraphs denote items available at additional cost.
Use TAB to go DOWN one paragraph number level; SHIFT+TAB to go one paragraph number level UP.
welded METAL Lockers Personal storage lockers (Room 162) & personal storage locker with built-in BEnch drawer (Rooms 262, 268 & 271)
GENERAL
DESCRIPTION OF WORk
Submission of a Bid is considered evidence Contractor has examined Drawings and is fully informed with all Project and Site conditions, and is proficient and experienced and knowledgeable of all standards, codes, ordinances, permits, and regulations that affect completion, cost and time required, and that all costs are included in their Bid.
The City of Battle Creek is in the process of building a new police department headquarters.   The project is approximately 48,000 square  foot,  two  story  police  department  with  a  class  B occupancy.  The building is constructed of block, steel, hollow plank with a TPO roof.  Work Includes: all labor, materials, and equipment, tools, supervision, including all incidental and related items necessary to complete installation
DEFINITIONS
The “Contractor” as referred to in these specifications, shall be the bidder whose bid is eventually chosen as the winner
The “Owner” as referred to in these specifications, shall be the City of Battle Creek and its representatives.
The Owner shall approve all equals, equivalents, or alternates prior to ordering or installation.  Without approval, deviation from the products listed in the specifications and on the drawings, shall be presumed to be nonconforming and shall be removed and replaced at the direction of the Owner and at the Contractor’s expense
RELATED DOCUMENTS
The Contractor shall fully read the contract documents including the detailed specifications, and the detailed drawings.
Architectural drawings: S100, A101, A102, A604, A701, E202
Schedule
Layout: Lockers Layout, Locker Elev
No additional compensation shall be made for any portion of the project, that the Contractor did not know of or understand prior to providing the bid response.
WORK RESTRICTIONS
General: Comply with restrictions on construction operations.
Comply with limitations on use of public streets and with other requirements of authorities having jurisdiction.
On-Site Work Hours: Limit work in the existing building to normal business working hours of 7 a.m. to 5 p.m., Monday through Friday, unless otherwise indicated.
Weekend Hours: With prior approval by Site Construction Manager
Early Morning Hours: Not before 7 am
Hours for Utility Shutdowns: None
Must wear hard hats, safety glasses and high visibility vest or shirt while on-site.
Daily site cleanup required
All work areas shall be cleaned at the end of each day. All debris shall be cleaned and removed from the site and disposed of in the approved container for the site.
All equipment shall be moved out of common areas and stored in the Contractor’s lay down area, or in other approved storage locations on site
Any work that is low hanging, or may otherwise impede the general use of the space, and cannot be removed, shall be flagged and cordoned off by the Contractor.
The Contractor shall secure all materials when not in use. It shall be the Contractor’s responsibility to secure all equipment including all material to be installed as part of the contract.  No changes shall be made to the contract due to loss or theft of equipment and materials not officially accepted by the Owner.
SUMMARY
This Section includes the following:
Personal Storage Lockers and Personal Storage Lockers with built-in bench drawers.
(Note: all lockers include electrical functionality as required)
(Note: all Personal Storage Lockers and Personal Storage with built-in bench drawers must include ventilation functionality as required)
Related Work, Not Furnished:
Finish floor covering material and installation.
REFERENCES    
American National Standards Institute (ANSI) Standards:
Applicable standards for fasteners used for assembly.
American Society for Testing and Materials (ASTM) Standards:
Applicable standards for steel sheet materials used for fabrication
Applicable standards for the testing of electrostatically applied Powder Coat Paint
American Institute of Steel Construction (AISC) Standards:
Applicable standards for steel materials used for fabrication. 
DESCRIPTION
General: Welded Metal Lockers only with end-user reconfigurable interior. Specialized lances to provide the flexibility of on-site, end-user reconfiguration/addition of internal components anytime, anywhere, now or in the future.
Finishes: 
Fabricated Metal Components and Assemblies: All components to be painted with an electro-statically applied Powder Coat paint that can meet or exceed test requirements set out by ASTM standard D3451-06 Standard Guide for Testing Coating Powders and Powder Coatings.
Sizes can be described in paragraph below or in a SCHEDULE attached as the last page of the section.
Sizes:
Personal Storage Lockers: nominal height of 72 inches or 1828.8 millimeters, and nominal widths of 36 inches respectively (room 162).
Personal Storage Lockers with built-in bench drawers (rooms 262, 268, and 271): nominal heights of 84 inches or 2133.6 millimeters respectively; Built-in bench drawer nominal height is 18 inches or 457.2 millimeters and nominal depth is 36 inches or 914.4 millimeters. 
Personal Storage Lockers with built-in bench drawers: nominal widths of 36 inches respectively.
PERFORMANCE REQUIREMENTS
Design Requirements: 
Limit overall width not to exceed specified nominal width; locker width designed for zero growth.
ADA Requirements: Personal Storage Lockers with nominal height of 72 inches or 1828.8 millimeters meet ADA requirements.
SUBMITTALS
Product Data: Submit manufacturer's product literature and installation instructions for each type of welded metal locker required.  Include data substantiating that products to be furnished comply with requirements of the contract documents.
Shop Drawings: Show fabrication, assembly, and installation details, including descriptions of procedures and diagrams.  Show complete locker installation layout, including quantities, locations and types of accessory units required. Include notations and descriptions of all installation items and components.
Show installation details at non-standard conditions, if any.
Provide layout, dimensions, and identification of each unit, corresponding to sequence of installation procedures.
Provide installation schedule and procedures to ensure proper installation.
Samples: Provide minimum 3 inches or 76 millimeters square example of each color and texture on actual substrate for each component to remain exposed after installation.
Selection Samples: For initial selection of colors and textures, submit manufacturer's color charts, consisting of actual product pieces, showing full range of colors and textures available.
Warranty:  Submit draft copy of proposed warranty for review by the Owner’s representative.
Maintenance Data: Provide written documentation of the manufacturer’s statement, claiming the maintenance free nature of the product.
Reference List: Provide a list of recently installed welded metal lockers to be visited by owner and contractor. Intent of list is to aid in verifying the suitability of manufacturer's products and comparison with materials and product specified in this section.  Include contact name, address, and phone numbers.
QUALITY ASSURANCE
Manufacturer Qualifications: Engage an experienced manufacturer who is ISO 9001:2008 certified for the design, production, installation and service of welded metal lockers.  Furnish certification attesting ISO 9001:2008 quality system registration.
Installer Qualifications: Engage an experienced installer who is the manufacturer's authorized representative for the specified products for installing welded metal lockers.
Minimum Qualifications: 1-year experience installing welded metal lockers of comparable size and complexity to specified project requirements.
DELIVERY, STORAGE AND HANDLING
Follow manufacturer’s instructions and recommendations for delivery, storage and handling requirements.
PROJECT CONDITIONS
Field Measurements: Verify quantities of welded metal locker units before fabrication. Indicate verified measurements on shop drawings.  Coordinate fabrication and delivery to ensure no delay in progress of the work.
Established Dimensions: Where field measurements cannot be made without delaying the Work, establish dimensions and proceed with fabricating welded metal lockers units without field measurements.  Coordinate construction to ensure actual dimensions correspond to established dimensions.
Sequencing and Scheduling paragraph can be omitted unless project conditions dictate that and incremental installation sequence is warranted or necessary.
SEQUENCING AND SCHEDULING
Sequence welded metal lockers with other work to minimize possibility of damage and soiling, during remainder of construction period.
Schedule installation of specified welded metal lockers after finishing operations, including painting, have been completed. 
Provide components, which must be built in at a time, that causes no delays in the general progress of the work.
Pre-installation Conference: Schedule and conduct conference on project site to review           methods and procedures for installing welded Metal Lockers including, but not limited to, the following:
Recommended attendees include:
Owner's Representative.
Prime Contractor or representative.
Manufacturer's representative.
Subcontractors or installers whose work may affect, or be affected by, the work of this section.
Warranty
Provide a written warranty, executed by Contractor, Installer, and Manufacturer, agreeing to repair or replace units that fail in materials or workmanship within the established warranty period.  This warranty shall be in addition to, and not a limitation of, other rights the Owner may have under General Condition’s provisions of the Contract Documents.
Limited Lifetime Warranty: Subject to the terms in the written warranty, warrant the original purchaser exclusively that the locker frames manufactured by it will be free from defects in materials and workmanship for the lifetime of the locker.
A separate maintenance agreement paragraph may not be required since accessory items have few parts requiring long-term or continuing maintenance.
PRODUCTS
MANUFACTURERS
General: Personal Storage Lockers, Personal Storage with built-in bench drawers, Personal Storage with built-in external access drawers.
BASIC MATERIALS
General: Provide materials and quality of workmanship that meets or exceeds established industry standards for products specified. Use furniture grade sheet metal, solid hardwood benches and fasteners for component fabrication unless indicated otherwise.  Material thicknesses/gauges are manufacturer’s option unless indicated otherwise.	   
Locker TYPES
Personal Storage Lockers (Room 162). Flattop. Provide standard personal storage lockers. 
Personal Storage Lockers (Rooms 262, 268, 271).  Provide personal storage lockers with built-in bench drawers.
All locker types to be equipped with the functionality of attaching a modular electrical system as required.
All locker types to be equipped with the functionality of attaching a continuous sloped top where shown.
MANUFACTURED COMPONENTS
Welded Frame:
The welded frame must consist of top, bottom, back, and sides constructed of a minimum of 18-gauge or 1.214 millimeters steel. All frame components shall be joined using resistance welding. Riveting of structural members will not be permitted.
Horizontal front flanges will be a minimum of 2 inches or 50.8 millimeters. Vertical front flanges will be a minimum of 1 inch or 25.4 millimeters. Horizontal and vertical flanges will overlap and be secured with a minimum two (2) resistance welds per corner.
Corner gussets shall be MIG and spot-welded in each of the four front corners of the locker for increased stiffness and rigidity.
Provide side panel lances evenly spaced on 3 inch or 76.2-millimeter centers.  Lances to provide the flexibility of on-site, end-user reconfiguration/addition of internal components anytime, anywhere, now or in the future.
Bench Housing for built-in bench drawer
a. Welded frame construction shall consist of top, bottom, and side components joined by using resistance welding.  Riveting of bench housing structural members will not be permitted.
b. Corner gussets shall be welded in the two (2) front bottom corners of the bench housing for increased stiffness and rigidity.
c. Horizontal front flanges will be a minimum of 1 inch or 25.4 millimeters
d. Vertical front flanges will be a minimum of 1 inch or 25.4 millimeters
e. Horizontal and Vertical front flanges will overlap and shall be secured with minimum of one (1) resistance weld per corner.
f. Side panels – Lances symmetric and evenly spaced to provide optimum component locations (standard based on 3 inch or 76.2 millimeter on center vertical placement to match mating locker lance design).
g. Return flanges on housing to securely fasten housing to welded frame of locker.
h. Base of bench housing shall include four (4) 3/8”-16 UNC threaded weld-nuts and corresponding leveling feet.
i. Top of bench housing shall include hole pattern for mating bench seat.
j. Sides of bench housing shall include mounting holes in the event lockers are ganged together.
Lockers with built-in bench drawer shall have intermediate base shelf with interlocking mechanism for securing drawer when locker door is closed.
Provide four (4) 0.875 inch or 22.23 millimeter diameter electrical knock-outs per locker, two (2) located on top of the locker in both right and left rear corners, and two (2) located in the back of locker centered at a distance no greater than 24 inches or 609.6 millimeters from the top and bottom.  Knockouts allow end-user flexibility of adding electrical capability to lockers.
Provide a minimum of two (2) duplex receptacle electrical knockouts per locker; to be used with a UL listed manufactured electrical wiring system as required.  This manufactured electrical wiring system is a simple, unique, flexible, and cost-effective method of providing electrical capability to the lockers.  This electrical system can be added in the future.
k. Top of the locker shall have two (2) duplex electrical knockouts.
l. Top of locker shall have electrical duplex receptacle knockouts located on both right and left side of locker.
m. Back panel of locker shall have a minimum of two (2) duplex electrical knockouts.
n. Back of locker shall have electrical duplex receptacle knockouts located on both right and left side of locker and no farther than 24 inches or 609.6 millimeters from the top of the locker.
Proper ventilation system ensures unpleasant odors are removed from locker system.
Lockers shall be prepared with mounting holes for use with the continuous sloped top system.
Lockers shall be prepared with mounting holes for attaching necessary trim components
Locker shall be prepared with mounting holes for ganging lockers back-to-back or side-by-side
Base of lockers shall include four (4) 3/8”-16 UNC threaded weld-nuts and corresponding leveling feet.
Base shelf for lockers with built-in bench drawers shall have holes to accommodate double-door lock rod and doorstop bracket.  (only on [24] inch or [609.6] millimeters wide and larger)
End Panels: End Panels with no exposed fasteners shall be provided on the end of each locker run; thus providing a clean and aesthetically pleasing appearance.
All locker sizes and types to be specified by owner.
o. Width:
Personal Storage Locker: 36 inches
Personal Storage Locker with built-in bench drawer: 24 inches or 609.6 millimeters
p. Height: 
Personal Storage Locker: 72 inches or 1828.8 millimeters
Personal Storage Locker with built in bench drawer: 84 inches or 2133.6 millimeters
q. Depth:
All lockers 24 inches or 609.6 millimeters
Bench drawers: 36 inches or 914.4 millimeters
Bench seat depth 9.5 inches
Leading edge of bench seat to extend 1.125 inches or 28.6 millimeters from front of bench drawer
Electrical
Shall provide four (4) electrical knockouts per locker as described in section 2.4-A item 7.  This feature provides the end-user the opportunity for hard wire electrical connection points for each locker.  End-user or General Contractor is responsible for final electrical installation.
Shall provide a minimum of two (2) duplex receptacle electrical knock-outs per locker as described in section 2.4-A item 8.
Shall provide UL Listed manufactured electrical wiring system as required.  This manufactured electrical wiring system provides connection for a maximum of 78 receptacles per hardwired power in-feed (Note: total number of receptacles is dependent on load requirements).  This manufactured electrical wiring system is a modular, unique, flexible, and cost-effective method of providing electrical capability to the lockers.  This electrical system can be added in the future. 
Drawers (for bench drawer):
Drawer body wrapper shall have welded frame construction.  Riveting of structural members will not be permitted.
Drawers for locker with built-in bench drawers and built-in external access drawers shall have box-formed drawer front.
Provide interlock system for securing drawer when main locker doors are closed and provide access only when main locker door/s is opened.
Built-in bench drawer shall have a nominal 36 inches or 914.4 millimeters depth.
Provide a flush mounted pull handle.
Drawer Slides: Provide 200 lbs. or 90.72 kilograms maximum load capacity and pass 50,000 cycle performance testing (Max. load, uniform distribution) (Test data to be provided by manufacturer upon request)
Drawer base minimum 21 inches 533.4-millimeter drawer extension
Bench drawer minimum 26.5 inches 673.1 millimeter drawer extension
Provide louvered air vents in drawer front when built-in bench drawer or built-in external access drawer models are required.
Provide capability of attaching glides for Body Armored Drying Rack, as requested. 
Bench Seat: 
Provide 9.5 inches deep laminated kiln dried maple bench seat, material thickness 1.25 inches or 31.8 millimeters.
Front (leading edge) of bench seat to have .625 inch or 15.88-millimeter radius bull nose.
Finish of bench seat shall be sanded smooth and have two (2) coats of catalyzed varnish applied.
Single-Piece Welded Doors (Single and Double Door Models):
Shall be formed from two (2) pieces of minimum 18-gauge [1.2] millimeter cold rolled steel box formed and welded together using modern GMAW techniques.  Single-piece door with inner and outer door panels shall have a combined steel thickness of no less than [0.096] inches or [2.4] millimeters thick.  Welded door design with inner panel optimizes structural integrity of locker door system over and above any single frame door design.
Exterior door panel shall be constructed with formed flanges and return flanges to add stiffness.
Internal door panel shall be constructed with formed flanges for added stiffness. 
All inner door panel heights shall be minimum 70% of external door height.  
Single-piece welded door frame shall consist of internal door panel nested inside exterior door panel and welded per the following requirements:
r. Top / bottom.  Exterior and Interior panels to be welded in a minimum of three (3) places with weld spacing not to exceed 6 inches or 152.4 millimeters between adjacent welds and 1 inch or 25.4 millimeters from any corner.
s. Sides.  Exterior and interior panels to be welded with spacing not to exceed 12 inches or 304.8 millimeters between adjacent welds and 1 inch or 25.4 millimeters from any corner.
Inner door panel to have peg board style hole pattern, allowing the attachment of Document Holder and any standard peg board accessory.
Inner door panel to have 4 inch or 101.6-millimeter rectangular slot centered towards the top of the locker.
External door panel shall have louvers to provide adequate air circulation throughout locker system.
t. Louvered air vents shall be located at the bottom of the locker door to enhance circulation of mechanically extracted air from the bottom of the locker out of the top.
u. Louvered air vents shall be approximately 3 inches or 76.2 millimeters in width and 0.75 inches or 19.05 millimeters in height and spaced on 1 inch or 25.4-millimeter centers.
Single door designs available in 24 inches or 609.6 millimeter locker widths
All doors shall have neoprene silencers on each door for noise reduction
Diamond Perforated Pattern: 
v. Single and Double door designs shall be available in diamond perforated pattern
w. Pattern is defined as 0.875 by 0.875 inch or 22.2 by 22.2 millimeter diamond perforations on 1.768 inch or 44.9 millimeter centers
Door torsional deflection shall not exceed 0.1875 inch or 4.76 millimeter with a 20 lb. or 9.071 kilogram point load.  (Test data to be provided by manufacturer upon request)
Hinge:
x. Provide 16-gauge full-length hinge for increased strength and security of locker system.
y. Hinges to be welded to doorframe with spot welds not to exceed 6 inch or 152.4-millimeter separation.
Door assembly to be riveted to door frame on factory pre-established hole pattern.
Locking Mechanism.  
z. Provide three locking options (all locking options have protective stainless-steel cover plate for durability and scratch resistance):
Padlock hasp only.
Keyed lock with master and padlock hasp.
Combination lock with master and padlock hasp.
aa. Keyed and combination locking mechanisms shall have the capability of locking automatically.
ab. Keyed and Combination locking mechanisms shall have master key override.
ac. Combination locking mechanism shall have user changeable preset combinations.
ad. Single door models: Provide three locking options as listed above.
Interior/Accessory components (Owner specify):
All interior components must be constructed of minimum 18-gauge or 1.214-millimeter steel (unless otherwise clarified in specification). 
For added security, internal component can be secured utilizing blind rivets, threaded fasteners, or bending specially designed tab.
All interior components available at time of order and as post-installation upgrades in the future.
Shelves (available all locker models)
ae. Shelf with integral hanger bracket
Size specified by locker width
Hanger bracket designed with perforations on approximately 3 inch or 76.2 millimeter centers to insure clothing separation for optimum ventilation
Performance: Uniform load rating 300 lbs. or 136.08 kilograms
af. Perforated (use as drying rack)
Size specified by locker width
Tested performance: Uniform load rating 100 lbs or 45.36 kilograms
ag. Manufacturer upon request shall provide all performance test data.
Document Holder – Bid Alternate
ah. Width – 10.5 inches or 266.7 millimeters
ai. Height – 6 inches or 152.4 millimeters
aj. Depth – 1.5 inches or 38.1 millimeters
ak. Design to include matching hole pattern to allow various attachment locations on inner door panel
Boot Tray – Bid Alternate
al. Material – Rubber
am. Dimensions:
Width – 12.90 inches or 327.7 millimeters
Depth – 19.90 inches or 505.5 millimeters
Height – 1.25 inches or 34.75 millimeters
an. Manufactured from Natural rubber compounds, environmentally friendly, durable, water repellant easily cleaned with soap and water, resistant to alkalis and weak acids, mold, mildew, and dust mites.
Body Armor Drying Rack
ao. Shall be available in bench drawer model widths of 24 inch or 609.6 millimeters
ap. Size of tray is controlled by locker width
aq. Bottom of drying tray shall have louvered pattern to provide air circulation throughout
ar. Shall have the ability to adjust/glide frontward and backward, while mounted in the bench drawer.
EZ RailTM or comparable as approved by Owner
as. Level  – attaches to the inside of the locker and can support various storage accessories
EZ RailTM Level version stores industry standard hanging bins, slat wall accessories, and weapon storage accessories
at. Shall be available in all locker models
UWRTM Universal Base and Support Rail
au. Shall be available in all 24 inch or 457.2 millimeters wide locker models
av. Shall be capable of using standard stock cups and barrel supports for weapons storage within the locker
Electrical system
UL listed manufactured electrical wiring system with plug-in-play component design
Receptacles – standard 20 amp duplex receptacles and 20 amp GFCI duplex receptacles
Locker Tag Numbers
Shall provide locker numbers on each locker per customer requirement
ACCESSORIES:
Individual Welded Base: Provide manufacturer’s standard.
Trim and Fillers: Provide manufacturer’s standard.
Continuous Sloped Top. Provide manufacturers standard.
FABRICATION
General: Coordinate fabrication and delivery to ensure no delay in progress of the work.
FINISHES
Colors:  Selected from manufacturer’s standard available colors.
Paint Finish: Textured (Standard) – Provide factory applied electrostatic powder coat paint.  Meet or exceed specifications of the American Society for Testing and Materials (ASTM) Standards: 
EXECUTION
EXAMINATION
Examine Lockers scheduled to receive accessories [with Installer present] for compliance with requirements for installation tolerances and other conditions affecting performance of specified accessory items.
Proceed with accessory installation only after unsatisfactory conditions have been corrected.
INSTALLATION
General: Follow manufacturer’s written instructions for installation of each type of accessory item specified.
FIELD QUALITY CONTROL
Verify accessory unit alignment and plumb after installation. Correct if required, following manufacturer’s instructions.
Remove components that are chipped, scratched, or otherwise damaged and that do not match adjoining work.  Replace with new matching units, installed as specified and in manner to eliminate evidence of replacement.
ADJUSTING
Adjust all accessories to provide smoothly operating, visually acceptable installation.
CLEANING
Immediately upon completion of installation, clean components and surfaces.  Remove surplus materials, rubbish and debris, resulting from installation, upon completion of work and leave areas of installation in neat, clean condition.
DEMONSTRATION/TRAINING
Schedule and conduct demonstration of installed accessory items and features with Owner's personnel.
Schedule and conduct maintenance training with Owner's maintenance personnel. Training session should include lecture and demonstration of all maintenance and repair procedures that end-user personnel would normally perform.
PROTECTION
Protect system against damage during remainder of construction period.  Advise owner of additional protection needed to ensure that system will be without damage or deterioration at time of substantial completion.  END OF SECTION
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GENERAL
DESCRIPTION OF WORK
Submission of a Bid is considered evidence Contractor has examined Drawings and is fully informed with all Project and Site conditions, and is proficient and experienced and knowledgeable of all standards, codes, ordinances, permits, and regulations that affect completion, cost and time required, and that all costs are included in their Bid.
The City of Battle Creek is in the process of building a new police department headquarters.   The project is approximately 48,000 square  foot,  two  story  police  department  with  a  class  B occupancy.  The building is constructed of block, steel, hollow plank with a TPO roof.  Work Includes: all labor, materials, and equipment, tools, supervision, including all incidental and related items necessary to complete installation
DEFINITIONS
The “Contractor” as referred to in these specifications, shall be the bidder whose bid is eventually chosen as the winner
The “Owner” as referred to in these specifications, shall be the City of Battle Creek and its representatives.
The Owner shall approve all equals, equivalents, or alternates prior to ordering or installation.  Without approval, deviation from the products listed in the specifications and on the drawings, shall be presumed to be nonconforming and shall be removed and replaced at the direction of the Owner and at the Contractor’s expense
RELATED DOCUMENTS
The Contractor shall fully read the contract documents including the detailed specifications, and the detailed drawings.
Architectural drawings: S100, A101,A701
Schedule
Layout: Armory Elev.
No additional compensation shall be made for any portion of the project that the Contractor did not know of or understand prior to providing the bid response.
WORK RESTRICTIONS
General: Comply with restrictions on construction operations.
Comply with limitations on use of public streets and with other requirements of authorities having jurisdiction.
On-Site Work Hours: Limit work in the existing building to normal business working hours of 7 a.m. to 5 p.m., Monday through Friday, unless otherwise indicated.
Weekend Hours: With prior approval by Site Construction Manager
Early Morning Hours: Not before 7 am
Hours for Utility Shutdowns: None
Must wear hard hats, safety glasses and high visibility vest or shirt while on-site.
Daily site cleanup required
All work areas shall be cleaned at the end of each day. All debris shall be cleaned and removed from the site and disposed of in the approved container for the site.
All equipment shall be moved out of common areas and stored in the Contractor’s lay down area, or in other approved storage locations on site
Any work that is low hanging, or may otherwise impede the general use of the space, and cannot be removed, shall be flagged and cordoned off by the Contractor.
The Contractor shall secure all materials when not in use. It shall be the Contractor’s responsibility to secure all equipment including all material to be installed as part of the contract.  No changes shall be made to the contract due to loss or theft of equipment and materials not officially accepted by the Owner.
RELATED DOCUMENTS
Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 1 Specification Sections, apply to this Section.
SUMMARY
This Section includes the following:
Secured Weapons Storage Cabinets (Lockers for long-gun, handgun and weapon accessory storage.
1.2 REFERENCES    
ARMY Regulation AR190-11
Applicable military requirements for the physical security of conventional arms, ammunition, and explosives.
Department of the NAVY OPNAV Instruction 5530.13C:
Applicable military requirements for the physical security instruction for conventional arms, ammunition and explosives.
Department of Defense DOD5100.76-M
Applicable military requirement for the physical security of sensitive conventional arms, ammunition, and explosives.
American National Standards Institute (ANSI) Standards:
Applicable standards for fasteners used for assembly.
American Society for Testing and Materials (ASTM) Standards:
Applicable standards for steel sheet materials used for fabrication. 
American Institute of Steel Construction (AISC) Standards:
Applicable standards for steel materials used for fabrication. 
1.3 DESCRIPTION
General: Secured weapons storage cabinets that can be installed freestanding.   
Secured Weapons Storage Cabinets: Assemblies consist of fully welded, heavy-gauge steel cabinets available in six heights to accommodate weapons of varying lengths.  Cabinets 24 inches wide, 84 “ high and 16.25 inches deep.  Cabinets must have built-in, folding, retractable cabinet doors that retract completely inside the cabinet when fully open so there are no swinging doors to obstruct the aisle way.  The doors have heavy-gauge steel, rotating locking bars to provide maximum security according to military requirements for the physical security of conventional arms, ammunition, and explosives (OPNAVINST 5530.13C).  Cabinet doors at minimum shall have nine (9) interlocking contact points.  Manufacturer must provide supporting documentation that a DOD authority has approved the rack for use in a small arms vault and that they have the ability to have NSN’s assigned to their rack if not completed already.  This documentation must come on official letterhead or racks must come with NSN (National Stock Number) on the rack.  Locking bars shall lock at a single common point and be able to accept a DOD issued and approved padlock. (Lock not included.)  Locking bars shall require no effort to open so that when the padlock is removed, the locking bars drop due to gravity and arms room personnel have immediate access to weapons.  Key locks are not acceptable, Sliding lock bars are not acceptable as they are prone to sticking and can slow down the ability to issue weapons in a timely manner.  Handles that impede aisle or create catch points are not acceptable.  Handles require extra motion and slow accessibility to weapons while cumbersome to operate.
Durability of Weapons Storage Cabinets:  Cabinets must be fully welded with heavy-gauge steel built around a 4-Post structure to ensure durability and strength of cabinet. Cabinet walls must be a minimum of 18-gauge steel.  Top and bottom of cabinet must be a minimum 16-gauge steel.  Cabinets must be able to be stacked two levels high.  Cabinet structure must be able to support a minimum of 1,500 lbs.
Visibility:  The doors, sides, and back of the cabinet are perforated with a diamond mesh pattern to allow visible counts or weapon inventory to be taken even when the cabinet is closed and locked.
Space-Efficiency:  System must have fully retractable doors so they do not impede aisle ways or adjoining cabinets when issuing weapons.  Bi-fold doors are not acceptable as they still impede an aisle-way, which could cause them to become damaged, thus leaving a potential quality issue.  All racks provided must be of the same footprint to allow for double stacking and efficient use of the armory. When using one tall cabinet vs. two shorter cabinets, manufacturer must demonstrate the ability to meet all ODA configurations in the least amount of space.  Depth of the racks should allow for storage of weapons with any site or optic attached to the weapon with doors closed.
Flexibility:  Weapon rack cabinets must allow “A La Carte” configurability to allow for storage of a wide range of weapon types, gear, optics, and spare barrels without making structural modifications to the rack.  All individual components (pistol hooks, standard barrel supports, stock cups) must have NSN’s for future sustainability or reset of rack system in the field.  If individual components do not have NSN’s then proof of the ability to obtain NSN’s or that they are in the process of getting NSN’s, must be demonstrated.
Multipurpose Back Panel:  Weapon racks shall come with an optional multipurpose back panel kit.  This back panel kit shall support a minimum of 700 lbs and be able to accept all weapon rack accessories.  Accessories must be confined to the inside of the rack and not protrude outside of the rack in any way (including fasteners).  Back panel kits must be capable of fitting all previous weapon rack cabinets.
Protection of Weapons:  All components that come into contact with the weapons must be either dipped in a black poly vinyl chloride coating, made with an injection-molded thermoplastic, or an over molded rubber.  These materials must be designed and capable of withstanding extreme temperature and protect weapons from abrasions.
Safety:  There must not be any exposed bolts, screws, or sharp edges on finished product.  If barrel support are screwed or secured in place inside the rack, they must not protrude out the back or the rack to expose any sharp edges.
Finishes: 
Fabricated Metal Components and Assemblies: Manufacturer’s standard powder coat paint finish.
Fabricated Laminate Components and Assemblies: Manufacturer’s standard low-pressure or high-pressure laminate finishes.  
Sizes can be described in paragraph below or in a SCHEDULE attached as the last page of the section.
Sizes:
Available in nominal widths of 24 inches.
Available in nominal heights of 84 inches.
Military Testing (Mandatory)
Cabinets must have passed the most stringent military tests, including but not limited to the “Basic Shock/Accidental Load Test” and meets the requirements of OPNAVINST 5530.13C, AR190-11, DOD5100.76-M.  Upon request, manufacturers must be able to provide functional cycle testing documentation that doors pass with no visible sign of wear after 50,000 cycles. 
PERFORMANCE REQUIREMENTS
Design Requirements: Provide secured weapons storage cabinets manufactured in sizes and dimensions that will install freestanding or fit mobile storage units.  Reference AR190-11, OPNAV Instruction 5530.13C, and DOD 5100.76-M for military requirements.
SUBMITTALS
Product Data: Submit manufacturer's product literature and installation instructions for each type of secured weapons storage cabinet.  Include data substantiating that products to be furnished comply with requirements of the contract documents.
Shop Drawings: Show fabrication, assembly, and installation details including descriptions of procedures and diagrams.  Show complete extent of secured weapons storage cabinet installation layout including quantities, locations and types of accessories required. Include notations and descriptions of all installation items and components.
Show installation details at non-standard conditions, if any.
Provide layout, dimensions, and identification of each secured weapons storage cabinet corresponding to sequence of installation and assembly procedures.
Provide installation schedule and complete assembly procedures to ensure proper installation.
Samples: Provide minimum 3 inch 76 millimeters square example of the color and texture on actual substrate for the rack that will remain exposed after installation.
Warranty:  Submit draft copy of proposed warranty for review by the Owner’s representative and/or Contractor.
Maintenance Data: Provide in form suitable for inclusion in maintenance manuals for secured weapons storage cabinets. Data shall include operating and maintenance instructions, parts inventory listing, purchase source listing, emergency instructions, and similar information.
Reference List: Provide a list (minimum 5) of recently installed secured weapons storage cabinets to be visited by owner or contractor. Intent of list is to aid in verifying the suitability of manufacturer's products and comparison with materials and product specified in this section.  References must include name, phone number, and the quantity of racks supplied.  References must also supply the name, address, phone, and other relevant contact information for local servicing dealer.  References must provide proof that racks have been in use for a minimum or 3 years to demonstrate product performance. Manufacturer of racks must be ISO 9000 certified.  Complete product specifications, tech data sheets, etc., must be provided with proposals to illustrate compliance with each line item requirement as listed above.
QUALITY ASSURANCE
Manufacturer Qualifications: Engage an experienced manufacturer who is ISO 9001 certified for the design, production, installation and service of secured weapons storage cabinets, carriage mounted high-density mobile storage units and support rails.  Furnish manufacturer’s certification attesting ISO 9001 quality system registration.  
Installer Qualifications: Engage an experienced installer who is a manufacturer's authorized representative for the specified products for installing weapons storage cabinets and anchoring cabinets to carriages.
Minimum Qualifications: 1-year experience installing systems of comparable size and complexity to specified project requirements.
DELIVERY, STORAGE AND HANDLING
Follow manufacturer’s instructions and recommendations for delivery, storage and handling requirements.
PROJECT CONDITIONS
Field Measurements: Verify quantities of secured weapons storage cabinets before fabrication. Indicate verified measurements on shop drawings.  Coordinate fabrication and delivery to ensure no delay in progress of the work.
Established Dimensions: Where field measurements cannot be made without delaying the Work, establish dimensions and proceed with fabricating secured weapons storage cabinets without field measurements.  Coordinate construction to ensure actual dimensions correspond to established dimensions.
Sequencing and Scheduling paragraph can be omitted unless project conditions dictate that and incremental installation sequence is warranted or necessary.
SEQUENCING AND SCHEDULING
Sequence secured weapons storage cabinets with high-density mobile storage systems to minimize possibility of damage and soiling during remainder of construction period.
Schedule installation of specified secured weapons storage cabinets after finishing operations, including painting, have been completed. 
Provide components, which must be built in at a time, which causes no delays general progress of the work.
Pre-installation Conference: Schedule and conduct conference on project site to review           methods and procedures for installing secured weapons storage cabinets.
Recommended attendees for pre-installation conference including, but not limited to the following:
Owner's Representative.
Manufacturer's representative.
Subcontractors or installers whose work may affect, or be affected by, the work of this section.
WARRANTY
Provide a written warranty, executed by Contractor, Installer, and Manufacturer, agreeing to repair or replace secured weapons storage cabinets that fail in materials or workmanship within the established warranty period.  This warranty shall be in addition to, and not a limitation of, other rights the Owner may have under General Condition’s provisions of the contract documents.
Warrant all installed secured weapons storage cabinets against defects in materials and workmanship for a period of five years from date of acceptance by the Owner.
Warranty Start date of warranty is not activated until installation completion.
A separate maintenance agreement paragraph may not be required since accessory items have few parts requiring long-term or continuing maintenance.
PRODUCTS
MANUFACTURERS
General: Products are secured weapons storage cabinets designed to be used either freestanding or with high-density mobile storage systems.
BASIC MATERIALS
General: Provide materials and quality of workmanship that meet or exceed established industry standards for products specified. 
MANUFACTURED COMPONENTS
Secure Weapons Storage Cabinets: (All specifications are mandatory)
Cabinet: 
The cabinet shall be a one-piece assembly with an outside width of 24 inches and an outside height of 84 inches 2133.6 millimeters, and an outside depth of 16.25 inches 412 millimeters.  
The cabinet shall be constructed of 18-gauge 1.2-millimeter double-walled upright posts welded to 18-gauge 1.2-millimeter flat plate steel sidewalls with a diamond mesh perforation.  
The back wall of the cabinet shall be constructed of 18-gauge 1.2 millimeter steel perforated with diamond mesh and shall be welded to the upright posts.  
The upright posts shall have interior attachment keyhole slots on 1.5-inch 38-millimeter vertical centers.  
The top and bottom covers shall be made of 16-gauge 1.5-millimeter steel welded to the upright posts.  
Cabinet doors shall be heavy-duty 18-gauge 1.2 millimeter, folding and fully retractable in the open position.  The cabinet doors shall also include a diamond mesh perforation for visibility as well as rotating locking bars for security.  
Locking bars shall lock at a single common point.  
Cabinet construction to have an inherent strength that would prevent an individual from manipulating components (without tools) such that the weapon, receiver, or barrel could be removed.  
Overall cabinet design such that a weapon, receiver, or barrel cannot be removed by disassembly of the weapon/component and/or the rack without damage to the rack.  
Hinged locking bars for racks have the hinge pin welded or otherwise secured to prevent disassembly.
Finish: shall be factory applied electrostatic powder coat paint
Bases: 
Shall be constructed of 16-gauge [1.5] millimeter steel.
Base designs shall be available for supporting a variety of weapon types.
Finish:
Bases using standard universal stock cups shall have a factory applied electrostatic powder coat paint
Designs where stock of weapon contacts base shall have a minimum 8mil thick black thermoplastic material finish
Support Rails: 
Support rails shall be constructed of 14-gauge [1.9] millimeter steel and be punched to accept [standard], [extended standard], [wide], [extra wide], [long], [pistol], [standard transport], [large transport], and/or [receiver mounts] barrel supports.  
Support rails shall contain four (4) rivet heads that interlock with the cabinet interior attachment keyhole slots.
Finish: Shall be factory applied electrostatic powder coat paint
Back Panel Kit: 
Back Panel Kit shall be constructed of 14-gauge [1.9] millimeter steel.  
Back panel hole pattern shall be consistent with universal weapon rack support rails.  
Back panel shall be compatible with all existing weapon rack designs (excluding mini and [18] inches [457.2] millimeter over storage cabinets), barrel supports, receiver brackets, standard bases, and intermediate shelves. 
Back Panel must be able to support 700 lbs.
Back Panel shall be compatible with existing standard bases and maintain bracket spacing.
Back Panel shall be able to co-exist with bin systems and intermediate shelves.
Finish: Shall be factory applied electrostatic powder coat paint
Barrel Supports: 
Barrel supports shall be constructed of 14-gauge [1.9] millimeter steel 
Finish: Shall have factory applied electrostatic powder coat paint and dipped in black, PVC, [.060-.075] inch [1.52-1.9] millimeter thickness.  
Extra wide and long barrel supports to be welded assemblies.
Bin Storage Systems: 
Bin storage systems shall be constructed of 18-gauge [1.2] millimeter steel.
Bin storage system shall have the ability to create 1/3, 2/3, and full width storage cubicle compartments.  The system shall have the flexibility for those compartments to be placed on the left hand, center, and/or right hand positions within the weapon racks usable storage space.
Bin storage system shelving shall have flexibility of vertical adjustment on [2.75] inches [69.9] millimeter increments
Bin storage system shall be capable of being installed and adjusted easily without the use of fasteners
Finish: Shall have factory applied electrostatic powder coat paint
Individual Stock Supports:
Shall be constructed of 14-gauge [1.9] millimeter steel
Mounting tabs and hole pattern shall be compatible with universal weapon rack support rails and back panels
Shall be capable of withstanding 20 lbs static loading
Shall be capable of mounting standard Universal Base Support Cups
Shall be capable of supporting standard issue rifles (including snipers), light machine guns (M240, M249, etc), and grenade launchers (M79, M32).
Shall be compatible with all existing standard weapon rack designs
Shall provide ease of installation consistent with other UWR accessories
Finish: Shall have factory applied electrostatic powder coat paint
Horizontal Weapons Bracket:
Shall be constructed of 14-gauge [1.9] millimeter steel 
Mounting hole pattern shall be compatible with universal weapon rack support rails and back panels
Shall be capable of withstanding 30 lbs static loading
At minimum shall be capable of storing three (3) M4 rifles horizontally within the [42] inch [1066.8] millimeter weapon rack usable storage space.
Shall be compatible with all existing standard weapon rack designs
Shall provide ease of installation consistent with other UWR accessories
Finish: Shall have factory applied electrostatic powder coat paint. Surfaces in contact with weapon shall also be coated with black PVC, [.060-.075] inch [1.52-1.9] millimeter thickness.  
Bin Holder:
Shall be constructed of 14-gauge [1.9] millimeter steel
Mounting tabs and hole pattern shall be compatible with universal weapon rack support rails and back panels
Shall be capable of withstanding 10 lbs static load (utilizing standard 5.5W x 6-h x 10.875L Quantum bin)
Shall be capable of mounting ten (10) brackets horizontally across the width of a standard support rail or back panel.
Shall be capable of mounting standard Quantum bins or equivalent
Shall be compatible with all existing standard weapon rack designs
Shall provide ease of installation consistent with other UWR accessories
Finish: Shall have factory applied electrostatic powder coat paint.
Retention Barrel Support:
Shall be constructed of 14-gauge [1.9] millimeter steel
Mounting hole pattern shall be compatible with universal weapon rack support rails and back panels
Designs shall incorporate 3 and 4 weapon solutions
Designs shall accommodate standard infantry rifles and shotgun barrels
Design shall be capable of retaining weapon from falling out when force less than 2 lbs is applied
Surfaces in contact with barrel shall be molded in rubber to protect and retain weapon.
Molded rubber material shall be capable of withstanding 50,000 cycle functional load/unload testing.
Shall be compatible with all existing standard weapon rack designs
Shall provide ease of installation consistent with other UWR accessories
Finish: Shall have factory applied electrostatic powder coat paint.
Intermediate Full Shelf:
Shall be constructed of 16-gauge [1.52] millimeter steel
Shelf to be full depth; however, must be compatible with all back panel components
Shall be fully adjustable (vertically) within limits of the 4-post side panel design
Shall be capable of meeting 300 lbs static load testing: shelf deflection shall not exceed L/140
Shall be compatible with all existing standard weapon rack designs
Shall provide ease of installation consistent with other UWR accessories
Finish: Shall have factory applied electrostatic powder coat paint
Intermediate Half Shelf:
Shall be constructed of 16-guage [1.52] millimeter steel 
Shall be fully adjustable within the limits of the 4-Post side panel design
Shall be compatible with all back panel components
Shall be capable of meeting 300 lbs static load testing: shelf deflection shall not exceed L/140
Finish: Shall have factory applied electrostatic powder coat paint.  Designs where stock of weapon contacts base shall have a minimum 8mil thick black thermoplastic material finish
Tray Accessories:
Shall be constructed of [.125] inch [3.17] millimeter ABS material
Designs sizes shall accommodate the standard 1/3,1/2, 2/3, and full bin system width configurations
Design sizes shall accommodate UWR depths of [16] [24] inches [406.4] [609.6] millimeters
Standard color is Black
All tray designs shall have at least one pair of carrying handle cutouts
Inverted Weapon Bracket:
Shall be constructed of 14-guage [1.9] millimeter steel
Mounting hole pattern shall be compatible with universal weapon rack support rails and back panels
Shall be capable of withstanding 40 lbs static loading
Shall be capable of storing standard infantry rifles and light machine guns (with a standard pistol grip) in an inverted configuration
Bracket shall have the functionality of individual weapon storage angle adjustment
Shall be compatible with all existing standard weapon rack designs
 Shall provide ease of installation consistent with other UWR accessories
Finish: Shall have factory applied electrostatic powder coat paint. Surfaces in contact with weapon shall also be coated with black PVC, [.060-.075] inch [1.52-1.9] millimeter thickness.
Optional Transport Components that prevent weapons from movement, vibrations, shock, and abrasion.  Transport components shall allow cabinet to be tilted 90 degrees in any direction without weapons becoming dislodged, or coming in contact with each other or other components in the rack.
FABRICATION
General: Coordinate fabrication and delivery to ensure no delay in progress of the work. All components necessary to complete the arms room installation should come from one manufacturer to ensure proper coordination of installation and no delays in the progress of the work.
FINISHES
Colors:  manufacturer’s standard available colors.
Paint Finish: Provide factory applied electrostatic powder coat paint.  
Coating: PVC, [.060-.075] inch [1.52-1.9] millimeter thickness.
Coating: 8mil thick black thermoplastic material finish
Describe optional (additional cost) finish options below, or delete paragraph.
EXECUTION
EXAMINATION
Examine storage units scheduled to receive secured weapons storage cabinets with Installer or manufacturer representative present for compliance with requirements for installation tolerances and other conditions affecting performance of specified secured weapons storage cabinets.
Verify that intended installation locations of secured weapons storage cabinets will not interfere with or block established required exit paths or similar means of egress once units are installed.
Proceed with secured weapons storage cabinet installation only after unsatisfactory conditions have been corrected.
INSTALLATION
General: Follow manufacturer’s written instructions for installation of each type of secured weapons storage cabinets specified.
FIELD QUALITY CONTROL
Verify secured weapons storage cabinet alignment and plumb after installation. Correct if required following manufacturer’s instructions.
Remove components that are chipped, scratched, or otherwise damaged and that do not match adjoining work.  Replace with new matching units, installed as specified and in manner to eliminate evidence of replacement.
ADJUSTING
Adjust all secured weapons storage cabinets to provide smoothly operating, visually acceptable installation.
CLEANING
Immediately upon completion of installation, clean components and surfaces.  Remove surplus materials, rubbish and debris resulting from installation upon completion of work and leave areas of installation in neat, clean condition.
DEMONSTRATION/TRAINING
Schedule and conduct demonstration of installed secured weapons storage cabinets and features with Owner's personnel.
Schedule and conduct maintenance training with Owner's maintenance personnel. Training session should include lecture and demonstration of all maintenance and repair procedures that end user personnel would normally perform.
PROTECTION
Protect system against damage during remainder of construction period.  Advise Owner of additional protection needed to ensure that system will be without damage or deterioration at time of substantial completion.  You could use pre-printed schedules and simply add them as last page.  Add paragraph  3.8 SCHEDULES and add subparagraph: “A. Equipment Schedules, See next page.” or similar wording.
END OF SECTION
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 METAL evidence lockers standard pass-thru for Rooms 159 & 162.
1. GENERAL
2. DESCRIPTION OF WORk
0. Submission of a Bid is considered evidence Contractor has examined Drawings and is fully informed with all Project and Site conditions, and is proficient and experienced and knowledgeable of all standards, codes, ordinances, permits, and regulations that affect completion, cost and time required, and that all costs are included in their Bid.
0. The City of Battle Creek is in the process of building a new police department headquarters.   The project is approximately 48,000  square  foot,  two  story  police  department  with  a  class  B occupancy.  The building is constructed of block, steel, hollow plank with a TPO roof.  Work Includes: all labor, materials, and equipment, tools, supervision, including all incidental and related items necessary to complete installation.
2. DEFINITIONS
1. The “Contractor” as referred to in these specifications, shall be the bidder whose bid is eventually chosen as the winner
1. The “Owner” as referred to in these specifications, shall be the City of Battle Creek and its representatives.
1. The Owner shall approve all equals, equivalents, or alternates prior to ordering or installation.  Without approval, deviation from the products listed in the specifications and on the drawings, shall be presumed to be nonconforming and shall be removed and replaced at the direction of the Owner and at the Contractor’s expense.
2. RELATED DOCUMENTS
2. The Contractor shall fully read the contract documents including the detailed specifications, and the detailed drawings.
2. Architectural drawings: S100, A101, A102, A701
2. Schedule
2. Layout: Evidence Prep Layout, Evidence Prep Lockers Elev – 159
2. No additional compensation shall be made for any portion of the project, that the Contractor did not know of or understand prior to providing the bid response.
2. WORK RESTRICTIONS
3. General: Comply with restrictions on construction operations.
0. Comply with limitations on use  of  public  streets  and  with  other  requirements  of authorities having jurisdiction.
3. On-Site Work Hours: Limit work in the existing building to normal business working hours of 7 a.m. to 5 p.m., Monday through Friday, unless otherwise indicated.
1. Weekend Hours: With prior approval by Site Construction Manager
1. Early Morning Hours: Not before 7 am
1. Hours for Utility Shutdowns: None
3. Must wear hard hats, safety glasses and high visibility vest or shirt while on-site.
3. Daily site cleanup required
3. All work areas shall be cleaned at the end of each day. All debris shall be cleaned and removed from the site and disposed of in the approved container for the site.
3. All equipment shall be moved out of common areas and stored in the Contractor’s lay down area, or in other approved storage locations on site
3. Any work that is low hanging, or may otherwise impede the general use of the space, and cannot be removed, shall be flagged and cordoned off by the Contractor.
3. All materials shall be secured when not in use by the Contractor. It shall be the Contractor’s responsibility to secure all equipment including all material to be installed as part of the contract.  No changes shall be made to the contract due to loss or theft of equipment and materials not officially accepted by the Owner.
2. SUMMARY
4. This Section includes the following:
Standard Pass-thru and Non-Pass-thru Evidence Lockers
4. Related Work, Not Furnished:
Finish floor covering materials and installation.
2. REFERENCES    
5. American National Standards Institute (ANSI) Standards:
Applicable standards for fasteners used for assembly.
5. American Society for Testing and Materials (ASTM) Standards:
Applicable standards for steel sheet materials used for fabrication. 
Applicable standards for the testing of electrostatically applied Powder Coat Paint
5. American Institute Of Steel Construction (AISC) Standards:
Applicable standards for steel materials used for fabrication. 
2. DESCRIPTION
6. General: Metal Evidence Lockers
6. Finishes: 
Fabricated Metal Components and Assemblies: All components to be painted with an electrostatically applied Powder Coat paint that can meet or exceed test requirements set out by ASTM standard D3451-06 Standard Guide for Testing Coating Powders and Powder Coatings.

Sizes can be described in paragraph below or in a SCHEDULE attached as the last page of the section.
6. Sizes:
Available in nominal heights of 82 inches 2,083MM
Available in nominal widths of 36 inches 914MM as noted on drawings (A704).
Available in a nominal depth of 24 inches 609MM as noted on drawings.
2. PERFORMANCE REQUIREMENTS
7. Design Requirements: 
7. 	Limit overall width to 0.032 inches 0.793MM greater or less than the nominal specified width.
2. SUBMITTALS
8. Product Data: Submit manufacturer's product literature and installation instructions for each type of evidence lockers required.  Include data substantiating that products to be furnished comply with requirements of the contract documents.
8. Shop Drawings: Show fabrication, assembly, and installation details including descriptions of procedures and diagrams.  Show complete extent of evidence lockers installation layout including quantities, locations and types of accessory units required. Include notations and descriptions of all installation items and components.
Show installation details at non-standard conditions, if any.
Provide layout, dimensions, and identification of each unit corresponding to sequence of installation procedures.
Provide installation schedule and procedures to ensure proper installation.
8. Samples: Provide minimum 3 inch (76MM) square example of each color and texture on actual substrate for each component to remain exposed after installation.
8. Selection Samples: For initial selection of colors and textures, submit manufacturer's color charts consisting of actual product pieces, showing full range of colors and textures available.
8. Warranty:  Submit draft copy of proposed warranty for review by the owner’s representative.
8. Maintenance Data: provide written documentation of the manufacturer’s statement claiming the maintenance free nature of the product.
8. Reference List: Provide a list of recently installed evidence lockers to owner. Intent of list is to aid in verifying the suitability of manufacturer's products and comparison with materials and product specified in this section.
2. QUALITY ASSURANCE
9. Manufacturer Qualifications: Engage an experienced manufacturer who is ISO 9001 certified for the design, production, installation and service of evidence lockers.  Furnish certification attesting ISO 9001 quality system registration.
9. Installer Qualifications: Engage an experienced installer who is a manufacturer's authorized representative for the specified products for installing evidence lockers.
Minimum Qualifications: 1-year experience installing evidence lockers of comparable size and complexity to specified project requirements.
2. DELIVERY, STORAGE AND HANDLING
10. Follow manufacturer’s instructions and recommendations for delivery, storage and handling requirements.
2. PROJECT CONDITIONS
11. Field Measurements: Verify quantities of evidence lockers before fabrication. Indicate verified measurements on Shop Drawings.  Coordinate fabrication and delivery to ensure no delay in progress of the Work.
11. Established Dimensions: Where field measurements cannot be made without delaying the Work, establish dimensions and proceed with fabricating evidence lockers units without field measurements.  Coordinate construction to ensure actual dimensions correspond to established dimensions.
Sequencing and Scheduling paragraph can be omitted unless project conditions dictate that and incremental installation sequence is warranted or necessary.
2. SEQUENCING AND SCHEDULING
12. Sequence evidence lockers units with other work to minimize possibility of damage and soiling during remainder of construction period.
12. Schedule installation of specified evidence lockers after finishing operations; including painting have been completed. 
12. Provide components, which must be built in at a time which causes no delays general progress of the Work.
12. Pre-installation Conference: Schedule and conduct conference on project site to review           methods and procedures for installing evidence lockers including, but not limited to the following:
Recommended attendees include:
3. Owner's Representative.
3. Prime Contractor or representative.
3. Manufacturer's representative.
3. Subcontractors or installers whose work may affect, or be affected by the work of this section.
2. Warranty
13. Provide a written warranty executed by Contractor, Installer and Manufacturer, agreeing to repair or replace units that fail in materials or workmanship within the established warranty period.  This warranty shall be in addition to and not a limitation of other rights the Owner may have under the General Conditions provisions of the Contract Documents.
13. Limited Lifetime Warranty: Subject to the terms in the written warranty, warrant the original purchaser exclusively that the locker frames manufactured by it will be free from defects in materials and workmanship for the lifetime of the locker. Warrant the original purchaser exclusively that all moving parts manufactured by it will be free from defects in materials and workmanship for 5 years. 
13. Warrants that all refrigeration units shall be free from defects in materials and workmanship for one (1) year from the date of the customer's written acceptance of installation. During the 1-year warranty period, all parts are included at no cost for 1 year. Labor is included at no cost during the first year of the 1-year warranty period. After the first year of the 1-year warranty, all labor will be charged at the current rate.
1. PRODUCTS
3. MANUFACTURERS
0. General: Evidence Lockers 
3. BASIC MATERIALS
1. General: Provide materials and quality of workmanship, that meets or exceeds established industry standards for products specified. Use furniture grade sheet metal and fasteners for component fabrication unless indicated otherwise.  Material thicknesses/gauges are manufacturer’s option unless indicated otherwise.
3. LOCKER TYPES
2. Pass-thru evidence lockers
3. MANUFACTURED COMPONENTS, standard evidence lockers
3. Welded Frame:
0. The welded frame is structural and shall consist of top, bottom, back and sides constructed of a minimum of 18 gage (1.21MM) steel. All frame components shall be joined using resistance welding. Riveting or bolting of structural members will not be permitted.
0. Horizontal and vertical outer front flanges will be a minimum of 1.5 inches (38MM). Horizontal and vertical flanges will overlap with a minimum of 2 resistance welds per corner. 
0. Center vertical lock housing is structural and will run the full height and depth of the locker. All locks will be completely enclosed by a full height removable panel. Pass-thru rear release mechanisms will be completely enclosed by the lock housing and accessible only when the rear door is open. Provide engagement points for the anti-pry tabs that are on all front doors.
0. Exposed lock mechanisms that can snag evidence and be obstructed by stored articles will not be permitted.
3. Welded Bases:
1. Each welded base shall be permanently affixed to each locker using modern Inert Gas Metal Arc Welding techniques for lateral unit stability.  The base shall be a minimum of 14 gage (1.98MM) steel 4 inches (101MM) high with a 1.5 inch (38MM) return on the bottom for support. 
1. Provide four 0.375 inch (9.5MM) mounting holes and four 0.375 inch (9.5MM) nuts welded in place for the mounting of floor levelers. Provide four appliance levelers per locker.
1. Provide removable access panels for access to mounting holes and leveling points.
3. Shelves:
2. Shall be a single-piece formed from a minimum of 18-gage (1.21MM) cold rolled steel with a double 90-degree bend on the rear of the shelf and a double 90-degree bend on the front of the shelf.  Shelf sides shall be turned up 90-degrees for ease of cleaning and to prevent debris from becoming caught between the shelf and the sidewall.
2. All shelves shall be welded into place. Rivets, screws, bolts or other loose fasteners will not be permitted for the fastening of shelves to the locker frame. 
3. Locks:
3. Patent Pending. Lock shall be push button locking with a stainless-steel push button and alignment bezel. Locks shall be a one-piece removable design. Locks will secure the door with the single push of a button with no other action required by the user.
3. Locks will be deadbolt type locks with multi-point engagement. Rotary latches or cam locks will not be tolerated.
3. Pass-thru locks will be reset from the rear of the locker when the rear door is in the open position only.
3. Provide documentation for cycle testing where locks are tested successfully to a minimum 40,000 cycles without failure. 
3. Locks shall be pre-lubricated with no maintenance required for the lifetime of the unit (estimated at 20 years).
3. One Piece Welded Doors:
4. Shall be formed from two pieces of minimum 18-gauge (1.2MM) cold rolled steel box formed and welded together using modern GMAW techniques. The one piece door with inner and outer door skins shall have a combined steel thickness of no less than 0.096 inches (2.4MM) thick.
4. Each door shall have a nickel plated, flush mounted door handle installed with fasteners visible only in the unlocked position.
4. Provide neoprene silencers on each door.
4. Provide anti-pry tabs that engage with the Center Vertical Lock Housing when the door is locked. 
4. Doors shall have no moving parts except the door and the hinge.
4. Provide stainless steel spring loaded hinges that are welded to prevent pin removal. Spring loaded hinges shall be capable of holding the door closed and flush with the door frame. Doors that hang ajar are a safety concern and will not be tolerated.
3. Rear Doors (Pass-thru lockers)
5. Shall be formed from two pieces of minimum 18-gauge (1.2MM) cold rolled steel box formed and welded together using modern Inert Gas Metal Arc Welding techniques. The one piece door with inner and outer door skins shall have a combined steel thickness of no less than 0.096 inches (2.4MM) thick.
5. Each locker module shall have one rear door each and allow evidence to be removed from all compartments at once.
5. Each rear door shall have multi-point engagement with a built-in L handle lock. Access to all lock mechanisms shall be hidden behind cover plates that are secured with tamperproof fasteners. 		
3. ACCESSORIES:
6. Security mail slots: Provide manufacturer’s standard.
6. Mesh rear doors: Provide manufacturer’s standard.
6. Front door lock out system: Provide manufacturer’s standard.
3. FABRICATION
4. General: Coordinate fabrication and delivery to ensure no delay in progress of the Work.
3. FINISHES
5. Colors:  Selected from manufacturer’s standard available colors. 
1. 
1. Paint Finish: Provide factory applied electrostatic powder coat paint. Meet or exceed specifications of the American Society for Testing and Materials (ASTM) standards.EXECUTION
5. EXAMINATION
0. Examine evidence lockers scheduled to receive accessories [with Installer present] for compliance with requirements for installation tolerances and other conditions affecting performance of specified accessory items.
0. Proceed with accessory installation only after unsatisfactory conditions have been corrected.
5. INSTALLATION
1. General: Follow manufacturer’s written instructions for installation of each type of accessory item specified.
5. FIELD QUALITY CONTROL
2. Verify accessory unit alignment and plumb after installation. Correct if required following manufacturer’s instructions.
2. Remove components that are chipped, scratched, or otherwise damaged and that do not match adjoining work.  Replace with new matching units, installed as specified and in manner to eliminate evidence of replacement.
5. ADJUSTING
3. Adjust all accessories to provide smoothly operating, visually acceptable installation.
5. CLEANING
4. Immediately upon completion of installation, clean components and surfaces.  Remove surplus materials, rubbish and debris resulting from installation upon completion of work and leave areas of installation in neat, clean condition.
5. DEMONSTRATION/TRAINING
5. Schedule and conduct demonstration of installed accessory items and features with Owner's personnel.
5. Schedule and conduct maintenance training with Owner's maintenance personnel. Training session should include lecture and demonstration of all maintenance and repair procedures that end user personnel would normally perform.
5. PROTECTION
6. Protect system against damage during remainder of construction period.  Advise Owner of additional protection needed to ensure that system will be without damage or deterioration at time of substantial completion.
END OF SECTION
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MOBILE STORAGE SYSTEM (Mechanically-assisted) Room 156
1. GENERAL
6. DESCRIPTION OF WORk
0. Submission of a Bid is considered evidence Contractor has examined Drawings and is fully informed with all Project and Site conditions, and is proficient and experienced and knowledgeable of all standards, codes, ordinances, permits, and regulations that affect completion, cost and time required, and that all costs are included in their Bid.
0. The City of Battle Creek is in the process of building a new police department headquarters.   The project is  approximately  48,000  square  foot,  two  story  police  department  with  a  class  B occupancy.  The building is constructed of block, steel, hollow plank with a TPO roof.  Work Includes: all labor, materials, and equipment, tools, supervision, including all incidental and related items necessary to complete installation.
6. DEFINITIONS
1. The “Contractor” as referred to in these specifications, shall be the bidder whose bid is eventually chosen as the winner
1. The “Owner” as referred to in these specifications, shall be the City of Battle Creek and its representatives.
1. The Owner shall approve all equals, equivalents, or alternates prior to ordering or installation.  Without approval, deviation from the products listed in the specifications and on the drawings, shall be presumed to be nonconforming and shall be removed and replaced at the direction of the Owner and at the Contractor’s expense.
6. RELATED DOCUMENTS
2. The Contractor shall fully read the contract documents including the detailed specifications, and the detailed drawings.
2. Architectural drawings: S100, A101, A102, A604, A701
2. Schedule
2. Layout: Evidence Room 156 Layout, Evidence Room 156 Elev
2. No additional compensation shall be made for any portion of the project, that the Contractor did not know of or understand prior to providing the bid response.
6. WORK RESTRICTIONS
3. General: Comply with restrictions on construction operations.
0. Comply with limitations  on  use  of  public  streets  and  with  other  requirements  of authorities having jurisdiction.
3. On-Site Work Hours: Limit work in the existing building to normal business working hours of 7 a.m. to 5 p.m., Monday through Friday, unless otherwise indicated.
1. Weekend Hours: With prior approval by Site Construction Manager
1. Early Morning Hours: Not before 7 am
1. Hours for Utility Shutdowns: None
3. Must wear hard hats, safety glasses and high visibility vest or shirt while on-site.
3. Daily site cleanup required
3. All work areas shall be cleaned at the end of each day. All debris shall be cleaned and removed from the site and disposed of in the approved container for the site.
3. All equipment shall be moved out of common areas and stored in the Contractor’s lay down area, or in other approved storage locations on site
3. Any work that is low hanging, or may otherwise impede the general use of the space, and cannot be removed, shall be flagged and cordoned off by the Contractor.
3. All materials shall be secured when not in use by the Contractor. It shall be the Contractor’s responsibility to secure all equipment including all material to be installed as part of the contract.  No changes shall be made to the contract due to loss or theft of equipment and materials not officially accepted by the Owner.
6. SUMMARY
4. This Section includes the following:

0. Mechanically assisted, carriage mounted high-density mobile storage units, support rails, fabrication, and installation.   The drawing attached represents the capacity requirements.  If the capacity cannot be achieved as noted on the drawing, vendor is responsible for bringing this to the attention of the owner as part of the proposal document.  

0. Aisle Widths: Minimum high-density shelving aisle width between carriages shall be no less than shown on drawing.
4. Related Work, Not Furnished:
1. Structural floor system capable of supporting live and dead loads required by prevailing building codes, including rolling loads of storage units to be installed.
1. Finish floor covering materials and installation on raised floors and ramps or when on concrete with recessed rail installation.
4. Bid Alternates: Powered mobile units
6. REFERENCES
Use the first reference paragraph only when cantilever shelves are specified.
5. American National Standards Institute (ANSI) Standards:
0. Applicable standards for fasteners used for assembly.
5. American Society for Testing and Materials (ASTM) Standards:
1. Applicable standards for steel materials used for fabrication. 
5. American Institute of Steel Construction (AISC) Standards:
2. Applicable standards for steel materials used for fabrication. 
6. SYSTEM DESCRIPTION
6. General: The system consists of storage units mounted on manufacturer’s track-guided carriages to form a compact storage system. System design permits access to any single aisle by manually moving units until the desired aisle is opened. The carriage/rail system provides uniform carriage movement along the total length of travel, even with unbalanced loads.
6. Carriage System Design and Features: The carriage system consists of a formed structural steel frame with machined and balanced wheels riding on unleveled steel rails [recessed] mounted to the floor.  Rails shall be types selected by the manufacturer to ensure smooth operation and self-centering of mobile storage units during travel without end play or binding.  Rail types, quantities and spacing shall be selected by the manufacturer to suit installation conditions and requirements. All bearings used in the drive mechanism shall be permanently shielded and lubricated.
6. Movement Controls: Triple arm operating wheels with rotating hand knobs shall be provided on the accessible (drive) ends of shelf units, centered on the stanchion, located approximately 40 inches (1051MM) from the base of each unit to permit units to be moved to create a single aisle opening. Turning the handle transmits power through chain drive to drive wheels on each carriage.  
6. Drive System: The system shall be designed with a positive type mechanically-assisted drive that minimizes end play, ensures there is no play in the drive handle, and that carriages will stop without drifting.
3. System shall include a chain sprocket drive system for each movable carriage to ensure that carriages move uniformly along the total length of travel, even with unbalanced loads. All system components shall be selected to ensure a smooth, even movement along the entire carriage length. Drive system gearing shall be designed to permit 1 lb. of force applied to the drive handle to move a minimum of 4,000 lbs. of load. 
3. A tensioning device shall be provided on each chain drive with provision for adjusting tension without removing stanchion covers.
3. All bearings used in the drive mechanism shall be permanently shielded and lubricated.
6. Safety Features: 
4. Color-coded visual indicators shall provide verification that carriages are in a locked or unlocked mode.
4. A single safety lock button, mounted on each operating wheel hub, will permit moving a carriage in either direction to create a new access aisle when pulled out (unlocked), or locking the carriage when pushed in.
6. Finishes: 
5. Fabricated Metal Components and Assemblies: Manufacturer’s standard powder coat paint finish.
6. PERFORMANCE REQUIREMENTS
7. Design Requirements:
0. Limit overall height to 126 inches 3200 MM.
7. Ease of Movement: Provide mechanically assisted units capable of being moved by exerting a maximum horizontal force of 5 -10 pounds on the operating wheel.
6. SUBMITTALS
0. Submittals due with proposal, failure to do so will be cause for disqualification
8. Product Data: Submit manufacturer's product literature and installation instructions for each type of shelving, track and installation accessory required.  Include data substantiating that products to be furnished comply with requirements of the contract documents.
8. Shop Drawings: Show fabrication, assembly, and installation details including descriptions of procedures and diagrams.  Show complete extent of installation layout including clearances, spacings, and relation to adjacent construction in plan, elevation, and sections. Indicate clear exit and access aisle widths; access to concealed components; assemblies, connections, attachments, reinforcement, and anchorage; and deck details, edge conditions, and extent of finish flooring within area where units are to be installed.
2. Show installation details at non-standard conditions. Furnish floor layouts, technical and installation manuals for every unit shipment with necessary dimensions for rail layout and system configuration at the project site. Include installed weight, load criteria, furnished specialties, and accessories.
2. Provide layout, dimensions, and identification of each unit corresponding to sequence of installation and erection procedures.  Specifically include the following:
1. Location, position and configuration of tracks on all floors.
1. Plan layouts of positions of carriages, including all required clearances.
1. Details of shelving, indicating method and configuration of installation in carriages.
2. Provide location and details of anchorage devices to be embedded in or fastened to other construction.
2. Provide installation schedule and complete erection procedures to ensure proper installation.
8. Samples: Provide example of each color and texture on actual substrate for each component to remain exposed after installation.
8. Selection Samples: For initial selection of colors and textures, submit manufacturer's color charts consisting of actual product pieces, showing full range of colors and textures available.
8. Warranty:  Submit draft copy of proposed warranty for review by the owner’s representative. This warranty shall be in addition to and not a limitation of other rights the owner may have against the contractor under contract.
8. Maintenance Data: Provide in form suitable for inclusion in maintenance manuals for mobile storage units. Data shall include operating and maintenance instructions, parts inventory listing, purchase source listing, emergency instructions, and related information.
6. Submit manufacturer's instructions for proper maintenance materials and procedures.
6. Submit manufacturer's printed instructions for maintenance of installed work, including methods and frequency recommended for maintaining optimum condition under anticipated use conditions. Include precautions against using materials and methods that may be detrimental to finishes and performance.
8. Reference List: Provide a list of recently installed mobile storage units. Intent of list is to aid in verifying the suitability of manufacturer's products and comparison with materials and product specified in this section.
 <Question the inclusion of the above paragraph in a technical specification section; it really belongs  in bidding qualification requirements.  It would be O.K. to leave it in on the chance that a writer not under control of Spacesaver might leave it out of their bidding requirements..>
6. QUALITY ASSURANCE
9. Manufacturer Qualifications: Engage an experienced manufacturer who is ISO 9001 certified for the design, production, installation and service of carriage mounted high-density mobile storage units and support rails.  Furnish certificate attesting manufacturer’s ISO 9001 quality system registration.
0. Manufacturer must be ISO 9001:2008 certified for a minimum of 5 years.  Certification from ISO required with proposal.  Other ISO certifications not acceptable.  Or submit entire detailed manufacturer’s quality control program.
0. Manufacturer must have a local dedicated Area Contractor / Dealer / Distributor actively servicing the location, with a proven track record of installing and servicing the manufacturers mechanical operated high-density storage systems.    
0. Submit documentation outlining the manufacturer’s servicing Area Contractor/ Dealer/ Distributor’s long-term commitment to the area, confirming that Area Contractor/ Dealer/ Distributor has the business plan, and financial strength to continue to service the high density storage system installation over its service life.   
9. Installer Qualifications: Engage an experienced installer who is a manufacturer's authorized representative for the specified products for installing carriages and anchoring shelving units to carriages.
1. Minimum Qualifications: 2-year experience installing systems of comparable size and complexity to specified project requirements.
1. Guaranteed 24-hour service response time.
6. DELIVERY, STORAGE AND HANDLING
10. Follow manufacturer’s instructions and recommendations for delivery, storage and handling requirements.
6. PROJECT CONDITIONS
11. Field Measurements: Verify dimensions before fabrication. Indicate verified measurements on Shop Drawings.  Coordinate fabrication and delivery to ensure no delay in progress of the Work.
11. Established Dimensions: Where field measurements cannot be made without delaying the Work, establish dimensions and proceed with fabricating mobile storage units.  Coordinate construction to ensure actual dimensions correspond to established dimensions.
6. SEQUENCING AND SCHEDULING
12. Sequencing: Coordinate storage shelving system installation with other work to minimize possibility of damage and soiling during remainder of construction period.
12. Scheduling: Plan installation to commence after finishing operations, including painting have been completed. 
12. Built-In Items: Provide components that must be built in at a time that causes no delays general progress of the Work.
12. Pre-installation Conference: Schedule and conduct conference on project site to review methods and procedures for installing mobile storage units including, but not limited to, the following:
3. Review project conditions and levelness of flooring and other preparatory work performed under other contracts.
3. Review and verify structural loading limitations.
3. Recommended attendees include:
2. Owner's Representative.
2. Prime Contractor or representative.
2. Manufacturer's representative.
2. Subcontractors or installers whose work may affect, or be affected by, the work of this section.
6.  Warranty
13. Provide a written warranty, executed by Contractor, Installer, and Manufacturer, agreeing to repair or replace units that fail in materials or workmanship within the established warranty period.  This warranty shall be in addition to, and not a limitation of, other rights the Owner may have under General Condition’s provisions of the Contract Documents.
13. Warrant the entire movable compact shelving installation against defects in materials and workmanship for a period of one year from date of acceptance by the Owner.
1. PRODUCTS
7. MANUFACTURERS
0. General: Products are based upon mobile shelving system products.
7. BASIC MATERIALS
1. General: Provide materials and quality of workmanship that meet or exceed established industry standards for products specified. Material thicknesses/gauges are manufacturer’s option unless indicated otherwise.
7. MANUFACTURED COMPONENTS
2. Rails: 
0. RECESSED MOUNT: Rail shall be 4140 steel bar 4.00” (101.6mm) wide x 3/8” (9.5mm) high with black zinc finish. Rail shall disperse the wheel point loads to structural slab. Rail shall have two permanently mounted floor anchors maximum 15” (381mm) on center. Rail shall be installed recessed into concrete slab, flush to top of concrete slab, and laid in a manor such that rail joints are staggered across all adjacent rail runs. Rail and carriage design allows concrete slab to be unleveled at the following maximum variation of 3/16” (4.8mm) over any 2’ (0.6m) rail run and 1/4” (6.4mm) maximum variation over any 10’ (3.04m) rail run.
2. Carriages:
1. Assembled structural steel carriage base will have a minimum capacity of 7,000 lbs. (3,175 kg)  Each wheel assembly shall be equipped with two wheels, minimum 5” (127mm) diameter steel wheels. Wheels are equipped with two permanently lubricated and shielded radial ball bearings. Wheel capacity 3,500 lbs (1,587kg) each. Wheels have solid steel axles of 1” in (25.4mm) diameter. Wheels shall be dual flange, all wheel guided. All carriage sections between wheel assemblies have integral cross bracing to maintain accepted tolerances for function of systems. Side profiles shall provide and maintain wheel assembly alignment and squareness. These profiles shall be pre-drilled at the factory but are bolted, and assembled on the job site as integral carriage members.
1. Structural steel side profiles shall be minimum 5.084” (129mm) high, 10 gauge (2.5mm).
1. Finish shall be powder coat paint. 
1. Provide manufacturer's design movable carriages fabricated or bolted steel construction.  Galvanized structural components and/or riveted carriages are unacceptable.
2. Drive / Guide System:
2. Design: Provide drive system that prevents carriage whipping, binding and excessive wheel/rail wear under normal operation.
0. If line shafts are used, all wheels on one side of carriage shall drive.
0. If synchronized drives are used, a minimum of one wheel assembly driving both sides of carriage at center location required. Drive shaft shall exhibit no play or looseness over the entire length of that assembly.
2. Shafts: Solid steel tube.
2. Shaft Connections: Secured couplings.
2. Bearing Surfaces: Provide rotating load bearing members with ball or roller bearings. Provide shafts with pillow block or flanged self-aligning type bearings.
2. Accessories (provide as bid alternate as necessary):
3. B-Rail w/Floor and ramp: Provides leveled rail.
3. L-Rail w/floor and ramp (dual flange only) Provides leveled rail.
3. BAT w/Floor and ramp: Provides leveled rail.
3. T-Rail w/ or w/o Floor & Ramp: Provides leveled rail.
7. FABRICATION
3. General: Coordinate fabrication and delivery to ensure no delay in progress of the Work.
3. Wheels: Provide precision machined and balanced units with permanently shielded and lubricated bearings.
3. Shelving, Supports and Accessories: See individual descriptions in “Shelving” paragraphs.
7. SHELVING / RACK – see diagram
7. FINISHES
5. Colors:  Owner’s representative will select from manufacturer’s standard available colors.
5. Paint Finish: Provide factory applied electrostatic powder coat paint.  
5. Finish is to be archive quality, non-reactive, solvent-free, baked polyester powder coating and will have no potential off-gassing
5. Solvent based wet-spray paint finishes on any components in the entire installation are unacceptable.  
Describe optional (Additional cost) finishes below, or delete paragraph.
1. EXECUTION
8. EXAMINATION
0. Examine floor surfaces with Installer present for compliance with requirements for installation tolerances and other conditions affecting performance of mobile storage units.
0. Verify that building structural system is adequate for installing mobile storage units at locations indicated on approved shop drawings.
1. In new construction, ensure that recesses for rails in floors are at proper spacing and depths.
0. Verify that intended installation locations of mobile storage units will not interfere with nor block established required exit paths or similar means of egress once units are installed. 
0. Prepare written report, endorsed by Installer, listing conditions detrimental to proper performance of mobile storage units, once installed.
0. Proceed with installation only after unsatisfactory conditions have been corrected. 
8. INSTALLATION
1. Rails:
0. Install rail.

0. Permanently attach shelving units to carriages.  Stabilize shelving units to comply with mobile storage unit manufacturer’s written requirements.  Reinforce shelving units to withstand the stress of movement where required and specified.

0. Install mobile storage systems, shelving, track, floors, and accessories after finishing operations, including painting have been completed.  Install system to comply with final layout drawings, in strict compliance with manufacturer’s printed instructions.  Position unit’s level, plumb; at proper location relative to adjoining units and related work.

0. Field Quality Control:  Remove and replace components that are shipped, scratched, or otherwise damaged and that do not match adjoining work.  Provide new matching units, installed as specified and in manner to eliminate evidence of replacement.

0. Adjust:  Adjust components and accessories to provide smoothly operating, visually acceptable installation.

0. Cleaning: Immediately upon completion of installation, clean components and surfaces.  Remove surplus materials, rubbish and debris resulting from installation upon completion of work and leave areas of installation in neat, clean condition.

0. Protection: Protect system against damage during remainder of construction period.  Advise Owner of additional protection needed to ensure that system will be without damage or deterioration at time of substantial completion
8. FIELD QUALITY CONTROL
2. Verify shelving/racking unit alignment and plumb after installation. Correct if required following manufacturer’s instructions.
2. Remove components that are chipped, scratched, or otherwise damaged and that do not match adjoining work.  Replace with new matching units, installed as specified and in manner to eliminate evidence of replacement.
8. ADJUSTING
3. Adjust components and accessories to provide smoothly operating, visually acceptable installation.
8. CLEANING
4. Immediately upon completion of installation, clear components and surfaces.  Remove surplus materials, rubbish and debris resulting from installation upon completion of work and leave areas of installation in neat, clean condition.
8. DEMONSTRATION/TRAINING
5. Schedule and conduct demonstration of installed equipment and features with Owner's personnel.
5. Schedule and conduct maintenance training with Owner's maintenance personnel. Training session should include lecture and demonstration of all maintenance and repair procedures that end user personnel would normally perform.
8. PROTECTION
6. Protect system against damage during remainder of construction period.  Advise Owner of additional protection needed to ensure that system will be without damage or deterioration at time of substantial completion.
You could use pre-printed schedules and simply add them as last page.  Just keep 3.8 Paragraph and add subparagraph: “A. Equipment Schedules, See next page.” or similar wording.
END OF SECTION


[bookmark: _Toc494898103]SECTION VII – DAVIS BACON WAGES

General Decision Number: MI170079 08/18/2017  MI79
Superseded General Decision Number: MI20160079
State: Michigan
Construction Type: Building
County: Calhoun County in Michigan.

BUILDING CONSTRUCTION PROJECTS (does not include single-family homes or apartments up to and including 4 stories).

Note: Under Executive Order (EO) 13658, an hourly minimum wage of $10.20 for calendar year 2017 applies to all contracts subject to the Davis-Bacon Act for which the contract is awarded (and any solicitation was issued) on or after January 1, 2015. If this contract is covered by the EO, the contractor
must pay all workers in any classification listed on this wage determination at least $10.20 (or the applicable wage rate listed on this wage determination, if it is higher) for all hours spent performing on the contract in calendar year 2017. The EO minimum wage rate will be adjusted annually. Additional information on contractor requirements and worker protections under the EO is available at www.dol.gov/whd/govcontracts.

Modification Number     Publication Date
          0              01/06/2017
          1              04/21/2017
          2              07/14/2017
          3              07/28/2017
          4              08/18/2017

 ASBE0047-002 07/01/2016

                                  Rates          Fringes

ASBESTOS WORKER/HEAT & FROST INSULATOR........................$ 30.22            16.48
----------------------------------------------------------------
 BOIL0169-001 01/01/2016

                                  Rates          Fringes

BOILERMAKER......................$ 33.88            30.39
----------------------------------------------------------------
 BRMI0009-031 08/01/2016

                                  Rates          Fringes

BRICKLAYER.......................$ 27.69            16.93
TILE FINISHER....................$ 21.79            11.04
TILE SETTER......................$ 23.04            12.39
----------------------------------------------------------------
 CARP0525-003 06/01/2017

                                  Rates          Fringes

CARPENTER, Includes Acoustical Ceiling  Installation, Drywall   Hanging, and Form Work...$ 22.15            19.30
----------------------------------------------------------------
 CARP1102-001 06/01/2017

                                  Rates          Fringes

MILLWRIGHT.......................$ 25.24            24.54
----------------------------------------------------------------
 ELEC0445-011 05/30/2016

                                  Rates          Fringes

ELECTRICIAN......................$ 31.00            18.18
----------------------------------------------------------------
 ENGI0324-002 06/01/2017

                                  Rates          Fringes

OPERATOR:  Power Equipment  
     GROUP 1.....................$ 37.58            23.30
     GROUP 2.....................$ 34.28            23.30
     GROUP 3.....................$ 31.63            23.30
     GROUP 4.....................$ 29.92            23.30
     GROUP 5.....................$ 29.92            23.30
     GROUP 6.....................$ 24.06            23.30
     GROUP 7.....................$ 21.58            23.30

FOOTNOTES: 
  Crane operator with main boom and jib 300' or longer: $1.50  per hour above the group 1 rate.
  Crane operator with main boom and jib 400' or longer: $3.00  per hour above the group 1 rate.

PAID HOLIDAYS: New Year's Day, Memorial Day, Fourth of  July, Labor Day, Thanksgiving Day and Christmas Day.
  
  POWER EQUIPMENT OPERATOR CLASSIFICATIONS    
  
  GROUP 1: Crane operator with main boom and jib 400', 300', or  220' or longer.
GROUP 2: Crane operator with main boom and jib 140' or  longer, tower crane, gantry crane, whirley derrick
  GROUP 3: Backhoe/Excavator/Trackhoe; Crane; Concrete Pump;   Grader/Blade; Highlift; Hoist; Loader; Roller; Scraper;   Stiff Leg Derrick; Trencher
  GROUP 4: Bobcat/Skid Loader; Broom/Sweeper; Fork Truck (over  20' lift)
  GROUP 5: Boom Truck (non-swinging)
GROUP 6: Fork Truck (20' lift and under for masonry work) 
  GROUP 7: Oiler
IRON0340-002 06/01/2015

                                  Rates          Fringes

IRONWORKER, REINFORCING AND   STRUCTURAL.......................$ 21.68            24.37
----------------------------------------------------------------
 LABO0355-022 06/01/2016

                                  Rates          Fringes
LABORER  
     Common or General; Grade 
     Checker; Mason Tender - 
     Brick; Mason Tender - 
     Cement/Concrete; 
     Sandblaster.................$ 20.09            12.85
     Pipelayer...................$ 20.34            12.85
----------------------------------------------------------------
* PAIN0312-002 06/01/2017

                                  Rates          Fringes

PAINTER:  Brush and Roller.......$ 23.72            12.52
PAINTER:  Drywall   
Finishing/Taping.................$ 23.72            12.52
PAINTER:  Spray..................$ 24.92            12.52
----------------------------------------------------------------
 PLAS0016-007 04/01/2014

                                  Rates          Fringes

PLASTERER........................$ 21.18            12.43
----------------------------------------------------------------
 PLUM0333-006 06/01/2017

                                  Rates          Fringes

PIPEFITTER, Includes HVAC   Pipe and Unit Installation.......$ 35.89            21.13
PLUMBER, Excludes HVAC Pipe   and Unit Installation............$ 35.89            21.13

FOOTNOTE:   
  Paid Holidays: Memorial Day, Independence Day and Labor Day,  if the employee works the work day receding and following the holiday unless proven illness or injury prevents the employee from working.
----------------------------------------------------------------
 ROOF0070-002 06/01/2017

                                  Rates          Fringes

ROOFER...........................$ 27.80            13.79
----------------------------------------------------------------
 SFMI0669-001 04/01/2017

                                  Rates          Fringes

SPRINKLER FITTER (Fire Sprinklers)......................$ 34.87            15.84
----------------------------------------------------------------
 SHEE0007-004 05/01/2014

                                  Rates          Fringes

SHEET METAL WORKER (Including  HVAC Duct Installation;  Excluding HVAC System  Installation)....................$ 27.82            19.55
----------------------------------------------------------------
  SUMI2011-004 02/01/2011

                                  Rates          Fringes
CEMENT MASON/CONCRETE FINISHER...$ 25.23             1.80
  IRONWORKER, ORNAMENTAL...........$ 18.48             7.93
  LABORER:  Landscape &   Irrigation.......................$ 10.38             0.50
  OPERATOR:  Bulldozer.............$ 19.68             6.64
  OPERATOR:  Compactor.............$ 17.68             6.70
  OPERATOR:  Tractor...............$ 19.10             8.48
  TRUCK DRIVER, Includes Dump   and Tandem Truck.................$ 17.26            11.42
  TRUCK DRIVER:  Lowboy Truck......$ 14.50             0.44
  TRUCK DRIVER:  Tractor Haul   Truck............................$ 13.57             1.18
----------------------------------------------------------------

WELDERS - Receive rate prescribed for craft performing operation to which welding is incidental.
================================================================
 Note: Executive Order (EO) 13706, Establishing Paid Sick Leave for Federal Contractors applies to all contracts subject to the Davis-Bacon Act for which the contract is awarded (and any solicitation was issued) on or after January 1, 2017.  If this contract is covered by the EO, the contractor must provide
employees with 1 hour of paid sick leave for every 30 hours they work, up to 56 hours of paid sick leave each year. Employees must be permitted to use paid sick leave for their own illness, injury or other health-related needs, including preventive care; to assist a family member (or person who is like family to the employee) who is ill, injured, or has other health-related needs, including preventive care; or for reasons resulting from, or to assist a family member (or person who is like family to the employee) who is a victim of, domestic violence, sexual assault, or stalking.  Additional information on contractor requirements and worker protections under the EO is available at www.dol.gov/whd/govcontracts.

Unlisted classifications needed for work not included within the scope of the classifications listed may be added after award only as provided in the labor standards contract clauses (29CFR 5.5 (a) (1) (ii)).
----------------------------------------------------------------
The body of each wage determination lists the classification and wage rates that have been found to be prevailing for the cited type(s) of construction in the area covered by the wage determination. The classifications are listed in alphabetical order of "identifiers" that indicate whether the particular rate is a union rate (current union negotiated rate for local), a survey rate (weighted average rate) or a union average rate (weighted union average rate).
Union Rate Identifiers

A four letter classification abbreviation identifier enclosed in dotted lines beginning with characters  other than "SU" or "UAVG" denotes that the union classification and rate were prevailing for that classification in the survey. Example: PLUM0198-005 07/01/2014. PLUM is an abbreviation identifier of
the union which prevailed in the survey for this classification, which in this example would be Plumbers. 0198 indicates the local union number or district council number where applicable, i.e., Plumbers Local 0198. The next number,005 in the example, is an internal number used in processing the wage determination. 07/01/2014 is the effective date of the most current negotiated rate, which in this example is July 1, 2014.

Union prevailing wage rates are updated to reflect all rate changes in the collective bargaining agreement (CBA) governing this classification and rate.

Survey Rate Identifiers
Classifications listed under the "SU" identifier indicate that no one rate prevailed for this classification in the survey and the published rate is derived by computing a weighted average rate based on all the rates reported in the survey for that classification.  As this weighted average rate includes all rates reported in the survey, it may include both union and non-union rates. Example: SULA2012-007 5/13/2014. SU indicates the rates are survey rates based on a weighted average calculation of rates and are not majority rates. LA indicates the State of Louisiana. 2012 is the year of survey on which these classifications and rates are based. The next number, 007 in the example, is an internal number used in producing the wage determination. 5/13/2014 indicates the survey completion date for the classifications and rates under that identifier.

Survey wage rates are not updated and remain in effect until a new survey is conducted.

Union Average Rate Identifiers

Classification(s) listed under the UAVG identifier indicate that no single majority rate prevailed for those
classifications; however, 100% of the data reported for the classifications was union data. EXAMPLE: UAVG-OH-0010 08/29/2014. UAVG indicates that the rate is a weighted union average rate. OH indicates the state. The next number, 0010 in the example, is an internal number used in producing the wage determination. 08/29/2014 indicates the survey completion date for the classifications and rates under that identifier.

A UAVG rate will be updated once a year, usually in January of each year, to reflect a weighted average of the current negotiated/CBA rate of the union locals from which the rate is based.
----------------------------------------------------------------
                   WAGE DETERMINATION APPEALS PROCESS

1.) Has there been an initial decision in the matter? This can be:

*  an existing published wage determination
*  a survey underlying a wage determination
*  a Wage and Hour Division letter setting forth a position on
   a wage determination matter
*  a conformance (additional classification and rate) ruling
On survey related matters, initial contact, including requests for summaries of surveys, should be with  the Wage and Hour Regional Office for the area in which the survey was conducted because those Regional Offices have responsibility for the Davis-Bacon survey program. If the response from this initial
contact is not satisfactory, then the process described in 2.) and 3.) should be followed.

With regard to any other matter not yet ripe for the formal process described here, initial contact should be with the Branch of Construction Wage Determinations.  Write to:

            Branch of Construction Wage Determinations
            Wage and Hour Division
            U.S. Department of Labor
            200 Constitution Avenue, N.W.
            Washington, DC 20210

2.) If the answer to the question in 1.) is yes, then an interested party (those affected by the action) can request review and reconsideration from the Wage and Hour Administrator (See 29 CFR Part 1.8 and 29 CFR Part 7). Write to:
            Wage and Hour Administrator
            U.S. Department of Labor
            200 Constitution Avenue, N.W.
            Washington, DC 20210

The request should be accompanied by a full statement of the interested party's position and by any information (wage payment data, project description, area practice material, etc.) that the requestor considers relevant to the issue.

3.) If the decision of the Administrator is not favorable, an interested party may appeal directly to the Administrative Review Board (formerly the Wage Appeals Board).  Write to:

            Administrative Review Board
            U.S. Department of Labor
            200 Constitution Avenue, N.W.
            Washington, DC 20210

4.) All decisions by the Administrative Review Board are final.

================================================================

          END OF GENERAL DECISION
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