Brand New Used Oil Transport Trailer
All exceptions to these specifications must be noted and explained in terms of performance and cost.
All bids must be good for 30 days after bid opening.
500 Gallon Double Walled Tank
 
· Tank Thickness 10 gauge 
· DOT Compliant* yes 
· Torsion Axles dual 3,500 lbs. 
· Hubs 6 bolt 
· Electric Brakes yes 
· Tires 16” 10-Ply 
· Fuel Baffles 2 
· Frame 6” 
· GVWR 7,000 lbs.
· Rear Utility Box (Optional)
· Used Oil Pump 2 way
· Fire extinguisher
· DOT Placards
· Used Oil Signage

Tank
· Double Seam Welded • 7 Gauge Steel (10 Gauge on EV500] • Up to 5 Baffles • Locking, Vented Cap • Free Flowing Tank Vent • Oil Level Gauge • 6” Drop Sump with 1/2” Drain Pumping System 25 GPM Industrial Grade 12V Pump • 20’ Of 1” Hose • 12’ Power Cables
Finish
· Dual Coat Polyurethane Paint • Standard Color Gray • LED Side and Rear Lights 
Trailer
· [bookmark: _GoBack]6” Formed Frame • Torsion Axles with EZ Lube Hubs • 16” 10-Ply Tires • Electric Brakes • Safety Chains • Conduit Wrapped Wiring Tape • DOT Safety Placards







