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PROJECT
NOTES

Know  what's  below.
          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY
COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND
POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.
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1. PRIOR TO BEGINNING CONSTRUCTION ON THIS SITE THE LOCATION OF UTILITIES MUST BE IDENTIFIED BY PRIOR TO BEGINNING CONSTRUCTION ON THIS SITE THE LOCATION OF UTILITIES MUST BE IDENTIFIED BY CALLING THE TOLL-FREE TENNESSEE ONE CALL REFERENCE NUMBER 1-800-351-1111.   2. ALL CONSTRUCTION ON THIS SITE SHALL COMPLY WITH APPLICABLE REGULATIONS AS SPECIFIED BY THE CITY ALL CONSTRUCTION ON THIS SITE SHALL COMPLY WITH APPLICABLE REGULATIONS AS SPECIFIED BY THE CITY CITY OF ADAMS AND THE STATE OF TENNESSEE.   AND THE STATE OF TENNESSEE.  3. THE BOUNDARY SURVEY SHOWN HEREON WAS TAKEN FROM A SURVEY BY BLUE RIDGE SURVEYING SERVICES OF THE BOUNDARY SURVEY SHOWN HEREON WAS TAKEN FROM A SURVEY BY BLUE RIDGE SURVEYING SERVICES OF  BLUE RIDGE SURVEYING SERVICES OF OF GALLATIN, TN, DATED 09/29/2022. , DATED 09/29/2022. 09/29/2022. . 4. ACCORDING TO MAP 47147C0180C, DATED 04/16/2008, THIS SITE IS NOT IN A FLOOD HAZARD AREA. ACCORDING TO MAP 47147C0180C, DATED 04/16/2008, THIS SITE IS NOT IN A FLOOD HAZARD AREA. MAP 47147C0180C, DATED 04/16/2008, THIS SITE IS NOT IN A FLOOD HAZARD AREA. , THIS SITE IS NOT IN A FLOOD HAZARD AREA. NOT IN A FLOOD HAZARD AREA.  A FLOOD HAZARD AREA. 5. SITE CONSTRUCTION WILL BEGIN FOLLOWING PLAN APPROVAL BY THE CITY OF SPRINGFIELD.SITE CONSTRUCTION WILL BEGIN FOLLOWING PLAN APPROVAL BY THE CITY OF SPRINGFIELD.CITY OF SPRINGFIELD.
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CITY OF ADAMS 7617 HIGHWAY 41 N ADAMS, TENNESSEE

AutoCAD SHX Text
BENCHMARK "1" SURVEY NAIL SET IN THE ASPHALT SHOULDER OF HIGHWAY 41 N (STATE ROUTE 11) N: 820345.06 820345.06 E: 1655673.78 1655673.78 ELEVATION = 550.66' 550.66' BENCHMARK "2" SURVEY NAIL SET IN THE GRASS OF NORTH COMMERCE ST AND MAPLE ST N: 821302.45 821302.45 E: 1656068.20 1656068.20 ELEVATION = 565.70' 565.70' BENCHMARK "3" SURVEY NAIL SET IN THE GRASS OF THE CSX RAILROAD R.O.W. N: 820752.00 820752.00 E: 1654169.48 1654169.48 ELEVATION = 541.98'541.98'
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1. TOPSOIL SHALL BE STRIPPED FROM ALL CUT AND FILL AREAS, STOCKPILED AND REDISTRIBUTED OVER GRADED TOPSOIL SHALL BE STRIPPED FROM ALL CUT AND FILL AREAS, STOCKPILED AND REDISTRIBUTED OVER GRADED AREAS TO A MINIMUM DEPTH OF 6 INCHES. MAKE STOCKPILES FREE DRAINING AND PROVIDE EROSION AND SEDIMENTATION CONTROLS AROUND STOCKPILES. 2. ALL GRADED AREAS SHALL BE SEEDED AND MULCHED WITHIN 14 DAYS AFTER GRADING IS COMPLETED. ALL GRADED AREAS SHALL BE SEEDED AND MULCHED WITHIN 14 DAYS AFTER GRADING IS COMPLETED. 3. CONSTRUCT TEMPORARY EROSION CONTROL AS SHOWN ON THE DRAWINGS PRIOR TO BEGINNING GRADING CONSTRUCT TEMPORARY EROSION CONTROL AS SHOWN ON THE DRAWINGS PRIOR TO BEGINNING GRADING OPERATIONS. 4. ALL DRAINAGE STRUCTURES, PIPES WITHIN THE LIMITS OF CONSTRUCTION, AND DETENTION PONDS SHALL HAVE ALL DRAINAGE STRUCTURES, PIPES WITHIN THE LIMITS OF CONSTRUCTION, AND DETENTION PONDS SHALL HAVE SEDIMENT REMOVED PRIOR TO FINAL ACCEPTANCE. 5. THE GRATE ELEVATIONS FOR CURB INLETS ARE GIVEN TO THE CENTER OF THE INLETS AT THE FACE OF CURB. THE GRATE ELEVATIONS FOR CURB INLETS ARE GIVEN TO THE CENTER OF THE INLETS AT THE FACE OF CURB. THE GRATES SHALL SLOPE LONGITUDINALLY WITH THE PAVEMENT GRADE. ADJUST THE CASTING TO FALL ALONG THE CURB LINE. 6. THE CONTRACTOR SHALL VERIFY THE EXACT LOCATION OF ALL EXISTING UTILITIES, PROTECT UTILITIES TO REMAIN, THE CONTRACTOR SHALL VERIFY THE EXACT LOCATION OF ALL EXISTING UTILITIES, PROTECT UTILITIES TO REMAIN, AND REPAIR CONTRACTOR-CAUSED DAMAGE ACCORDING TO LOCAL STANDARDS AT CONTRACTOR'S EXPENSE. 7. NOTIFY LOCAL UTILITY LOCATOR SERVICE OF INTENDED EXCAVATION/UTILTY TRENCHING OPERATIONS. NOTIFY LOCAL UTILITY LOCATOR SERVICE OF INTENDED EXCAVATION/UTILTY TRENCHING OPERATIONS. 8. IN THE EVENT OF ANY DISCREPANCIES FOUND IN THE DRAWINGS OR IF PROBLEMS ARE ENCOUNTERED DURING IN THE EVENT OF ANY DISCREPANCIES FOUND IN THE DRAWINGS OR IF PROBLEMS ARE ENCOUNTERED DURING CONSTRUCTION, THE CONTRACTOR SHALL NOTIFY THE ENGINEER BEFORE PROCEEDING WITH THE WORK. 9. THE CONTRACTOR SHALL GIVE ALL NECESSARY NOTICES AND OBTAIN ALL PERMITS. THE CONTRACTOR SHALL GIVE ALL NECESSARY NOTICES AND OBTAIN ALL PERMITS. 10. SPOT ELEVATIONS AND CONTOURS REPRESENT PROPOSED FINISHED GRADE AND TOP OF FINISHED PAVEMENT. SPOT ELEVATIONS AND CONTOURS REPRESENT PROPOSED FINISHED GRADE AND TOP OF FINISHED PAVEMENT. 11. CONTRACTOR SHALL VERIFY EXISTING ELEVATIONS AND INVERTS PRIOR TO BEGINNING WORK. CONTRACTOR SHALL VERIFY EXISTING ELEVATIONS AND INVERTS PRIOR TO BEGINNING WORK. 12. EXCESS MATERIAL SHALL BE DISPOSED OF BY THE CONTRACTOR OFF THE OWNER'S PROPERTY AT NO ADDITIONAL EXCESS MATERIAL SHALL BE DISPOSED OF BY THE CONTRACTOR OFF THE OWNER'S PROPERTY AT NO ADDITIONAL COST IN A LEGAL MANNER. 13. CONTOUR LINES AND SPOT ELEVATIONS ARE THE RESULT OF A DETAILED ENGINEERING GRADING DESIGN AND CONTOUR LINES AND SPOT ELEVATIONS ARE THE RESULT OF A DETAILED ENGINEERING GRADING DESIGN AND REFLECT A PLANNED INTENT WITH REGARD TO DRAINAGE. SHOULD THE CONTRACTOR HAVE ANY QUESTIONS OF THIS INTENT OR ANY PROBLEMS WITH THE CONTINUITY OF GRADES, THE ENGINEER SHALL BE CONTACTED PRIOR TO BEGINNING WORK. 14. EXISTING MANHOLE CASTINGS TO REMAIN SHALL BE RESET TO MATCH NEW GRADE. EXISTING MANHOLE CASTINGS TO REMAIN SHALL BE RESET TO MATCH NEW GRADE. 15. ALL CURBS AND SIDEWALKS SHALL BE BACKFILLED WITH TOPSOIL, AND SEEDED AND MULCHED, UNLESS ALL CURBS AND SIDEWALKS SHALL BE BACKFILLED WITH TOPSOIL, AND SEEDED AND MULCHED, UNLESS OTHERWISE NOTED. 16. ALL PIPES UNDER PAVED AREAS SHALL BE BACKFILLED WITH CRUSHED STONE. ALL PIPES UNDER LAWN AREAS ALL PIPES UNDER PAVED AREAS SHALL BE BACKFILLED WITH CRUSHED STONE. ALL PIPES UNDER LAWN AREAS SHALL BE BACKFILLED WITH SATISFACTORY MATERIAL COMPACTED TO 95% MAXIMUM PER ASTM D698. 17. ALL STORM DRAINAGE PIPE SHALL BE CLASS III RCP UNLESS OTHERWISE NOTED. PIPE LENGTHS SHOWN ARE ALL STORM DRAINAGE PIPE SHALL BE CLASS III RCP UNLESS OTHERWISE NOTED. PIPE LENGTHS SHOWN ARE APPROXIMATE. 18. ALL CUT AND FILL SLOPES TO BE 3:1 MAXIMUM, UNLESS NOTED OTHERWISE. ALL CUT AND FILL SLOPES TO BE 3:1 MAXIMUM, UNLESS NOTED OTHERWISE. 19. SATISFACTORY TOPSOIL IS DEFINED AS SOIL BEING FREE OF SUBSOIL, CLAY LUMPS, STONES, OTHER OBJECTS SATISFACTORY TOPSOIL IS DEFINED AS SOIL BEING FREE OF SUBSOIL, CLAY LUMPS, STONES, OTHER OBJECTS OVER 1 INCH IN DIAMETER, OR CONTAMINANTS. 20. AFTER STRIPPING TOPSOIL, PROOFROLL SUBGRADE WITH A LOADED DUMP TRUCK WITH A MINIMUM WEIGHT OF 20 AFTER STRIPPING TOPSOIL, PROOFROLL SUBGRADE WITH A LOADED DUMP TRUCK WITH A MINIMUM WEIGHT OF 20 TONS. A GEOTECHNICAL ENGINEER SHOULD BE CONSULTED WITH DURING PROOFROLLS. 21. FINISH GRADES TOLERANCES ARE 0.10 FOOT ABOVE OR BELOW DESIGN ELEVATIONS. FINISH GRADES TOLERANCES ARE 0.10 FOOT ABOVE OR BELOW DESIGN ELEVATIONS. 22. MAXIMUM SLOPES IN ALL DIRECTIONS OF HANDICAP PARKING SPACES/AISLES SHALL BE 2%. MAXIMUM SLOPES IN ALL DIRECTIONS OF HANDICAP PARKING SPACES/AISLES SHALL BE 2%. 23. EARTHWORK FILL SHALL INCLUDE STRIPPING TOPSOIL AND PLACING ENGINEERED FILL IN MAXIMUM 8" COMPACTED EARTHWORK FILL SHALL INCLUDE STRIPPING TOPSOIL AND PLACING ENGINEERED FILL IN MAXIMUM 8" COMPACTED LIFTS WITH DENSITY OF 95% OF MAXIMUM PER ASTM D698. CONSULT WITH CURRENT GEOTECHNICAL REPORT. 24. AN AS-BUILT TOPOGRAPHIC SURVEY OF THE FINAL STORMWATER MANAGEMENT POND(S) AND OUTLET AN AS-BUILT TOPOGRAPHIC SURVEY OF THE FINAL STORMWATER MANAGEMENT POND(S) AND OUTLET STRUCTURE(S) SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW FOR COMPLIANCE WITH THE ORIGINAL DESIGN. THE CONTRACTOR MAY SUBMIT A PRELIMINARY TOPOGRAPHIC SURVEY TO THE ENGINEER PRIOR TO FINAL TOPSOIL APPLICATION. 25. THE STORMWATER RUNOFF CALCULATIONS ON THIS SITE HAVE BEEN PERFORMED USING THE TR-55 METHOD AND THE STORMWATER RUNOFF CALCULATIONS ON THIS SITE HAVE BEEN PERFORMED USING THE TR-55 METHOD AND RATIONAL METHOD. RAINFALL DATA WAS OBTAINED FROM NRCS USGS PROGRAM. THE DETENTION BASIN IS SIZED TO HANDLE A 2 THROUGH 100 YEAR STORM EVENTS WITHOUT OVERTOPPING THE POND. STORMWATER PIPES HAVE BEEN SIZED TO HANDLE A 25 YEAR STORM EVEN UNDER FREEFLOW CONDITIONS. 25 YEAR STORM EVEN UNDER FREEFLOW CONDITIONS.  YEAR STORM EVEN UNDER FREEFLOW CONDITIONS. 26. IF PRESENT THE WATER QUALITY FEATURES SHALL BE INSPECTED AND CLEANED PER THE APPROVED LONG TERM IF PRESENT THE WATER QUALITY FEATURES SHALL BE INSPECTED AND CLEANED PER THE APPROVED LONG TERM MAINTENANCE PLAN.  27. IF A STORMWATER QUALITY UNIT/SYSTEM IS REQUIRED ON A SITE PLAN/SUBDIVISION PLAT, THE ENGINEER OF IF A STORMWATER QUALITY UNIT/SYSTEM IS REQUIRED ON A SITE PLAN/SUBDIVISION PLAT, THE ENGINEER OF RECORD WILL BE REQUIRED TO INSPECT AND CERTIFY TO THE CONSTRUCTION/INSTALLATION OF THE FACILITY PER THE PLANS APPROVED BY THE CITY OF SPRINGFIELD. WRITTEN CERTIFICATION SHALL INCLUDE AS-BUILT CITY OF SPRINGFIELD. WRITTEN CERTIFICATION SHALL INCLUDE AS-BUILT . WRITTEN CERTIFICATION SHALL INCLUDE AS-BUILT DRAWINGS, PICTURES OF INSTALLATION AND VARIOUS ANALYSES THAT MAY BE REQUIRED BY THE STORMWATER DEPARTMENT. 28. ALL TEMPORARY AND PERMANENT BMP'S, INCLUDING DETENTION, SHALL BE INSPECTED BY THE ENGINEER OF ALL TEMPORARY AND PERMANENT BMP'S, INCLUDING DETENTION, SHALL BE INSPECTED BY THE ENGINEER OF RECORD AND CERTIFIED TO BE IN ACCORDANCE WITH THE APPROVED CONSTRUCTION PLANS PRIOR TO THE COMMENCEMENT OF WORK AND THE ISSUANCE OF AN OCCUPANCY PERMIT.
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1. THE CONTRACTOR SHALL CHECK EXISTING GRADES, DIMENSIONS, AND INVERTS IN THE FIELD AND REPORT ANY THE CONTRACTOR SHALL CHECK EXISTING GRADES, DIMENSIONS, AND INVERTS IN THE FIELD AND REPORT ANY DISCREPANCIES TO THE ENGINEER PRIOR TO BEGINNING WORK. 2. THE CONTRACTOR SHALL VERIFY THE EXACT LOCATION OF ALL EXISTING UTILITIES, INCLUDING IRRIGATION LINES, THE CONTRACTOR SHALL VERIFY THE EXACT LOCATION OF ALL EXISTING UTILITIES, INCLUDING IRRIGATION LINES, TAKE CARE TO PROTECT UTILITIES THAT ARE TO REMAIN, AND REPAIR CONTRACTOR CAUSED DAMAGE ACCORDING TO CURRENT LOCAL STANDARDS AND AT THE CONTRACTOR'S EXPENSE. COORDINATE ALL CONSTRUCTION WITH THE APPROPRIATE UTILITY COMPANY. RELOCATE IRRIGATION LINES AS NECESSARY FOR CONSTRUCTION. 3. THE CONTRACTOR SHALL COMPLY WITH ALL LOCAL CODES, OBTAIN ALL PERMITS, AND PAY ALL FEES PRIOR TO THE CONTRACTOR SHALL COMPLY WITH ALL LOCAL CODES, OBTAIN ALL PERMITS, AND PAY ALL FEES PRIOR TO BEGINNING WORK. 4. PROVIDE A SMOOTH TRANSITION BETWEEN EXISTING PAVEMENT AND NEW PAVEMENT. FIELD ADJUSTMENT OF FINAL PROVIDE A SMOOTH TRANSITION BETWEEN EXISTING PAVEMENT AND NEW PAVEMENT. FIELD ADJUSTMENT OF FINAL GRADES MAY BE NECESSARY. INSTALL ALL UTILITIES PRIOR TO INSTALLATION OF PAVEMENT. 5. THE CONTRACTOR SHALL PROTECT ALL TREES TO REMAIN, IN ACCORDANCE WITH THE SPECIFICATIONS. DO NOT THE CONTRACTOR SHALL PROTECT ALL TREES TO REMAIN, IN ACCORDANCE WITH THE SPECIFICATIONS. DO NOT OPERATE OR STORE HEAVY EQUIPMENT, NOR HANDLE, NOR STORE MATERIALS WITHIN THE DRIPLINES OF TREES OR OUTSIDE THE LIMIT OF GRADING. 6. CONCRETE WALKS AND PADS SHALL HAVE A BROOM FINISH. ALL CONCRETE SHALL BE 3,500 P.S.I. UNLESS CONCRETE WALKS AND PADS SHALL HAVE A BROOM FINISH. ALL CONCRETE SHALL BE 3,500 P.S.I. UNLESS OTHERWISE NOTED. CURB RAMPS, SIDEWALK SLOPES, AND DRIVEWAY RAMPS SHALL BE CONSTRUCTED IN ACCORDANCE WITH ALL CURRENT ADA & LOCAL REQUIREMENTS. IF APPLICABLE, THE CONTRACTOR SHALL REQUEST INSPECTION OF SIDEWALK AND RAMP FORMS PRIOR TO PLACEMENT OF CONCRETE. 7. ALL DAMAGE TO EXISTING ASPHALT PAVEMENT TO REMAIN WHICH RESULTS FROM NEW CONSTRUCTION SHALL BE ALL DAMAGE TO EXISTING ASPHALT PAVEMENT TO REMAIN WHICH RESULTS FROM NEW CONSTRUCTION SHALL BE REPLACED WITH LIKE MATERIALS AT CONTRACTOR'S EXPENSE. 8. DIMENSIONS ARE TO THE FACE OF CURB, EDGE OF CONCRETE, OR TO THE FACE OF BUILDING, UNLESS DIMENSIONS ARE TO THE FACE OF CURB, EDGE OF CONCRETE, OR TO THE FACE OF BUILDING, UNLESS OTHERWISE NOTED. 9. COORDINATES ARE FOR FACE OF BUILDINGS, CENTER LINES OF DRIVEWAYS, CENTER OF SANITARY SEWER COORDINATES ARE FOR FACE OF BUILDINGS, CENTER LINES OF DRIVEWAYS, CENTER OF SANITARY SEWER MANHOLES, AND CENTER AT FACE OF CURB ON CURB INLETS, UNLESS OTHERWISE NOTED. 10. EXCESS MATERIAL SHALL BE DISPOSED OF BY THE CONTRACTOR OFF THE OWNER'S PROPERTY AT NO ADDITIONAL EXCESS MATERIAL SHALL BE DISPOSED OF BY THE CONTRACTOR OFF THE OWNER'S PROPERTY AT NO ADDITIONAL COST IN A LEGAL MANNER. 11. MAINTAIN ONE SET OF APPROVED CONSTRUCTION DRAWINGS ON THE JOB SITE, WITH FIELD REVISIONS, FOR MAINTAIN ONE SET OF APPROVED CONSTRUCTION DRAWINGS ON THE JOB SITE, WITH FIELD REVISIONS, FOR DISTRIBUTION TO THE ENGINEER UPON COMPLETION. 12. PARKING STRIPES SHALL BE 4-INCH WHITE PAVEMENT PAINT. PARKING STRIPES SHALL BE 4-INCH WHITE PAVEMENT PAINT. 13. CONTRACTION JOINTS SHALL BE CONSTRUCTED TO A DEPTH OF AT LEAST 1/4 THE CONCRETE THICKNESS, AND CONTRACTION JOINTS SHALL BE CONSTRUCTED TO A DEPTH OF AT LEAST 1/4 THE CONCRETE THICKNESS, AND SHALL DIVIDE THE CONCRETE ROUGHLY INTO SQUARES WITH MAXIMUM 10' SEGMENTS. 14. REFER TO THE MOST CURRENT ARCHITECTURAL PLANS FOR BUILDING LAYOUT AND DIMENSIONSREFER TO THE MOST CURRENT ARCHITECTURAL PLANS FOR BUILDING LAYOUT AND DIMENSIONS
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1. THE CONTRACTOR SHALL DESIGNATE IN WRITING THE NAME AND PHONE NUMBER OF THE INDIVIDUAL THE CONTRACTOR SHALL DESIGNATE IN WRITING THE NAME AND PHONE NUMBER OF THE INDIVIDUAL RESPONSIBLE FOR EROSION AND SEDIMENT CONTROLS. 2. THE CONSTRUCTION ACTIVITY ANTICIPATED ON THIS PROJECT INCLUDES CLEARING, GRUBBING, GRADING, THE CONSTRUCTION ACTIVITY ANTICIPATED ON THIS PROJECT INCLUDES CLEARING, GRUBBING, GRADING, TOPSOILING, AND SEEDING. 3. THE PROJECT IS SUBJECT TO INSPECTION BY THE CITY AT ANY TIME AND ITEMS FOUND DEFICIENT SHALL BE THE PROJECT IS SUBJECT TO INSPECTION BY THE CITY AT ANY TIME AND ITEMS FOUND DEFICIENT SHALL BE THE CITY AT ANY TIME AND ITEMS FOUND DEFICIENT SHALL BE  AT ANY TIME AND ITEMS FOUND DEFICIENT SHALL BE IMMEDIATELY CORRECTED. THE CITY MAY STOP CONSTRUCTION OF PROPERTIES, OR ADMINISTER OTHER THE CITY MAY STOP CONSTRUCTION OF PROPERTIES, OR ADMINISTER OTHER  MAY STOP CONSTRUCTION OF PROPERTIES, OR ADMINISTER OTHER ENFORCEMENT ACTIONS AS DEFINED BY THE CITY. 4. INSPECTIONS SHALL BE CONDUCTED PER THE LATEST EDITION OF THE TDEC CONSTRUCTION GENERAL PERMIT. INSPECTIONS SHALL BE CONDUCTED PER THE LATEST EDITION OF THE TDEC CONSTRUCTION GENERAL PERMIT. SEE SECTION 3.5.8.2. 5. THE ANTICIPATED FILL MATERIAL WILL CONSIST OF ON-SITE SOIL AND/OR OFF-SITE SOIL BORROW MATERIALS. THE ANTICIPATED FILL MATERIAL WILL CONSIST OF ON-SITE SOIL AND/OR OFF-SITE SOIL BORROW MATERIALS. 6. IF REQUIRED, THE OWNER AND THE CONTRACTOR SHALL SUBMIT A NOTICE OF INTENT (NOI) TO DISCHARGE IF REQUIRED, THE OWNER AND THE CONTRACTOR SHALL SUBMIT A NOTICE OF INTENT (NOI) TO DISCHARGE CONSTRUCTION ACTIVITY STORMWATER APPLICATION TO THE LOCAL TENNESSEE ENVIRONMENTAL ASSISTANCE TENNESSEE ENVIRONMENTAL ASSISTANCE CENTER AT LEAST 30 DAYS PRIOR TO BEGINNING CONSTRUCTION. THE CONTRACTOR AND OWNER SHALL  AT LEAST 30 DAYS PRIOR TO BEGINNING CONSTRUCTION. THE CONTRACTOR AND OWNER SHALL PROVIDE (WITH THE NOI FOR THIS PROJECT) EXISTING NPDES PERMIT TRACKING NUMBERS FOR SITE WHERE BORROW MATERIAL MAY BE OBTAINED AND WHERE SPOIL MATERIAL MAY BE PLACED. SHOULD PERMITS NOT EXIST FOR BORROW AND SPOIL SITES, SEPARATE NOI'S SHALL BE PROVIDED BY THE OWNER OR CONTRACTOR. 7. IF REQUIRED, THE NOTICE OF COVERAGE (NOC) OF THE PERMIT TO DISCHARGE CONSTRUCTION ACTIVITY IF REQUIRED, THE NOTICE OF COVERAGE (NOC) OF THE PERMIT TO DISCHARGE CONSTRUCTION ACTIVITY STORMWATER SHALL BE POSTED NEAR THE CONSTRUCTION ENTRANCE. THE CONTRACTOR SHALL HAVE A SET OF APPROVED EROSION CONTROL PLANS ON SITE DURING ALL CONSTRUCTION. 8. IF REQUIRED, AN EROSION PREVENTION SILTATION CONTROL PLAN (EP&SC) AND LAND DISTURBANCE PERMIT  IF REQUIRED, AN EROSION PREVENTION SILTATION CONTROL PLAN (EP&SC) AND LAND DISTURBANCE PERMIT  SHALL BE IN PLACE PRIOR TO ANY GRADING, CLEARING AND/OR ANY OTHER CONSTRUCTION ACTIVITY. EROSION CONTROL DEVICES SHALL BE MAINTAINED THROUGHOUT THE CONSTRUCTION PERIOD; GENERALLY CONSIDERED TO BE THROUGH THE COMPLETION OF RESTORATION. IF REQUIRED, THE EP&SC PLAN ALONG WITH AN INSPECTION CHECKLIST AND STORMWATER PERMIT MUST BE AT THE PROJECT SITE AT ALL TIMES. THE INSPECTION CHECKLIST SHALL HAVE A RECORD OF DATES EP&SC DEVICES ARE INSPECTED AND ANY CORRECTION ACTION TAKEN OR MAJOR OBSERVATIONS. BMP'S MUST BE INSPECTED BY A QUALIFIED PERSON WHO HAS TAKEN AN APPROVED EROSION AND SEDIMENTATION COURSE.  9. APPROVED INLET PROTECTIONS FOR NEARBY STORM SEWER CURB AND DROP INLETS MUST BE INSTALLED PRIOR APPROVED INLET PROTECTIONS FOR NEARBY STORM SEWER CURB AND DROP INLETS MUST BE INSTALLED PRIOR TO GRADING COMMENCEMENT. 10. SILT FENCE, OR OTHER SEDIMENT BARRIERS ARE TO BE INSTALLED PROPERLY ALONG TOPOGRAPHICAL SILT FENCE, OR OTHER SEDIMENT BARRIERS ARE TO BE INSTALLED PROPERLY ALONG TOPOGRAPHICAL CONTOURS DOWN SLOPE OF THE AREA TO BE DISTURBED PRIOR TO ANY GRADING, CLEARING AND/OR ANY OTHER CONSTRUCTION ACTIVITY.  11. ALL EP&SC DEVICES ARE TO REMAIN IN PLACE UNTIL THE SITE HAS BEEN STABILIZED AND A GOOD STAND OF ALL EP&SC DEVICES ARE TO REMAIN IN PLACE UNTIL THE SITE HAS BEEN STABILIZED AND A GOOD STAND OF GRASS HAS BEEN ESTABLISHED.   12. STABILIZATION MEASURES MUST BE PERFORMED WITHIN SEVEN (7) DAYS IN PORTIONS OF THE SITE WHERE STABILIZATION MEASURES MUST BE PERFORMED WITHIN SEVEN (7) DAYS IN PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITIES HAVE TEMPORARILY OR PERMANENTLY CEASED, AND WITHIN FOURTEEN (14) DAYS AFTER FINAL GRADING. ALL SLOPES 3:1 OR GREATER SHALL BE STABILIZED WITHIN SEVEN (7) DAYS. 13. REFER TO STORMWATER POLLUTION PREVENTION PLAN (SWPPP) FOR ADDITIONAL REQUIREMENTS. REFER TO STORMWATER POLLUTION PREVENTION PLAN (SWPPP) FOR ADDITIONAL REQUIREMENTS. 14. PRE-CONSTRUCTION VEGETATIVE GROUND COVER SHALL NOT BE REMOVED MORE THAN 14 CALENDAR DAYS PRE-CONSTRUCTION VEGETATIVE GROUND COVER SHALL NOT BE REMOVED MORE THAN 14 CALENDAR DAYS PRIOR TO GRADING. ALL GRADED AREAS EXPECTED TO REMAIN UNFINISHED AND UNWORKED FOR MORE THAN 14 CALENDAR DAYS SHALL BE COVERED WITH TEMPORARY GRASS, SOD, STRAW, MULCH, OR FABRIC MATS. PERMANENT SOIL STABILIZATION SHALL BE INSTALLED WITHIN 14 CALENDAR DAYS OF FINAL GRADING. 15. EXCAVATED TOPSOIL TO BE REUSED MUST BE STOCKPILED AND ENCIRCLED WITH SILT FENCING.  EXCAVATED TOPSOIL TO BE REUSED MUST BE STOCKPILED AND ENCIRCLED WITH SILT FENCING.  16. THIS SITE SHALL CONTAIN A TEMPORARY STONE CONSTRUCTION ENTRANCE THAT CONFORMS TO REQUIRED THIS SITE SHALL CONTAIN A TEMPORARY STONE CONSTRUCTION ENTRANCE THAT CONFORMS TO REQUIRED SPECIFICATIONS PRIOR TO GRADING COMMENCEMENT. THE STONE SHALL BE 2 TO 3 INCH IN DIAMETER AND SHALL BE KEPT CLEAN BY ADDING STONE AS NEEDED. IT SHALL BE AT LEAST 8 INCHES DEEP UNDERLAIN WITH FILTER FABRIC AND 20 FEET WIDE.   17. VEGETATIVE BUFFERS OR OTHER PROTECTION MUST BE PROVIDED ALONG STREAMS, RIVERS, AND PONDS TO VEGETATIVE BUFFERS OR OTHER PROTECTION MUST BE PROVIDED ALONG STREAMS, RIVERS, AND PONDS TO AVOID EROSION OF BANKS.  18. ALL TREES DESIGNATED TO REMAIN, MUST BE PROTECTED. HEAVY EQUIPMENT SHOULD NOT BE OPERATED OR ALL TREES DESIGNATED TO REMAIN, MUST BE PROTECTED. HEAVY EQUIPMENT SHOULD NOT BE OPERATED OR STORED, NOR MATERIALS HANDLED OR STORED, WITHIN THE DRIP LINES OF TREES.  19. SEDIMENT MUST BE REMOVED FROM SEDIMENT BARRIERS, PONDS, AND OTHER SEDIMENT CONTROLS WHEN SEDIMENT MUST BE REMOVED FROM SEDIMENT BARRIERS, PONDS, AND OTHER SEDIMENT CONTROLS WHEN DESIGN CAPACITY HAS BEEN REDUCED BY 50%  20. SEDIMENT THAT HAS ESCAPED THE CONSTRUCTION SITE AND HAS COLLECTED IN THE STREET OR DRAINAGE SEDIMENT THAT HAS ESCAPED THE CONSTRUCTION SITE AND HAS COLLECTED IN THE STREET OR DRAINAGE STRUCTURES MUST IMMEDIATELY BE PHYSICALLY REMOVED. 21. BUILDING AND WASTE MATERIALS, AND NON STORM WATER DISCHARGES, SUCH AS CONCRETE, PAINT WASH BUILDING AND WASTE MATERIALS, AND NON STORM WATER DISCHARGES, SUCH AS CONCRETE, PAINT WASH WATER, OR MACHINERY LEAKAGE, OR SPILLAGE MUST BE MANAGED TO PREVENT THEM FROM ENTERING THE STORM WATER SYSTEM, GROUND WATER, OR NEARBY WATER BODY.  22. ALL EPSCS HAVE BEEN DESIGNED TO CONTROL THE RAINFALL AND RUNOFF FROM A 2 YEAR, 24 HOUR STORM ALL EPSCS HAVE BEEN DESIGNED TO CONTROL THE RAINFALL AND RUNOFF FROM A 2 YEAR, 24 HOUR STORM EVENT. 23. TEMPORARY SEEDING FOR TENNESSEE PROJECTS INCLUDE THE FOLLOWING OPTIONS: TEMPORARY SEEDING FOR TENNESSEE PROJECTS INCLUDE THE FOLLOWING OPTIONS: JAN 1 - MAY 1  ITALIAN RYE / KOREAN LESPEDEZA / SUMMER OATS ITALIAN RYE / KOREAN LESPEDEZA / SUMMER OATS MAY 1 - JULY 15  SUDAN OR STARR MILLET SUDAN OR STARR MILLET JULY 15 - JAN 1  BALBOA RYE / ITALIAN RYE BALBOA RYE / ITALIAN RYE 24. MULCHING SHALL CONSIST OF LOOSE HAY OR STRAW APPLIED AT THE RATE OF 2 TONS/ACRE MULCHING SHALL CONSIST OF LOOSE HAY OR STRAW APPLIED AT THE RATE OF 2 TONS/ACRE 25. UPON COMPLETION OF SITE STABILIZATION, THE OWNER AND CONTRACTOR SHALL PROVIDED A NOTICE OF UPON COMPLETION OF SITE STABILIZATION, THE OWNER AND CONTRACTOR SHALL PROVIDED A NOTICE OF TERMINATION (NOT) FOR THE PROJECT TO THE LOCAL ENVIRONMENTAL ASSISTANCE CENTER. A COPY OF THE NOT SHALL BE PROVIDED TO THE ENGINEER. 26. THE CONTRACTOR SHALL MAINTAIN RECORDS OF EROSION CONTROL INSPECTIONS AND REPAIRS FOR A MINIMUM THE CONTRACTOR SHALL MAINTAIN RECORDS OF EROSION CONTROL INSPECTIONS AND REPAIRS FOR A MINIMUM OF 3 YEARS AFTER COMPLETION OF CONSTRUCTION. 27. TOPSOIL SHALL BE PLACED ON EXCAVATED AREAS WHICH REQUIRE NEW VEGETATION. GROUND COVER SHALL BE TOPSOIL SHALL BE PLACED ON EXCAVATED AREAS WHICH REQUIRE NEW VEGETATION. GROUND COVER SHALL BE REESTABLISHED WITH KENTUCKY 31 FESCUE SEEDED AT A MINIMUM OF 250 LBS. PER ACRE WITHIN 72 HOURS OF FINAL GRADING. SLOPES 3:1 OR GREATER, AND AREAS INDICATED ON PLANS, SHALL BE LINED WITH NORTH AMERICAN GREEN S150 GRASS MATTING OR EQUAL. SOD MAY BE SUBSTITUTED FOR MATTING OR SEED & STRAW AREAS.  28. SILT FENCE SHALL BE INSTALLED IN ALL EROSION AREAS WHICH COULD ALLOW UNTREATED STORMWATER SILT FENCE SHALL BE INSTALLED IN ALL EROSION AREAS WHICH COULD ALLOW UNTREATED STORMWATER RUNOFF TO BE DISCHARGED FROM THE PROPERTY. ALL EROSION CONTROL MEASURES SHALL BE CONSISTENT WITH THE PROVISIONS DESCRIBED IN THE MOST CURRENT EDITION OF THE TENNESSEE EROSION & SEDIMENT CONTROL HANDBOOK. 29. SILT BARRIERS SHALL BE CLEANED OF ACCUMULATED SEDIMENT WHEN APPROXIMATELY 1/3 FILLED. SILT BARRIERS SHALL BE CLEANED OF ACCUMULATED SEDIMENT WHEN APPROXIMATELY 1/3 FILLED. 30. ALL LOCATIONS OF TEMPORARY EROSION CONTROL DEVICES SHALL BE SUBJECT TO ADJUSTMENT AS DIRECTED ALL LOCATIONS OF TEMPORARY EROSION CONTROL DEVICES SHALL BE SUBJECT TO ADJUSTMENT AS DIRECTED BY THE ENGINEER. 31. WHEN THE TEMPORARY EROSION CONTROL DEVICES ARE NO LONGER REQUIRED FOR THE INTENDED PURPOSE WHEN THE TEMPORARY EROSION CONTROL DEVICES ARE NO LONGER REQUIRED FOR THE INTENDED PURPOSE THEY SHALL BE REMOVED. 32. REPLACE DAMAGED AND WORN OUT SILT BARRIERS AS DIRECTED BY THE CITY/ENGINEER. REPLACE DAMAGED AND WORN OUT SILT BARRIERS AS DIRECTED BY THE CITY/ENGINEER. CITY/ENGINEER. /ENGINEER. 33. PROVIDE TEMPORARY SEEDING ON STOCKPILES AND ALL OTHER AREAS OF THE SITE THAT WILL REMAIN PROVIDE TEMPORARY SEEDING ON STOCKPILES AND ALL OTHER AREAS OF THE SITE THAT WILL REMAIN UNDISTURBED FOR 14 DAYS OR MORE. 34. I CERTIFY THAT THESE PLANS HAVE BEEN PREPARED BY ME AND/OR UNDER MY DIRECT SUPERVISION. THIS I CERTIFY THAT THESE PLANS HAVE BEEN PREPARED BY ME AND/OR UNDER MY DIRECT SUPERVISION. THIS PROJECT IS PLANNED TO NOT DISTURB MORE THAN ONE ACRE, IT THEREFORE DOES NOT FALL UNDER THE  TO NOT DISTURB MORE THAN ONE ACRE, IT THEREFORE DOES NOT FALL UNDER THE  DISTURB MORE THAN ONE ACRE, IT THEREFORE DOES NOT FALL UNDER THE  DOES NOT FALL UNDER THE UNDER THE TENNESSEE DIVISION OF WATER POLLUTION CONTROL'S GENERAL NPDES PERMIT TO DISCHARGE STORMWATER ASSOCIATED WITH CONSTRUCTION ACTIVITY. JOSHUA M. LYON, P.E., PROJECT ENGINEER    DATEDATE
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OVERALL
SITE LAYOUT

Know  what's  below.
          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY
COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND
POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.
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DEMO &
INITIAL EPSC

Know  what's  below.
          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY
COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND
POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.
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GRADING,
DRAINAGE &

STABILIZATION

Know  what's  below.
          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY
COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND
POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.
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Know  what's  below.
          Call  before you dig.

CALL  BEFORE  YOU  DIG

IT IS THE CONTRACTORS RESPONSIBILITY TO CONTACT UTILITY
COMPANIES PRIOR TO ANY CONSTRUCTION. THE LOCATION OF

UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE AND
POSSIBLY INCOMPLETE, THEREFORE CERTIFICATION TO THE

LOCATION OF ALL UNDERGROUND UTILITIES IS WITHHELD.

811

NS

W
E

C3.01

K
L

O
B

E
R

E
N

G
IN

E
E

R
IN

G
 S

E
R

V
IC

E
S

S
E

R
V

IN
G

 C
LI

E
N

TS
 W

IT
H

 C
IV

IL
 E

N
G

IN
E

E
R

IN
G

 &
 L

A
N

D
 D

E
V

E
LO

P
M

E
N

T 
S

E
R

V
IC

E
S

DRAWN BY:

SHEET NUMBER

CHECKED BY:

KAS

R
EV

IS
IO

N
S

N
O

.
B

Y
D

A
TE

D
ES

C
R

IP
TI

O
N

JML

PROJECT NO.:

35
56

 T
O

M
 A

U
S

TI
N

 H
W

Y
, S

U
IT

E
 1

, S
P

R
IN

G
FI

E
LD

, T
N

 3
71

72
P

H
O

N
E

: (
61

5)
 3

82
-2

00
0 

FA
X

: (
88

8)
 3

73
-4

48
5

w
w

w
.k

lo
be

re
ng

.c
om

R
O

B
ER

TS
O

N
 C

O
U

N
TY

 
A

D
A

M
S,

 T
N

C05622

NOT  FOR
CONSTRUCTION

EEE R

SSE

TAT
TE

E
NOF N

S

ERCECOMM

R

EE

G

D ERE
NI

E N
ST GI

JO
SHUA M . LYON

133211.ON

D
R

A
IN

A
G

E 
IM

PR
O

V
EM

EN
TS

PL
A

N
 F

O
R

 T
H

E 
C

IT
Y

 O
F 

A
D

A
M

S

GRADING, DRAINAGE & STABILIZATION

DEMO & INITIAL EPSC

AutoCAD SHX Text
541

AutoCAD SHX Text
542

AutoCAD SHX Text
543

AutoCAD SHX Text
543

AutoCAD SHX Text
543

AutoCAD SHX Text
544

AutoCAD SHX Text
544

AutoCAD SHX Text
543

AutoCAD SHX Text
542

AutoCAD SHX Text
541

AutoCAD SHX Text
541

AutoCAD SHX Text
542

AutoCAD SHX Text
543

AutoCAD SHX Text
544

AutoCAD SHX Text
545

AutoCAD SHX Text
546

AutoCAD SHX Text
542

AutoCAD SHX Text
546

AutoCAD SHX Text
544

AutoCAD SHX Text
542

AutoCAD SHX Text
541

AutoCAD SHX Text
541

AutoCAD SHX Text
542

AutoCAD SHX Text
543

AutoCAD SHX Text
544

AutoCAD SHX Text
546

AutoCAD SHX Text
547

AutoCAD SHX Text
548

AutoCAD SHX Text
549

AutoCAD SHX Text
551

AutoCAD SHX Text
552

AutoCAD SHX Text
543

AutoCAD SHX Text
542

AutoCAD SHX Text
542

AutoCAD SHX Text
543

AutoCAD SHX Text
541

AutoCAD SHX Text
539

AutoCAD SHX Text
538

AutoCAD SHX Text
537

AutoCAD SHX Text
537

AutoCAD SHX Text
538

AutoCAD SHX Text
538

AutoCAD SHX Text
538

AutoCAD SHX Text
539

AutoCAD SHX Text
544

AutoCAD SHX Text
543

AutoCAD SHX Text
542

AutoCAD SHX Text
541

AutoCAD SHX Text
549

AutoCAD SHX Text
548

AutoCAD SHX Text
547

AutoCAD SHX Text
546

AutoCAD SHX Text
554

AutoCAD SHX Text
553

AutoCAD SHX Text
552

AutoCAD SHX Text
551

AutoCAD SHX Text
556

AutoCAD SHX Text
557

AutoCAD SHX Text
559

AutoCAD SHX Text
557

AutoCAD SHX Text
559

AutoCAD SHX Text
558

AutoCAD SHX Text
558

AutoCAD SHX Text
542

AutoCAD SHX Text
TAX MAP 028N GROUP "A" (23.00) JAMES NEBLETT BOOK 142, PAGE 336 R.O.R.C., TN

AutoCAD SHX Text
TAX MAP 028N GROUP "A" (22.00) BARBARA SIMPSON BOOK 612, PAGE 900 R.O.R.C.,TN #105

AutoCAD SHX Text
TAX MAP 028N GROUP "A" (20.00) TERESSA RISHER BOOK 975, PAGE 497 R.O.R.C.,TN #103

AutoCAD SHX Text
TAX MAP 028N GROUP "A" (19.00) A.B. AND GARNETTA NORTHINGTON BOOK 161, PAGE 419 R.O.R.C., TN #106

AutoCAD SHX Text
TAX MAP 028N GROUP "A" (18.00) LENA AND EMERSON DOWLEN  AND EMERSON DOWLEN JR. BOOK 227, PAGE 25 R.O.R.C., TN

AutoCAD SHX Text
TAX MAP 028N GROUP "A" (17.00) EMERSON AND LENA DOWLEN BOOK 275, PAGE 567 R.O.R.C., TN

AutoCAD SHX Text
TAX MAP 028N GROUP "A" (16.00) A.B. AND GARNETTA NORTHINGTON BOOK 274, PAGE 258 R.O.R.C., TN

AutoCAD SHX Text
W

AutoCAD SHX Text
W

AutoCAD SHX Text
W

AutoCAD SHX Text
PP

AutoCAD SHX Text
PP

AutoCAD SHX Text
PP

AutoCAD SHX Text
PP

AutoCAD SHX Text
PP

AutoCAD SHX Text
SOUTH ADAMS STREET

AutoCAD SHX Text
HIGHWAY 41N (STATE ROUTE 11)

AutoCAD SHX Text
UNIMPROVED STREET

AutoCAD SHX Text
UNIMPROVED STREET

AutoCAD SHX Text
WATERLINE MARKER

AutoCAD SHX Text
STOP SIGN

AutoCAD SHX Text
BURIED PIPE

AutoCAD SHX Text
CHAINLINK FENCE

AutoCAD SHX Text
BURIED PIPE

AutoCAD SHX Text
12"x18" CMP

AutoCAD SHX Text
SIGNAL ARM

AutoCAD SHX Text
FIBER OPTIC MARKER

AutoCAD SHX Text
FIBER OPTIC MARKER

AutoCAD SHX Text
SIGNAL ARM

AutoCAD SHX Text
SIGNAL CABINET

AutoCAD SHX Text
YARD HYDRANT

AutoCAD SHX Text
RAILROAD CROSSING AHEAD SIGN

AutoCAD SHX Text
NO TRUCKS SIGN

AutoCAD SHX Text
CONCRETE REMAINS

AutoCAD SHX Text
CSX TRANSPORTATION RAILROAD 

AutoCAD SHX Text
2" WATER MAIN

AutoCAD SHX Text
TBM A

AutoCAD SHX Text
MB

AutoCAD SHX Text
MB

AutoCAD SHX Text
MB

AutoCAD SHX Text
MB

AutoCAD SHX Text
22 L.F. 8" RCP SLOPE: 0.7%

AutoCAD SHX Text
INV:538.16

AutoCAD SHX Text
INV:538.01

AutoCAD SHX Text
SAW CUT EX. PAVEMENT & REMOVE EX CULVERT

AutoCAD SHX Text
REMOVE TREES AND SHRUBS WITHIN PROPOSED PUDE

AutoCAD SHX Text
ROCK FILTER CHECK DAM

AutoCAD SHX Text
BENCHMARK "3" N: 820752.00 E: 1654169.48 ELEVATION = 541.98'

AutoCAD SHX Text
SAW CUT EX. PAVEMENT & REMOVE EX CULVERT

AutoCAD SHX Text
SAW CUT EX. PAVEMENT & REMOVE EX CULVERT

AutoCAD SHX Text
541

AutoCAD SHX Text
542

AutoCAD SHX Text
543

AutoCAD SHX Text
543

AutoCAD SHX Text
543

AutoCAD SHX Text
544

AutoCAD SHX Text
544

AutoCAD SHX Text
543

AutoCAD SHX Text
542

AutoCAD SHX Text
541

AutoCAD SHX Text
541

AutoCAD SHX Text
542

AutoCAD SHX Text
543

AutoCAD SHX Text
544

AutoCAD SHX Text
545

AutoCAD SHX Text
546

AutoCAD SHX Text
542

AutoCAD SHX Text
546

AutoCAD SHX Text
544

AutoCAD SHX Text
542

AutoCAD SHX Text
541

AutoCAD SHX Text
541

AutoCAD SHX Text
542

AutoCAD SHX Text
543

AutoCAD SHX Text
544

AutoCAD SHX Text
546

AutoCAD SHX Text
547

AutoCAD SHX Text
548

AutoCAD SHX Text
549

AutoCAD SHX Text
551

AutoCAD SHX Text
552

AutoCAD SHX Text
543

AutoCAD SHX Text
542

AutoCAD SHX Text
542

AutoCAD SHX Text
543

AutoCAD SHX Text
541

AutoCAD SHX Text
539

AutoCAD SHX Text
538

AutoCAD SHX Text
537

AutoCAD SHX Text
537

AutoCAD SHX Text
538

AutoCAD SHX Text
538

AutoCAD SHX Text
538

AutoCAD SHX Text
539

AutoCAD SHX Text
544

AutoCAD SHX Text
543

AutoCAD SHX Text
542

AutoCAD SHX Text
541

AutoCAD SHX Text
549

AutoCAD SHX Text
548

AutoCAD SHX Text
547

AutoCAD SHX Text
546

AutoCAD SHX Text
554

AutoCAD SHX Text
553

AutoCAD SHX Text
552

AutoCAD SHX Text
551

AutoCAD SHX Text
556

AutoCAD SHX Text
557

AutoCAD SHX Text
559

AutoCAD SHX Text
557

AutoCAD SHX Text
559

AutoCAD SHX Text
558

AutoCAD SHX Text
558

AutoCAD SHX Text
542

AutoCAD SHX Text
TAX MAP 028N GROUP "A" (23.00) JAMES NEBLETT BOOK 142, PAGE 336 R.O.R.C., TN

AutoCAD SHX Text
TAX MAP 028N GROUP "A" (22.00) BARBARA SIMPSON BOOK 612, PAGE 900 R.O.R.C.,TN #105

AutoCAD SHX Text
TAX MAP 028N GROUP "A" (20.00) TERESSA RISHER BOOK 975, PAGE 497 R.O.R.C.,TN #103

AutoCAD SHX Text
TAX MAP 028N GROUP "A" (19.00) A.B. AND GARNETTA NORTHINGTON BOOK 161, PAGE 419 R.O.R.C., TN #106

AutoCAD SHX Text
TAX MAP 028N GROUP "A" (18.00) LENA AND EMERSON DOWLEN  AND EMERSON DOWLEN JR. BOOK 227, PAGE 25 R.O.R.C., TN

AutoCAD SHX Text
TAX MAP 028N GROUP "A" (17.00) EMERSON AND LENA DOWLEN BOOK 275, PAGE 567 R.O.R.C., TN

AutoCAD SHX Text
TAX MAP 028N GROUP "A" (16.00) A.B. AND GARNETTA NORTHINGTON BOOK 274, PAGE 258 R.O.R.C., TN

AutoCAD SHX Text
W

AutoCAD SHX Text
W

AutoCAD SHX Text
W

AutoCAD SHX Text
PP

AutoCAD SHX Text
PP

AutoCAD SHX Text
PP

AutoCAD SHX Text
PP

AutoCAD SHX Text
PP

AutoCAD SHX Text
SOUTH ADAMS STREET

AutoCAD SHX Text
HIGHWAY 41N (STATE ROUTE 11)

AutoCAD SHX Text
UNIMPROVED STREET

AutoCAD SHX Text
UNIMPROVED STREET

AutoCAD SHX Text
WATERLINE MARKER

AutoCAD SHX Text
STOP SIGN

AutoCAD SHX Text
CHAINLINK FENCE

AutoCAD SHX Text
12"x18" CMP

AutoCAD SHX Text
SIGNAL ARM

AutoCAD SHX Text
FIBER OPTIC MARKER

AutoCAD SHX Text
FIBER OPTIC MARKER

AutoCAD SHX Text
SIGNAL ARM

AutoCAD SHX Text
SIGNAL CABINET

AutoCAD SHX Text
YARD HYDRANT

AutoCAD SHX Text
RAILROAD CROSSING AHEAD SIGN

AutoCAD SHX Text
NO TRUCKS SIGN

AutoCAD SHX Text
CONCRETE REMAINS

AutoCAD SHX Text
CSX TRANSPORTATION RAILROAD 

AutoCAD SHX Text
2" WATER MAIN

AutoCAD SHX Text
TBM A

AutoCAD SHX Text
MB

AutoCAD SHX Text
MB

AutoCAD SHX Text
MB

AutoCAD SHX Text
MB

AutoCAD SHX Text
PROPOSED 15" RCP CULVERT 16 L.F. @ MIN. 1.0% SLOPE

AutoCAD SHX Text
STRAIGHT ENDWALL  INV: 537.95

AutoCAD SHX Text
STRAIGHT ENDWALL INV: 538.25 

AutoCAD SHX Text
PROPOSED 10' DRAINAGE EASEMENT

AutoCAD SHX Text
MIN. 1' DEEP V-DITCH  1% MIN. SLOPE 

AutoCAD SHX Text
HEADWALL W/ ENERGY DISSIPATORS INV: 538.89

AutoCAD SHX Text
HEADWALL  INV: 539.05

AutoCAD SHX Text
PROPOSED 15" RCP CULVERT 16 L.F. @ MIN. 1.0% SLOPE

AutoCAD SHX Text
HEADWALL W/ ENERGY DISSIPATORS INV: 539.50

AutoCAD SHX Text
HEADWALL  INV: 539.66

AutoCAD SHX Text
540

AutoCAD SHX Text
540

AutoCAD SHX Text
539

AutoCAD SHX Text
545

AutoCAD SHX Text
548

AutoCAD SHX Text
539

AutoCAD SHX Text
540

AutoCAD SHX Text
(2) 23"X14" ELLIPTICAL RCP  21 L.F. @ MIN. 1.4% SLOPE 12" MIN SPACING

AutoCAD SHX Text
RIP RAP HEADWALLS AT CULVERTS PER DETAIL ON C4.01

AutoCAD SHX Text
BENCHMARK "3" N: 820752.00 E: 1654169.48 ELEVATION = 541.98'

AutoCAD SHX Text
REPLACE PAVEMENT AT TRENCH TO EXISTING CONDITIONS

AutoCAD SHX Text
REPLACE PAVEMENT AT TRENCH TO EXISTING CONDITIONS

AutoCAD SHX Text
30

AutoCAD SHX Text
0

AutoCAD SHX Text
30

AutoCAD SHX Text
60

AutoCAD SHX Text
SCALE IN FEET

AutoCAD SHX Text
CALL

AutoCAD SHX Text
NATIONWIDE

AutoCAD SHX Text
REPRODUCTION OF THESE DRAWINGS OR ANY PART THEREOF IS PROHIBITED WITHOUT WRITTEN APPROVAL OF KLOBER ENGINEERING SERVICES. THESE DRAWINGS ARE PROTECTED BY U.S. COPYRIGHT LAWS AND VIOLATORS ARE SUBJECT TO LEGAL RECOURSE.

AutoCAD SHX Text
Z:\PROJECT\2022\CIVIL\C05622 City of Adams Drainage Projects\Current Civil Drawings\City of Adams Drainage.dwg		PLOTTED: 1/24/2023 1:27:31 PMPLOTTED: 1/24/2023 1:27:31 PM1/24/2023 1:27:31 PM

AutoCAD SHX Text
JOSHUA M. LYON, P.E. TN#112331

AutoCAD SHX Text
AGRICULTURE

AutoCAD SHX Text
STABILIZATION NOTES -PROVIDE RIP RAP HEADWALLS AT CULVERTS PER DETAIL ON C4.01 -ALL DITCHES SHALL BE STABILIZED WITH EROSION CONTROL MATTING



C4.01

K
L

O
B

E
R

E
N

G
IN

E
E

R
IN

G
 S

E
R

V
IC

E
S

S
E

R
V

IN
G

 C
LI

E
N

TS
 W

IT
H

 C
IV

IL
 E

N
G

IN
E

E
R

IN
G

 &
 L

A
N

D
 D

E
V

E
LO

P
M

E
N

T 
S

E
R

V
IC

E
S

DRAWN BY:

SHEET NUMBER

CHECKED BY:

KAS

R
EV

IS
IO

N
S

N
O

.
B

Y
D

A
TE

D
ES

C
R

IP
TI

O
N

JML

PROJECT NO.:

35
56

 T
O

M
 A

U
S

TI
N

 H
W

Y
, S

U
IT

E
 1

, S
P

R
IN

G
FI

E
LD

, T
N

 3
71

72
P

H
O

N
E

: (
61

5)
 3

82
-2

00
0 

FA
X

: (
88

8)
 3

73
-4

48
5

w
w

w
.k

lo
be

re
ng

.c
om

R
O

B
ER

TS
O

N
 C

O
U

N
TY

 
A

D
A

M
S,

 T
N

C05622

NOT  FOR
CONSTRUCTION

EEE R

SSE

TAT
TE

E
NOF N

S

ERCECOMM

R

EE

G

D ERE
NI

E N
ST GI

JO
SHUA M . LYON

133211.ON

D
R

A
IN

A
G

E 
IM

PR
O

V
EM

EN
TS

PL
A

N
 F

O
R

 T
H

E 
C

IT
Y

 O
F 

A
D

A
M

S

STORM PIPE SPACING

CONSTRUCTION
DETAILS

AutoCAD SHX Text
REPRODUCTION OF THESE DRAWINGS OR ANY PART THEREOF IS PROHIBITED WITHOUT WRITTEN APPROVAL OF KLOBER ENGINEERING SERVICES. THESE DRAWINGS ARE PROTECTED BY U.S. COPYRIGHT LAWS AND VIOLATORS ARE SUBJECT TO LEGAL RECOURSE.

AutoCAD SHX Text
Z:\PROJECT\2022\CIVIL\C05622 City of Adams Drainage Projects\Current Civil Drawings\City of Adams Drainage.dwg		PLOTTED: 1/24/2023 1:27:31 PMPLOTTED: 1/24/2023 1:27:31 PM1/24/2023 1:27:31 PM

AutoCAD SHX Text
JOSHUA M. LYON, P.E. TN#112331

AutoCAD SHX Text
AGRICULTURE

AutoCAD SHX Text
6" TOPSOIL

AutoCAD SHX Text
FINISHED EARTH

AutoCAD SHX Text
GRADE

AutoCAD SHX Text
IN GRASS AREAS USE

AutoCAD SHX Text
DENSELY COMPACTED

AutoCAD SHX Text
SELECT MATERIAL

AutoCAD SHX Text
BACKFILL

AutoCAD SHX Text
"SELECT MATERIAL" IS

AutoCAD SHX Text
DEFINED AS NATIVE SOIL

AutoCAD SHX Text
EXCAVATED FROM TRENCH

AutoCAD SHX Text
FREE OF ROCKS, FOREIGN

AutoCAD SHX Text
MATERIALS AND FROZEN

AutoCAD SHX Text
EARTH.

AutoCAD SHX Text
COMPACTED NO. 67

AutoCAD SHX Text
CRUSHED STONE

AutoCAD SHX Text
PAVEMENT PER

AutoCAD SHX Text
PAVEMENT DETAIL

AutoCAD SHX Text
MINERAL AGGREGATE

AutoCAD SHX Text
BASE FOR PAVEMENT

AutoCAD SHX Text
PER PAVEMENT DETAIL

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
ALL BACKFILL AND BEDDING SHALL

AutoCAD SHX Text
BE PLACED IN 6-INCH LAYERS

AutoCAD SHX Text
AND THOROUGHLY COMPACTED

AutoCAD SHX Text
TO A MINIMUM 95% STANDARD

AutoCAD SHX Text
PROCTOR DENSITY (AASHTO T99).

AutoCAD SHX Text
CRUSHED STONE

AutoCAD SHX Text
COMPACTED NO. 67

AutoCAD SHX Text
SUBGRADE SHOULD BE

AutoCAD SHX Text
EXCAVATED, OR OVER

AutoCAD SHX Text
EXCAVATED IF NECESSARY,

AutoCAD SHX Text
SO A UNIFORM FOUNDATION

AutoCAD SHX Text
FREE OF PROTRUDING ROCKS

AutoCAD SHX Text
MAY BE PROVIDED.

AutoCAD SHX Text
O.D.

AutoCAD SHX Text
RCP

AutoCAD SHX Text
DEPTH OF BEDDING

AutoCAD SHX Text
MATERIAL BELOW PIPE

AutoCAD SHX Text
O.D.

AutoCAD SHX Text
27" & SMALLER

AutoCAD SHX Text
30" - 60"

AutoCAD SHX Text
66" & LARGER

AutoCAD SHX Text
6"

AutoCAD SHX Text
4"

AutoCAD SHX Text
3"

AutoCAD SHX Text
D (MIN)

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
%%URCP BEDDING - CLASS B

AutoCAD SHX Text
ALL RCP SHALL BE CLASS III

AutoCAD SHX Text
UNLESS NOTED OTHERWISE

AutoCAD SHX Text
%%uWINGED HEADWALL W/ENERGY DISSIPATORS

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
D

AutoCAD SHX Text
6"

AutoCAD SHX Text
F

AutoCAD SHX Text
10"

AutoCAD SHX Text
10'

AutoCAD SHX Text
8'

AutoCAD SHX Text
6'

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
B

AutoCAD SHX Text
E

AutoCAD SHX Text
6"

AutoCAD SHX Text
F

AutoCAD SHX Text
* 0" ON 4" WINGED HEADWALL

AutoCAD SHX Text
*

AutoCAD SHX Text
6"

AutoCAD SHX Text
4'

AutoCAD SHX Text
CLOUD SW-301 OR EQUAL

AutoCAD SHX Text
10'

AutoCAD SHX Text
8'

AutoCAD SHX Text
6'

AutoCAD SHX Text
4'

AutoCAD SHX Text
SIZE

AutoCAD SHX Text
120"

AutoCAD SHX Text
96"

AutoCAD SHX Text
72"

AutoCAD SHX Text
48"

AutoCAD SHX Text
96"

AutoCAD SHX Text
72"

AutoCAD SHX Text
32"

AutoCAD SHX Text
48"

AutoCAD SHX Text
30"

AutoCAD SHX Text
44"

AutoCAD SHX Text
50"

AutoCAD SHX Text
56"

AutoCAD SHX Text
25"

AutoCAD SHX Text
36"

AutoCAD SHX Text
52"

AutoCAD SHX Text
66"

AutoCAD SHX Text
24"

AutoCAD SHX Text
36"

AutoCAD SHX Text
59"

AutoCAD SHX Text
83"

AutoCAD SHX Text
NA

AutoCAD SHX Text
8"

AutoCAD SHX Text
8"

AutoCAD SHX Text
8"

AutoCAD SHX Text
18"

AutoCAD SHX Text
26"

AutoCAD SHX Text
40"

AutoCAD SHX Text
60"

AutoCAD SHX Text
1090

AutoCAD SHX Text
3130

AutoCAD SHX Text
5625

AutoCAD SHX Text
8575

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
F

AutoCAD SHX Text
OPG.

AutoCAD SHX Text
MAX.

AutoCAD SHX Text
WT./#

AutoCAD SHX Text
12"x6"x12"H. ENERGY DISSIPATORS

AutoCAD SHX Text
PIPE OPENING

AutoCAD SHX Text
TOE OPTIONAL

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
%%UTYPICAL FLAT BOTTOM DITCH DETAIL

AutoCAD SHX Text
DITCH SIDES TO BE STABILIZED WITH MATTING UNLESS NOTED OTHERWISE.

AutoCAD SHX Text
12"  MIN

AutoCAD SHX Text
METRO STORMWATER MANAGEMENT MANUAL TCP-13

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
36"

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
%%uSILT CONTROL FENCE

AutoCAD SHX Text
NOTES: 1. THE BOTTOM 12 INCHES OF THE FABRIC THE BOTTOM 12 INCHES OF THE FABRIC SHALL BE BURIED IN A 6 INCH MIN. TRENCH CUT INTO GROUND OR COVERED BY 6 INCHES OF FILL MATERIAL, TO PREVENT SEDIMENT ESCAPING UNDER THE FENCE. 2. SILT FENCE SHALL REMAIN IN PLACE UNTIL SILT FENCE SHALL REMAIN IN PLACE UNTIL GROUND COVER HAS BEEN ESTABLISHED.

AutoCAD SHX Text
BACKFILL OVER TOE OF FENCE FABRIC

AutoCAD SHX Text
TERRATEX FENCE FABRIC OR EQUIVALENT

AutoCAD SHX Text
1 1/2" X 1 1/2" OAK POST SPACE 6' TO 10' APART

AutoCAD SHX Text
6" TRENCH

AutoCAD SHX Text
METRO STORMWATER MANAGEMENT MANUAL PESC-02

AutoCAD SHX Text
%%UGRASS MATTING PLACEMENT

AutoCAD SHX Text
TAMP DIRT OVER MAT/BLANKET

AutoCAD SHX Text
12" (300mm)

AutoCAD SHX Text
MATS/BLANKETS SHOULD BE INSTALLED VERTICALLY DOWN SLOPE

AutoCAD SHX Text
2" (50mm) TO 3" (75mm) OVERLAP

AutoCAD SHX Text
NON-WOVEN GEOTEXTILE FILTER FABRIC UNDER TYPICAL TREATMENT

AutoCAD SHX Text
FILTER CLOTH 4' (1.2m) ABOVE SOURCE OF WATER

AutoCAD SHX Text
WATER TABLE

AutoCAD SHX Text
BERM

AutoCAD SHX Text
6" (150 mm) X 6" (150mm) ANCHOR TRENCH

AutoCAD SHX Text
ISOMETRIC VIEW

AutoCAD SHX Text
TYPICAL SLOPE SOIL STABLIZATION N.T.S.

AutoCAD SHX Text
WET SLOPE LINING N.T.S.

AutoCAD SHX Text
NOTES: 1. SLOPE SURFACE SHALL BE FREE OF ROCKS, SOIL CLODS, STICKS AND GRASS. MATS/BLANKETS SHALL HAVE GOOD SOIL CONTACT 2. LAY BLANKETS LOOSELY AND STAKE OR STAPLE TO MAINTAIN DIRECT CONTACT WITH THE SOIL. DO NOT STRETCH.

AutoCAD SHX Text
6" (150mm) OVERLAP IN SPLICE

AutoCAD SHX Text
DEPTH PER GRADING PLANS

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
1

AutoCAD SHX Text
3

AutoCAD SHX Text
12"

AutoCAD SHX Text
MIN.

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
%%UTYPICAL DITCH DETAIL

AutoCAD SHX Text
DITCH SIDES TO BE STABILIZED WITH MATTING UNLESS NOTED OTHERWISE.

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
%%uTYPICAL ENDWALL DETAIL

AutoCAD SHX Text
OPENING

AutoCAD SHX Text
PIPE

AutoCAD SHX Text
SIZE

AutoCAD SHX Text
23"X14"

AutoCAD SHX Text
OPENING

AutoCAD SHX Text
28"

AutoCAD SHX Text
L

AutoCAD SHX Text
48"

AutoCAD SHX Text
16"

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
26"

AutoCAD SHX Text
30"

AutoCAD SHX Text
H

AutoCAD SHX Text
WT.

AutoCAD SHX Text
2600#

AutoCAD SHX Text
B

AutoCAD SHX Text
L

AutoCAD SHX Text
A

AutoCAD SHX Text
4"

AutoCAD SHX Text
4"

AutoCAD SHX Text
10"

AutoCAD SHX Text
A

AutoCAD SHX Text
H

AutoCAD SHX Text
23"X14" RCP

AutoCAD SHX Text
MACTH EXISTING DITCH SLOPE

AutoCAD SHX Text
GEOTEXTILE FABRIC

AutoCAD SHX Text
GEOTEXTILE FABRIC

AutoCAD SHX Text
ORIGINAL GRADE

AutoCAD SHX Text
H (MIN)

AutoCAD SHX Text
1/2  D (MIN)

AutoCAD SHX Text
SECTION D-D

AutoCAD SHX Text
SECTION C-C

AutoCAD SHX Text
1/2  D (MIN)

AutoCAD SHX Text
4D

AutoCAD SHX Text
ORIGINAL GRADE

AutoCAD SHX Text
1V:2H SLOPE (MAX)

AutoCAD SHX Text
H

AutoCAD SHX Text
L

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
2D

AutoCAD SHX Text
DITCH BOTTOM WIDTH

AutoCAD SHX Text
D

AutoCAD SHX Text
0.4'

AutoCAD SHX Text
0.4'

AutoCAD SHX Text
DIA OR SPAN

AutoCAD SHX Text
OUTLET WITH DITCH                           PROTECTIVE APRON DIMENSIONS AND ESTIMATED QUANTITIES

AutoCAD SHX Text
WITH END SECTION

AutoCAD SHX Text
(D) - CULVERT SIZE IN INCHES                                                                                                                                                                                         

AutoCAD SHX Text
RIPRAP CLASS

AutoCAD SHX Text
(L) LENGTH OF APRON IN FEET

AutoCAD SHX Text
(H) DEPTH OF APRON IN FEET

AutoCAD SHX Text
(CY) ESTIMATED RIPRAP QUANTITY

AutoCAD SHX Text
(SY) ESTIMATED GEOTEXTILE FAB.

AutoCAD SHX Text
12

AutoCAD SHX Text
2

AutoCAD SHX Text
4.0

AutoCAD SHX Text
1.5

AutoCAD SHX Text
0.9

AutoCAD SHX Text
5

AutoCAD SHX Text
18

AutoCAD SHX Text
2

AutoCAD SHX Text
6.0

AutoCAD SHX Text
1.5

AutoCAD SHX Text
2.0

AutoCAD SHX Text
8

AutoCAD SHX Text
24

AutoCAD SHX Text
2

AutoCAD SHX Text
8.0

AutoCAD SHX Text
1.5

AutoCAD SHX Text
3.6

AutoCAD SHX Text
13

AutoCAD SHX Text
30

AutoCAD SHX Text
3

AutoCAD SHX Text
12.5

AutoCAD SHX Text
2.0

AutoCAD SHX Text
9.3

AutoCAD SHX Text
24

AutoCAD SHX Text
36

AutoCAD SHX Text
3

AutoCAD SHX Text
15.0

AutoCAD SHX Text
2.0

AutoCAD SHX Text
13.4

AutoCAD SHX Text
32

AutoCAD SHX Text
42

AutoCAD SHX Text
4

AutoCAD SHX Text
21.0

AutoCAD SHX Text
2.5

AutoCAD SHX Text
27.3

AutoCAD SHX Text
53

AutoCAD SHX Text
48

AutoCAD SHX Text
4

AutoCAD SHX Text
24.0

AutoCAD SHX Text
2.5

AutoCAD SHX Text
35.6

AutoCAD SHX Text
65

AutoCAD SHX Text
TYPICAL RIP-RAP APRON AT HEADWALL

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
%%UROCK FILTER-CHECK DAM

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
6"

AutoCAD SHX Text
18" TO 24"

AutoCAD SHX Text
2:1

AutoCAD SHX Text
2:1

AutoCAD SHX Text
3.5'

AutoCAD SHX Text
18" TO 24"

AutoCAD SHX Text
ROCK SIZE

AutoCAD SHX Text
8"-12"

AutoCAD SHX Text
FLOW

AutoCAD SHX Text
ROCK SIZE

AutoCAD SHX Text
#57 OR #67

AutoCAD SHX Text
%%USECTION A-A

AutoCAD SHX Text
%%UELEVATION

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
GEOTEXTILE FABRIC

AutoCAD SHX Text
GEOTEXTILE FABRIC

AutoCAD SHX Text
GEOTEXTILE FABRIC

AutoCAD SHX Text
1'

AutoCAD SHX Text
4" OF #57 OR #67 UNDER GEOTEXTILE FABRIC


	Sheets and Views
	City of Adams Drainage-COVER
	City of Adams Drainage-NOTE
	City of Adams Drainage-C1.00
	City of Adams Drainage-C1.01
	City of Adams Drainage-C1.02
	City of Adams Drainage-C2.01
	City of Adams Drainage-C2.02
	City of Adams Drainage-C3.01
	City of Adams Drainage-C4.01


