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1.  SEE ARCHITECTURAL PLANS AND GENERAL SECTIONS OF SPECIFICATIONS    FOR DESCRIPTIONS OF ALTERNATES. 2.  DUCTS TO ROOF MOUNTED EXHAUST FANS SHALL BE ROUTED FULL-SIZE    OF EXHAUST GRILLE, WHERE APPLICABLE. COORDINATE INSTALLATION WITH    ALL STRUCTURAL MEMBERS. PROVIDE DUCT EASEMENTS AS REQUIRED. 3.  REFER TO ROOF PLANS. COORDINATE EXACT LOCATIONS FOR ROOF-TOP    EQUIPMENT WITH STRUCTURAL PLANS AND PRIME CONTRACTOR. HEIGHT    OF ALL MECHANICAL ROOF CURBS SHALL BE COORDINATED WITH THE    MINIMUM HEIGHT REQUIREMENTS OF THE ROOFING BOND. SEE ARCHITECTURAL    PLANS AND SPECIFICATIONS. 4.  CONTRACTOR SHALL FURNISH TO OWNER AT COMPLETION OF PROJECT, A     COMPLETE SET OF WRITTEN OPERATING INSTRUCTIONS FOR ALL SYSTEMS.  5.  REFER TO REFLECTED CEILING PLANS AND ELECTRICAL LIGHTING PLANS TO    COORDINATE CEILING AIR DEVICE LOCATIONS. 6.  PROVIDE 2-1/2"X2-1/2"X1/4" GALVANIZED STEEL ANGLES, 3\8" THREADED    HANGER ROD, AND OTHER SUPPLEMENTAL STEEL AS REQUIRED TO SUPPORT    MECHANICAL EQUIPMENT FROM THE STRUCTURE; DUCTWORK, UNIT HEATERS,    EXHAUST FANS, ETC. 7.  ALL RETURN DUCT CONNECTIONS TO AIR DEVICES SHALL BE RECTANGULAR    UNLESS OTHERWISE INDICATED ON PLANS. USE OF FLEXIBLE DUCT FOR     RETURN IS NOT PERMISSIBLE. 8.  REFER TO FLOOR PLANS FOR LOCATIONS OF FIRE-RATED ASSEMBLIES. CON-    TRACTOR SHALL COMPLETELY FILL AROUND ALL OPENINGS REQUIRED FOR HIS    WORK IN ACCORDANCE WITH DETAILS WITH APPROVED FIRE-PROOF MATE-    RIALS. 9.  CEILING AIR DEVICE INSTALLATIONS SHALL CONFORM TO THE APPROPRIATE    UL ASSEMBLY NUMBER PER THE CODE ANALYSIS DATA FOR THIS PROJECT. 10. CONTRACTOR SHALL SEAL ALL DUCTWORK WITH DUCT SEALANT PER SPEC-    IFICATIONS. DUCT TAPE SHALL NOT BE USED TO SEAL DUCTWORK. 11. THE CONTRACTOR IS INSTRUCTED TO VISIT THE SITE PRIOR TO SUBMITTING    A BID TO FAMILIARIZE HIMSELF WITH ALL WORK TO BE ENCOUNTERED. NO     EXTRA CHARGE WILL BE APPROVED AFTER START OF CONSTRUCTION FOR     FAILURE TO FOLLOW THESE INSTRUCTIONS. 12. CONTRACTOR SHALL PROVIDE THREADED RODS, 1/4", OR OTHER APPROVED    MEANS TO LATERALLY SUPPORT ALL SUSPENDED MECHANICAL EQUIPMENT,     DUCTS, ETC. IN ACCORDANCE WITH THE SEISMIC DESIGN REQUIREMENTS    IN CHAPTER 16 OF THE INTERNATIONAL BUILDING CODE, LATEST EDITION. 13. CONTRACTOR SHALL PROVIDE VIDEOTAPED OWNER'S TRAINING AT THE     COMPLETION OF THE PROJECT AS OUTLINED IN SPECIFICATION 15703.
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