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1" = 15'SCALE :
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(5)  SABAL PALM

SOD

(95)  CRINUM LILY

(5)  MEDJOOL DATE PALM

(70)  BLUE GLOW AGAVE

(145) BLUE RUG JUNIPER

(175) SOCIETY GARLIC

PROPOSED PAVERS
MATCH EXISTING (250 SF)

(175)  SOCIETY GARLIC

(145)  BLUE RUG JUNIPER

PROPOSED PAVERS
MATCH EXISTING (400 S.F.)

6' DECORATIVE
VINYL FENCE, +/- 120 L.F.

(3) SABAL PALM

(5) MEDJOOL DATE PALM

(85) BLUE GLOW AGAVE

(90) CRINUM LILY

(4) SABAL PALM

COQUINA BOULDER - TYP.

EXISTING SABAL PALMS
TO REMAIN

SOD

EXISTING MONITORING
WELL LOCATION - TYP.
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12' ACCESS

12' ACCESS
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CHARACTER IMAGE OF TYPICAL
COQUINA LANDSCAPE BOULDER.
EMBED BOULDER 1/4 - 1/3
OVERALL HEIGHT.

COQUINA BOULDER SIZING SPECIFICATIONS
SIZES AND PLACEMENT SHOWN ARE APPROXIMATE.  CONTRACTOR
SHALL PROVIDE PHOTOS OF EACH BOULDER PROPOSED (INDICATING
INTENDED LOCATION) FOR APPROVAL BY LANDSCAPE ARCHITECT.   IT IS
THE CONTRACTORS RESPONSIBILITY TO SET UP AND COORDINATE ANY
FIELD SELECTION THAT MAY BE REQUIRED.  SEE BELOW FOR BOULDER
SIZING.  SMALLER BOULDERS MAY BE USED TO FILL IN GAPS.
CONTACT:  STONE PLUS, INC. 904.626.9940

COQUINA BOULDER SIZING CHART
SEE PLAN FOR LOCATION.

LENGTH:  6'
WIDTH:  32" - 36"
HEIGHT:  32" - 36"

A

LENGTH:  4'
WIDTH:  16" - 18"
HEIGHT:  16" - 18"

B

LENGTH:  24" - 30"
WIDTH:  12" - 16"
HEIGHT:  12" - 16"

C

CHARACTER IMAGE OF STANDING
COQUINA LANDSCAPE BOULDER.
EMBED BOULDER 1/4 - 1/3
OVERALL HEIGHT. SEE PLAN FOR
BOULDERS INDICATED AS
STANDING.

BOULDER SIZEKEY QUANTITY

3

3

3

SCALE:  N.T.S.
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SOUTH ATLANTIC AVE. (A1A)

PVC TEE (OR ELL) SxSxS

LATERAL LINE

3/4" ON ROTOR HEADS.

PVC FLEX PIPE. USE 1/2"

MINIMUM 18" LENGTH

ON SPRAY HEADS AND

PVC STREET ELL

SIDEWALK, 

CURB, ETC.

SPRINKLER BODY

FINISH GRADE

6"

ASSEMBLY 

SPRINKLER NOZZLE

SEE CHART

POP-UP HEAD DETAIL

BASE

45

PLACE CONTROL

WIRES UNDER MAIN

MAINLINE

TO LATERAL

6" GRAVEL

45

TEE

WATERPROOF

CONNECTORS

FINISH GRADE

LOOPS

EXPANSION SURGE
 6" MIN.

VALVE BOX

REMOTE CONTROL

VALVE

12" MAX.

NIPPLE

(OUTLET

ON SIDE)

LINE

MARK ALL VALVE BOXES WITH THE ZONE NUMBER AS

DIRECTED BY THE LANDSCAPE ARCHITECT.

ELECTRIC VALVE

BUBBLER

HEAD

BUBBLER DETAIL

CONTROLLER DETAIL

120V. POWER WIRES
ELECTRICAL CONDUIT  

SINGLE THROW
16 AMP SWITCH

PVC CONDUIT
TO START OF
THE MAINLINE

WIRING SHALL
CONFORM TO ALL
APPLICABLE
CODES

PRESSURE TREATED
4x4 POST
2' TALL BURIED
3' INTO THE GROUND

SHRUB ADAPTER W/

NOZZLE. REFER TO NOZZLE

CHART. NOZZLE SHALL BE 6"

ABOVE TOP OF INSTALLED

SHRUBS

SHRUB RISER DETAIL

GENERAL NOTESLEGEND

HUNTER INDUSTRIES ICV SERIES ELECTRIC CONTROL VALVE.  INSTALL VALVE IN

STANDARD 12" RECTANGULAR VALVE BOX. CONNECT WITH DBRY-6 WATERPROOF WIRE

CONNECTORS.  INDICATE ZONE NUMBER ON VALVE BOX LID.  VALVE LOCATIONS

SHOWN FOR CLARITY, LOCATE WITHIN LANDSCAPE BEDS, NOT TURF AREAS.

HUNTER INDUSTRIES PGP-04-4.0. PRESSURE REDUCING 4" TURF ROTOR WITH #4

NOZZLE.  35' SPACING.

TORO 570Z-6P-PRX 6" PRESSURE REDUCING POP-UP HEAD WITH 12' RADIUS TVAN NOZZLE.

SCHEDULE 40 PVC SLEEVE. CONTRACTOR TO CONFIRM SLEEVE SIZES. SLEEVES SHALL

BE TWO SIZES LARGER THAN LATERAL. SLEEVE UNDER ALL SIDEWALKS AND

PAVEMENT, NO TUNNELING/JETTING CONTROL WIRE SLEEVES SHALL BE 2".   SEE

GENERAL NOTE #5.

SCH. 40 PVC LATERAL LINE - SIZE AS SHOWN UNTIL A SMALLER SIZE IS INDICATED. (1" MIN.)

2" SCH 40 PVC MAINLINE.

1

1

2

"

ZONE NUMBER

GPMVALVE SIZE

ZONE TAG

28

5

TORO 570Z-12SI-PRX 12" PRESSURE REDUCING POP-UP HEAD WITH 15' RADIUS TVAN

NOZZLE.  HEADS ALONG SIDEWALK TO BE INSTALLED FLUSH WITH GRADE, ALL OTHERS

TO BE INSTALLED WITH A 12" RISER.

HUNTER INDUSTRIES PROS-06-PRS40-MP200090. 6" PRESSURE REGULATED POP-UP

HEAD INSTALLED WITH MP2000-90 MP ROTATOR NOZZLE.   ADJUST RADIUS TO MATCH

FIELD CONDITIONS.

C

M

HUNTER INDUSTRIES PCC-600 MODULAR CONTROLLER. INSTALL WITH ONE

PCM-300 EXPANSION MODULE. INSTALL WITH A MINI-CLIK RAIN SENSOR.

INSTALL IN LANDSCAPE BED ON A 4" x 4" x 5' PRESSURE TREATED POST.

GROUND WITH A 8' MINIMUM COPPER CLAD ROD. SLEEVE TO AS REQUIRED.

CONTRACTOR TO COORDINATE POWER TO CONTROLLER LOCATION.

1" IRRIGATION METER AND 1" REDUCED PRESSURE BACKFLOW

PREVENTER. CONTRACTOR TO CONFIRM A MINIMUM OF 28 GPM AT 55

PSI ARE AVAILABLE, NOTIFY LANDSCAPE ARCHITECT IF FIELD

CONDITIONS ARE DIFFERENT.

1"

1"

1"1"
1 1/2"

1 1/4"

TORO 570Z-6P-XF 6" POP-UP HEAD WITH FB-50-PC FLOOD BUBBLER.  EACH SYMBOL

REPRESENTS TWO BUBBLERS.

1

1

2

"

5

28

1

1

2

"

6

25

1

1

2

"

7

23
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2
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28

1

1
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"

2

24

1

1

2

"

3

28

1

1

2

"

4

28

1

1

2

"

1

7

1"

1"

1"

1 1/2"

1 1/4"

1"
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1/
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1 
1/

2"

1"

1"

1 1/4"

1"

1"

1 1/4"1"
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