








Sheet:

Horiz:Scale:

Project No:

Vert:

Date:

C
h
k
'
d

B
y

D
e
s
c
r
i
p
t
i
o
n

D
a
t
e

R
e
v
 
#

THIS DRAWING IS INCOMPLETE

AND NOT TO BE USED FOR

CONSTRUCTION UNLESS IT IS

STAMPED, SIGNED AND DATED

\\FMO10\Projects\9-COA Sewer Tie In Hwy 550 (9126219)\CAD\Civil\9126219 Details.dwg,  7/22/2019  8:14:36 AM  CMD

Designed CheckedDrawn

July 2019

C
I
T

Y
 
O

F
 
A

Z
T

E
C

GYQ CMD

 
S

E
W

E
R

 
T

I
E

-
I
N

U
.
S

.
H

W
Y

 
5
5
0

A
Z

T
E

C
,
 
N

E
W

 
M

E
X

I
C

O

© Copyright  2019 Souder, Miller & Associates - All Rights Reserved

DJB

SM
A

Date:

July 2019

9126219

SO
U

D
ER

, M
IL

LE
R

 &
 A

SS
O

C
IA

TE
S

En
gi

ne
er

in
g 

 ♦
  E

nv
iro

nm
en

ta
l  

♦  
Su

rv
ey

in
g

S
e

r
v
i
n

g
 
t
h

e
 
S

o
u

t
h

w
e

s
t
 
&

 
R

o
c
k
y
 
M

o
u

n
t
a

i
n

s

Ph
on

e 
(5

05
) 3

25
-7

53
5 

 T
ol

l-F
re

e 
(8

00
) 5

19
-0

09
8 

 F
ax

 (5
05

) 3
26

-0
04

5
w

w
w

.
s
o
u
d
e
r
m

i
l
l
e
r
.
c
o
m

40
1 

W
es

t B
ro

ad
w

ay
 A

ve
nu

e
Fa

rm
in

gt
on

, N
M

  8
74

01
C

O
N

S
T

R
U

C
T

I
O

N
 
D

E
T

A
I
L
S

D100

N/A

N/A

BORING DETAILS

STATIONARY

AutoCAD SHX Text
%%UNOTES

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
10'-0"

AutoCAD SHX Text
10'-0"

AutoCAD SHX Text
ENCASEMENT

AutoCAD SHX Text
SEWER LINE

AutoCAD SHX Text
STANDARDS

AutoCAD SHX Text
CONSTRUCTION

AutoCAD SHX Text
125 LF, 24"  SCH 40STEEL ENCASEMENT

AutoCAD SHX Text
GROUND SURFACE

AutoCAD SHX Text
12"  PVC SEWER LINE

AutoCAD SHX Text
U.S. HWY. 550

AutoCAD SHX Text
WEST R/W

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
SANITARY PROFILE SECTION A-A

AutoCAD SHX Text
CONNECTION TO EXISTING MANHOLE

AutoCAD SHX Text
POLYETHYLENE RANGER II CASING SPACER, MIDI 100 MODEL OR EQUAL (CAPACITY OF 875#/SPACER) FOR SEWERLINE INSTALLATION, SPACING PER MANUFACTURER'S RECOMMENDATIONS

AutoCAD SHX Text
STRAPPING AS NEEDED TO HOLD CONDUIT TO CARRIER PIPE

AutoCAD SHX Text
SEWER LINE CASING DETAIL

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
CONNECTION TO NEW MANHOLE

AutoCAD SHX Text
SEWER PIPE REQUIRING ENCASEMENT

AutoCAD SHX Text
WATER LINE

AutoCAD SHX Text
CLASS "C" CONCRETE

AutoCAD SHX Text
1) ENCASEMENT SHALL EXTEND A MINIMUM OF 10' EACH DIRECTION ENCASEMENT SHALL EXTEND A MINIMUM OF 10' EACH DIRECTION FROM POINT OF CROSSING OR POINT OF HORIZONTAL SEPARATION LESS THAN 10' 2) IF SEWERLINE CROSSES OVER WATERLINE, SEWERLINE MUST BE IF SEWERLINE CROSSES OVER WATERLINE, SEWERLINE MUST BE ENCASED. MAINTAIN MIN. 12" VERTICAL SEPARATION. 3) IF SEWERLINE CROSSES UNDER WATERLINE WITH LESS THAN 24" IF SEWERLINE CROSSES UNDER WATERLINE WITH LESS THAN 24" SEPARATION, SEWERLINE MUST BE ENCASED. MAINTAIN MIN. 12" VERTICAL SEPARATION. 4) IF HORIZONTAL SEPARATION BETWEEN WATERLINE AND SEWERLINE IF HORIZONTAL SEPARATION BETWEEN WATERLINE AND SEWERLINE IS LESS THAN 10' AND WATERLINE IS NOT 24" ABOVE SEWERLINE, SEWERLINE MUST BE ENCASED. 

AutoCAD SHX Text
%%UNOTES

AutoCAD SHX Text
USE RESTRAINED-JOINT PVC PIPE WITHIN CASING

AutoCAD SHX Text
SEAMLESS, VULCANIZED EDGE, PULL-ON CASING & SEALS. MIN 1/8" THICK 60 DUROMETER SYNTHETIC NEOPRENE RUBBER, USE 1/2" WIDE T304 S.S BANDINGS WITH 100% NON-MAGNETIC WORM GEAR MECHANISM.

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
3.  SEE COMPACTION REQUIREMENTS, G101

AutoCAD SHX Text
SEE COMPACTION REQUIREMENTS, G101

AutoCAD SHX Text
2.


	HPSCANNER0459
	HPSCANNER0460
	HPSCANNER0461
	HPSCANNER0462
	HPSCANNER0463
	Revised Details 7.22.19.pdf
	Sheets and Views
	Details





